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1.0  INTRODUCTION 
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The  Requirements  Engineering  and  Validation  System  (REVS)  is  a soft- 
ware system  designed  to  support  the  development  and  validation  of  software 
requirements.  REVS  was  developed  for  the  Ballistic  Missile  Defense  Advanced 
Technology  Center  (BMDATC)  under  the  Software  Requirements  Engineering 
Program,  a research  program  concerned  with  the  development  of  a systematic 
approach  to  the  development  of  complete  and  validated  computational  require- 
ments specifications  and  consists  of:  concepts  and  structured  techniques  for 
decomposition  of  requirements,  the  Requirements  Statement  Language  (RSL), 

REVS,  and  the  procedures  for  their  application. 

1.1  PURPOSE  OF  MANUAL 

This  maintenance  manual  provides  information  necessary  to  maintain  the 
Requirements  Engineering  and  Validation  System  (REVS)  installed  on  both  the 
Texas  Instruments  Advanced  Scientific  Computer  (ASC)  and  the  CDC  7600  Com- 
puter located  at  the  BMDATC  Advanced  Research  Center  (ARC).  The  operation 
of  each  REVS  function  is  documented  to  provide  a clear  understanding  of  its 
processing  and  functional  organization.  This  material  updates  the  informa- 
tion provided  in  the  REVS  Software  Design  Document  [1]. 

REVS  is  implemented  and  maintained  in  the  Process  Design  Language  (PDL  2) 
[2]  on  the  TI-ASC  while  on  the  CDC  7600  it  is  implemented  and  maintained  using 
the  PASCAL  compiler  and  other  SCOPE  2 System  support  software  as  outlined  in 
Section  2.  The  REVS  source  code  contains  documentation  of  the  operation  of 
the  REVS  procedures  obtainable  from  the  Process  Design  System  (PDS  2).  This 
same  information  is  retained  on  the  REVS  program  library  file  in  the  form  of 
a single  deck  (REVSDOC)  and  can  be  obtained  via  the  CDC  UPDATE  [22]  source 
manager.  This  manual  does  not  repeat  that  information.  Instead  it  is 
intended  to  provide  maintenance  personnel  with  an  understanding  of  each 
operation  REVS  performs  and  to  guide  the  programmer  to  the  REVS  procedures 
which  perform  these  operations.  Thus  this  manual  should  be  used  in  conjunc- 
tion with  the  source  code  documentation. 

1.2  PURPOSE  OF  SOFTWARE 

The  Requirements  Engineering  and  Validation  System  (REVS)  provides  the 
capability  to  maintain,  analyze,  simulate,  and  document  software  requirements 
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stated  in  the  Requirements  Statement  Language  (RSL)  [3].  RSL  and  REVS 
were  designed  to  meet  the  needs  of  Ballistic  Missile  Defense  (BMD)  systems 
and  other  large  real-time  systems  with  imbedded  software,  and  to  provide  a 
degree  of  precision,  automation,  and  confidence  in  software  requirements 
development  unattainable  by  conventional  means. 


! 


L 


2.0  ENVIRONMENT/SYSTEM  DESCRIPTION 


The  Requirements  Engineering  and  Validation  System  (REVS)  operates 
on  both  the  Texas  Instruments  Advanced  Scientific  Computer  (ASC)  and  the 
Control  Data  7600  Computer  at  the  BMDATC  Advanced  Research  Center  (ARC)  in 
Huntsville,  Alabama.  The  following  subsections  identify  the  system  soft- 
ware and  hardware  environment  for  the  two  computer  systems  at  the  ARC  in 
which  REVS  operates. 

2.1  SYSTEM  OVERVIEW 

REVS  has  been  designed  to  operate  in  both  on-line  and  off-line  mode 
under  control  of  the  standard  operating  systems  on  both  the  TI-ASC  and 
CDC  7600  to  allow  user  selection  of  all  REVS  functions  (except  REVS  Executive) 
in  any  order  and  any  number  of  times  during  a single  REVS  execution.  Simu- 
lator load  modules  are  dynamically  built  under  REVS  control,  not  requiring 
the  REVS  user  to  use  the  Job  Statement/Control  Language.  Thus,  although 
REVS  utilizes  separately  configuration  controlled  software,  this  is  done  in 
a manner  which  is  transparent  to  the  user  and  does  not  require  special  modi- 
fication of  the  externally  maintained  software.  All  other  software  used  by 
REVS  is  under  the  direct  control  of  the  REVS  Executive. 

2.2  ASC  INTERFACING  SOFTWARE 

REVS  operates  under  control  of  the  standard  TI-ASC  General  Purpose 
Operating  System  (GP0S),  explicitly  using  the  following  components  during 
installation  or  execution: 

• Job  Statement  Language  (JSL)  [4] 

• FILEC0PY  Utility  [5] 

t FORTRAN  Compiler  (NX)  [6] 

• Linkage  Editor  [7] 

t System  Object  Library 

t Supervisor  Service  Calls  [8] 

0 Source  Management  System  (SMS)  [9] 
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• Card  Image  File  Editor  (CIFER)  [10] 


• Partitioned  Direct  Secondary  Access  Method  (PDSAM) 

Utilities  [11] 

In  addition  to  the  standard  ASC  system  software,  REVS  uses  the  TI- 
Huntsvi lie  developed  Process  Design  System  (PDS  2)  [2]  and  the  following 
components  in  particular: 

• Source  Library  Management  System  (SLMS) 

• Configuration  Processor 

• Process  Design  Language  Compiler  (PDL  2) 

• Object  Module  Processor 

• Overlay  Processor 

• Object  Library  Utilities 

• PDS  Macros 

REVS  also  utilizes  several  libraries  on  the  ASC  that  have  been 
installed  by  the  ARC  contractor  for  local  use: 

• Off-line  Plotter  Library  (CALCOMP)  [12] 

t On-line  Color  Graphics  System  (ANAGRAPH)  [13,  14] 

2.3  CDC  INTERFACING  SOFTWARE 

REVS  operates  under  control  of  the  SCOPE  2.1  operating  system  on  the 
CDC  7600  computer  system  located  at  the  ARC.  The  following  system  components 
are  explicitly  used  during  REVS  installation  or  execution. 

t JOB  CONTROL  LANGUAGE  FOR  SCOPE  2 [20] 

0 FORTRAN  COMPILER  (FTN)  [21] 

0 UPDATE  [22] 

0 PASCAL  Compiler  [25] 

0 LOADER  [23] 

0 Off-line  Plotter  Library  (CALCOMP)  [12] 

0 On-line  Color  Graphics  (ANAGRAPH)  [13,14] 
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• LIBEDT  (Library  Manager)  [20] 

• COMPASS  (CDC  Assembler)  [24] 

2.4  ASC  COMPUTER  AND  INTERFACING  HARDWARE 

REVS  provides  for  the  use  of  all  ARC  ASC  hardware  facilities  available 
through  the  operating  system: 

o Central  Processor 

o Central  Memory 

o Memory  Extension 

o Disks  (Head  per  track) 

o Tapes  (7  and  9 track) 

o Card  Reader  and  Punch 

o Line  Printer 

In  addition  to  the  standard  ASC  configuration,  there  are  other  hardware 
systems  installed  at  the  ARC  with  which  REVS  interfaces  and  utilizes: 

o Off-line  Paper  Plotter  (CALCOMP)  via  7 track  tape 

o On-line  Color  Graphics  System  (ANAGRAPH) 

2.5  CDC-7600  COMPUTER  AND  INTERFACING  HARDWARE 

REVS  provides  for  use  of  the  following  CDC  hardware  facilities  avail- 
able through  the  operating  system. 

• Small  Core  Memory  (SCM) 

• Large  Core  Memory  (LCM) 

• Central  Processor 

• Disks 

• Tapes  (7  and  9 track) 

• Card  Reader  and  Punch 

• Line  Printer 
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As  on  the  ASC,  REVS  on  the  CDC-7600  also  interfaces  with  an  utilizes 
the  following  hardware  systems  installed  at  the  ARC. 

• Off-line  Paper  Plotter  (CALCOMP) 

• On-line  Color  Graphics  (ANAGRAPH) 
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3.0  COMPUTER  PROGRAM  DESCRIPTION  - REVS 

The  Requirements  Engineering  and  Validation  System  (REVS)  maintains, 
analyzes,  simulates,  and  documents  software  requirements  stated  in  the 
Requirements  Statement  Language  (RSL).  The  REVS  software  is  organized  by 
function  into  the  following  components: 

0 REVS  Executive 

t RSL  Translation  (RSL,  RSLXTND) 

0 Interactive  R-Net  Generation  (RNETGEN) 

0 Requirements  Analysis  and  Data  Extraction  (RADX) 

0 Simulator  Generation  (SIMGEN) 

0 Simulator  Execution  (SIMXQT) 

0 Simulation  Data  Analysis  (SIMDA). 

REVS  is  controlled  by  the  user  through  the  REVS  Control  Language  (RCL). 
RSL,  RCL,  and  the  operational  instructions  for  each  of  the  REVS  functions  are 
documented  in  the  REVS  Users  Manual  [3].  These  functions  are  briefly 
described  below  and  are  documented  in  the  remainder  of  this  section.  The 
Simulator  Program  generated  by  REVS  is  documented  in  Section  4.  The  REVS  Users 
Manual  [3]  presents  a complete  list  of  messages  which  can  be  generated  by  any 
of  the  REVS  functions. 

REVS  Executive 

REVS  is  controlled  at  the  highest  level  by  the  REVS  Executive.  It  pro- 
cesses the  Executive  portions  of  the  REVS  Control  Language  (RCL)  to  invoke 
the  various  REVS  functions  and  to  select  Executive  options.  The  REVS 
functions,  with  the  exception  of  RNETGEN,  interface  with  the  user  through 
the  Executive  input  and  output  procedures.  The  functions  access  the  require- 
ments data  base,  the  Abstract  System  Semantic  Model  (ASSM),  using  the  ASSM 
Access  utilities  of  the  Executive. 


3-1 


RSL  Translation 


RSL  Translation  parses  RSL  statements,  performs  syntax  and  semantics 
checks  and  enters  the  requirements  into  the  ASSM  or  modifies  the  ASSM  as 
directed  by  the  RSL.  The  RSL  translation  function  supports  both  the 
entry/modification  of  requirements  in  RSL  and  the  entry/modif icati on  of 
extensions  to  RSL. 

Interactive  R-Net  Generation 

RNETGEN  allows  the  user  to  interactively  create,  retrieve,  and 
modify  R-Nets  in  a graphical  form  from  the  Anagraph  terminal.  The  R-Nets 
and  graphics  information  are  maintained  in  the  ASSM.  RNETGEN  also  permits 
the  user  to  develop  a graphical  representation  of  an  R-Net  previously 
defined  through  RSL. 

Requirements  Analysis  and  Data  Extraction 

RAOX  performs  analysis  on  the  requirements  stored  in  the  ASSM  and 
provides  the  user  with  diagnostics  concerning  consistency  and  completeness 
of  the  requirements.  RADX  also  contains  a generalized  query  system  which 
permits  the  user  to  selectively  extract  information  from  the  ASSM  and  out- 
put it  in  RSL. 

Simulation  Generation 

SIMGEN  translates  the  R-Nets,  data  and  simulator  model  descriptions 
and  their  relationships  established  in  the  ASSM  into  Process  Design 
Language  (PDL  2)  components,  consolidates  these  with  REVS  provided  simu- 
lator utilities  and  an  externally  provided  driver,  and  compiles  and  link 
edits  the  procedural  code  into  an  executable  simulator. 

Simulation  Execution 

Simulator  run-time  parameters  are  processed  by  SIMXQT,  in  preparation 
for  execution  of  a REVS  generated  simulator. 

Simulation  Data  Analysis 

Simulation  post-processor  run-time  control  parameters  are  processed  by 
SIMDA.  A parameter  file  to  be  read  by  the  Simulator  Post-Processor  Program 
is  also  constructed  by  SIMDA. 


3.1  REVS  EXECUTIVE  (REVS) 

Description 

The  REVS  Executive  function  establishes  the  initial  conditions  needed 
for  the  execution  of  REVS,  changes  state  from  executive  to  function  and 
back  to  selectively  execute  REVS  functions  as  directed  by  RCL  Executive 
Commands  (REVS-EXEC-RCL) , changes  mode  from  off-line  to  on-line  and  back, 
and  terminates  execution  when  requested.  All  input  statements  from  XXREVSIN 
are  routed  to  XXREVSOUT  before  performing  the  specified  operation.  Unrecog- 
nizable statements  are  merely  flushed  with  a diagnostic  while  valid 
executive  state  statements  are  accompanied  by  action  messages.  Although 
the  Executive  passes  control  to  functions  as  specified  by  RCL,  it  retains 
ultimate  supervision  and  terminates  functions  and  REVS  executions  in  an 
orderly  manner  when  run  time  errors  require  it. 

Input 

REVS-EXEC-RCL  - Executive  state  RCL  only 

Processing 

REVS  Executive  processing  is  shown  in  the  flow  diagram  of  Figure  3-1. 
The  following  comments  refer  to  processing  steps  in  the  flow  diagram. 

[1]  - All  Executive  variables  and  files  are 

set  as  well  as  global  variables  and 
files  required  for  inter-function  use 
(e.g.,  ASSM  Access  and  Calcomp  plot 
subfunctions) . 

[4]  - The  Executive  receives  only  executive 

RCL  statements  which  are  limited  to 
executive  state  use  only.  Other  execu- 
tive RCL  statements  which  are  immediate 
are  processed  within  XXREVSIN. 

[5]  - XXREVSOUT  is  sent  a demarcation  line 

before  and  after  function  execution  to 
clearly  identify  which  output  is 
from  the  Executive  and  which  is  from 
the  function.  If  a graphics  console 
synchronization  error  occurs  following 
RNETGEII  execution,  the  Executive  notes 
this  on  XXREVSOUT  and  recovers. 


[6]  - There  is  no  limit  to  the  number  of  mode 

changes  unless  conditioned  by  the  user 
with  a GC  ONLY  statement  which  causes 
the  next  GO  statement  to  be  interpreted 
as  a STOP  statement.  An  appropriate 
message  is  issued  as  for  all  other 
executive  actions. 

[7]  - A mode  chanqe  to  on-line  causes  one 

Anagraph  console  to  be  reserved  by  the 
Executive  with  an  initial  display  of 
the  TRW/SREP  logo  accompanied  by  the 
user  identification.  A mode  change  to 
off-line  causes  the  same  TRW/SREP  display 
followed  by  release  of  the  console. 

[9]  - The  Executive  never  runs  out  of  input 

before  encountering  the  STOP  statement 
just  as  functions  never  run  out  of  input 
before  encountering  the  FEND  statement, 
thereby  obviating  the  need  for  an  inde- 
pendent end-of-file  test. 

[11]  - The  user  can  specify  that  the  job  is  to 

be  stopped  with  the  STOP  JOB  statement. 
This  kind  of  abort  suppresses  tape  saves 
or  simulator  builds/executions. 


Procedure  References 

The  following  list  correlates  the  functional  processing  steps  shown 
in  Figure  3-1  with  the  REVS  procedures  in  which  the  processing  is  performed. 


[1] 

- 

XXUINIT 

[2-9] 

- 

XXREVS 

[10] 

- 

X XU  TERM 
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Figure  3-1 


REVS  Executive  (REVS) 
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3.1.1  REVS  Input  (XXREVSIN) 

Description 

XXREVSIN  is  the  Executive  component  which  provides  the  standardized 
input  interface  for  the  Executive-arid  all  REVS  functions.  XXREVSIN  supports 
the  standard  off-line  (batch)  input  file  REVSIN,  as  well  as  additional  user 
specified  files,  and  the  on-line  color  graphics  console.  Although  on-line 
input  images  are  limited  to  72  characters  in  length,  XXREVSIN  will  support 
off-line  files  with  records  up  to  132  characters  in  length.  However,  the 
normal  size  is  80.  On  each  use  of  XXREVSIN  the  next  image  is  returned  from 
the  current  input  file,  which  may  be  the  standard  REVSIN  file,  an  alternate 
file,  or  the  on-line  console,  as  previously  specified  by  REVS-EXEC-RCL. 
XXREVSIN  logs  all  executive  RCL  unconditionally  and  logs  function  RCL  and 
RSL  if  specified  by  the  user  with  a LOG  ALL  statement.  The  file  source  of 
the  input  is  shown  on  the  log  and  executive  RCL  is  time  stamped. 

XXREVSIN  buffers  (temporarily  saves)  some  executive  RCL  statements 
when  a state  change  is  implied,  and  generates  an  appropriate  implied  execu- 
tive RCL  statement.  A subsequent  call  will  then  obtain  the  buffered  image. 

XXREVSIN  contains  the  executive  RCL  translator  since  some  RCL  is 
immediate  in  nature  and  is  executed  immediately  upon  detection.  The  trans- 
lated statement  is  retained  for  use  by  the  REVS  Executive  in  those  cases 
where  executive  state  is  required  for  processing.  Only  semantically  and 
syntactically  legal  executive  RCL  statements  are  recognized  by  this  trans- 
lator, and  all  other  input  images  are  considered  to  be  function  RCL  or  RSL. 

When  in  the  on-line  mode,  the  status  display  is  updated  whenever 
executive  RCL  is  processed  so  that  the  on-line  user  always  has  a current 
display  of  the  executive  state  variables. 

Input 

REVSIN  FILES 

Output 
IMAGE 


Standard  input,  alternate  addfiles,  or 
color  console  keyboard. 


The  next  input  image  available  to  the 
caller,  with  blank  fill  and  computed 
length . 
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STATDISPLAY 


Function  end  of  data  flay. 
On-line  status  display. 


Processing 

XXREVSIN  processing  is  shown  in  the  flow  diagram  of  Figure  3-2.  The 

following  comments  refer  to  processing  steps  in  the  flow  diagram. 

[1]  - No  function  is  allowed  to  read  past 

the  FEND  image  and  is  aborted  if  it 
tries. 

[4]  - Input  images  that  require  a state  change 

from  function  to  executive  are  buffered 
and  an  implicit  FEND  is  generated  to 
synthesize  what  the  user  should  have 
provided. 

[5]  - The  next  image  is  obtained  from  the  input 

file  REVSIN,  the  on-line  console  keyboard, 
or  an  alternate  file  as  determined  by  the 
specification  of  mode  and  addfile  by 
the  user. 

[7]  - The  free  form  image  is  translated  to  a 

coded  matrix  for  use  by  this  module  and 
the  executive  module. 

[10]  - This  step  is  currently  superfluous  as 

the  RCL  translator  now  includes  this 
logic  for  efficiency  of  translation. 

[12]  - Logging  of  function  RCL  is  only  performed 

if  explicitly  requested  by  the  user. 

[16]  - Executive  RCL  which  requires  the  execu- 

tive state  causes  image  buffering  when 
encountered  in  the  function  state. 

[21]  - Executive  RCL  which  does  not  require 

executive  state  is  processed  within 
XXREVSIN. 


The  return  status  is  set  based  on 
whether  or  not  the  transmitted  image 
is  a FEND. 
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Procedure  References 


The  following  list  correlates  the 
Figure  3-2  with  the  REVS  procedures  in 


functional  processing  steps  shown 
which  the  processing  is  performed. 


[2] 

[3] 

[5] 

[7] 

[13] 

[15] 

[19] 

[21] 


XXREVSLOG 

XXHALT 

XXGETIMAGE 

XXCLASSIFY 

XXREVSLOG 

XXREVSLOG 

XXREVSLOG 


XXPERFORMANCE 


3.1.2  REVS  Output  (XXREVSQUT ) 


Description 

XXREVSOUT  provides  the  standard  output  interface  for  the  REVS  Executive 
and  functions  which  causes  print  line  images  to  be  output  to  the  off-line 
printer  and/or  to  the  on-line  console.  On-line  operations  allow  paging  at  a 
rate  determined  by  the  user  by  requiring  user  stimulus  when  he  is  finished 
with  a page.  A page  wrapping  technique  is  used  which  allows  the  user  to 
view  a complete  page  at  all  times.  Screen  conditioning  is  required  upon 
first  use  of  the  console,  or  after  dedicated  use  of  the  screen  area  by  a 
function  such  as  Interactive  R-Net  Generation.  REVS  functions  are,  therefore, 
insulated  from  the  details  of  output  routing  which  is  user  controlled.  The 
user  stimulus  (via  the  trackball)  will  specify  to  continue  or  to  interrupt 
the  output  flow.  This  status  will  be  available  to  the  function  to  enable 
interruption  of  lengthy  outputs  and  to  direct  a return  to  the  input  process 
to  determine  the  user's  next  request.  The  interrupt  status  will  be  reset  on 
the  next  call  to  XXREVSIN.  In  addition,  the  user  can  change  the  output 
routing  of  off-line  at  that  point  if  he  so  desires.  That  would  not  retro- 
actively affect  previously  displayed  output. 


Input 


IMAGE 


SPACING 


Output 


IMAGE 


INTERRUPT 


Processinc 


The  variable  length  image  to  be  printed/ 
dispUy£d_ac£&rding  to  current  routing. 
The  image  has  a length  component. 

Spacing  controls  for  off-line  printing. 


A line  is  printed  and/or  displayed  on  the 
console. 

A signal  to  the  calling  program  if  the 
user  indicates  an  interruption  is  desired. 


XXREVSOUT  processing  is  shown  in  the  flow  diagram  of  Figure  3-3.  The 
following  comments  refer  to  processing  steps  in  the  flow  diagram. 


I 


[1] 

[3] 

[4] 

[6] 

[9] 

[13] 

[14] 

[15] 

[17] 

[18,  21] 


On-line  routing  is  legal  but  ignored  if 
not  in  on-line  mode. 

The  user  controls  the  speed  of  page 
wrapping  by  this  pause  for  him  to  signal 
when  ready. 

Previous  page  is  not  cleared  to  allow 
maximum  visibility  of  previous  lines. 

User  can  change  output  routing  dynamically 
without  explicit  RCL. 

User  can  request  function  interrupt. 
Function  response  is  not  enforced.  In- 
tended for  large  printing  functions  (RADX 
is  responsive). 

Line  below  current  one  is  blanked  to 
highlight  page  bottom. 

Current  line  is  always  underscored  in 
red  to  highlight  it. 

On-line  function  RNETGEN  can  reserve  the 
normal  XXREVSOUT  page  area  for  its  use 
in  which  case  only  one  line  is  left  to 
use. 

Off-line  routing  is  optional. 

Automatic  page  skipping  is  performed  on 
XXREVSOUT. 


Procedure  References  j 

j 

The  following  list  correlates  the  functional  processing  shown  in 
Figure  3-3  with  the  REVS  procedures  in  which  the  processing  is  performed. 

[6]  - XXPERFORMRCL 
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Figure  3-3  REVS  Output  (XXREVSOUT) 
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3.1.3  ASSM  Access 


— 

Use  of  the  core  Data  Base  Control  System  (DBCS)  [15]  software  to  interface 
directly  with  the  ASSM  at  the  very  lowest  level  would  require  more  knowledge 
of  the  data  base  system  than  the  REVS  tools  designer  requires  or  cares  to 
know.  Therefore,  a higher  level  interface  to  the  ASSM,  via  the  aforementioned 
DBCS  software,  has  been  implemented  which  more  conveniently  meets  the  needs 
imposed  by  the  various  REVS  functions  described  in  succeeding  subsections 
in  Section  3. 

The  ASSM  interface  software  can  be  grouped  into  four  major  categories: 

ASSM  Storage,  ASSM  Retrieval,  ASSM  Deletion,  and  ASSM  Utilities.  A list  and 
brief  description  of  the  ASSM  Access  procedures  is  presented  below  by 
category. 


ASSM  Storage 

This  group  of  ASSM  access  procedures  provides  for  storage  into  the 
ASSM  of  all  basic  components  which  make  up  RSL  in  addition  to  some  structure 
related  components  which  can  only  be  entered  via  the  RNETGEN  function. 


AAEET 

AAEE 

AAEPR 

AAECR 

AAERST 


Enters  an  element  type. 

Enters  an  element. 

Enters  a primary  relationship. 

Enters  a complementary  relationship. 

Enters  a relationship  subject  element 
type. 


AAERQT 


Enters  a relationship  object  element 
type. 


AAEOW 

AAEPOW 


Enters  an  optional  word. 

Associates  an  optional  word  to  a pri- 
mary relationship. 


AAECOW 


Associates  an  optional  word  to  a 
complementary  relationship. 


AAEA 

AAEAAT 


Enters  an  attribute. 

Enters  an  attribute  applicable  element 
type. 
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AAEALV 

- 

Enters  an  attribute  legal  value. 

AAENPET 

- 

Enters  legal  net/path  element  type. 

AAERW 

- 

Enters  a reserved  keyword. 

AAECS 

- 

Enters  a comment  segment. 

AAETS 

- 

Enters  a text  string  segment. 

AAAC 

- 

Associates  a text  string  to  an  applicable 
ASSM  component. 

AAERI 

- 

Enters  a relationship  instance. 

AAEAI 

- 

Enters  an  attribute  instance. 

AAEAWV 

- 

Enters  an  attribute  instance  without 
its  value. 

AAAAV 

- 

Associates  an  attribute  value  to  an 
attribute  instance  in  the  ASSM. 

AAENPN 

- 

Enters  a node  on  a structure. 

AAESPR 

- 

Enters  the  successor/predecessor  rela- 
tionship between  two  nodes  on  a structure. 

AAENCXY 

- 

Enters  graphic  coordinates  of  a node. 

AAENCOL 

- 

Enters  color  attribute  of  a node. 

AAENAXY 

- 

Enters  graphic  coordinates  for  the  arc 
between  two  nodes. 

AAEORD 

- 

Enters  the  ordinal  value  of  a structure 
branch . 

AAECE 

- 

Enters  the  conditional  expression  for  a 
structure  branch. 

AAENAE 

- 

Associates  an  element  to  a node  in  a 
structure. 

AAACE 

- 

Associates  a conditional  expression  to 
a node  branch. 

AAENBAE 

- 

Associates  an  element  to  a node  branch 
in  the  ASSM. 

AAEPER 

- 

Enters  a given  ASSM  configuration 
control  permission  with  permission 
level . 
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ASSM  Retrieval 


This  group  of  ASSM  access  procedures  provides  for  retrieval  of  all 
data  forms  which  may  reside  in  the  ASSM. 


AARET 

- 

Retrieves 

an  element  type. 

AARETE 

- 

Retrieves 

element. 

the  element  type  of  a given 

AAR  PR 

- 

Retrieves 

a primary  relationship. 

AARCP 

- 

Retrieves 
given  the 

a complementary  relationship 
primary. 

AARPC 

- 

Retrieves  the  primary  relationship  of  a 
given  complementary  relationship. 

AARRLS 

- 

Retrieves  a subject  element  type  of  a 
given  relationship. 

AARRLO 

- 

Retrieves  an  object  element  type  of  a 
given  relationship. 

AARPOW 

- 

Retrieves  the  optional  word  of  a given 
primary  relationship. 

AARCOW 

- 

Retrieves  the  optional  word  of  a given 
complementary  relationship. 

AARA 

- 

Retrieves 

an  attribute. 

AARAET 

- 

Retrieves  an  applicable  element  type 
for  a given  attribute. 

AARALV 

- 

Retrieves 

attribute 

the  legal  value  for  a given 

AARNPET 

- 

Retrieves 

a legal  net/path  element  type. 

AARRW 

- 

Retrieves 

a reserved  keyword. 

AARCS 

- 

Retrieves 

a comment  segment. 

AAREET 

- 

Retrieves 

type. 

an  element  of  a given  element 

AARRSE 

- 

Retrieves  a subject  element  of  a given 
relationship  instance. 

AARROE 

- 

Retrieves  an  object  element  of  a given 
relationship  instance. 

AARRS 

- 

Retrieves  a relationship  instance  given 
its  subject  element. 
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AARRO 

Retrieves  a relationship  instance  given 
its  object  element. 

AARAAE 

- 

Retrieves  an  attribute  instance  given 
its  applicable  element. 

AAREA 

- 

Retrieves  an  applicable  element  given 
an  attribute  instance. 

AARAVE 

- 

Retrieves  the  attribute  value  for  a 
given  attribute  instance. 

AARRI 

- 

Retrieves  a relationship  instance. 

AARAI 

- 

Retrieves  an  attribute  instance. 

AARE 

- 

Retrieves  an  element. 

AARFN 

- 

Retrieves  the  first  node  of  a given 
structure. 

AARSN 

- 

Retrieves  the  successor  node  of  a given 
node. 

AARPN 

- 

Retrieves  the  predecessor  node  of  a 
given  node. 

AARNT 

- 

Retrieves  the  type  for  a given  node. 

AARNCXY 

- 

Retrieves  graphic  coordinates  for  a 
given  node. 

AARNCOL 

- 

Retrieves  the  color  attribute  of  a give 
node. 

AARNAXY 

- 

Retrieves  the  graphic  coordinates  for 
the  arc  between  two  nodes. 

AARORD 

- 

Retrieves  the  ordinal  value  on  a node 
branch. 

AARCE 

- 

Retrieves  the  conditional  expression 
associated  with  a node  branch. 

AARTNODE 

- 

Retrieves  a node  in  the  temporary 
structure  area. 

AAREAN 

- 

Retrieves  an  element  associated  with 
a given  node. 

AARNAE 

- 

Retrieves  a node  associated  with  a 
given  element. 

AARNBAE 

- 

Retrieves  a node  branch  associated  with 
a given  element. 
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AAREANB 

“ 

Retrieves  an  element  associated  with  a 
given  node  branch. 

AARTS 

- 

Retrieves  a text  string. 

AARRST 

- 

Retrieves  next  relationship  having  a 
given  legal  subject  type. 

AARROT 

- 

Retrieves  next  relationship  having  a 
given  legal  object  type. 

AARAAET 

- 

Retrieves  next  attribute  having  a 
given  legal  applicable  element  type. 

ASSM  Deletion 

This  group 
forms  which  may 

of  ASSM  access  procedures  provides  for  removal  of  all  data 

reside  in  the  ASSM. 

AADET 

- 

Removes  an  element  type. 

AADPR 

- 

Removes  a primary  relationship. 

AADCR 

- 

Removes  a complementary  relationship. 

AADRST 

- 

Removes  a subject  element  type  for  a 
given  relationship. 

AADROT 

- 

Removes  an  object  element  type  for  a 
given  relationship. 

AADOW 

- 

Removes  an  optional  word. 

AADPOW 

- 

Removes  the  optional  word  for  a given 
primary  relationship. 

AADCOW 

- 

Removes  the  optional  word  for  a given 
complementary  relationship. 

AADA 

- 

Removes  an  attribute. 

AADAAT 

- 

Removes  an  applicable  element  type  for 
a given  attribute. 

AADALV 

- 

Removes  the  legal  value  for  a given 
attribu te. 

AADNET 

- 

Removes  a legal  net/path  element  type. 

AADCS 

- 

Removes  a comment  segment. 

AADE 

_ 

Removes  an  element. 
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AADRI 

- 

Removes  a relationship  instance. 

AADAI 

- 

Removes  an  attribute  instance. 

AADN 

- 

Removes  a node. 

AADSPR 

- 

Removes  the  successor/predecessor  rela- 
tionship between  two  nodes. 

AADPER 

- 

Removes  the  given  ASSM  configuration 
control  permission  and  its  permission 

1 evel . 

AADORD 

- 

Removes  the  ordinal  for  a given  node 
branch. 

AADCE 

- 

Removes  the  conditional  expression 
associated  with  a given  node  branch. 

AADNBAE 

- 

Removes  the  association  of  a given 
node  branch  to  an  element. 

AADPS 

- 

Removes  a structure. 

AADTS 

- 

Removes  a text  string. 

ASSM  Utilities 

This  group  of  ASSM  access  procedures  provides  all  additional  needs 
for  interfacing  with  the  ASSM  and  also  supports  many  of  the  other  ASSM 
access  procedures. 


AAURTYP 

Provides  for  changing  the  type  of  an 
existing  element  in  the  ASSM. 

AAURNAM 

- 

Provides  for  changing  the  name  of  an 
existing  element  in  the  ASSM. 

AAUBS 

- 

Performs  the  necessary  initialization 
for  building  a structure  in  the  ASSM. 

AAUES 

- 

Performs  the  cleanup  necessary  in  the 

ASSM  upon  conclusion  of  generating  a 
structure. 

AAURCSTR 

- 

Retrieves  the  character  string  in  the 

ASSM  associated  with  a given  ASSM  pointer 

AAURPTR 

- 

Retrieves  the  ASSM  pointer  for  a ^iven 
character  string.  ^ 
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AAURART 

- 

Retrieves  the  record  type  (ASSM)  for  a 
given  record  in  the  ASSM. 

AAULEN 

- 

Computes  the  length  of  a given  character 
string. 

AAUPAD 

- 

Pads  a character  string  with  trailing 
blanks. 

AAPERID 

- 

Sets  up  current  permission  level  for 
the  ASSM. 
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3.2  RSL  TRANSLATION  (RSL , RSLXTND) 

The  RSL  Translator  is  one  functional  component  of  the  Requirements 
Engineering  and  Validation  System  (REVS).  Its  purpose  is  to  translate 
input  stated  in  the  Requirements  Statement  Language  (RSL)  into  entries  in 
the  REVS  data  base,  the  Abstract  System  Semantic  Model  (ASSM). 

The  RSL  Translator  operates  in  either  of  two  modes,  basic  or  extension, 
corresponding  to  the  REVS  function  to  be  performed,  RSL  or  RSL  extension 
(RSLXTND).  In  the  basic  RSL  mode,  the  RSL  Translator  supports  the  entry, 
deletion  and  modification  of  requirements  stated  in  the  Requirements 
Statement  Language.  In  the  extension  mode,  the  RSL  Translator  supports 
the  entry,  deletion  and  modification  of  the  definitions  of  RSL  element- 
types,  attributes  and  relationships. 

The  input  to  the  RSL  Translator  is  in  the  form  of  RSL  command  lists 
as  defined  in  a condensed  form  in  Section  3.2.2.  The  syntax  for  the  command 
lists  allows  an  arbitrary  mix  of  RSL  and  RSL  extension  commands;  the  dis- 
tinction between  the  types  of  commands  is  enforced  by  the  semantic  interpre- 
tations for  the  command  list  constructs  as  defined  in  Section  3.2.4  (i.e., 
a semantic  error  is  detected  if  an  RSL  extension  command  is  input  while  the 
translator  is  operating  in  the  basic  RSL  mode).  This  combination  of  the  two 
types  of  commands  into  one  syntax  allowed  for  the  most  efficient  and  effective 
use  of  the  Lecarme-Bochmann  Compiler  Writing  System  [16,  17]  as  an  aid  in  the 
development  of  the  RSL  Translator. 
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3.2.1  Overall  Structure  of  the  RSL  Translator 


The  RSL  Translator  is  a procedure  generated  by  the  Lecarme-Bochmann 
Compiler  Writing  System  (L-B  CWS).  As  such,  it  has  the  general  structure 
of  L-B  CWS  generated  compilers  as  described  in  the  Compiler  Writing  System 
User's  Manual  [17].  The  discussion  below  is  summarized  from  that  source. 

The  actual  usage  of  the  Compiler  Writing  System  and  its  inputs  are  described 
in  Section  7.3.1 . 

The  translator  consists  of  four  functional  segments:  syntactic 
analyzer,  lexical  analyzer,  semantic  analyzer,  and  error  treatment.  The 
syntactic  analyzer  is  the  central  function  of  the  translator;  i.e.,  it 
controls  the  operation  of  the  other  parts.  Each  time  the  syntactic 
analyzer  needs  another  syntactic  unit,  it  calls  the  lexical  analyzer. 

Each  time  it  finds  that  a part  of  the  source  text  corresponds  to  the 
application  of  a particular  part  of  the  grammar,  it  calls  a procedure  in 
the  semantic  analyzer  to  perform  the  appropriate  action.  In  addition, 
error  treament  routines  exist  to  recover  from  the  recognized  error  so  that 
the  translation  may  continue.  The  error  treatment  routines  may  be  called 
by  any  function  of  the  translator.  In  turn,  they  may  call  the  lexical 
or  syntactic  analyzers  in  their  attempt  to  recover  from  the  error.  The 
resulting  functional  structure  of  the  translator  is  given  in  Figure  3-4. 

The  lexical  and  syntactic  analyzers  are  supplied  as  standard  source 
code  by  the  Compiler  Writing  System.  No  significant  changes  have  been 
made  to  the  syntax  analyzer  (parser)  and  only  minor  changes  have  been 
incorporated  into  the  lexical  analyzer  to  support  the  translation  of  RSL. 

The  Compiler  Writing  System  also  provided  the  framework  for  the  treatment 
of  errors;  a framework  which  was  tailored  for  use  by  the  RSL  Translator. 

The  semantic  analyzer,  in  contrast,  is  almost  totally  dependent  on  the 
language  to  be  translated.  As  such,  the  bulk  of  the  significant  aspects 
of  the  RSL  Translator  is  concentrated  on  the  semantic  actions  which  the 
translator  takes,  and  the  semantic  errors  which  it  detects. 

Succeeding  subsections  describe  the  general  approach  used  in  each  of 
the  functions  of  the  translator.  These  descriptions,  when  combined  with 
the  skeleton  specification  of  the  compilers  generated  by  the  Compiler 
Writing  System,  constitute  the  functional  design  of  the  RSL  Translator. 
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Figure  3-4  Structure  of  the  RSL  Translator 
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3.2.2  The  Syntactic  Analyzer 

To  facilitate  error  recovery,  the  RSL  input  is  processed  on  a 
sentence-by-sentence  basis,  rather  than  on  a section-by-section  basis. 
Combination  of  sentences  into  sections  is  done  semantically.  Also, 
periods  are  considered  by  the  parser  as  separators  between  sentences 
rather  than  a part  of  the  sentence.  This  enables  error  messages  to  be 
issued  as  soon  as  the  period  is  read,  rather  than  waiting  until  part  of 
the  succeeding  sentence  has  been  processed. 

Syntactic  Treatment  of  Names  (Identifiers) 

There  are  essentially  two  classes  of  names  recognized  by  the  parser: 
(1)  previously  defined  attribute,  relation,  and  element-type-names;  (2) 
previously  defined  element-names,  and  value-names  and  new  (not  previously 
defined)  names.  Names  of  class  (1)  are  treated  by  the  parser  as  separate 
syntactic  entities,  and  have  a semantic  attribute  which  is  a pointer  to 
the  appropriate  entry  in  the  ASSM.  Names  of  class  (2)  are  syntactically 
identical,  but  can  be  distinguished  by  their  semantic  attributes.  (See 
Section  3.2.4,  "Semantic  Treatment  of  Names".) 

RSL  Syntax  (Condensed) 

Table  3.1  contains  a description  of  the  syntax  of  RSL  in  condensed 
form  more  suitable  for  reading  by  humans  than  the  full  version  which  is 
input  to  the  L-B  CWS.  (See  Section  7.3.1.)  For  each  syntax  production, 
this  table  also  identifies  the  page  in  Section  3.2.4  on  which  the 
semantics  for  the  production  are  documented. 
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Table  3.1  Condensed  RSL  Syntax 


RSL  PRODUCTION  RULE 

PAGE 

NO. 

<command  list*::* 

|‘Comand*j-  end-of-file 

3-33 

<command>:  :* 

3-34 

[‘section  keyword*]  "definition* 

3-35 

| RENAME  element-nare  AS  new-name  [comment]. 

3-39 

| RETYPE  element-name  AS  element-type-name. 

3-40 

| <error-level  command> 

3-41 

| <extens1on-control  command> 

3-42 

‘extension-control  command*::* 

IDENTIFICATION  name. 

3-35 

| EXTENSION ^PERMISSIOiI  name. 

3-36 

| CONTROLPERMISSION  name. 

3-37 

1 kESCIND  PERMISSION  name. 

3-38 

<error-1evel  coonand?::* 

ERROR  LEVEL  integer. 

3-42 

‘Section  keyword*: := 

3-43 

DEFINE 

| ADD 

| DELETE 

j MCOIFi 

<deftn1tion>:  : = 

3-44 

<elerent-type  definition? 
j <attribute  def1nition> 

| relation  defin1tion> 

| <e!erent  defin1tion> 

<element-type  definition.::* 

<ele^ent-type-def Inition  header> 

3-45 

j[<scntence  keyword*]  ‘element-type-definition  sentenco>J0 

<element-type-dcf ini tion  header>: : 

3-46 

£L£MEUT_TYPE  element- type- name  [cotment]. 

3-47 

‘element-type-definition  sentence*:  :* 

3-48 

<error-level  command> 

| STRUCTURE  APPLICABILITY  { path}  '• 

sentence  keyword?::* 

3-49 

INSERT 

| REMOVE 

•attribute  definition*::* 

3-50 

<attribute-def  ini  tion  header? 

| ['sentence  keyword>]  'attribute-definition  sentence?^ 

<attribute-def Inition  header?::* 

3-51 

ATTRIBUTE  attribute-name  [comment]. 

3-52 

‘attribute-definition  sentence*: :* 

3-53 

<error- level  conmand? 

| applicable  types? 

) VALUE  value-name  [conrent]. 

I 


A 
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Table  3.1  Condensed  RSL  Syntax  (Continued) 


RSL  F.'.OC'JCTICN  RULE 

PAGE 

NO. 

♦applicable  types*::* 

APPLICABLE  [ELENENT_T'PE  ] ‘element  types*. 

3-54 

♦element  types*: := 

ALL 

| [ALL  EXCEPT]  jelement-type-rame^ 

3-54 

♦relation  definition*::* 

♦relation-definition  header* 

|[<sentence  keyword*]  ♦relation-definition  sentence*)" 

3-55 

<relat1on-def1nit1on  header>: :■ 

/RELATION  1 1 , ..  . . r .. 

(RELATIONSHIP)  , ‘relation  1d>  [comment]. 

3-56 

3-57 

♦relation  Id*::* 

relation-name  [(string)] 

3-56 

3-57 

♦relation-definition  sentence*: :* 

♦error-level  command* 

| ♦complementary  part* 

| ‘subject  part* 

| <object  part* 

3-58 

♦complementary  part*::* 

COMPLEMENTARY 

(RELATION  ... 

RELATIONSHIP  * 1 ‘relation  id*. 

3-58 

♦subject  part*::* 

SUBJECT  [£LEMENT_TYPE]  [‘element  types*]. 

3-59 

♦object  part*::* 

OBJECT  [ELEMENT_TYPE ] [‘element  types*]. 

3-60 

<element  definition^:* 

<element-def ini tlon  header> 

|[<sentence  keywcrd>]  <elerent-def Ini tlon  sentence>jn 

3-61 

♦element-definition  header*::* 

element-type-name  element-name  [comment]. 

♦element-definition  sentence*: := 

♦error-level  command* 

| ‘attribute  declaration* 

| ‘relation  declaration* 

| <path  declaration* 

| ‘Structure  declaration* 

3-64 

3-65 

♦attribute  declaration*: 

attribute-name 

r 1 

ivalue-na~e| 

.’nurber  > [corment] 

(string  1 1 

3-64 

3-65 

I 
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Table  3.1  Condensed  RSL  Syntax  (Continued) 


RSL  PRODUCTION  RULE 


‘relation  declaration*: :3 


relation-name  ‘Object  list*. 


‘Object  list*::*  n 

■j[element-type-name]  element-name  [comment]  j 

‘path  declaration*::3 

PATH  ^(‘validation  node>|  END  J [comment], 
‘validation  node*::3 

[element-type-name]  element-name  [corment] 


‘Structure  declaration*: := 

STRUCTURE  J"l<node>)  ENuj  [comcnt]. 


‘element  node* 

| ‘terminator* 

| <and  node* 

| ‘or  node* 

| ‘consider-or  node* 

| <Tor-each  node* 

| ‘select  node* 


‘element  node*::3 

[element-type-name]  element-name  [comment] 
‘terminator*: :» 

TERMINATE  [coment] 

| RETURN  [comment] 

‘and  node*: :3 

00  [comment]  ‘branch*  (and  ‘branch»|  END 


‘branch*: :3 


(‘node*) 


‘or  node*: :3 

IF  [comment]  ‘conditional  branch* 

(or  ‘conditional  branch*) 

’ '0 
OTHERWISE  [‘branch*]  END 

‘conditional  branch*::3 

[integer]  ‘condition*  ‘branch* 

‘consider-or  node*::3 

<consider-data> 

| «considcr-entity-class> 

<consider-data»: :3 

CONSIDER  [DATA]  enumcrated-data-name  IF  [comment] 
*consider-data  branch*  n 

(or  ‘consider-data  branch*) 

END  1 
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Table  3.1  Condensed  RSL  Syntax  (Continued) 


RSI  PRODUCTION  RULE 


<cons1der-data  branch*: :■ 

(•enuneratlon-value-list*)  <branch> 
| (<enurerat1on-value-11st>) 


•enumeratlon-value-llst*: : = n 

enumeratlon-value-nane  <0R  enumeratlon-value-namel 

’J2 

•conslder-entlty-class*: :* 

CONSIDER  [ENTITY_CLASS]  entity-class-name  IF  [comment] 
<cons1der-entity  branch*  n 
|oR  "conslder-entity  branch*? 

END 

•conslder-entity-class  branch*: :* 

(<entity-type-11st*)  "branch* 

| (<entity-type-list>) 


•entity-type- list*:  :* 

entity-type-name  joR  entity-type-name | 


<tor-each  node*::* 

FOR  EACH  <for-each  subject*  [SUCH  THAT  <cond1t1on*] 
DO  [ccirent]  <for-each  body  node*  END 


• for  each  subject* 

[FILE]  file-name  [RECORO] 

| [ENTITT_TYPE]  entity- type-name 
| [ENTITY_CLASS]  entity-class-name 


•for-each  body  node*::* 

[ALPHA]  alpha-name  [comment] 

| [SUBNET]  subnet-name  [comment] 


•select  node* : :» 

SELECT  <select  subject*  SUCH  THAT  "condition* 
[comment] 

•select  subject*::' 

[ENTITY_CLASS]  entity-class-name 
| [ENTITY_TYPE]  entity-type-name 
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Table  3.1  Condensed  RSL  Syntax  (Continued) 


RSI  PRODUCTION  RULE 


PAGE 

NO. 


<condition>: :* 

(♦Boolean  expression>) 
♦ Boolean  expression*::* 


♦simple  Boolean*  |«B  op>  <sinple  Boolean>| 
♦simple  Boolean-*:  :■ 


<Boolean  term*  joR  <Boolean  term*J 


<Boolean  term*::* 

<Boolean  factor>  |AND  <Boolean  factor*^ 

<Boolean  factor* : : * 

<Boolean>  [«rel  op>  <Boolean>] 

| ♦arithmetic  expression*  <rel  op>  <ar1thmetic  expression* 
<8oolean>: :* 

[NOT]  <Boolean  primary* 

♦Boolean  primary*::* 

TRUE 
| FALSE 

| data-name 

| (<Boolean  expression*) 

♦arithmetic  expression*: :* 

[<ad  op»]  <arithmet1c  term*  n 

| <arithemt1c  expression*  j*ad  op*  <arithmet1c  term*|^ 

^arithmetic  term*::*  ^ 

♦arithmetic  factor*  |<mul  op*  <ar1thmet1c  factor*^ 

♦arithmetic  factor*::* 
number 

| data-name 

| (<ar1thmet1c  expression*) 

<B  op*::* 

EQU  | XOR 
<rel  op*::* 

. i < i > i < • i » . i <» 

«ad  op> : :* 


<jnul  op>:  :* 


/ | DIV  | HOD 
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3.2.3  The  Lexical  Analyzer 

The  function  of  the  lexical  analyzer  is  to  scan  the  input  stream 
and  to  generate  RSL  terminal  symbols  for  the  syntactic  analyzer.  Some 
semantic  information  is  also  generated  for  the  terminals  and  associated 
with  them  in  the  form  of  semantic  attributes.  The  following  paragraphs 
identify  the  terminal  symbols  of  RSL  and  provide  a summary  of  the  semantic 
attributes  associated  with  each  symbol. 


End-of-file 


This  symbol  is  generated  when  an  end-of-file  indicator  is  returned 
from  XXREVSIN.  It  has  no  semantic  attributes. 

Name 


This  is  a sequence  of  up  to  60  alphanumeric  characters,  the  first 
one  of  which  is  alphabetic.  (The  underscore  character  is  considered 
alphabetic.)  Its  semantic  attributes  include:  (1)  a flag  indicating 
whether  the  name  can  be  found  in  the  ASSM;  (2)  the  type  of  ASSM  record; 

(3)  a pointer  to  the  ASSM  record.  If  the  name  cannot  be  found  in  the 
ASSM,  it  is  either  a value-name  or  a name  being  defined  for  the  first 
time.  Names  are  kept  in  a one-position  name  table.  When  an  unrecognized 
name  or  possible  value-name  is  processed  by  the  lexical  analyzer,  it  is 
moved  from  working  storage  to  the  name  table,  and  a flag  is  set  indicating 
that  the  name  table  is  full.  When  the  semantic  analyzer  determines  that 
the  name  is  to  be  used,  it  moves  it  back  to  working  storage  and  resets 
the  flag.  If  the  semantic  analyzer  determines  that  the  name  is  not  to  be 
used,  the  flag  is  reset  and  the  name  in  the  table  is  discarded. 


Two  semantic  errors  can  occur  in  the  use  of  the  name  table:  error 
number  448  (too  many  new  (undefined)  names);  error  number  451  (new 
(undefined)  name  was  lost).  These  are  only  expected  to  occur  as  a result  of 
syntax  errors  or  other  semantic  errors. 
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Comment 


Comments  are  scanned  completely  and  stored  in  the  ASSM  (with  their 
comment  brackets)  as  a chain  of  text.  The  line  structure  of  multi-line 
comments  is  preserved  as  follows:  (1)  a new  comment  segment  is  begun  when- 
ever an  end-of-line  indicator  is  returned  by  XXREVSIN,  regardless  of  the 
number  of  characters  scanned;  (2)  a single  line  which  contains  60  or  more 
characters  is  stored  as  two  comment  segments,  the  first  containing  exactly 
60  characters,  and  the  second  containing  the  remaining  characters.  (In  the 
case  of  a comment  line  containing  exactly  60  characters,  two  segments  are 
generated,  the  second  of  which  is  null.) 

The  semantic  attribute  of  a comment  is  a pointer  to  the  first  seg- 
ment of  the  text  chain  in  the  ASSM.  This  will  later  be  associated  with 
the  appropriate  ASSM  record  by  the  semantic  analyzer. 

String 

Strings  are  processed  in  exactly  the  same  way  as  comments.  (The 
delimiting  double  quotes  are  stored  along  with  the  text.) 

Integer 

The  binary  value  of  an  integer  is  returned  as  its  semantic  attri- 
bute. The  character-string  representing  the  integer  is  retained  as  a 
global  variable,  for  possible  use  as  an  attribute-value.  A global  value 
is  adequate  for  this  purpose,  since  each  attribute-value  is  processed 
as  a separate  sentence. 

Real  Number 

Real  numbers  are  defined  exactly  as  in  PASCAL.  Real  numbers  are 
checked  for  validity,  but  have  no  semantic  attributes.  The  character- 
string representing  the  number  is  retained  as  a global  variable,  for 
possible  use  as  an  attribute  value. 

Conditional  Expressions 

Conditional  expressions  are  checked  by  the  parser  for  syntactic 
validity,  but  are  also  copied  into  the  ASSM  as  a chain  of  text  segments, 
including  the  surrounding  parentheses.  A pointer  to  this  string  is 
saved  as  the  semantic  attribute  of  <conditional  expression:*.  Later  the 
semantic  analyzer  will  associate  this  text  chain  with  a node-branch  of 
a structure. 
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3.2.4  The  Semantic  Analyzer 


The  semantics  of  an  artificial  language  is  the  output,  other  than 
an  indication  of  syntactic  correctness,  generated  by  the  translator.  In 
the  case  of  RSL,  the  semantics  consists  of  a series  of  interactions  with 
the  ASSM. 

A semantic  action  may  be  taken  by  the  RSL  translator  for  each 
production  in  the  syntactic  description  of  RSL  which  was  input  to  the 
L-B  CWS  (see  Section  7.3.1).  A semantic  action  has  inputs  which  are  the 
semantic  attributes  associated  with  the  symbols  on  the  right-hand  side  of 
a production.  A semantic  action  may  call  the  ASSM  access  routines  to 
retrieve  information  from  or  enter  it  into  the  ASSM.  Semantic  actions 
may  also  test  and  set  global  variables  which  are  internal  to  the  RSL 
translator.  The  highest  level  at  which  semantic  action  is  taken  is  the 
section.  However,  most  information  is  processed  at  the  sentence  level, 
and  the  only  information  retained  between  sentences  is  the  type  of  the 
header,  the  associated  name  in  the  ASSM,  and  the  type  of  the  <section 
keyword>. 

Production-by-Production  Semantics 

This  section  contains  a description  of  the  semantic  actions  for 
each  production  of  RSL,  as  expressed  in  the  condensed  RSL  syntax  shown 
in  Table  3.1.  Since  each  production  in  the  condensed  syntax  usually 
corresponds  to  several  productions  in  the  syntactic  input  to  the  L-B  CWS, 
there  is  a similar  subdivision  of  the  semantics. 

The  semantics  for  each  production  is  expressed  in  two  parts,  normal 
semantic  action  and  possible  semantic  errors.  The  tests  for  errors  are 
actually  performed  before  any  semantic  action  is  taken,  but  the  order 
has  been  reversed  in  the  description  in  order  to  clarify  understanding 
of  the  normal  case.  The  name  or  names  of  the  software  modules  which 
perform  each  semantic  action  are  indicated  in  parentheses  following  the 
description  of  the  action. 

Semantic  errors  are  communicated  to  the  user  in  the  form  of  integer 
numbers.  For  each  possible  semantic  error,  the  error  number  and  the 
software  modules  which  can  detect  the  error  are  given  in  parentheses 
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following  the  description  of  the  error.  A cross-reference  between  the 
error  numbers  and  the  actual  mnemonic  names  used  in  the  RSL  Translator 
source  code  is  presented  in  Appendix  A.  A complete  listing  of  all 
possible  error  codes  and  their  interpretations  is  presented  in  the  REVS 
Users  Manual  [3]. 

In  most  cases,  a semantic  error  invalidates  the  entire  sentence  and 
a semantic  error  in  a section  header  invalidates  the  entire  section.  A 
few  semantic  errors  result  only  in  a warning  message,  and  a few  cause  the 
RSL  translator  to  terminate  abnormally  (fatal  errors). 

The  highest  syntactic  unit  processed  by  the  parser  is  the  sentence, 
so  descriptions  of  semantic  actions  above  the  sentence  level  are  actually 
summaries  of  actions  already  taken  at  a lower  level. 
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Revision  A 


— I 

<cominand  list>::  = 

( in 

•jccommand^  end-of-file 
Semantic  Action 

After  each  command  has  been  processed,  and  an  end-of-file  signal  is 
received  from  XXREVSIN,  RSL  returns  control  to  the  REVS  Executive. 


<command>:  : = 

[<section  keyword>]  <definition> 

Semantic  Action 

The  <definition>  is  processed  in  the  mode  corresponding  to  the 
<section  keyword>.  If  no  <section  keyword>  is  present  the  default  mode  is 
DEFINE,  if  the  name  in  the  section  header  is  undefined,  or  MODIFY,  if  the  name 
in  the  section  header  was  previously  defined  (ACTION). 
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<command> : : = 

<extension-control  command> 

<extensi on-control  command>::= 

IDENTIFICATION  name. 

Semantic  Action 

This  command  identifies  the  user  and  establishes  the  appropriate  per- 
mission level  (none,  extension  only,  or  control)  in  accordance  with  the 
permission  level  associated  with  the  name  (TTEXTCNTRL) . This  permission 
level  remains  in  effect  until  superseded  by  another  IDENTIFICATION  command 
or  by  the  conclusion  of  the  function  execution.  The  name  may  have  a maximum 
of  58  significant  characters  to  form  a unique  permission  identifier,  but  is 
maintained  separately  from  all  other  RSL  names  so  that  no  conflict  can  arise. 

Possible  Semantic  Errors 

The  RSL  translator  was  not  invoked  in  extension  mode,  i.e.,  via 
RSLXTND  (500-TTEXTCNTRL) . 


<extension-control  command> : := 


EXTENSION_PERMISSION  name. 

Semantic  Action 

The  name  will  be  entered  in  the  ASSM  and  extension  permission  asso- 
ciated with  it  (TTEXTCNTRL) . 

Possible  Semantic  Errors 

1.  The  current  permission  level  is  not  control  permission 
(497-TTEXTCNTRL) . 

2.  A permission  is  already  associated  with  the  name  (498-TTEXTCNTRL) . 

3.  No  control  permission  exists  in  the  ASSM  (502-TTEXTCNTRL) . 


\ 


<extension-control  command>::= 

CONTROL_PERMISSION  name. 

Semantic  Action 

The  name  will  be  entered  in  the  ASSM  and  control  permission  associated 
with  it  (TTEXTCNTRL) . Note  that  control  permission  includes  extension 
permission. 

Possible  Semantic  Errors 

permission 

name  (498-TTEXTCNTRL) . 


1.  The  current  permission  level  is  not  control 
(497-TTEXTCNTRL) . 

2.  A permission  is  already  associated  with  the 


3-37 


<extensi on-control  command> : := 

RESCIND  PERMISSION  name. 

Semantic  Action 

The  permission  associated  with  the  name  will  be  rescinded.  This  takes 
effect  immediately  unless  the  given  name  was  the  one  used  to  acquire  control 
permission  on  the  preceding  IDENTIFICATION  command,  in  which  case  it  will  take 
effect  at  the  next  IDENTIFICATION  statement  or  at  conclusion  of  function 
execution. 

Possible  Semantic  Errors 

1.  The  current  permission  level  is  not  control  permission 
(497-TTEXTCNTRL). 

2.  No  permission  is  associated  with  the  name  (499-TTEXTCNTRL) . 

3.  The  name  has  the  only  control  permission  in  the  ASSM  and  there 

is  at  least  one  outstanding  extension  permission  (501-TTEXTCNTRL) . 


<command>: := 

RENAME  element-name  AS  new-name  [comment]. 

Semantic  Action 

1.  The  name  of  the  element  will  be  changed  (TTRENAME) . 

2.  Any  existing  comment  for  the  element  will  be  removed 
(TTATTCOM). 

/ 

3.  The  comment,  If  given,  will  be  associated  with  the  element 
(TTATTCOM). 

Possible  Semantic  Errors 

1.  The  new-name  is  already  in  use  (449-ACTION). 

2.  The  old  element-name  is  not  a valid  element-name  (479-ACTION). 

3.  The  old  name  is  an  element-type-name,  attribute-name,  or  relation 
name  (syntax  error). 
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<command> 


RETYPE  element-name  AS  element-type-name. 


Semantic  Action 

The  element-type  of  the  element  is  changed  to  the  new  element-type 
(TTRETYPE) . 


Possible  Semantic  Errors 

1.  The  name  is  not  a valid  element-name  (479-ACTION). 

2.  The  element  has  an  associated  STRUCTURE  and  the  new  element-type 
is  not  SUBNET  or  R_NET  (475-TTRETYPE) . 

3.  The  element  has  an  associated  PATH  (481 -TTRETYPE) . (Only 
elements  of  type  VALIDATION_PATH  may  have  an  associated  PATH.) 

4.  The  element  is  associated  with  a node  of  a structure  and  the  new 
element-type  has  not  been  defined  with  STRUCTURE  APPLICABILITY 
NET  (427-TTRETYPE) . 

5.  The  element  is  associated  with  an  OR-node  or  a node  branch  on 
a structure  (409-TTRETYPE) . 

6.  The  element  is  associated  with  a node  on  a PATH  and  the  new 
element-type  has  not  been  defined  with  STRUCTURE  APPLICABILITY 
PATH  (480-TTRETYPE) . 

7.  The  existing  attributes  of  the  element  are  not  applicable  to  the 
new  element-type  (401 -TTRETYPE) . 

8.  The  existing  relationships  of  the  element  are  not  defined  for  the 
new  element-type  (441,  442-TTRETYPE) . 

9.  The  element-type-name  is  the  same  as  the  element-type  of  the 
element  (487-TTRETYPE) . 

10.  The  element  is  associated  with  a FOR  EACH  node  and  the  new 
element-type  is  not  FILE,  ENTITY_CLASS,  or  ENTITY_TYPE 
(433-TTRETYPE) . 

11.  The  element  is  associated  with  a SELECT  node  and  the  new  element- 
type  is  not  ENTITYjCLASS  or  ENTITY_TYPE  (486-TTRETYPE) . 

12.  The  element  is  associated  with  a node  immediately  following  a FOR 
EACH  node  and  the  element- type  is  not  ALPHA  or  SUBNET  (432- 
TTRETYPE) . 

13.  The  element  is  associated  with  a node  on  a STRUCTURE  and  the  old 
or  new  element-type  is  OUTPUTJNTERFACE  (491 -TTRETYPE ) . 
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14.  The  element  is  associated  with  a node  on  a SUBNET  and  the  new 
element- type  is  INPUTJNTERFACE  (488-TTRETYPE) . 

15.  The  element  is  associated  with  a node  on  a STRUCTURE  which 
follows  another  node  and  the  new  element-type  is  INPUT_INTERFACE 
(436-TTRETYPE). 


<command> : := 

1 <error-level  command> 

<error-leve1  command>::= 

ERROR  LEVEL  integer. 

Semantic  Action 

The  error  message  level  will  be  set  to  the  specified  integer.  The 
default  value  is  1 (ACTION). 

| 

■ 

I 

I' 
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<section  keyword>::= 

DEFINE 
| ADD 
| DELETE 
| MODIFY 

Semantic  Action 

■ w 

The  <section  keyword>  sets  the  mode  in  which  the  succeeding  definition 
is  to  be  processed.  ADD  and  DEFINE  are  synonymous  (ACTION). 


<definition> : := 

<element-type  definition> 

| attribute  definition> 

| <relation  definition 
| <element  definition> 

Semantic  Action 

The  <definition>  will  be  processed  in  the  appropriate  mode  (ADD, 
MODIFY,  or  DELETE),  and  the  ASSM  will  be  updated  appropriately. 
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<element-type  definition>: : = 

<element-type-definition  header> 

<[<sentence  keyword>] 

' \ n 

<element-type-definition  sentenced 

) 0 


Semantic  Action 


The  header  is  processed  according  to  the  mode  of  the  <section  keyword> 
(explicit  or  default),  and  each  sentence  is  processed  according  to  the  mode 
(explicit  or  default)  of  the  <sentence  keywords 


Possible  Semantic  Errors 

1.  An  <element-type-definition  header>  is  followed  by  a sentence  which 
is  not  an  <element-type-definition  sentence>  (430-TTSNTCHK) . 

2.  An  <element-type-definition  sentence>  is  not  preceded  by  an 
<element-type-definition  header>  (425-TTSNTCHK) . 

3.  An  <element-type-definition  sentence>  appears  in  an  <element-type 
definition>  of  mode  DELETE  (41 1 -ACTION) . 
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<e1ement-type-definition  header>: : = 

ELEMENT_TYPE  element-type-name  [comment]. 

Semantic  Action 

ADDition  mode  - 

1.  A new  element-type  is  entered  into  the  ASSM  with  the  given 
name  (TTNEWELT) . 

2.  The  comment,  if  any,  is  associated  with  the  element-type 
definition  in  the  ASSM  (TTATTCOM). 

MODIFication  mode 

1.  The  NET/PATH  indicator  is  changed  as  specified  in  the  following 
sentence  (TTFLAG). 

2.  The  comment,  if  any,  replaces  the  one  in  the  ASSM  (TTOLDELT). 

3.  If  the  comment  is  not  given,  any  existing  comment  will  be  retained. 

DELETion  mode 

1.  The  conment,  if  any,  is  deleted  from  the  ASSM  (TTDELCOM). 

2.  The  element-type  is  deleted  from  the  ASSM  (TTOLDELT). 

Possible  Semantic  Errors 
ADDition  mode 

1.  No  comment  is  specified  (201 -ACTION) . 

2.  The  element-type-name  is  already  in  the  ASSM  (41 5-TTOLDELT) . 
MODIFication  mode 

1.  The  name  is  not  defined  in  the  ASSM  as  an  element-type-name 
(446-TTNEWELT) . 

DELETion  mode 

1.  The  name  is  not  defined  in  the  ASSM  as  an  element-type-name 
(446-TTNEWELT). 

2.  An  element  of  this  type  exists  in  the  ASSM  (426-TTOLDELT) . 

3.  The  element-type  is  an  applicable  element-type  of  an  attribute 
(403-TT0LDELT). 
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4.  The  element-type  is  a legal  subject  element-type  of  a relation 
(472-TTOLDELT;-. 

5.  The  element-type  is  a legal  object  element-type  of  a relation 
(471 -TTOLDELT) . 

All  modes 

Extension  permission  has  not  been  established  (496-EREXTMODE) . 
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<element-type-definition  sentences := 
STRUCTURE  APPLICABILITY  • 


Semantic  Action 
INSERT  mode 


The  element-type  is  flagged  as  a legal  NET/PATH  element-type  (TTFLAG) . 
REMOVE  mode 

The  element-type  is  deleted  as  a legal  NET/PATH  element-type  (TTFLAG). 

Possible  Semantic  Errors 
INSERT  mode 


J!?,el2??i7type  iS  alrea<Jy  f la99ed  as  a legal  NET/PATH  element-type 
v4 I 7-TTF LAG ) . 


REMOVE  mode 


1.  NET  is  specified  and  the  element-type  is  not  a NET  legal  type 
(457-TTFLAG). 

2.  PATH  is  specified  and  the  element-type  is  not  a PATH  legal  type 
(457-TTFLAG). 

3.  An  element  of  the  given  type  is  used  on  a NET  or  PATH  (429-TTFLAG) 
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<sentence  keyword>::= 

INSERT 
| REMOVE 

Semantic  Action 

The  <sentence  keyword?  sets  the  mode  in  which  the  succeeding  sentence 
is  to  be  processed.  If  no  <sentence  keyword?  is  specified , the  default  mode  is 
INSERT  (ACTION). 

Possible  Semantic  Errors 

1.  A REMOVE  sentence  appears  and  the  <section  keyword?  is  not  MODIFY 
or  DELETE  (439-ACTION). 

2.  An  INSERT  sentence  appears  and  the  <section  keyword?  is  DELETE 
(411 -ACTION). 


A 
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attribute  definition  ::  = 

<attribute-definition  header> 

|[<sentence  keyword>l 
I \ ri 

<attribute-definition  sentence^ 

Semantic  Action 

The  header  is  processed  according  to  the  mode  of  the  <section  keyword> 
(explicit  or  default),  and  each  sentence  is  processed  according  to  the  mode 
(explicit  or  default)  of  the  <sentence  keyword>. 

Possible  Semantic  Errors 

1.  An  <attribute-definition  header>  is  followed  by  a sentence  which 
is  not  an  <attribute-definition  sentence>  (405-TTSNTCHK) . 

2.  An  <attribute-definition  sentence>  is  not  preceded  by  an 
<attribute-definition  header>  (404-TTSNTCHK) . 

3.  An  <attribute-definition  sentence>  appears  in  an  <attribute 
definition>  of  mode  DELETE  (411-ACTION). 


<attribute-definition  header>:  : = 

ATTRIBUTE  attribute -name  [comment]. 

Semantic  Action 

ADDition  mode 

1.  The  new  attribute-name  is  entered  into  the  ASSM  (TTNEWATTR). 

2.  The  comment,  if  any,  is  associated  with  the  attribute-name  in  the 
ASSM  (TTATTCOM) . 

MODIFication  mode 

1.  Applicable  types  and  legal  values  are  changed  as  specified  in 
the  following  sentences. 

2.  The  comment,  if  any,  replaces  the  one  in  the  ASSM  (TTATTCOM). 

3.  If  the  comment  is  not  given,  any  existing  comment  will  be  retained. 

DELETion  mode 

1.  All  applicable  element-types  for  the  attribute-name  will  be  removed 
from  the  ASSM  (TTOLDATTR) . 

2.  All  legal  value-names  and  associated  comments  for  the  attribute- 
name  will  be  removed  from  the  ASSM  (TTOLDATTR,  TTDELCOM) . 

3.  The  attribute-name  and  any  associated  comment  will  be  removed  from 
the  ASSM  (TTOLDATTR,  TTDELCOM). 

Possible  Semantic  Errors 

ADDition  mode 

1.  The  attribute-name  is  already  in  use  (449-ACTION). 

2.  No  comment  is  specified  (201 -ACTION) . 

MODIFication  mode 

1.  The  name  is  not  defined  in  the  ASSM  as  an  attribute-name 
(444 -TTNEWATTR). 
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DELETion  mode 


1.  The  name  is  not  defined  in  the  ASSM  as  an  attribute-name 
(444-TTNEWATTR) . 

2.  An  element  exists  which  has  this  attribute  (400-TT0LDATTR) . 
ALL  modes 

Extension  permission  has  not  been  established  (496-TTNEWATTR, 
TTOLDATTR) . 


<attribute-definition  sentences := 
applicable  types> 

| VALUE  value-name  [comment]. 

Semantic  Action 
INSERT  mode 

1.  The  value-name  is  entered  as  a legal  value  for  this  attribute 
(TTVALDEF). 

(NOTE:  The  identifiers  NAMED,  NUMERIC,  and  TEXT  are  not 
reserved  words,  but  have  special  properties  when  used  as  value- 
names.  Cf.  the  semantics  of  attribute  declarations ) 

2.  The  comment,  if  any,  is  associated  with  the  value-name  (TTATTCOM). 
REMOVE  mode 

1.  The  value-name  is  removed  from  the  set  of  legal  values  for  this 
attribute  (TTVALDEF). 

2.  The  associated  comment,  if  any,  is  removed  from  the  ASSM  (TTDELCOM). 

Possible  Semantic  Errors 
INSERT  mode 

The  value-name  is  already  a legal  value  for  this  attribute  (423-TTVALDEF) 
REMOVE  mode 

1.  The  value-name  is  not  a legal  value  for  this  attribute  (464-TTVALDEF) 

2.  An  element  exists  with  this  attribute  and  value  equal  to  the 
value-name  (400-TTVALDEF) . 

3.  The  legal  value  of  this  attribute  is  NAMED,  NUMERIC,  or  TEXT  and 
an  element  exists  with  the  attribute  (400-TTVALDEF). 

4.  A comment  is  specified  (202-ACTION). 
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applicable  types>::  = 

APPLICABLE  [ELEMENT_TYPE]  <element  types>. 

<element  types>: := 

ALL 

| [ALL  EXCEPT]  •jelement-type-namejn 

Semantic  Action 
INSERT  mode 

1.  The  element-types  on  the  list  will  be  entered  into  the  ASSM  as 
applicable  types  for  this  attribute,  unless  already  present 
(TTAPPELTYPES) . 

2.  If  ALL  is  specified,  all  currently  defined  element-types  will  be 
copied  and  entered  (TTAPPELTYPES). 

3.  If  ALL  EXCEPT  is  specified,  all  currently  defined  element-types 
except  those  on  the  list  will  be  copied  and  entered  (TTAPPELTYPES). 

REMOVE  mode 

1.  If  ALL  is  specified,  all  applicable  element-types  will  be 
removed  (TTAPPELTYPES). 

2.  If  a list  is  specified,  those  element-types  will  be  removed  from 
the  list  of  applicable  element-types  (TTAPPELTYPES). 

Possible  Semantic  Errors 

1.  ALL  EXCEPT  is  specified  in  REMOVE  mode  (452-TTAPPELTYPES) . 

2.  An  element-type  is  specified  in  REMOVE  mode,  and  is  not  on  the 
list  of  applicable  element-types  (401-TTCHKETLM) . 

3.  An  element  of  a type  listed  in  REMOVE  mode  has  this  attribute 
(400-TTVALDEF) . 

4.  No  element-types  are  specified  for  INSERT  mode  (463-TTAPPELTYPES) . 
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<rel ati on  definitions  : = 

<relation-definition  header> 

s [<sentence  keyword>] 

' \ n 

<relation-definition  sentences 

J 0 

Semantic  Action 

The  header  is  processed  according  to  the  mode  of  the  <section  keyword> 
(explicit  or  default),  and  each  sentence  is  processed  according  to  the  mode 
(explicit  or  default)  of  the  <sentence  keywords 

Possible  Semantic  Errors 

1.  A <relation-definition  header>  is  followed  by  a sentence  which  is 
not  a <relation-definition  sentence>  (467-TTSNTCHK) . 

2.  A <relation-definition  sentence>  is  not  preceded  by  a <relation- 
definition  header>  (468-TTSNTCHK) . 

3.  A <relation-definition  sentence>  appears  in  a <relation  definition> 
of  mode  DELETE  (411 -ACTION). 


<rela ti on-def i ni tion  header>::= 


RELATION  \ 1 
RELATIONSHIP f ] 


<relation  id> 


[comment] . 


<relation  id>::= 

relation-name  [(string)]. 


Semantic  Action 

ADDition  mode 

1.  The  new  relation-name  is  entered  into  the  ASSM  (TTRELDEF). 

2.  The  optional  word  contained  within  the  string  is  entered  as  the 
optional  word  associated  with  the  relation  (TTRELDEF). 

3.  The  comment,  if  any,  is  associated  with  the  relation-name  in  the 
ASSM  (TTATTCOM) . 

MODIFication  mode 

1.  The  complement  name,  optional  word,  legal  subject  types,  and 
legal  object  types  are  changed  as  specified  in  the  following 
sentences. 

2.  The  comment,  if  any,  replaces  the  one  in  the  ASSM  (TTATTCOM). 

3.  If  the  comment  is  not  given,  any  existing  comment  will  be  retained. 

DELETion  mode 

1.  The  lists  of  legal  subject  and  object  types  will  be  removed  from 
the  ASSM  (TTRELDEF). 

2.  The  complementary  relation-name,  its  association  with  an  optional 
word,  if  any,  and  its  associated  comment  will  be  removed  from  the 
ASSM  (TTRELDEF). 

3.  The  relation-name,  its  association  with  an  optional  word,  if  any, 
and  any  associated  coirment  will  be  removed  from  the  ASSM  (TTRELDEF). 

Possible  Semantic  Errors 

ADDition  mode 

1.  The  relation-name  is  already  in  use  (449-TTRELDEF) . 

2.  The  optional  word  is  not  a legal  optional  word  (449-TTGETOW) . 

3.  No  comment  is  specified  (201 -ACTION) . 
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MOD I Fi cat i on  mode 


1.  The  name  is  not  defined  in  the  ASSM  as  a primary  relation-name 
(408,  446-TTRELDEF) . 

2.  The  optional  word  is  not  a legal  optional  word  (449-TTGETOW) . 
DELETion  mode 

!•  The  name  is  not  defined  in  the  ASSM  as  a primary  relation-name 
(408,  446-TTRELDEF). 

2.  An  instance  of  the  relation  exists  between  elements  in  the  ASSM 
(400-TTRELDEF) . 

ALL  modes 

Extension  permission  has  not  been  established  (496-TTRELDEF) . 
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<relation-definition  sentence> 


<compl ementa ry  part> 
<subject  part> 
<object  part> 


<complementary  part>::= 


COMPLEMENTARY 


I RELATION  \ 1 
(RELATIONSHIP)  ] 


<relat1on  1d>. 


Semantic  Action 
INSERT  mode 

!•  The  complementary  relation-name  is  associated  with  the  primary 
relation  (TTRELCOMP) . 

2.  The  optional  word  is  entered  as  the  optional  word  associated  with 
the  complementary  relation-name  (TTRELCOMP). 

REMOVE  mode 

The  complementary  relation-name,  and  its  association  with  an  optional 
word.  If  any,  are  deleted  from  the  ASSM  (TTRELCOMP). 

Possible  Semantic  Errors 
INSERT  mode 

1.  The  complementary  relation-name  is  already  in  use  (449-TTRELCOMP) . 

2.  The  optional  word  is  not  a legal  optional  word  (449-TTGETOW) . 

REMOVE  mode 

The  name  is  not  defined  in  the  ASSM  as  the  complement  of  the  primary 
relation-name  (438-TTRELCOMP) . 
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<subject  part> 


SUBJECT  [ELEMENT_TYPE]  [<element  types>]. 


Semantic  Action 


INSERT  mode 

The  list  of  element-types  is  entered  into  the  ASSM  as  the  set  of  legal 

subject  types  for  the  relation  (TTRELSUBJ) . (NOTE:  See  attribute- 

definition  sentence>  for  the  semantics  of  <element  types>.) 

REMOVE  mode 

1.  If  no  <element  types>  are  specified,  or  ALL  is  specif ied,  al 1 
subject  element-types  will  be  removed  (TTRELSUBJ). 

2.  If  a list  is  specified,  those  element-types  on  the  list  will  be 
removed  from  the  set  of  subject  element-types  (TTRELSUBJ). 

Possible  Semantic  Errors 

INSERT  mode 

1.  No  element-types  are  specified  (463-TTRELSUBJ) . 

2.  A comment  is  specified.  The  conment  will  be  ignored,  and  the 
<subject  part>  processed  (202-ACTION). 


REMOVE  mode 

1.  All  EXCEPT  is  specified  (452-TTRELSUBJ ) . 

2.  There  is  an  instance  of  this  relation  with  subject  element  of  a 
type  listed  (470-TTRELDEF) . 

3.  An  element-type  specified  is  not  in  the  set  of  legal  subject  types 
(442-TTCHKETLM,  TTCHKRSUBJ). 

4.  A comment  is  specified.  The  comment  will  be  ignored,  and  the 
<subject  part>  processed  (202-ACTION). 
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1 


1 


<object  part>::= 

OBJECT  [ELEMENT_TYPE]  [<element  types>]. 

Semantic  Action 
INSERT  mode 

The  list  of  element-types  is  entered  into  the  ASSM  as  the  set  of  legal 
object  element-types  for  the  relation.  (NOTE:  See  <attribute-definition 
sentence>  for  the  semantics  of  <element  types>.) 

REMOVE  mode 

1.  If  no  element-types  are  specified,  or  ALL  is  specified,  all 
object  element-types  will  be  removed  (TTRELOBJ). 

2.  If  a list  is  specified,  those  element-types  on  the  list  will  be 
removed  from  the  set  of  object  element-types  (TTRELOBJ). 

Possible  Semantic  Errors 
INSERT  mode 

1.  No  element-types  are  specified  (463-TTRELOBJ) . 

2.  A comment  is  specified.  The  comment  will  be  ignored,  and  the 
<object  part>  processed  (202-ACTION). 

REMOVE  mode 

1.  ALL  EXCEPT  is  specified  (452-TTRELOBJ) . 

2.  There  is  an  instance  of  this  relation  with  object  element  of  a 
type  listed  (470-TTREL0BJ) . 

3.  An  element-type  specified  is  not  in  the  set  of  legal  object  types 
(442-TTCHKETLM,  TTCHKROBJ) . 

4.  A comment  is  specified.  The  comment  will  be  ignored,  and  the 
<object  part>  processed  (202-ACTION). 
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<element  definitions  : = 

element-definition  header> 
s[<sentence  keyword>] 

1 n 

<element-definition  sentenced 

) 0 

Semantic  Action 

The  header  is  processed  according  to  the  mode  of  the  <section  keyword> 
(expl icit  or  defaul t) , and  each  sentence  is  processed  according  to  the  mode 
(explicit  or  default)  of  the  sentence  keywords 

Possible  Semantic  Errors 

1.  An  <element-definition  header>  is  followed  by  a sentence  which  is 
not  an  <element-def inition  sentence>  (424-TTSNTCHK) . 

2.  An  <element-def ini tion  sentence>  is  not  preceded  by  an  element- 
definition  header>  (425-TTSNTCHK) . 

3.  An  element-definition  sentence>  appears  in  an  element  definition> 
of  mode  DELETE  (41 1 -ACTION) . 
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<element-def ini tion  header> : := 

element-type-name  element-name  [comment]. 

Semantic  Action 

ADDition  mode 

1.  The  new  element-name  is  entered  into  the  ASSM  with  type  correspond- 
ing to  the  element-type-name  (TTELEMDEF). 

2.  The  comment,  if  anv,  is  associated  with  the  element-name  in  the 
ASSM  (TTATTCOM) . 

MODIFication  mode 

1.  The  comment,  if  any,  replaces  the  one  in  the  ASSM  (TTATTCOM). 

2.  If  the  comment  is  not  given,  any  existing  comment  will  be  retained. 

DELETion  mode 

1.  All  attribute  instances  involving  the  element,  and  their  associated 
comments,  will  be  removed  from  the  ASSM  (TTELEMDEF). 

2.  The  element-name  and  its  associated  comment  will  be  deleted  from 
the  ASSM  (TTELEMDEF). 

Possible  Semantic  Errors 

ADDition  mode 

The  element-name  is  already  in  use  (449-TTELEMDEF) . 

MODIFication  mode 

1.  The  element-name  is  not  defined  in  the  ASSM  (445-ACTION,  TTNULLERR). 

2.  The  type  of  the  element  does  not  correspond  to  the  element-type-name 

(443-TTCHKTYPE,  TTCHKELTYPE) . 

DELETion  mode 

1.  The  element-name  is  not  defined  in  the  ASSM  (445-ACTION,  TTNULLERR). 

2.  The  type  of  the  element  does  not  correspond  to  the  element-type-name 

(443-TTCHKTYPE,  TTCHKELTYPE). 
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3.  The  element  is  the  subject  or  object  of  a relationship  instance 
(465,  476-TTELEMDEF) . 

4.  The  element  has  an  associated  STRUCTURE  or  PATH,  or  the  element  is 
associated  with  a node  or  branch  of  a STRUCTURE  or  PATH 
(402-TTELEMDEF). 
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<element-definition  sentence:-:  :■ 
<attribute  declaration> 
<relation  declaration> 
<path  declaration> 
<structure  declaration> 
attribute  declaration>:  : = 


attribute-name 


ivalue-name  1 
'number  \ 
Istrir  I 


1 


1 


[comment] 


Semantic  Action 
INSERT  mode 

1.  An  instance  of  the  designated  attribute  is  entered  into  the  ASSM 
(TTATTRDCL) . 

2.  The  attribute  value  is  attached  to  the  attribute  instance  in  the 
ASSM  (TTATTRDCL). 

3.  The  comment,  if  any,  is  associated  with  the  attribute  instance  in 
the  ASSM  (TTATTCOM) . 


REMOVE  mode 

1.  The  comment,  if  any,  associated  with  the  attribute  is  removed  from 
the  ASSM  (TTDELCOM) . 

2.  The  attribute  and  its  value  are  removed  from  the  ASSM  (TTATTRDCL). 


Possible  Semantic  Errors 
INSERT  mode 

1.  The  type  of  the  element  is  not  on  the  list  of  applicable  element- 
types  for  this  attribute  (401 -TTATTRDCL) . 

2.  The  value  is  a value-name,  and  neither  the  value-name  or  NAMED 
appears  on  the  list  of  attribute  legal  values  (437-TTCHKAVAL) 

3.  The  value  is  a number,  and  NUMERIC  does  not  appear  on  the  list  of 
attribute  legal  values  (437-TTCHKAVAL). 

4 The  value  is  a string,  and  TEXT  does  not  appear  on  the  list  of 
attribute  legal  values  (437-TTCHKAVAL). 

Instance  of  this  attribute  already  exists  (413-TTATTRDCL) . 
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REMOVE  mode 


1.  An  instance  of  this  attribute  does  not  appear  in  the  ASSM  for  the 
applicable  element  (453-TTATTRDCL) . 

2.  A value  is  specified  (482-TTATTRDCL) . 

3.  A comment  is  specified  (202-ACTION). 
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<relation  declaration : : = 

relation-name  <object  list>, 
<object  1 ist> : := 


j[element-type-name]  element-name  [comment] 


Semantic  Action 
INSERT  mode 

1.  A relationship  instance  is  entered  in  the  ASSM  for  each  element- 
name  in  the  <object  list>  (TTRELDCL).  (The  subject  is  the  element 
whose  name  is  in  the  header.) 

2.  If  the  element-name  was  not  previously  defined,  it  is  entered  into 
the  ASSM  with  the  specified  type  (TTCHKELTYPE) . 

3.  The  comment  is  associated  with  the  preceding  relationship  instance 
(TTATTCOM) . 

4.  If  the  relation-name  is  a complementary  relation,  an  instance  of  the 
primary  relationship  is  entered,  with  subject  and  object  reversed 
(TTRELDCL). 

REMOVE  mode 


Each  relationship  instance  which  has  an  object  on  the  <object  list>,  and 
subject  element  in  the  header,  is  removed  from  the  ASSM,  together  with 
its  associated  comment  (TTRELDCL,  TTDELCOM). 


Possible  Semantic  Errors 
INSERT  mode 

1.  The  element-name  in  the  header  is  not  a legal  subject  type  for  the 
given  relation  (442-TTCHKETLM,  TTCHKROBJ) . 

2.  The  element-name  on  the  <object  list>  is  not  a legal  subject  type 
for  the  given  relation  (441 -TTCHKETLM,  TTCHKROBJ). 

3.  An  instance  of  the  relationship  already  exists  with  given  subject 
and  object  (informative  error  only)  (204-TTCHKR0BJ) . 

4.  The  element  is  undefined  and  no  type  is  specified  (461 -ACTION) . 

5.  The  type  of  an  element  does  not  match  the  preceding  element-type- 
name  (443-TTCHKELTYPE,  TTCHKTYPE) . 

6.  The  relationship  is  EQUATES,  and  the  given  SYNONYM  already  EQUATES 

* TO  an  element  (477-TTRELDCL) . 
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REMOVE  mode 


1.  The  given  relationship  instance  does  not  exist  (459-TTCHKROBJ) . 

2.  The  type  of  an  element  does  not  match  the  element-type-name  (443- 
TTCHKELTYPE , TTCHKTYPE) . 

3.  A comment  is  specified  (202-ACTION). 
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<path  declarations  : = 


PATH 


validation  node> 


K H 


[comment]. 


<validation  nodes  : = 

[element-type-name]  element-name  [comment] 


Semantic  Action 
INSERT  mode 

1.  A PATH  structure  is  begun  (TTPATHDCL). 

2.  A node  of  type  NET-AND-PATH-FIRST  is  created,  and  associated  with 
the  element-name  in  the  header  (TTPATHKW). 

3.  A node  is  created  for  each  <validation  node>,  and  linked  to  the  pre- 
ceding NET-AND-PATH-FIRST  node  or  validation  nodes  The  comment 
following  the  validation  node>,  if  any,  is  attached  to  it  (TTNODELINK) . 

4.  If  there  are  no  syntactic  or  semantic  errors,  the  PATH  structure  Is 
made  permanent  (TTPATHDCL). 

5.  The  comment  following  the  END,  if  any,  is  associated  with  the 
NET-AND-PATH-FIRST  node  (TTATTCOM) . 


REMOVE  mode 

The  PATH  structure  associated  with  the  element-name  in  the  header  is 
deleted  from  the  ASSM  (TTPATHDCL). 


Possible  Semantic  Errors 
INSERT  mode 

1.  The  element-name  in  the  header  is  not  of  type  VALIDATION_PATH 
(481 -TTPATHKW). 

2.  The  element  already  has  an  associated  STRUCTURE  or  PATH  (422- 
TTPATHKW) . 

3.  The  element-type-name  in  the  validation  node-  does  not  match 

the  type  of  the  following  element-name  (443-TTCHKELTYPE,  TTCHKTYPE). 

4.  The  element-type-name  in  the  validation  node>  is  not  legal  for 
PATHS  (480-TTVALN0DE) . 

5.  No  validation  node>  is  specified  (484-TTPATHDCL) . 
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REMOVE  mode 


1.  The  element -name  in  the  header  does  not  have  an  associated 
VALIDATION_PATH  (458-TTPATHKW) . 

2.  A validation  node>  is  specified  (483-TTPATHDCL) . 

3.  A comment  is  specified  (202-ACTION). 
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structure  declarations-:  : = 


STRUCTURE 
<node>: := 


|<node>j>"  END 


<element  node> 
<terminator> 

<and  node> 

<or  node> 

<consider-or  node> 
<for-each  node> 
<select  node> 


[comment]. 


Semantic  Action 


INSERT  mode 

1.  A NET  structure  is  begun  (TTSTRDCL). 

2.  A node  of  type  NET-AND-PATH-FIRST  is  created,  and  associated  with 
the  element-name  in  the  header  (TTSTRKW). 

3.  Each  succeeding  <node>  is  linked  to  the  preceding  one  (TTNODELINK) . 

4.  The  comment  following  the  END,  if  any,  is  associated  with  the 
NET-AND-PATH-FIRST  node  (TTATTCOM) . 

5.  If  there  are  no  syntactic  or  semantic  errors,  the  structure  Is  made 
permanent  (TTSTRDCL). 

REMOVE  mode 

The  R_NET  or  SUBNET  structure  associated  with  the  element-name  in 
the  header  is  deleted  from  the  ASSM  (TTSTRDCL). 


Possible  Semantic  Errors 
INSERT  mode 

1.  The  element-name  in  the  header  is  not  of  type  R_NET  or  SUBNET 
(475-TTSTRKW) . 

2.  The  element  already  has  an  associated  STRUCTURE  or  PATH  (422- 
TTSTRKW) . 

3.  There  is  no  node  other  than  an  interface  or  <terminator>  (473- 
TTSTRDCL) . 

4.  The  final  node  is  not  an  <element  node>  of  type  OUTPUT_INTERFACE 
or  a <terminator>  (474-TTSTRDCL) . 
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5.  A <node>  follows  a <tertninator>  or  OUTPUT  INTERFACE  (450-TTSTRNSN, 
TTCBRANCH). 

6.  An  <element  node>  of  type  INPUT_INTERFACE  appears,  and  is  not  the 
first  <node>  following  STRUCTURE  (436-TTSTRSN , TTCBRANCH). 

7.  The  element-name  in  the  header  is  of  type  SUBNET  and  no  RETURN 
node  appears  in  the  STRUCTURE  (489-TTSTRDCL) . 

REMOVE  mode 

1.  The  element  in  the  header  does  not  have  an  associated  R NET  or 
SUBNET  (460-TTSTRKW). 

2.  A <node>  is  specified  (456-TTSTRDCL) . 

3.  A comment  is  specified  (202-ACTION). 
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<element  node>: := 

[el ement-type-name]  element-name  [comment] 

Semantic  Action 
INSERT  mode 

1.  A node  of  the  appropriate  type  is  created  and  associated  with  the 
element-name  (TTSTRKW) . 

2.  The  comment,  if  any,  is  associated  with  the  node  (TTATTCOM) . 

Possible  Semantic  Errors 
INSERT  mode 

[543!ncHKELTYPOname  001  matCh  ^ °f  ^ element"name 

2.  The  element-name  is  not  of  a NET  legal  type  ( 427 -TTELNODE ) . 

REMOVE  mode 

This  production  is  not  allowed  (456-TTSTRDCL) . 


<terminator>:  : = 

TERMINATE  [comment] 

| RETURN  [comment] 

Semantic  Action 

INSERT  mode 

A node  is  created  of  type  TERMINATE  or  RETURN  and  the  comment,  if  any, 
is  associated  with  the  node  (TTERMINODE) . 

Possible  Semantic  Errors 

INSERT  mode 

1.  A RETURN  exists  on  an  R__NET  (469-TTERMNODE) . 

2.  More  than  one  RETURN  exists  on  a SUBNET  (490-TTERMN0DE) . 

REMOVE  mode 

This  production  is  not  allowed  (456-TTSTRDCL) . 
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■ 


<and  node>::= 

DO  [comment] 


<branch> 


{ 


AND  <branch> 


h 


END 


Semantic  Action 


INSERT  mode 

1.  A pair  of  AND-nodes  is  created  in  the  ASSM  (called  the  AND-head  and 
the  AND-tail).  For  a terminating  node,  only  the  AND-head  is 
created  (TTBEGAND) . 

2.  The  comment,  if  any,  is  associated  with  the  AND-head  (TTATTCOM). 

3.  Each  <branch>  is  linked  as  the  successor  of  the  AND-head  and  the 
predecessor  of  the  AND-tail,  if  present  (TTNODELINK) . 

4.  The  AND-head  will  be  linked  to  the  predecessor  of  the  <and  node>, 
and  the  AND-tail,  if  present,  will  be  linked  to  its  successor 
(TTNODELINK). 

Possible  Semantic  Errors 


INSERT  mode 

Terminating  and  non-terminating  branches  are  mixed  (478-TTCONAND) . 
REMOVE  mode 

This  production  is  not  allowed  (456-TTSTRDCL). 
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< branch*: 


Semantic  Action 
INSERT  mode 

1.  Each  <node>  is  linked  to  its  successor  (TTNODELINK). 

2.  The  first  node  on  the  <branch>  will  be  linked  to  the  predecessor 
of  the  <branch>,  and  the  last  node  will  be  linked  to  the  successor 
of  the  <branch>  (TTNODELINK). 

Possible  Semantic  Errors 

INSERT  mode 

1.  An  INPUT_INTERFACE  begins  a <branch>  (435-TTBBRANCH). 

2.  An  INPUT_INTERFACE  follows  another  <node>  on  a <branch> 
(436-TTCBRANCH,  TTSTRSN) . 

3.  A <node>  follows  a <terminator>  or  OUTPUT  INTERFACE 
(450-TTCBRANCH,  TTSTRSN). 

4.  An  INPUTJNTERFACE  exists  on  a SUBNET  (488- TTSTRSN .TTSTRFN) . 

REMOVE  mode 

This  production  is  not  allowed  (456-TTSTRDCL) . 
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<or  node>::= 

IF  [comment]  <conditional  branch> 

joR  <conditional  branch>|^ 

OTHERWISE  [<branch>]  END 

Semantic  Action 
INSERT  mode 

1.  A pair  of  OR-nodes  is  created  in  the  ASSM  (called  the  OR-head  and 
the  OR-tail).  For  a terminating  node,  only  the  OR-head  is  created 
(TTBEGOR) . 

2.  The  conment,  if  any,  is  associated  with  the  OR-head  (TTATTCOM). 

3.  Each  <conditional  branch>  is  linked  as  the  successor  of  the  OR-head 
and  the  predecessor  of  the  OR-tail,  if  present  (TTNODELINK) . 

4.  The  word  OTHERWISE  is  associated  with  the  following  <branch>  as  if 
it  were  a <condition>  (TTFINOR). 

5.  The  OR-head  will  be  linked  to  the  predecessor  of  the  <or  node>,  and 
the  OR-tail,  if  present,  will  be  linked  to  its  successor  (TTNODELINK). 

Possible  Semantic  Errors 
INSERT  mode 

Terminating  and  non-terminating  branches  are  mixed  (478-TTCONOR, TTFINOR) . 
REMOVE  mode 

This  production  Is  not  allowed  (456-TTSTRDCL). 
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<conditional  branch>::= 

[integer]  <condition>  <branch> 

Semantic  Action 
INSERT  mode 

1.  The  integer  (ordinal),  if  any,  is  associated  with  the  <branch> 
(TTBEGOR , TTCONOR) . 

2.  The  <cond1t1on>  is  associated  with  the  <branch>  (TTBEGOR, 
TTCONOR). 


3'  ?TTASSDATA)in  ^ COndition  are  associated  with  the  <branch> 

Possible  Semantic  Errors 
INSERT  mode 

The  integer  is  greater  than  four  digits  (406-TTC0N0R,  TTBEGOR). 
REMOVE  mode 

This  production  is  not  allowed  (456-TTSTRDCL) . 
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national  bureau  or  standards 

MICROCOPY  RESOLUTION  TEST  CHART 


<consider-or  node> 


<consider-data> 

<consider-data>: := 

CONSIDER  [DATA]  enumerated-data-name  IF  [comment] 
<consider-data  branch>  <0R  <consider-data  branch>ln 
END  1 


Semantic  Action 
INSERT  mode 

1.  A pair  of  OR-nodes  is  created  in  the  ASSM  (called  the  OR-head  and 
the  OR-tail).  For  a terminating  node,  only  the  OR-head  is  created 
(TTBEGOR) . 

2.  The  comment,  if  any,  is  associated  with  the  OR-head  (TTBEGOR). 

3.  The  enumerated-data-name  is  associated  with  the  OR-head  (ACTION). 

4.  Each  <consider-data  branch>  is  linked  as  the  successor  of  the 
OR-head  and  the  predecessor  of  the  OR-tail,  if  present  (TTNODELINK) . 

5.  The  OR-head  will  be  linked  to  the  predecessor  of  the  <consider-or 
node>,  and  the  OR-tail,  if  present,  will  be  linked  to  its  successor 
(TTNODELINK). 

Possible  Semantic  Errors 

INSERT  mode 

1.  The  enumerated-data-name  is  not  an  element  of  type  DATA  (492-ACTION, 
TTCONSIDER) . 

2.  The  enumerated-data-name  has  a value  other  than  ENUMERATION  for  the 
attribute  TYPE  (493-TTCONSIDER) . 

3.  Terminating  and  non-terminating  branches  are  mixed  (478-TTC0N0R, 

TTFINOR) . / 
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4.  The  <consider-data>  node  has  no  non-empty  branch  (503-TTFIN0R) . 

5.  The  <consider-data>  node  has  more  than  one  empty  branch  (504-TTC0N0R) . 
REMOVE  mode 

This  production  is  not  allowed  (456-TTSTRDCL) . 
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<consider-data  branch>::= 

(<enumeration-value-list>)  <branch> 

| (<enumeration-va1ue-1ist>) 

<enumeration-value-list>: := 

enumeration-val ue-name  |or  enumeration-value-name jQ 

Semantic  Action 
INSERT  mode 

The  <enumeration-val ue-1 ist>,  along  with  the  surrounding  parentheses, 
is  entered  as  an  alphanumeric  string  associated  with  the  arc  from  the 
OR-head  to  the  <branch>.  If  one  is  present,  or  associated  with  the  arc 
from  the  OR-head  to  the  OR-tail,  if  the  <branch>  is  empty  (TTBEGOR, 
TTCONOR). 

Possible  Semantic  Errors 
INSERT  mode 

1.  A name  specified  is  not  an  enumeration-value-name  (495-TTASSEOREVNAME). 

2.  A name  is  duplicated  in  the  <enumerat1on-value  1 1 s t>( 505- 
TTEOREVNAME) . 

3.  The  <enumeration-value-l ist>  contains  illegal  "blank"  characters, 
i.e.,  commas,  colons,  or  semicolons  (506-TTCHKC0ND) . 

REMOVE  mode 

This  production  is  not  allowed  (456-TTSTRDCL). 


<consider-or  node>::= 

<consi der-enti ty-cl ass> 

<consider-entity-class>: := 

CONSIDER  [ENTITY_CLASS]  entity-class-name  IF  [comment] 

<consider-entity-class  branch><0R  <consider-enti ty-cl ass  branch>> 

END  ' 

Semantic  Action 
INSERT  mode 

1.  A pair  of  OR-nodes  is  created  in  the  ASSM  (called  the  OR-head 
and  the  OR-tail).  For  a terminating  node,  only  the  OR-head  is 
created  (TTBEGOR) . 

2.  The  comment,  if  any,  is  associated  wtih  the  OR-head  (TTBEGOR). 

3.  The  entity-class-name  is  associated  with  the  OR-head  (ACTION). 

4.  Each  <consider-entity-class  branch>  is  linked  as  the  successor 
of  the  OR-head  and  the  predecessor  of  the  OR-tail,  if  present 
(TTNODELINK) . 

5.  The  OR-head  will  be  linked  to  the  predecessor  of  the  <consider- 
entity-class>  node,  and  the  OR-tail,  if  present,  will  be  linked 
to  its  successor  (TTNODELINK). 

Possible  Semantic  Errors 

INSERT  mode 

1.  The  entity-class-name  is  not  an  element  of  type  ENTITY_CLASS 
(492-ACTION,  TTCONSIDER) . 

2.  Terminating  and  non-terminating  branches  are  mixed  (478-TTC0N0R, 
TTFINOR) . 

3.  The  <consider-entity-class>  node  has  no  non-empty  branch  (503- 
TTFINOR) . 

4.  The  <consider-enti ty-cl ass>  node  has  more  than  one  empty  branch 
(504-TTC0N0R) . 
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<consider-entity-class  branch>: := 

(<entity-type-list>)  <branch> 

| (<entity-type-list>) 

<entity-type-1ist>-  : = 

/ in 

entity-type-name  <0R  entity-type-name 

o 

Semantic  Action 
INSERT  mode 

The  <entity-type-list>,  along  with  the  surrounding  parentheses,  is 
entered  as  an  alphanumeric  string  associated  with  the  arc  from  the 
OR-head  to  the  <branch>,  if  one  is  present,  or  associated  with  the 
arc  from  the  OR-head  to  the  OR-tail,  if  the  <branch>  is  empty  (TTBEGOR, 
TTCONOR) . 

Possible  Semantic  Errors 
INSERT  mode 

1.  A name  specified  is  of  an  element-type  other  than  ENTITYJTYPE 
(494-TTASSEOREVNAME). 

2.  A name  is  duplicated  in  the  <entity-type-list>  (505-TTE0REVNAME). 

3.  The  <entity-type-list>  contains  illegal  "blank"  characters,  i.t  , 
commas,  colons,  or  semicolons  (506-TTCHKC0ND) . 


<for-each  node>::= 

FOR  EACH  <for-each  subjects  [SUCH  THAT  <condition>] 

DO  [comment]  <for-each  body  node>  END 

Semantic  Action 
INSERT  mode 

1.  A FOR-EACH-node  is  created  in  the  ASSM  (called  the  FOR-head) 
(TTFOREACH) . 

2.  The  comment,  if  any,  is  associated  with  the  FOR-head  (TTATTCOM). 

3.  The  <condition>  is  associated  with  the  branch  from  the  FOR-head 
to  the  <for-each  body  node>  (TTFOREACH). 


4.  Data-names  in  the  <condition>  are  associated  with  the  branch  from 
the  FOR-head  to  the  <for-each  body  node>  (TTASSDATA) . 

Possible  Semantic  Errors 

REMOVE  mode 

This  production  is  not  allowed  (456-TTSTRDCL) . 
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<for-each  subjects: := 

[FILE]  file-name  [RECORD] 

| [ENTITY_TYPE]  entity-type-name 
| [ENTITY_CLASS]  entity-class-name 

Semantic  Action 

INSERT  mode 

An  element  of  the  appropriate  type  is  created,  if  not  previously 
defined,  and  associated  with  the  FOR-head  (TTCHKELTYPE,  TTFOREACH). 

Possible  Semantic  Errors 

INSERT  mode 

1.  The  element- type-name  does  not  match  the  type  of  the  element-name 
(443-TTCHKLLTYPE) . 

2.  The  element- type-name  is  not  FILE,  ENTITY_TYPE,  or  ENTITY_CLASS 
(433-TTFILENCHK) . 

3.  The  word  RECORD  is  specified  but  the  element-type-name  is  not 
FILE  (431 -TTFI LENCHK) . 

REMOVE  mode 

This  production  is  not  allowed  (456-TTSTRDCL). 
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<for-each  body  node>::= 

[ALPHA]  alpha-name  [comment] 

[SUBNET]  subnet-name  [comment] 

Semantic  Action 

INSERT  mode 

1.  A node  of  the  appropriate  type  is  created  and  associated  with  the 
ALPHA  or  SUBNET  name  (TTELNODE) . 

2.  The  comment,  if  any,  is  associated  with  the  node  (TTELNODE). 

3.  The  node  is  attached  as  the  successor  of  the  FOR-head  (TTNODELINK) . 
Possible  Semantic  Errors 

1.  The  element- type-name  does  not  match  the  type  of  the  element-name 
(433-TTCHKELTYPE) . 

2.  The  element- type-name  is  not  ALPHA  or  SUBNET  (432-TTFEBODY) . 

REMOVE  mode 

This  production  is  not  allowed  (456-TTSTRDCL) . 


<select  node>: : = 

SELECT  <select  subject>  SUCH  THAT  <condition>  [comment] 

Semantic  Action 
INSERT  mode 

1.  A SELECT-node  is  created  in  the  ASSM  (TTSELECT) . 

2.  The  comment,  if  any,  is  associated  with  the  SELECT-node  (TTSELECT) 

3.  The  <condition>  is  associated  with  the  branch  from  the  SELECT- 
node  to  its  successor  node  (TTSELECT,  TTNODELINK) . 

Possible  Semantic  Errors 

REMOVE  mode  * * 

This  product  is  not  allowed  (456-TTSTROCL) . 


<select  subjects  : = 

[ENTITY_CLASS]  entity-class-name 
| [ENTITY_TYPE]  entity-type-name 

Semantic  Action 

INSERT  mode 

An  element  of  the  appropriate  type  is  created,  if  not  previously 
defined,  and  associated  with  the  SELECT-node  (TTCHKELTYPE,  TTSELECT) . 

Possible  Semantic  Errors 

INSERT  mode 

1.  The  element-type-name  does  not  match  the  type  of  the  element-name 
(443-TTCHKELTYPE) . 

2.  The  element-type-name  is  not  ENTITY  TYPE  or  ENTITY  CLASS  (486- 
TTENTCHK) . 

REMOVE  mode 

This  production  is  not  allowed  (456-TTSTRDCL). 


<condition>: := 

(<Boolean  expression>) 

<Boolean  expression : : = 

<simple  Boolean>  |<B  op>  <simple  Boolean>|^ 

<simple  Boolean>: := 

<Boolean  term>  joR  <Boolean  term>|^ 

<Boo1ean  term>::= 

<Boolean  factor>  ^ AND  <Boolean  factor>|^ 

<Boolean  factor> : := 

<Boolean>  [<rel  op>  <Boolean>] 

| <arithmetic  expression  <rel  op>  <arithmetic  expression> 
<Boolean> : := 

[NOT]  <Boolean  primary> 

<Boolean  primary>::= 

TRUE 
| FALSE 
| data-name 

(<Boolean  expression>) 
arithmetic  expression>:  : = 

[<ad  op>]  <arithmetic  term> 

| <arithmetic  express1on>  |<ad  op>  <arithmetic  term>j-^ 
<arithmetic  term>::= 

<arithmetic  factor>  |<mul  op>  <arithmetic  factor>|^ 
<arithmetic  factor>::= 
number 

| data-name 

| (<arithmetic  expression>) 

<B  op>::= 

EQU  | XOR 
<rel  op>::= 

=|<|>|<=|>=|<> 

<ad  op>::= 

♦ I - 

<mul  op>::= 

* I / I DIV  | MOD 
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Semantic  Action 


INSERT  mode 


The  <condition>  is  scanned,  checked  for  syntactic  validity,  and 
stored  as  an  alphanumeric  string,  including  the  surrounding  paren- 
theses (ACTION). 

Possible  Semantic  Errors 

INSERT  mode 

1.  A data-name  is  not  an  element  of  type  DATA  (409-TTDATANAME) . 

2.  The  <condition>  contains  illegal  "blank"  characters,  i.e.,  commas, 
colons,  or  semicolons  (506-TTCHKC0ND). 

REMOVE  mode 


This  production  is  not  allowed  (456-TTSTRDCL) . 


3.2.5  Error  Handling 


Errors  are  of  three  types:  lexical,  syntactic  and  semantic.  A 
lexical  error  occurs  during  the  processing  of  individual  characters  in 
the  input  stream  by  the  lexical  scanner,  which  is  unable  to  combine  them 
into  the  terminal  symbols  of  the  grammar  (reserved-words,  identifiers, 
punctuation,  real  numbers,  integers,  comments,  and  strings).  A syntactic 
error  occurs  when  legal  terminal  symbols  are  juxtaposed  in  a way  which  is 
not  permitted  by  the  grammar  of  RSL.  A semantic  error  occurs  when  the 
meaning  of  a syntactically  correct  RSL  command  conflicts  with  that  of  a 
previous  one. 

In  the  case  of  a lexical  or  semantic  error,  the  parser  can  issue  a 
message  and  continue.  However,  recovery  from  a syntax  error  is  complicated 
by  the  presence  in  the  parse  stack  of  partially  parsed  RSL  commands.  Error 
recovery  is  made  by  searching  the  input  stream  for  a stop  symbol,  and 
then  discarding  all  symbols  in  the  parse  stack  above  a corresponding 
continuing  symbol.  After  this  process  is  completed,  an  error  recovery 
message  is  issued,  and  parsing  continues.  All  text  between  a syntactic 
error  and  its  recovery  is  ignored.  In  addition,  some  preceding  text  may 
have  been  effectively  ignored  because  of  the  discarding  of  a portion  of 
the  parse  stack.  A list  of  stop  and  continuing  symbols  is  given  in 
Table  3.2. 

Emptying  of  the  parse  stack  must  be  done  with  care,  since  there  may 
be  information  in  the  ASSM  corresponding  to  a symbol  in  the  parse  stack. 

A CASE  statement,  indexed  on  the  L-B  CWS  code  for  the  symbol  in  the  parse 
stack,  is  executed  and  information  deleted  from  the  ASSM  in  the  appropriate 
cases. 

The  parse  stack  is  initialized  to  contain  <command-l ist  head>  and 
end-of-file  as  a stop  symbol,  so  that  recovery  can  always  be  made  from  a 
syntax  error.  The  mechanism  provided  by  the  L-B  CWS  for  cases  when  no 
error  recovery  is  possible  has  been  left  in  the  RSL  translator  to  aid 
in  diagnosing  any  translator  bugs,  but  is  not  expected  to  be  executed. 
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Table  3.2  RSL  Translation  Stop  and  Continuing  Symbols 


Stop  Symbol 


END 

OTHERWISE 

AND 

OR 

) 

end-of-fi le 


Continuing  Symbol 
<command> 

<command-l ist  head> 
<and-node  header> 
<or-node  header> 
<and-node  header> 
<or-node  header> 

( 

<command-l ist  head> 
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Error  messages  are 
0 
1 
2 


controlled  by  the  value  of  ERROR  LEVEL  as  follows: 
No  error  messages. 

Error  number  and  pointer.  (The  default  value  Is  1.) 

Dump  of  the  parse  stack  when  a syntax  error  is 
encountered,  and  again  when  recovery  is  made. 


3 - Dump  of  the  parse  stack  whenever  the  lexical 

scanner  is  called.  (This  should  only  be  used  in 
extreme  cases,  as  it  produces  a huge  amount  of 
output. ) 


A pause  stack  dump  will  display  the  actual  non-terminal  and  terminal 
symbols  used  as  input  to  the  Lecarme-Bochmann  Compiler  Writing  System 
(L-B  CWS)  to  define  the  syntax  of  the  Requirements  Statement  Language  (RSL). 
The  complete  syntax  of  RSL  as  input  to  the  L-B  CWS  is  contained  on  deck 
RSLDEF  of  the  CWS  Source  Program  Library  (SPL).  This  SPL  is  maintained  as 
file  number  fifteen  on  the  REVS  Software  Deliverable  File  (see  Sections 
7.1  and  7.3.1). 
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3.3  INTERACTIVE  R-NET  GENERATION  (RNETGEN) 
Description 


Although  REVS  provides  the  user  with  the  capability  of  defining  an 
R-Net  structure  via  a one-dimensional  RSL  input  text  string,  the  R-Net 
Generation  function  provides  the  REVS  user  with  an  alternate  method  of 
creating  and  maintaining  R-Nets  and  Subnets.  This  method  fulfills  the 
need  for  creating/presenting  a structure  in  a two-dimensional  graphical 
representation.  This  is  accomplished  via  an  interactive  graphics  display 
system,  namely,  the  Data  Disc  Color  Graphics  Display  System  [4].  This 
facility  does  not  preclude,  however,  a structure  declaration  via  the  RSL 
structure  syntax  in  the  batch  operating  mode.  It,  in  fact,  supports  the 
transformation  of  an  RSL  generated  structure  into  its  two-dimensional 
graphical  representation  via  the  Successor  Node  Module.  Once  a structure 
exists  in  this  graphical  form,  it  may  be  manipulated  via  the  interactive 
terminal.  That  is,  nodes  may  be  added,  deleted,  moved  about,  disconnected, 
commented,  etc.  The  entire  net  may  be  scrolled,  displaying  selected  por- 
tions of  the  net  as  requested  by  the  user.  Modified  structures  may  then 
replace  the  original  structures  in  the  ASSM  if  the  user  so  desires. 

Input 

MENU  SELECTION  - From  a menu  list,  depicted  in  Figure 

3-5,  the  user  selects  a menu  entry 
via  the  trackball  input  facility,  an 
input  mechanism  which  allows  the  user 
to  input  an  x,y  screen  position  via 
the  placement  of  a cross-hair  cursor 
at  any  position  on  the  screen. 

ASSM  - The  user  specified  structure  declaration 

for  an  R-Net/Subnet. 

TRACKBALL/KEYBOARD  ENTRY  - Further  inputs  are  required  at  the 

appropriate  module  levels  and  are  docu- 
mented in  their  corresponding  sections. 


Output 

NET/NODE  DISPLAY  - Net/nodes  are  displayed  on  the  screen 

as  requested  by  the  user  via  the  module 
level . 
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ASSM 


The  R-Net/Subnet  structure  declaration 
is  saved  or  updated  according  to  user 
inputs  at  the  module  level. 


Processing 

Figure  3-6  is  a flow  diagram  for  the  R-Net  Generation  function.  The 
following  comments  further  clarify  the  processing  for  the  indicated  steps. 

[1]  - Coordinates  use  of  the  graphics  screen 

area  with  the  REVS  Executive. 

[2]  - If  REVS  is  in  the  off-line  mode,  an 

error  condition  exists  since  RNETGEN 
can  be  executed  only  in  the  on-line 
mode. 

[3]  - All  flags  used  by  RNETGEN  are  initialized. 

The  default  color  selection  is  set  to 
turquoise.  All  ASSM  pointers  required 
by  RNETGEN  are  retrieved  for  subsequent 
access.  The  menu  is  displayed  on  the 
CRT  and  color  codes  for  zoomed-out 
displays  are  appropriately  initialized. 


Procedure  References 

The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-6,  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1] 

- 

XXREVSGRAPH 

[3] 

- 

I INITIAL 

[4] 

- 

IIMENUREAD,  IINSGOUT,  I ICHKTYPNOD,  IIRESETM 

[6] 

- 

XXREVSOUT 

[7] 

- 

IISTRTYPE 

[8] 

- 

I ICRNODE 

[9] 

- 

I IMVNODE 

[10] 

- 

I I JNNODE 

[11] 

- 

I IDJNODE 

[12] 

- 

IISAVE 

[13] 

- 

I I COLOR 
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I IDENODE 


[14] 

[15] 

[16] 

[17] 

[18] 

[19] 

[20] 
[21] 
[22] 

[23] 

[24] 

[25] 


I ICMNODE 
IISUNODE 
1 1 SCROLL 
1 1 ZOOM IN 
I IZOOMOUT 
I IDSNODE 
IICALCOMP 
I IDSPBRN 
1 1 STOP 
IIAUTOPLOT 
IIMVSUBTREE 


MENU 


• STRUCTURE  TYPES 


• RNET 

• SUBNET 

• VALPATH 

• 

NODE  TYPES 

• INPUT  • 

OR 

• VALPT  • 

FOR 

• ALPHA  • 

AND 

• EVENT  • 

FIRST 

• SUBNET  • 

TERMINAL 

• OUTPUT  * 

RETURN 

t SELECT  • 

OTHER 

MOVE  SUBTREE 

MOVE  NODE 

CONNECT  NODES 

DISCONNECT  NODES 

DELETE  NODE 

COMMENT  NODE 

SUCCESSOR  NODE 

DISPLAY  NODE 

DISPLAY  BRANCH 

SCROLL  NET 

AUTOPLOT 

ZOOM-IN  ON  NET 

ZOOM-OUT  ON  NET 

CALCOMP 

SAVE  NET 

STOP 

Figure  3-5  RNETGEN  Menu 
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DETERMINE  I/O 
STATUS  AID 

RESERVE  SCREEN  SPACE. 


XXREVSOUT 


INITIALIZE 
RNETGEN  FUNCTION 


1ICRNOOE 


OISPLAV  NODE 
ft;  SCREEN. 


IIjNNODE 


FORM  SUCC./PREO. 
RELATIONSHIP 
BETWEEN  NUDES. 


SAVE  NET  IN 
ASSM,  PEKMAHENTLV. 


IIAUTOPIOT 


GENERATE  GRAPHICS 
DATA  FOR 

CURRENT  STRUCTURE. 


IISTRTVPE 


STAAT/RETR1EVE 
A STRUCTURE. 


HOVE  NODE 
ON  SCREEN. 


REMOVE  SUCC./PREU. 
RELATIONSHIP 
BETWEEN  NODES. 


select  color. 


1IDSPBRN 


ACCEPT  USER 
MENU  SELECTION. 


HENU 

SELECTION 
\ 1 s 


GIN  OELETE 


IlOENOOE 


REMOVE  NOOE  FROM 
SCREEN  AND  ASSM. 


UCMNOOE 


cntcd  rruuruT 


CONNECT  I SC 


L DISCONNECT  I ZOOM  IN 


COLOR  OISPLAV 


AUTOPLOT  CALCOMP 


MOVE 


RETRIEVE  NEXT  NODE. 


GENERATE  DETAILED 
NET  OISPLAV. 


IIOSNODE 

OISPLAV  ELEMENT  . 
ASSOCIATED 
WITH  NODE. 


IIHV SUBTREE 


l I SCROLL 


MOVE  NET  ON  SCREEN. 


IIZOOMOUT 


GENERATE 
COLOR -COOED 
NET  DISPLAV. 


IICALCOMP 


GENERATE 

CALCOMP 

PLOT. 


Figure  3-6  R-Net  Generation  (RNETGEN) 


3.3.1  Begin  Structure  (IISTRTYPE) 

Description 

Upon  input  of  the  structure  type  and  associated  element  name,  this 
module  will  determine  the  existence  of  such  a structure  in  the  ASSM.  If  it 
does  exist,  it  will  be  retrieved  and  displayed  on  the  CRT,  otherwise  an 
entry  node  will  be  created  for  it  and  displayed  at  the  top  center  of  the 
CRT.  The  user  may  then  add  to  or  alter  the  structure  via  other  menu 
selections. 


Input 


STRUCTURE  TYPE 

Desired  structure  type  as  selected  from 
the  available  structure  types  in  the 
menu. 

ELEMENT  NAME 

- 

Element  name  of  ASSM  element  owning 
the  structure. 

Output 

ASSM 

- 

Temporary  copy  of  structure  if  one  already 
existed  in  ASSM. 

NET  DISPLAY 

- 

Display  of  the  structure  on  the  CRT. 

SCREEN  MATRIX 

As  nodes  are  displayed  on  the  CRT,  their 
corresponding  ASSM  pointers  are  entered 
into  the  corresponding  screen  matrix 
element. 

COORDINATE  TRANSFORMATION 
PARAMETERS 

x,y  transformation  parameters  required 
to  translate  from  the  current  screen 
position  to  the  initial  screen  position 
are  initialized  to  zero. 

Processing 

The  flow  diagram  for 
is  a further  description  of 

this  module  is  presented  in  Figure  3-7.  Following 
selected  processing  steps  in  the  flow  diagram. 

[6,7] 

“ 

A message,  requesting  the  user  to  key-in 
via  the  keyboard  the  element  name  owning 
the  desired  structure,  is  displayed. 

[8] 

RSL  element  names  must  begin  with  an 
alphabetic  character  and  can  only  con- 
tain alphanumeric  characters  with  the 
exception  of  the  underscore. 
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[9-18] 


[19,  20,  24,  25] 


[26,  27,  33,  34,  36] 


[28,  29,  30,  31,  35] 


[32,  37,  38] 


If  the  element  name  which  was  keyed  in 
is  not  found  in  the  ASSM,  the  user  is 
given  the  option  to  allow  RNETGEN  to 
enter  it  in  the  ASSM  or  to  completely 
ignore  the  menu  operation,  in  which 
case  the  module  returns  control  back 
to  the  function  level. 


If  the  element  name  is  found  to  already 
exist  in  the  ASSM,  then  the  user  is 
given  the  option  to  allow  RNETGEN  to 
retrieve  its  associated  structure  or 
to  completely  ignore  the  menu  operation, 
in  which  case  the  module  returns  con- 
trol back  to  the  function  level. 


If  the  selected  element  has  an  asso- 
ciated structure,  it  is  copied  to  the 
ASSM  temporary  structure  area,  otherwise, 
the  first  node  is  created  in  the  ASSM 
and  displayed  at  the  top  center  of  the 
screen  display  area. 

If  the  selected  structure  has  no  graphics 
data  associated  with  it,  the  user  is 
given  the  option  to  allow  the  graphics 
data  to  be  automatically  generated  via 
IIAUTOPLOT  or  to  use  the  prompting 
capability  via  SUCCESSOR  node  menu 
entry. 

If  the  structure  has  graphics  data  asso- 
ciated with  it,  the  user  is  given  the 
option  to  display  the  structure  in  either 
its  zoomed- in  or  its  zoomed-out  mode. 
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Procedure  References 


The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-7  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[4] 

- 

IICLEARSCREEN 

[5] 

- 

IICLEARMATRIX 

[6] 

- 

IIMSGOUT 

[7] 

- 

IIMSGIN 

[8] 

- 

IICHKNAME 

[10, 

12,  13] 

- 

IIMSGOUT 

[14] 

- 

IIMSGIN 

[18] 

- 

I I DISFRST 

[20, 

21,  22,  23] 

- 

IIMSGOUT 

[24] 

- 

IIMSGEN 

[29] 

- 

IIMSGOUT 

[31] 

- 

XXCNET 

[33, 

35] 

- 

IIMSGOUT 

[36] 

- 

IIDISFRST 

[37] 

- 

I IZ00M0UT 

[38] 

- 

I IDISNET 
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Figure  3-7  Begin  Structure  (IISTRTYPE)  (Continued) 
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3.3.2  Create  Node  (IICRNODE) 

Description 

Upon  input  of  the  node  type,  associated  element  name,  color,  and 
screen  position  provided  by  the  user,  this  module  will  display  the  node 
at  the  indicated  x,y  screen  position.  Input  checks  are  performed  to 
insure  legality  of  the  selected  x,y  position.  An  ASSM  node  record  is 
created  and  the  internal  screen  matrix  is  updated  accordingly. 

Input 

NODE  COLOR 

NODE  POSITION 

SCREEN  MATRIX 

NODE  DESCRIPTION 
SCREEN  LIMITS 
NODE  TYPE 

ELEMENT  NAME 

Output 
ASSM 

NODE  DISPLAY 

SCREEN  MATRIX 

Processing 

The  flow  diagram  for  this  module  is  given  in  Figure  3-8.  Following  is 
a description  of  selected  processing  steps  in  the  flow  diagram. 


The  user  may  specify  node  color  for 
display  from  a displayed  list  of 
available  colors.  The  selection  is 
made  at  the  function  level. 

This  input  is  provided  by  the  user  via 
a trackball  entry  indicating  the 
desired  x,y  position  for  the  node  on 
the  screen. 

Screen  positional  matrix  and  ASSM 
correlation  matrix. 

Node  physical  characteristics. 

Defines  screen  drawing  area. 

Desired  node  type  as  selected  from  the 
menu . 

Associated  ASSM  element,  if  applicable. 


Node  record  containing  node  type,  color, 
and  x,y  position. 

Visual  representation  of  the  node  at 
the  selected  x,y  position  on  the  screen. 

Node  record  pointer  is  entered  into 
the  appropriate  screen  matrix  element. 
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[2] 

Checks  are  performed  to  insure  that  the 
node  will  fit  on  the  screen  at  the 
selected  position  and  that  it  will  not 
overlap  existing  nodes  on  the  structure. 

[3] 

A check  is  performed  to  insure  that  the 
selected  node  is  legal  for  the  current 
structure  type. 

[4,  20] 

“ 

If  the  node  is  an  'OR'  node,  the  user 
is  given  the  option  to  associate  it  to 
a data  element. 

[5,  21] 

“ 

If  the  node  is  a 'FOR  EACH'  node,  the 
user  must  specify  its  associated  element 
type. 

[7] 

- 

The  associated  element  name  is  keyed  in 
via  the  keyboard. 

[8] 

The  keyed  in  element  name  must  begin 
with  an  alphabetic  character  and  can 
only  contain  alphanumeric  characters 
with  exception  of  the  underscore, 
otherwise  the  menu  operation  is  ignored. 

[10-13] 

If  the  specified  element  name  is  not  to 
be  found  in  the  ASSM,  the  user  is  given 
the  option  to  allow  RNETGEN  to  enter  it 
or  to  completely  ignore  the  menu  operation 

[22-25] 

If  the  specified  element  name  is  already 
in  the  ASSM,  the  user  is  given  the  option 
to  allow  RNETGEN  to  associate  the  node 
with  it  or  to  completely  ignore  the 
menu  operation. 

Procedure 

References 

The  following 
Figure  3-8  with  the 

correlates  the  functional  processing  steps  shown  in 

REVS  procedures  which  perform  the  indicated  processing. 

[1] 

- 

I I CM PM AT 

[2] 

- 

I IMATCHK,  I ICHKNODESEL 

[3] 

- 

IICHKNODTYP 

[7] 

- 

IIMSGIN 

[8] 

- 

IICHKNAME 
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I IMSGOUT 
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I,  n't  M'ii 1 t « «■ 


[10] 

[11] 

[16] 

[19] 

[23] 

[24] 
[26] 


IIMSGIN 
IINODIS 
I IDISNAM 
I IMSGOUT 
IIMSGIN 
I IMSGOUT 


B/2 


INPUT 
DESIRE . 


OISPLAY 

MLSSAGE. 


DISPLAY 

ERROR 

NESSAOE. 


< CREATE 
ELEMENT 


CREATE 

ASSM  ELEMENT. 


Flgure  3-8  Create  Node  ( I ICRNODE)  (Continued) 
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3.3.3  Delete  Node  (IIOENODE) 
Description 


The  indicated  screen  selection  is  verified  after  which  the  selected 
node  is  removed  from  the  screen,  together  with  all  its  associated  arcs. 
The  node  is  subsequently  removed  from  the  ASSM  structure  and  the  internal 
screen  matrix  is  updated  accordingly. 


Input 

NODE  SELECTION 

ASSM 

SCREEN  MATRIX 

SCREEN  LIMITS 
NODE  DESCRIPTIONS 

Outputs 

ASSM 

SCREEN  MATRIX 
DISPLAY 

Processing 

A flow  diagram  of  this  module 
ing  conments  apply  to  the  indicated 

[2] 

[3] 


The  user  specifies  the  node  to  be 
deleted  from  the  net  via  the  trackball 
input  facility. 

Node  record  data  and  associated 
successor/predecessor  record  data  for 
the  selected  node. 

Node  positional  and  ASSM  correlation 
data. 

Defines  screen  drawing  area. 

Node  physical  characteristics. 


Corresponding  ASSM  node  record  is 
removed  from  the  ASSM  structure.  Also, 
any  associated  successor/predecessor 
records  are  removed. 

Updated  accordingly. 

The  selected  node  is  removed  from  the 
screen. 


is  presented  in  Figure  3-9.  The  follow- 
boxes  of  the  flow  diagram. 

An  input  check  is  performed  to  insure 
an  existing  node  was  selected. 

The  selected  node  is  removed  from  the 
screen  along  with  all  its  associated 
arcs. 


3-108 


■ 


1 


[4]  - The  ASSM  structure  is  updated  to  reflect 

the  node  deletion.  Any  successor/prede- 
cessor relationships  with  this  node  are 
removed.  The  node/ASSM  element  relation- 
ship is  also  removed,  if  one  exists. 
Finally,  the  node  record,  itself,  is 
removed  from  the  ASSM. 

Procedure  References 

The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-9  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1] 

- 

I ICMPMAT 

[2] 

- 

IIMATCHK 

[3] 

- 

IISETNODE,  1 1 NOD  IS 

[6] 

- 

I IMSGOUT 
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IIDENODE 


UPDATE 

SCREEN  ,’1ATKIX. 


Figure  3-9  Delete  Node  ( I IDENODE ) 
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3.3.4  Move  Node  (IIMVN00E) 

Description 

Upon  verification  of  a selected  node  and  the  'to'  x,y  screen  position, 
the  indicated  node  and  all  its  associated  arcs  are  removed  from  its  current 
position  on  the  screen  and  subsequently  redrawn  at  the  desired  'to'  screen 
position.  The  ASSM  node  and  connector  records  are  updated  to  reflect  the 
new  screen  position  of  the  node. 

Input 

NODE  SELECTION 

ASSM 

SCREEN  MATRIX 

SCREEN  LIMITS 
NODE  DESCRIPTIONS 
SCREEN  SELECTION 

Output 
ASSM 

NODE  DISPLAY 

SCREEN  MATRIX 
Processing 

Figure  3-10  is  a flow  diagram  for  this  module.  The  following  comments 
further  clarify  the  processing  for  the  indicated  steps. 

[1]  - The  user  inputs  the  desired  node  on  the 

screen  to  be  moved  via  an  x,y  screen 
position  selection  using  the  trackball 
facility. 


The  user  specifies  the  node  to  be 
moved  via  an  x,y  screen  position  using 
the  trackball  entry  key. 

Node  record  data  and  associated  suc- 
cessor/predecessor record (s). 

Node  positional  and  ASSM  correlation 
data. 

Defines  screen  drawing  area. 

Node  physical  characteristics. 

The  user  specifies  the  x,y  'to'  position 
on  the  screen  to  which  the  node  will  be 
moved. 


Node  record  data  and  associated  suc- 
cessor/predecessor record(s)  data. 

Removal  of  selected  node  at  current 
screen  position  and  display  of  node  at 
newly  selected  screen  position. 

Mpdated  screen  matrix. 
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[2] 

A validity  check  on  input  is  performed. 
First,  to  determine  whether  the  selected 
x,y  position  is  within  the  screen  draw- 
ing limits;  and,  secondly,  to  determine 
if  a node  exists  at  the  selected  x,y 
position. 

[3] 

The  user  inputs  the  desired  x,y  screen 
position  to  which  the  node  selected  in 
Step  [1]  is  to  be  moved.  This  again 
is  accomplished  via  the  trackball 
facility. 

[4] 

An  input  check  is  performed  to  insure 
that  the  selected  x,y  position  is  within 
the  screen  limits.  A check  is  also  made 
to  insure  against  node  overlap  of 
existing  nodes  on  the  screen. 

[7] 

- 

Internal  screen  matrix  is  updated  to 
reflect  the  new  x,y  position  of  the  node, 

[8] 

The  ASSM  node  record  and  associated 
successor/predecessor  records  are  up- 
dated accordingly. 

[9] 

The  node  is  redrawn  on  the  screen  at 
its  new  x,y  position  and  control  is 
returned  to  the  function  level. 

Procedure 

References 

The 

Figure  3- 

following 

10  with  the 

correlates  the  functional  processing  steps  shown  in 

REVS  procedures  which  perform  the  indicated  processing. 

[1] 

- 

I ICMPMAT 

[2] 

- 

I IMATCHK 

[3] 

- 

1 ICMPMAT 

[4] 

- 

I IMATCHK,  I ICHKNODESEL 

[5] 

- 

IISETNODE 

[6] 

- 

1 1 NOD  IS,  I ISCNCHK,  IILINE 

[7,  8] 

- 

1 1 CMP  I NT 

[9] 

- 

1 1 NOD  I S , I IDISNAM , I ISCNCHK,  IILINE 

[10] 

_ 

I IMSGOUT 
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Figure  3-10  Move  Node  (1IMVN0DE) 
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3.3.5  Join  Nodes  (IIJNNODE) 

Description 

Upon  identification  of  the  'from'  and  'to'  nodes  on  the  screen,  checks 
are  performed  to  determine  the  legality  of  the  selections.  If  errors  are 
detected,  the  input  selection  sequence  must  be  repeated.  Node  intersection 
points  are  computed  and  a node  connector  record  containing  these  intersec- 
tion points  is  created  and  entered  in  the  ASSM.  The  directed  arc  is  sub- 
sequently displayed  on  the  screen.  In  the  case  of  an  out-branching  ' OR/FOR 1 
node,  the  user  must  specify  a branching  condition  which  will  also  be 
entered  in  the  ASSM. 

Input 

NODE  SELECTIONS  - The  user  specifies  the  nodes  to  be 

connected  via  the  trackball  facility. 

The  node  selection  sequence  also  implies 
the  direction  for  the  directed  arc. 


ASSM  - Node  record  data  for  the  selected  nodes. 

CONDITIONAL  - In  the  event  of  an  ' OR/FOR ' node,  the 

user  must  provide  the  conditional  branch 
data  via  the  Anagraph  keyboard. 


SCREEN  MATRIX 


Node  positional  and  ASSM  correlation 
data. 


NODE  DESCRIPTIONS  - Node  physical  characteristics. 

SCREEN  LIMITS  - Defines  screen  drawing  area. 


Output 

ASSM 


DISPLAY 


A node  connector  record  is  entered  into 
the  ASSM,  together  with  appropriate 
branching  condition,  if  the  node  is  a 
branch  node  of  an  'OR/FOR'  node. 

The  directed  arc  between  the  two  nodes 
is  displayed  on  the  screen. 


Processing 

Figure  3-11  presents  a flow  diagram  of  the  processing  for  this  module. 
Following  are  comments  which  apply  to  selected  boxes  in  the  flow  diagram. 
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[2] 

[4] 


[7-15] 

[9] 


Checks  are  made  to  insure  that  a node 
does  exist  at  the  selected  screen 
position  and  that  it  may  legally  be 
used  as  a predecessor  node. 

Checks  are  made  to  insure  that  a node 
does  indeed  exist  at  the  selected 
screen  position  and  that  it  may  legally 
be  used  as  a successor  to  the  previously 
selected  predecessor  node. 

If  the  predecessor  node  is  an  'OR/FOR 
EACH'  node,  then  the  user  enters  the 
associated  conditional  expression  and 
ordinal,  if  applicable. 

A syntax  check  is  performed  on  the  con- 
ditional expression. 


Procedure  References 

The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-11  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1] 

- 

I ICMPMAT 

[2] 

- 

IIMATCHK,  IICHKPRED 

[3] 

- 

I ICMPMAT 

[4] 

- 

IICHKNODESEL,  IIMATCHK,  IICHKSUC 

[8] 

- 

I ICONDIN 

[9] 

- 

IICHKSYNTAX 

[13] 

- 

IIORDIN 

[16] 

- 

I ICMPINT 

[17] 

- 

IILINE 

[18] 

- 

I IMSGOUT 
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3.3.6  Disjoin  Nodes  (IIDJNODE) 

Description 

Upon  verification  of  the  node  selections,  this  module  removes  successor/ 
predecessor  relationships  between  the  indicated  nodes,  both  in  the  ASSM 
structure  and  visually  on  the  screen. 

Input 


NODE  SELECTION 

The  user  selects  the  two  nodes  to  be 
disconnected  via  the  trackball  input 
facility. 

SCREEN  MATRIX 

- 

Node  positional  and  ASSM  correlation 
data . 

SCREEN  LIMITS 

- 

Defines  screen  drawing  area. 

Outputs 

ASSM 

- 

The  successor/predecessor  record  data 
is  removed  from  the  ASSM  structure  for 
the  indicated  nodes. 

DISPLAY 

- 

The  directed  arc  between  the  two  nodes 
is  removed  from  the  screen. 

Processing 

Figure  3-12  is 

a flow  diagram 

of  the  processing  for  this  module. 

Procedure  References 

The  following 

correlates  the  functional  processing  steps  shown  in 

Figure  3-12  with  the  REVS  procedures 

which  perform  the  indicated  processing 

[1] 

- 

I I CM PM AT 

[2] 

- 

I IMATCHK 

[3] 

- 

I ICMPMAT 

[4] 

- 

I IMATCHK,  IICHKNODESEL 

[5] 

- 

IILINE 

[7] 

_ 

I IMSGOUT 

Figure  3-12  Disjoin  Nodes  (IIDJNODE) 
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Description 

This  module  provides  a mechanism  for  allowing  the  user  to  insert,  dis- 
play, or  remove  a comment  with  any  node  on  a net  structure.  This  is  accom- 
plished by  selecting  the  applicable  node  via  the  trackball  input  facility  and 
subsequently  selecting  the  desired  operation  via  the  trackball. 


Input 

NODE  SELECTION 

The  user  selects  the  applicable  node 
on  the  screen  via  the  trackball. 

COMMENT 

Textual  data  is  input  by  the  user  via 
the  Anagraph  keyboard. 

SCREEN  MATRIX 

Node  positional  and  ASSM  correlation 
data. 

SCREEN  LIMITS 

Defines  screen  drawing  area. 

OPERATION  SELECTION 

The  user  selects  the  desired  operation 
using  the  trackball  input  facility. 

Output 

ASSM 

Comment  is  added/removed/displayed 
from  the  applicable  node  in  the  ASSM 
structure. 

Processing 

The  processing  performed  by  this  module  is  shown  in  Figure  3-13.  In 
Step  2,  an  input  check  is  performed  to  determine  whether  the  selected  x,y 
screen  position  is  within  the  screen  drawing  area.  A further  check  is  made 
to  insure  that  a node  does,  indeed,  exist  at  the  selected  x,y  position. 

Procedure  References 

The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-13  with  the  REVS  procedures  which  perform  the  indicated  processing. 

[1]  - I ICMPMAT 

[2]  - IIMATCHK 

[7]  - I ICOMENTIN 

[11,  13,  14,  15]  - I IMSGODT 
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Figure  3-13  Comment  Node  (IICMNODE) 
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3.3.8  Successor  Node  (II SUNODE ) 

Description 

This  module  is  used  to  display  on  the  screen  a structure  which  was 
created  in  the  batch  (off-line)  mode  via  the  RSL  translator.  Such  nodes 
have  no  graphics  coordinate  data  or  color  associated  with  them.  After 
having  requested  such  a structure  via  the  menu,  the  entry  node  will  be  dis- 
played at  the  top  center  portion  of  the  structure  display  area.  The  user 
should  then  select  the  Successor  Node  Module,  via  the  menu,  followed  by  succes- 
sive trackball  selections  of  the  nodes  for  which  successors  are  not  displayed. 
The  type  of  the  successor  node  is  identified  and  its  desired  position  on  the 
screen  is  then  selected  by  the  user. 

Input 

NODE  SELECTION 

ASSM 

SCREEN  POSITION 

SCREEN  MATRIX 

SCREEN  LIMITS 
NODE  DESCRIPTION 

Outputs 
ASSM 

DISPLAY 
SCREEN  MATRIX 

Processing 

The  processing  performed  by  this  module  is  shown  in  Figure  3-14.  The 
following  comments  clarify  the  indicated  processing  step. 


The  user  selects  the  applicable  node 
for  which  he  wishes  to  display  its 
successor. 

The  entire  ASSM  net  structure. 

The  user  selects  an  x,y  screen  position 
at  which  the  successor  node  is  to  be 
displayed  (trackball  input). 

Node  positional  and  ASSM  correlation 
data. 

Defines  screen  drawing  area. 

Node  physical  characteristics. 


x,y  screen  positions  are  added  to  the 
ASSM. 

Node  is  displayed  on  the  screen. 
Screen  matrix  is  updated  accordingly. 
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[2] 


! 


[4] 

[5] 


An  input  check  is  performed  to  determine 
whether  the  x,y  input  coordinate  is 
within  the  screen  drawing  area  and  also 
to  insure  that  a node  does,  indeed, 
exist  at  the  selected  x,y  position. 


A check  is  made  to  determine  if  more 
successors  exist  at  the  selected  node. 

The  user  is  informed  of  the  node  type 
for  the  next  successor. 


[6]  - An  x,y  screen  position  at  which  the  node 

is  to  be  displayed  is  selected  by  the 
user. 

[7]  - A check  is  performed  to  insure  that  the 

selected  x,y  position  is  within  the  screen 
drawing  area  and  that  the  entire  node 
will  fit  within  the  screen  limits.  A 
check  is  also  made  to  insure  against  node 
overlap  with  existing  nodes  on  the  screen. 

Procedure  References 

The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-14  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1] 

- 

I I CMPM AT 

[2] 

- 

I IMATCHK 

[6] 

- 

I ICMPMAT 

[7] 

- 

I ICHKNODESEL , I IMATCHK 

[10] 

- 

1 1 NOD  IS,  IIDISNAM 

[11] 

- 

IICMPINT,  I ISCNCHK,  IILINE 

[12,  13] 

- 

I IMSGOUT 
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1 — 

[node  selection 

I INPUT. 

UPDATE  SCREEN 
MATRIX. 

ENTER  NODE  COLOR 
AND  NODE  POSITION. 


3.3.9  Scroll  Net  (I ISCROLL) 


Description 

This  module  provides  a windowing  capability  for  building  and  displaying 
nets  which  outgrow  the  screen  drawing  limits.  The  'FROM'  and  'TO1  x,y  screen 
selections  are  input  by  the  user  indicating  an  x,y  'FROM'  position  on  the 
net  to  be  moved  to  an  x,y  'TO'  position  on  the  screen.  This  coordinate 
translation  is  performed  on  the  entire  net  and  the  net  is  removed  from  the 
screen  and  redrawn  at  its  new  position  on  the  screen.  The  coordinate  trans- 
lation parameters  are  maintained  internally  so  that  the  net  can  be 
continuously  moved  about. 


Input 

SCREEN  SELECTION 

ASSM 

SCREEN  MATRIX 

SCREEN  LIMITS 
NODE  DESCRIPTIONS 

Output 

SCREEN  MATRIX 

DISPLAY 

COORDINATE  TRANSLATION 
PARAMETERS 


The  user  inputs  the  'FROM'  and  'TO' 
x,y  screen  positions  via  the  trackball 
facility. 

Entire  ASSM  net  structure. 

Node  positional  and  ASSM  correlation 
data. 

Defines  screen  drawing  area. 

Node  physical  characteristics. 


Node  positional  and  ASSM  correlation 
data. 

Entire  net  is  removed  from  screen  and 
redrawn  at  new  x,y  position. 

See  Section  3.3.1. 


Processing 

A flow  diagram  of  this  module  is  shown  in  Figure  3-15.  Selected  pro- 
cessing steps  are  further  clarified  below. 

[2]  - A check  is  performed  on  the  'FROM'  x,y 

screen  position  to  insure  that  this 
position  is,  indeed,  contained  within 
the  screen  drawing  area  as  defined  by 
the  SCREEN  LIMITS. 
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[6] 


Coordinate  translation  parameters  are 
computed  from  the  x,y  screen  position 
input  in  Step  1 and  5. 


Procedure  References 

The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-15  with  the  REVS  procedures  which  perform  the  indicated  processing. 

[2]  - I I CHKNODESEL 

[4]  - I IMSGOUT 

[7]  - IICLEARSCREEN 

[8]  - IICLEARMATRIX 

[9] 


I IDISNET 


Figure  3-15  Scroll  Net  ( I ISCROLL) 
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3.3.10  Save  Net  (IISAVE) 

Description 

As  an  R-Net/Subnet  is  being  built  by  the  user,  its  structure  is  main- 
tained in  a temporary  working  area  of  the  ASSM.  If  the  structure  is  to  be 
saved  permanently  in  the  ASSM,  an  explicit  command  must  be  issued  by  the 
user  requesting  such,  as  the  structure  will  be  lost  when  processing  flow 
returns  to  the  function  level.  No  user  inputs  are  required  within  this 
module  level;  however,  structure  analysis  is  performed  prior  to  inserting 
the  structure  permanently  in  the  ASSM  and  if  errors  exist,  appropriate 
messages  will  be  displayed  to  the  user  informing  him  that  he  must  make 
appropriate  structure  changes  before  the  structure  can  be  put  into  the 
ASSM  permanently. 


Input 

ASSM  - The  temporary  structure  of  the  net  to 

be  saved. 

COORDINATE  TRANSLATION  - See  Section  3.3.1. 

PARAMETERS 

STRUCTURE  STATUS  FLAG  - Error  condition  resulting  from  a 

structure  analysis. 


Output 

ASSM  - Permanent  net  structure. 


Processing 


The  processing  for  this  module  is  shown  in  the  flow  diagram  of 
Figure  3-16.  Selected  processing  steps  are  further  described  below. 

[1]  - The  structure  is  checked  for  complete- 

ness and  correctness.  If  it  is  found 
to  be  either  incomplete  or  incorrect, 
it  will  not  be  saved.  However,  it 
is  retained  in  temporary  storage  and 
the  user  may  correct  the  indicated 
error  and  attempt  to  save  again. 
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Procedure  References 


The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-16  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1] 

“ 

IIGRACHK,  IICOMCHK,  IILOOPCHK, 
IIANDORMATCHCHK,  IICHKOTHERWISE 

[4] 

- 

IICLEARSCREEN 

[5] 

- 

IICLEARMATRIX 

[6] 

- 

IIMSGOUT,  I IDENTIFY 
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Figure  3-16  Save  Net  ( I ISAVE) 
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3.3.11  Zoom-Out  On  Net  (IIZOOMOUT) 

Description 

As  described  in  Section  3.3.9,  the  user  may  create  a net  structure, 
using  the  scroll  net  facility,  which  extends  beyond  the  limits  of  the 
screen.  IIZOOMOUT  reduces  the  net  structure  such  that  it  can  be  displayed 
in  its  entirety  within  the  screen  drawing  area. 


Input 


Output 


DISPLAY 


Local  Data 

COORDINATE  TRANSFORMATION 
PARAMETERS 


Processi nc 


The  entire  net  structure. 


Updated  x,y  positional  data  for  the 
entire  net. 

The  entire  net  is  displayed  in  a 
color-coded,  zoomed-out  mode. 


x,y  transformation  parameters  required 
to  translate  from  the  zoomed-in  net 
structure  to  the  zoomed-out  net  struc- 
ture. 


The  processing  performed  by  this  module  is  shown  in  Figure  3-17.  The 
following  comments  elaborate  on  the  indicated  processing  for  selected  boxes. 

[3]  - The  x,y  translation  and  scaling  param- 

eters required  to  transform  the  net 
structure  to  a zoomed-out  structure  are 
computed. 

Procedure  References 

The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-17  with  the  REVS  procedures  which  perform  the  indicated  processing. 

[1]  - I ICLtARSCREEN 

[2]  - I ICLEARMATRIX 

f3l  - I IFINDXY 


IIDISZOUT 
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Figure  3-17  Zoom-Out  On  Net  (IIZOOMOUT) 
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3.3.12  Zoom-In  On  Net  (IIZOOMIN) 
Description 


As  indicated  in  Section  3.3.9,  the  user  may  create  a net  structure 
which  extends  beyond  the  limits  of  the  screen.  A capability  exists  for  him 
to  zoom-out  on  such  a structure  so  that  the  entire  structure,  regardless  of 
size,  can  be  totally  contained  within  the  screen  display  limits.  When  the 
net  structure  has  been  displayed  in  this  'zoomed-out'  mode,  the  user  may  use 
the  Zoom-In  On  Net  module  to  select  any  point  on  the  screen  to  be  'zoomed-in' 
on.  The  selected  point  is  centered  at  the  top  of  the  screen  and  the  net  is 
displayed  downward  in  a ‘zoomed-in1  mode  to  the  screen  limits. 


Input 

SCREEN  SELECTION 

ASSM 

SCREEN  LIMITS 
NODE  DESCRIPTIONS 

Output 

ASSM 

SCREEN  MATRIX 


The  user  selects  an  x,y  point  on  the 
screen  around  which  'zooming-in'  will 
take  place. 

Entire  net  structure  (zoomed-out). 
Defines  screen  drawing  area. 

Node  physical  descriptions. 


Screen  positional  data  for  entire  net 
structure. 

Node  positional  and  ASSM  correlation 
data. 


DISPLAY  - The  zoomed-out  net  is  removed  from  the 

screen  and  the  zoomed-in  net  is  subse- 
quently displayed. 

Processing 

Figure  3-18  is  a flow  diagram  of  this  module  and  the  following  comments 
apply  to  the  indicated  processing  boxes. 

[1]  - A check  is  performed  to  insure  that  a 

zoomed-out  net  does,  indeed,  exist. 

[2]  - Coordinate  translation  parameters  are 

computed  and  the  net  x,y  positional  data 
is  transformed  from  the  zoomed-out  mode 
to  the  zoomed-in  mode  centered  about  the 
selected  x,y  screen  positions. 
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[5] 


The  net  is  displayed  at  its  new  position 
on  the  screen. 


Procedure  References 

The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-18  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[3] 

- 

I ICLEARMATRIX 

[4] 

- 

I ICLEARSCREEN 

[5] 

- 

I IDISNET 

[6] 

_ 

I IMSGOUT 

3.3.13  Generate  CALCOMP  Plot  (IICALCOMP) 
Description 


This  module  generates  a CALCOMP  hard  copy  plot  of  any  structure 
which  has  had  graphics  information  entered  through  RNETGEN.  Standard  8-1/2 
by  11  document  size  output  will  be  generated  unless  otherwise  specified  by 
the  user.  If  necessary,  the  structure  will  be  reduced  in  size  such  that 
the  entire  structure  is  contained  within  the  selected  document  size. 

Input 
ASSM 

DOCUMENT  SIZE 

Output 
NET  DISPLAY 
Processing 

The  following  descriptions  provide  additional  clarifying  information 
for  selected  processing  steps  presented  in  Figure  3-19. 


[1] 

Standard  document  size  of  8-1/2  x 11 
inches  is  set  up  for  CALCOMP  output. 

[2-5] 

The  user  is  given  the  option  to  accept 
standard  document  size  or  to  specify 
optional  width  and  height  (inches). 

[7] 

This  box  represents  a set  of  procedures 
(see  Section  3.3.20)  which  produce  the 
CALCOMP  plot  of  a given  structure. 

Procedure  References 

The  following 

correlates  the  functional  processing  steps  shown  in 

Figure  3-19  with  the 

REVS  procedures 

which  perform  the  indicated  processing. 

[2] 

- 

I IMSGOUT 

[3] 

- 

IIMSGIN 

[5] 

- 

IIVALIN 

[7] 

- 

CCNET 

[9,  10] 

- 

I IMSGOUT 

The  entire  net  structure  and  associated 
elements. 

Width  and  height  (inches)  with  default 
being  8-1/2  x 11. 


CALCOMP  plot  of  current  net  structure. 
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Figure  3-19  Generate  CALCOMP  Plot  (1ICALC0MP) 
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3.3.14  Set  Color  (IICOLOR) 


Description 


This  module  shown  in  Figure  3-20  determines  the  particular  color 
selected  from  a menu  of  available  colors  to  be  used  during  net  creation  or 
modification.  The  selected  color  is  used  for  displaying  all  subsequent 
nodes  entered.  The  color  attribute  is  added  to  the  description  of  each  node 
as  it  is  entered  and  maintained  in  the  ASSM.  The  color  of  an  existing  node 
may  be  changed  by  selecting  the  desired  node  via  the  trackball  immediately 
following  the  color  selection. 


Input 


COLOR  MENU  SELECTION 


NODE  SELECTION 


The  user  provides  a color  selection  via 
the  trackball  input  facility.  The 
following  colors  are  available  in  the 
menu: 


• red 

t green 

• bl  ue 

• yellow 


• purple 

• turquoise 

• wh i te . 


The  user  selects  the  applicable  node 
for  which  he  wishes  the  selected  color 
to  apply. 


Output 
NODE  COLOR 


The  selected  color  is  maintained 
internally  (color  code  is  preset  to 
turquoise) . 


Processing 

The  processing  for  this  module  is  presented  in  the  flow  diagram  of 


Figure  3-20. 


Procedure  Reference 

The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-20  with  the  resulting  REVS  procedures  which  perform  the  indicated 
processing. 


I ISETCCOL 
I ICMPMAT 
I IMATCHK 
I ISETNODE 
1 1 NODI S 
I IMSGOUT 
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Figure  3-20  Set  Color  (IIC0L0R) 


W 
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3.3.15  Display  Branch  (II DSPBRN ) 
Description 


Upon  input  of  the  predecessor  and  successor  node  for  the  desired 
branch,  this  module  will  optionally  display  the  branch  ordinal  value,  if 
one  exists,  and  the  conditional  expression,  if  one  exists.  The  selected 
branch  must  be  an  1 OR/FOR ' branch;  otherwise,  the  input  is  rejected. 

Input 


NODE  POSITIONS 

SCREEN  MATRIX 

ASSM 

SCREEN  LIMITS 

Output 

DISPLAY 


This  input  is  provided  by  the  user  via 
trackball  selections  of  the  predeces- 
sor/successor nodes. 

Screen  positional  and  ASSM  correlation 
matrix. 

Structure  data. 

Defines  screen  drawing  area. 


Display  of  ordinal  value,  if  applicable, 
and  conditional  expression. 


Processing 


Figure  3-21  presents  a flow  diagram  of  the  processing  steps  within 
this  module.  Following  is  further  clarifying  information  for  the  indicated 
processing  steps. 

[2]  - Checks  are  made  to  insure  that  the 

selected  node  does  indeed  exist  and  that 
it  is  either  an  'OR'  or  a 'FOR  EACH' 
node. 

[4]  - Checks  are  made  to  determine  the  existence 

of  the  selected  node  and  to  insure  that  it 
is  indeed  a successor  to  the  previously 
selected  node. 

[5]  - The  user  is  given  the  option  to  have  the 

ordinal  displayed  for  the  indicated 
branch,  if  indeed,  one  exists. 

[6]  - Again,  the  user  is  given  the  option  to 

have  the  conditional  expression  displayed, 
if  one  exists. 
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Procedure  References 

The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-21  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1] 

- 

IICMPMAT 

[2] 

- 

IIMATCHK 

[3] 

- 

IICMPMAT 

[4] 

- 

IICHKNODESEL,  IIMATCHK 

[5] 

- 

I IMS60UT,  IIMSGIN 

[6] 

- 

I IMSGOUT,  IIMSGIN 

[7] 

- 

I IMSGOUT 

3- HO 


k J 


1 1 DSPBRN 


Figure  3- 


V. 


PREDECESSOR 

NODE 

SELECTION. 


INPUT 
CHECK 
? 

Tgood 


SUCCESSOR 
NODE 
SELECTION. 


INPUT 
CHECK 
? 


DISPLAY 
ORDINAL  IF 
V^PPLICABLE. 


DISPLAY 
CONDITIONAL 
XPRESSION. 


.ERROR 


ERROR 


PROCESS  ERROR. 


GD 


21  Display  Branch  (IIDSPBRN) 
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3.3.16  Display  Node  (IIDSNODE) 
Description 


Upon  input  of  the  desired  node,  this  module  will  display  the  full 
RSL  name  of  the  element  associated  with  the  node,  if  applicable. 


Input 


NODE  POSITION 

The  input  is  provided  by  the  user  via 
a trackball  selection  of  the  desired 
node. 

SCREEN  MATRIX 

Screen  positional  and  ASSM  correlation 
matrix. 

ASSM 

Structure  related  data. 

SCREEN  LIMITS 

Defines  screen  drawing  area. 

Output 

DISPLAY 

RSL  element  name  of  associated  element, 
if  applicable. 

Processing 

Figure  3-22  presents 

a flow  diagram  of  the  processing  steps  within 

this  module.  Following  is 

further  clarifying  information  for  the  indicated 

processing  steps. 

[2] 

Checks  are  made  to  insure  that  the 
selected  node  does  indeed  exist  on  the 
screen. 

[3] 

A further  check  is  made  to  determine 
whether  the  selected  node  is  associated 
to  an  element  in  the  ASSM. 

[4] 

The  full  RSL  element  name  is  retrieved 
from  the  ASSM  and  displayed  on  the 
screen. 
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Procedure  References 


The  following  correlates  the  functional  processing  steps  of  Figure  3-22 
with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1] 

- 

1 1 CM  PM  AT 

[2] 

- 

IICHKNODESEL 

[4,  5] 

I IMSGOUT 
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Procedure  References 

The  following  correlates  the  functional  processing  steps  of  Figure  3-22 
with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1] 

- 

I I CMPMAT 

[2] 

- 

I ICHKNODESEL 

[4,  5] 

_ 

IIMSGOUT 

I IDSNODE 


ftBwa 


NODE 

SELECTION 

INPUT. 


INPUT 

CHECK 

7 


'ASSOCIATED 

TO 

\ ELEMENT/ 


DISPLAY 

ELEMENT 

NAME. 


ERROR 


Figure  3-22  Display  Node  ( I IDSNODE ) 
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3.3.17  Display  Net  (IIDISNET) 
Description 


This  module  is  used  to  display  an  R-Net/Subnet  in  the  'zoomed-in' 
mode.  Each  node  on  the  net  is  interrogated  to  determine  if  it  will  fit 
within  the  screen  display  limits  and  if  it  does  not  fit,  the  node  is 
ignored  and  processing  continues  at  the  next  node. 


Input 

ASSM 

SCREEN  LIMITS 
NODE  DESCRIPTIONS 
NODE  COLOR 

Output 
DISPLAY 
SCREEN  MATRIX 


The  entire  net  structure. 
Defines  screen  drawing  area. 
Node  physical  descriptions. 
Selected  by  the  user. 


Net  display  on  the  screen. 

Node  positional  and  ASSM  correlation 
data. 


Processing 

The  processing  for  this  module  is  shown  in  Figure  3-23.  The  follow- 
ing provides  additional  processing  descriptions  for  the  indicated  boxes. 


[1]  - Node  record  data  and  successor/predeces- 

sor data  is  retrieved  from  the  ASSM. 

[2]  - The  x,y  positional  data  is  translated, 

if  required,  using  the  coordinate  trans- 
lational parameters  computed  by  the 
Scroll  Net  module. 

[3]  - A check  is  performed  to  insure  that  the 

node  will  fit  on  the  screen,  if  the 
node  does  not  fit  on  the  screen,  process 
ing  is  continued  at  the  next  node  on 
the  net. 

[4]  - The  appropriate  node  color  is  set  up 

for  subsequent  display. 

[5]  - The  node  is  displayed  on  the  screen  at 

the  appropriate  x,y  position. 
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[6] 

The  internal  screen  matrix  is  updated 
to  reflect  the  node  screen  position. 

[7] 

All  directed  arcs  from/to  this  node 
are  displayed  and  processing  returns 
to  step  [1]  until  all  nodes  on  the 
net  have  been  processed. 

Procedure  References 

The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-23  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[3] 

- 

IICMPMAT,  IICHKNODESEL 

[4] 

- 

I I SETNODE 

[5] 

- 

1 1 NOD IS,  I IDISNAM 

[7] 

- 

IIDSPLINES 
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Figure  3-23  Display  Net  (IIDISNET) 


3.3.18  Display  Zoomed-Out  Net  (IIDISZOUT) 


Description 

This  module  is  used  to  display  a color-coded  miniature  display  of  the 
current  structure.  This  provides  a capability  for  displaying  the  entire 
structure,  regardless  of  size,  within  the  structure  display  area  of  the 
CRT.  The  x,y  scaling  factors  to  translate  from  the  nominal  (zoomed-in) 
structure  mode  to  the  zoomed-out  mode  are  computed  and  all  connecting  arcs 
on  the  structure  are  first  displayed  from  node-center  to  node-center. 

The  nodes  are  subsequently  displayed  in  color-coded  form. 

Input 
ASSM 

SCREEN  LIMITS 
NODE  CHARACTERISTICS 

Output 

DISPLAY  - Miniature  color-coded  display  of 

structure. 

SCREEN  MATRIX  - Zeroed  out. 

Processing 

Figure  3-24  presents  a flow  diagram  for  the  processing  in  this  module. 
Procedure  Reference 

The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-24  with  the  REVS  procedures  which  perform  the  indicated 
processing . 

[8]  - I I SETNODE 


The  entire  net  structure. 

Defines  screen  drawing  area. 

Color  codes  and  physical  descriptions. 
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FOR  EACH 
NODE  ON  NET 


TRANSLATE  NODE 
CENTER  POSITION. 


FOR  EACH 
SUCCESSOR  NODE. 


TRANSLATE  SUCCESSOR 
NODE  CENTER  POSITION. 


3.3.19  Menu  Read  (IIMENUREAD) 
Description 


This  module  provides  menu  selection  capability  via  the  trackball 
input  facility.  The  selected  x,y  screen  coordinate  is  translated  to  a 
menu  line  entry.  Appropriate  indicators  are  set  and  control  is  returned 
to  the  function  level. 


Input 

MENU  LIMITS 
MENU  LINES 
SCREEN  SELECTION 


Defines  menu  limits. 

Defines  menu  line  entries. 

x,y  screen  coordinate  value  as  input 
via  the  trackball  facility. 


Output 

MENU  SELECTION  - Selected  menu  line  entry. 


Processing 

The  processing  for  this  module  is  presented  in  Figure  3-25.  The  follow- 
ing comments  provide  additional  clarifying  information  for  the  indicated 
processing  boxes. 

[3]  - A determination  is  made  as  to  whether 

the  selected  x,y  screen  position  indi- 
cates a menu  line  entry. 

[4]  - A check  is  made  to  insure  that  the 

selected  menu  entry  is  indeed  legal. 

[5]  - If  a structure  type  was  selected  in 

the  menu,  a determination  is  made  as 
to  what  type  (i.e.,  RNET,  SUBNET, 
VALPATH). 

[6]  - If  a node  type  was  selected  in  the 

menu,  a determination  is  made  as  to 
what  type  (i.e.,  ALPHA,  EVENT,  OR,  AND, 
etc. ). 

[7]  - If  neither  a structure  type  or  node 

type  was  selected,  then  the  appropriate 
menu  entry  is  determined  and  so  indi- 
cated (i.e.,  move  node,  scroll,  net, 
etc. ) . 
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Procedure  References 


The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-25  with  the  REVS  procedures  which  perform  the  indicated 


processing. 

[10] 

- 

I ICHKNODESEL 

[11,  12] 

• 

I IMSGOUT 
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Figure  3-25  Menu  Read  (IIMENUREAD) 
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3.3.20  CALCOMP  Net  Display  (CCHET) 
Description 


This  module  will  plot  a selected  structure  in  the  ASSM  which  has 
associated  graphics  coordinate  data.  Its  output  is  recorded  on  a CALCOMP 
compatible  tape  for  plotting  on  30-inch  paper.  The  plot  size  is  provided 
via  the  argument  list  along  with  the  ASSM  pointer  to  the  element  to  which 
the  structure  is  attached. 


Input 


ASSM 

“ 

The  entire  net  structure  and  associated 
elements. 

DOCUMENT  SIZE 

- 

Desired  width  and  height  (inches)  of 
the  plotted  output. 

FLAG 

- 

First  pass  flag. 

Output 

DISPLAY 

- 

CALCOMP  plots  of  the  selected  structure 

Processing 

The  following  information  is 

presented  for  clarification  of  selected 

processing  steps  appearing 

in  Figure  3-26. 

[1] 

If  the  selected  ASSM  element  has  no 
associated  structure,  an  error  flag  is 
set  and  control  is  returned  to  the 
call ing  program. 

[2] 

All  required  ASSM  pointers  to  RSL 
element  types  are  retrieved  for 
subsequent  use. 

[3,  9] 

“ 

If  the  selected  structure  is  not 
currently  in  temporary  storage  it  is 
moved  there. 

[6] 

x,y  scale  factors  to  translate  Anagraph 
coordinate  units  to  CALCOMP  coordinate 
units  such  that  the  entire  structure 
will  be  contained  within  the  requested 
document  size  are  computed. 

[7,  8] 

[10] 


[16,  21] 

[20,  22] 


[24] 


If  this  is  the  first  execution  of  CCNET, 
the  CALCOMP  tape  is  initialized  and  the 
TRW  logo  frame  is  generated. 

If  the  structure  contains  no  associated 
graphics  data,  the  graphics  data  will  be 
generated  automatically  and  entered  in 
the  ASSM. 

If  a node  is  associated  to  an  ASSM 
element,  the  element  is  retrieved  and 
displayed  at  the  node  on  the  structure. 

If  a conditional  expression  exists  on 
a node  branch,  'OR/FOR  EACH'  node, 
then  the  branch  is  numbered  on  tne 
structure  and  the  associated  ordinal 
and  conditional  expression  is  entered 
in  the  branch  legend  of  the  structure. 

If  the  structure  was  not  already  in 
temporary  storage  upon  entry  into 
CCNET,  then  it  is  removed  from 
temporary  storage. 


Procedure  References 


The  following  correlates  the  functional  processing  steps  shown  in 
Figure  3-26  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[6] 

- CCFINDXY,  CCAMSN , CCAMAX 

[8] 

- CCTRWLOGO 

[10] 

- CCAUTOPLT 

[13] 

- CCSETNODE 

[21] 

- CCPUTEXT 

1 1 

C\J 

C\J 

1 — 1 

- CCPRINTNOBR,  CCPRINTTBBR 
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Figure  3-26  CALCOMP  Net  Display  (CCNET) 
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TRANSLATE  *,  Y 

NODE  CENTERS 
TO  CALCOMP  UNITS. 


DISPLAY  NODE 
ON  CALCOMP. 


NODE  \ 

YES/  ASSOCIATED 
N.  TO  ELEMENT 
\ T / 


FOR  EACH 
SUCCESSOR 
NOOE. 


TRANSLATE  ARC  X,  Y 
COORDINATES 
TO  CALCOMP  UNITS. 


DISPLAY  DIRECTED 
ARC  ON  CALCOMP. 


' COND.  ^ 
EXPRESSION 
V 1 / 


DRAW  FRAMES 
AROUND  PLOTS. 


REMOVE  STRUCTURE 
FROM  TEMPORARY  ARIA, 
IF  NECESSARY. 


Figure  3-26  CALCOMP  Net  Display  (CCNET)  (Continued) 
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3.3.21  Autoplot  (IIAUTOPLOT) 


Description 


This  module  provides  the  capability  for  the  automatic  generation  of 
graphics  coordinate  data  for  the  current  structure.  All  nodes  on  the 
structure  will  also  have  their  color  changed  to  the  currently  selected 
color  in  the  menu.  The  resulting  structure  will  in  general,  have  a 
neater  and  more  pleasing  appearance  than  one  which  is  drawn  manually 
via  RNETGEN. 

Input 

ASSM  - The  entire  net  structure  and  associated 

elements 


COLOR 

Output 


Current  color  as  indicated  via  the 
menu. 


SCREEN  MATRIX 
ASSM 

DISPLAY 

Processing 


Updated  screen  matrix. 

Graphics  coordinate  and  color  data  for 
each  node  on  the  current  structure. 

The  structure  is  displayed  in  either 
its  zoomed-out  or  zoomed- in  mode. 


The  following  information  is  presented  for  clarification  of  selected 
processing  steps  appearing  in  Figure  3-26.1. 

[2]  - The  color  on  all  nodes  in  the  structure 

is  set  to  blank.  This  is  required  by 
the  automatic  graphics  coordinate  data 
generator  program. 

[3]  - This  procedure  will  automatically 

generate  graphics  coordinates  for  each 
node  on  the  structure. 

[4]  All  nodes  on  the  structure  is  given 

the  color  of  that  specified  on  the 
menu. 

[6,  7,  8,  9]  - The  user  selects,  via  the  trackball, 

to  display  the  structure  in  either  its 
zoomed-out  or  its  zoomed- in  mode. 
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Procedure  References 


[1] 

- IICLEAR5CREEN 

[2] 

IIREMGRAPH 

[3] 

- XXCNET 

[4] 

IIREMGRAPH 

[5] 

- I IMATCLEAR 

[8] 

IIZOOMOUT 

[9] 

- I IDISNET 
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Figure  3-26.1  Autoplot  (1IAUT0PL0T) 


3-159 


[ 


3.3.22  Move  Subtree  (IIMVSUBTREE) 
Description 


This  module  allows  the  user  to  move  portions  of  the  currently  dis- 
played structure  by  selecting  an  existing  node  on  the  structure  and  speci- 
fying a position  on  the  screen  to  which  the  selected  node  is  to  be  moved. 


The  selected  node  and  all 

accordingly. 

nodes  on 

the  structure  below  it  are  moved 

Input 

ASSM 

- 

The  entire  net  structure  and  associated 
elements . 

NODE  SELECTION 

- 

The  user  specifies  the  subtree  to  be 
moved  via  a node  selection  using  the 
trackbal 1 . 

SCREEN  MATRIX 

- 

Node  positional  and  ASSM  correlation 
data. 

SCREEN  LIMITS 

- 

Defines  screen  drawing  area. 

NODE  DESCRIPTIONS 

- 

Node  physical  characteristics 

SCREEN  SELECTION 

— 

The  user  specifies  the  x,y  ‘to1  position 
on  the  screen  to  which  the  node  will  be 
moved. 

Output 

ASSM 

Coordinate  data  for  selected  node  and 
associated  successor/predecessor  nodes 
in  the  subtree  which  was  moved. 

DISPLAY 

“ 

Removal  of  selected  subtree  at  current 
screen  position  and  display  of  subtree 
at  newly  selected  screen  position. 

SCREEN  MATRIX 

Processing 

“ 

Updated  screen  matrix. 

The  following  information  is  presented  for  clarification  of  selected 
processing  steps  appearing  in  Figure  3-26.2. 


[1]  - The  user  identifies  a subtree  on  the 

currently  displayed  structure  by 
selecting  the  leading  node  of  the 
desired  subtree  to  be  moved. 
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[2] 


i 


[2] 

A validity  check  on  input  is  performed. 
First,  to  determine  whether  the  selected 
x,y  position  is  within  the  screen  drawing 
limits;  and,  secondly,  to  determine  if  a 
node  exists  at  the  selected  x,y  position. 

[3] 

“ 

The  user  inputs  the  desired  x,y  screen 
position  to  which  the  node  selected  in 
Step  [1]  is  to  be  moved. 

[4] 

An  input  check  is  performed  to  insure 
that  the  selected  x,y  position  is  within 
the  screen  limits. 

[7] 

The  identified  subtree  structure  is 
removed  from  the  screen  and  its  new 
coordinates  are  computed  and  entered 
into  ASSM. 

[10] 

The  identified  subtree  structure  is 
displayed  at  its  new  position  on  the 
screen. 

Procedure 

References 

The  following  correlates  the  functional  processing  steps  shown  in 

Figure  3-26.2  with  the  REVS  procedures  which  perform  the  Indicated  processing. 

[U 

- 

I I CMPMAT 

[2] 

- 

I IMATCHK 

[4] 

- 

I ICHKNODESEL 

[6] 

- 

I IDETNOD 

[7] 

- 

I IPROCBRNCH 

[9] 

- 

I IDETNOD 

[10] 

- 

I IPROCBRNCH 

[11] 

- 

I I MS GOUT 
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i 

3.4  REQUIREMENTS  ANALYSIS  AND  DATA  EXTRACTION  (RADX) 

Description 

The  Requirements  Analysis  and  Data  Extraction  function  provides  a 
variety  of  capabilities  to  aid  in  the  development  of  requirements  specifi- 
cations. These  include  a generalized  ASSM  query  and  data  extraction 
facility,  an  RSL  documentation  capability,  and  a static  analysis  capability 
to  identify  simple  and  complex  anomalies  in  the  requirements  specifications. 

The  query  and  data  extraction  facility  uses  the  concept  of  a SET,  a 
collection  of  ASSM  elements,  to  provide  flexible  and  powerful  user  control 
for  the  interrogation  and  documentation  of  the  contents  of  the  ASSM.  Docu- 
mentation is  selectively  generated  in  either  RSL  text  or  a hierarchical 
map  form.  There  are  two  types  of  SETs  --  predefined  and  user  defined.  The 
predefined  SETs  are: 

0 The  universal  set  which  is  referred  to  as  ALL_SET  contains 
all  the  elements  in  the  ASSM. 

• Element-type  sets  which  are  referred  to  by  the  element-type 
name  contain  all  the  elements  that  are  of  the  named  element- 
type. 

t Element  sets  which  are  referred  to  by  the  element  name 
contain  the  named  element. 

A user  defined  set  is  a collection  of  elements  defined  by  the  user 
in  one  of  the  following  ways: 

# The  elements  in  a list  of  SETs 

0 The  logical  combination  of  two  SETs 

0 The  elements  in  a SET  that  satisfy  a qualification  criterion. 

The  RSL  documentation  capability  allows  all  or  part  of  the  currently 
legal  definition  of  RSL  to  be  displayed.  This  includes  the  description  of 
element-types , relations,  and  attributes. 

The  static  analysis  capability  diagnoses  anomalies  in  the  flow-oriented 
portion  of  the  requirements.  Such  things  as  loops  in  a data  or  structure 
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hierarchy,  illegal  combinations  of  relationships  or  attributes,  and  data 
flow  errors  are  identified. 


Input 
USER  RCL 

ASSM 

TYPE  ACTIVATION 


Output 

DIAGNOSTIC  MESSAGE 

Other  outputs  from 

Local  Data 

The  following 
TYPE  COMMAND 


WIDTH 

HEIGHT 

PERMI SS I ON I D 

MEMBER_LIST 

NEW_SET_NAME 

TYPE_QUALIFY 


RADX  control  statement  that  defines 
operations  to  be  performed. 

Any  part  of  the  ASSM  can  be  retrieved 
by  RADX. 

In  addition  to  the  normal  interface  with 
the  user,  RADX  interfaces  with  the 
SIMGEN  function  (see  Section  3.5)  to 
perform  static  analysis  and  data  collec- 
tion for  that  function. 


Input  control  statement  not  processed 
due  to  error  during  statement  translation. 


RADX  are  made  from  the  various  modules  that  compose  RADX. 


information  is  generated  by  translating  user  RCL. 

Indicates  operation  to  be  performed  by 
RADX.  Operations  are:  DEFINE_SET; 
QUALIFY_SET;  COMBINEJSETS ; DEFINE_ 
HIERARCHY;  DEFINE_APPEND;  LIST  SET; 
LIST_HIERARCHY ; LIST_RSL;  ANALYZE; 
LIST_PERMISSION;  PLOT 

Width  of  PLOT. 

Height  of  PLOT. 

Identifier  of  the  C0NTR0L_PERMISSI0N 
to  be  displayed. 

List  of  SETs  for  defining  a new  set. 

The  name  of  the  new  set  that  results 

from  performing  a DEFINE_SET,  QUALI FY 

SET  or  COMBINE_SET  operation. 

Indicates  the  technique  used  to  qualify 
the  members  of  an  existing  set  to  form 
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QUAL I FY I NG_ATTRI BUTE 
QUALIFY  I NGJALUE 

QUALIFY ING_RELATION 
QUALIFYING_OBJECT_SET 

FIRST_INDEPENDENT_SET 

SECOND_INDEPENDENT_SET 

TYPE_COMBINATION 

HIERARCHY_NAME 
H 1 E RAR  CH Y_E  NTR I E S 

SELECTED_APPEND_TYPE 

APPEND_ITEM_LIST 

INDEPENDENTJET 
SELECTED_H  I ERARCHY 
HI ER DISPLAY  FORM 


a new  set.  Legal  techniques  are 
BY_ATTRIBUTE , BY_RELATION,  and 
BY_HI ERARCHY. 

Attribute  used  to  qualify  a set. 

The  value  of  an  attribute  used  to 
qual ify  a set. 

Relation  used  to  qualify  a set. 

Collection  of  elements  used  when  quali 
fying  BY_RELATION. 

The  first  set  of  a COMBINE_SETS 
operation. 


The  second  set  of  a COMBINE_SETS 
operation. 

Indicates  how  sets  are  to  be  logically 
combined.  The  combination  can  be 
UNION,  INTERSECTION,  or  DIFFERENCE. 

The  name  of  a user  defined  hierarchy. 

A list  of  one  or  more  triplets  which 
define  how  to  trace  direct  and  indirect 
relationships  between  elements  in  the 
ASSM.  The  triplet  is  (SUBJECT  TYPE, 
BINDING_RELATION,  OBJECT_TYPE) . 

Indicates  the  element  type  that  has 
been  selected  to  have  its  APPEND_0PTI0N 
changed. 

List  of  associated  information  such  as 
relations  and  attributes  to  be  displayed 
when  an  element  of  a particular  type  is 
displayed. 


Collection  of  elements  to  be  listed, 
qualified,  or  analyzed. 


Identifier  of  a previously  defined 
hierarchy  that  is  to  be  used  for  listing 
or  qualifying  a set. 


indicates  format  to  be  used  for  dis- 
playing  hierarchy.  Legal  values  are 
MAP,  SEQUENCE,  and  GROUP. 
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RSL_L I ST_OPT I ON  - Indicates  what  portion  of  RSL  definition 

has  been  selected  to  be  displayed.  Legal 
selections  are  ALL,  TYPES,  RELATIONS, 
ATTRIBUTES,  SUMMARY,  0NE_TYPE,  ONE 
RELATION,  ONE_ATTRIBUTE,  and  0NE_T7PE_ 
SUMMARY . 


DATA  FLOW  OPTION 


Indicates  that  option  to  perform  data 
flow  analysis  has  been  selected. 


Figure  3-27  illustrates  the  data  structures  used  by  RADX  for  the 
management  of  SETsand  their  related  information.  The  following  further 
explains  these  data  structures: 


SET_LIST_ARRAY  - An  entry  is  made  into  this  array  for 

each  set  known  to  RADX.  The  entry  con- 
tains the  location  of  the  SET_DESCRIPTION 
RECORD.  The  first  entry  contains  the 
location  of  ALL  SET  which  is  the  uni- 
versal set  of  all  elements  in  the  ASSM. 
Entries  2 through  n+1  contain  the  loca- 
tions for  the  n predefined  sets.  The 
remainder  of  the  entries  are  reserved 
for  user  defined  sets. 


SET  DESCRIPTION  RECORD 


APPEND  OPTION  RECORD 


SET_MEMBER_RECORD 

ASSM  ELEMENT  ARRAY 


Contains  the  name  of  the  set,  the  loca- 
tion of  the  first  APPEND_0PTI0N_REC0RD , 
and  the  location  of  the  first 
SET_MEMBER_RECORD . 

Contains  one  type  of  information  to  be 
displayed  when  an  element  that  is  a 
subset  of  the  owning  SET_DESCRIPTION_ 
RECORD  is  displayed. 

Contains  indexes  into  the  ASSM_ELEMENT_ 
ARRAY  which  identify  the  members  of 
the  set. 

An  entry,  which  contains  the  location 
of  the  element,  is  made  in  this  array 
for  each  element  in  the  ASSM.  The 
array  is  ordered  alphabetically  by 
element  type. 
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Processing 

Figure  3-28  contains  the  functional  flow  diagram  for  this  module. 
Procedure  References 

The  following  correlates  the  functional  processing  elements  in 
Figure  3-28  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1] 

QQINIT 

[3,  5] 

QQTRDXM 

[10-20] 

QQDXM 

[21,  22] 

QQDXM,  QQLISTSET 
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Figure  3-28  Requirements  Analysis  and  Data  Extraction  (RADX) 
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1 


Figure  3-29  Define  Set  (QQDEF I NESET ) 
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F/6  9/2 


[ 


AD-A046  573  TRW  DEFENSE  AND  SPACE  SYSTEMS  6R0UP  HUNTSVILLE  ALA 

REVS  MAINTENANCE  MANUAL.  SREP  FINAL  REPORT.  VOLUME  III.(U) 

AU6  77  M E BENOIT.  P N BER6STRESSER  DASG60-75-C-0022 

UNCLASSIFIED  TRW-27332-6921-026-VOL-3  NL 


3< 

ao*>A 

046573 


I 

I 


3.4.2  Combine  Sets  (QQCOMBINESET) 
Description 


This  module  derives  the  collection  of  members  to  be  included  in  a new 
set  as  the  logical  combination  of  two  independent  sets.  The  logical  combi- 
nation can  be  INTERSECTION,  UNION,  or  DIFFERENCE. 


Input 

FIRST_INDEPENDENT_SET 
SEC0ND_I  NDEPENDENT_SET 

TYPE_COMBINATION 

NEW_SET_NAME 

COUNT  OPTION 


Output 

SET  DESCRIPTION  RECORD 


SET  LIST  ARRAY 


SET_MEMBER_RECORD 


Processing 


The  first  set  of  a COMBINE_SETS  operation. 

The  second  set  of  a COMBI NE_SETS 
operation. 

Indicates  how  sets  are  to  be  logically 
combined.  The  combination  can  be 
UNION,  INTERSECTION,  or  DIFFERENCE. 

The  name  of  the  new  set  that  results 
from  performing  a DEFINE_SET, 

QUALIFY_SET,  or  COMBINE_SET  operation. 

Option  to  display  number  of  members 
in  a new  set  that  results  from  the 
COMBINEJSETS  operation. 


Contains  the  name  of  the  set,  the  loca- 
tion of  the  first  APPEND  OPTION  RECORD, 
and  the  location  of  the  first  SFT_ 
MEMBER_RECORD . 

An  entry  is  made  into  this  array  for 
each  SET  known  to  RADX.  The  entry 
contains  the  location  of  the  SET_ 
DESCRIPTION_RECORD. 

Contains  indexes  into  the  ASSM-ELEMENT_ 
ARRAY  which  identify  the  members  of 
the  set. 


Figure  3-30  contains  the  functional  flow  diagram  for  this  module. 
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Procedure  References 


The  following  correlates  the  functional  processing  elements  in  Figure 
3-30  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1] 

QQSTARTSET 

[3-5] 

QQORSET 

[6-8] 

QQDIFFSET 

[9-12] 

QQANDSET 

[13-16] 

QQENDSET 

QDCOHBINESET 


^NEH  SETS. 

NAME  SAME 
AS  PREVIOUS, 

[yes 


DELETE  PREVIOUS  SET 


_NO/COUNT  OPT  ID 
\ SELECTED 
\ 1 / 


Figure  3-30  Combine  Sets  (QQCOMBINESET) 
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3.4.3  Qualify  Set  (QQQUALSET) 
Description 


This  module  determines  the  collection  of  elements  to  be  included  in 
NEW_SET  as  those  elements  in  a subject  set  which  satisfy  a qualification 
criterion  which  can  be  one  of  the  following: 


Input 

ASSM 

C0UNT_0PTI0N 

NEW_SET_NAME 

TYPE_QUALIFY 


BY_ATTRIBUTE 
BY_RELATION 
BY  HIERARCHY. 


QUALIFYING_ATTRIBUTE 
QUALIFY  INGJALUE 

QUALIFYING_RELATION 

QUALIFYING_OBJECTJET 

INDEPENDENTJSET 

SELECTED  HIERARCHY 


Attribute  and  relationship  instances. 

Option  to  display  number  of  members 
in  the  new  set  that  results  from  the 
QUALIFYJET  operation. 

The  name  of  the  new  set  that  results 
from  performing  a DEF INE_SET, 

QUALIFY_SET , or  COMBI NE_SET  operation. 

Indicates  the  technique  used  to 
qualify  the  members  of  an  existing 
set  to  form  a new  set.  Legal  techniques 
are  BY_ATTRIBUTE,  BY_RELATION,  and 
BY_HIEEARCHY. 

Attribute  used  to  qualify  a set. 

The  value  of  an  attribute  used  to 
qualify  a set. 

Relation  used  to  qualify  a set. 

Collection  of  elements  used  when 
qualifying  BY_RELATION. 

Collection  of  elements  to  be  listed, 
qualified,  or  analyzed. 

Identifier  of  a previously  defined 
hierarchy  that  is  to  be  used  for 
listing  or  qualifying  a set. 
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p.r  ^ 


Output 


SET_DESCRIPTION_RECORD 

Contains  the  name  of  the  set,  the 
location  of  the  first  APPEND  OPTION 
RECORD,  and  the  location  of  the  first 
SET_MEMBER_RECORD . 

SET_LIST_ARRAY 

An  entry  is  made  into  this  array  for 
each  set  known  to  RADX.  The  entry 
contains  the  location  of  the 
SET_DESCRIPTION_RECORD. 

SET_MEMBER_RECORD 

Contains  indexes  into  the 
ASSM_ELEMENT_ARRAY  which  identify 
the  members  of  the  set. 

Processing 

Figure  3-31  contains  the 

functional  flow  diagram  for  this  module. 

Procedure  References 

The  following  correlates  the  functional  processing  elements  in 

Figure  3-31  with  the  REVS  procedures  which  perform  the  indicated  processing 

[1] 

QQSTARTSET 

[3] 

QQDOHIER 

[4,  5] 

QQENDSET 

[8-14] 

QQBYATT 

[15-25] 

QQBYRSLREL,  QQBYIMPREL 
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3.4.4  Define  Hierarchy  (QQDEFHIER) 
Description 


This  module  accepts  a translated  hierarchy  definition  and  stores  it 
with  hierarchy  connectivity  information  such  that  it  can  be  used  later  for 
qualifying  or  listing  a set  in  a hierarchical  manner. 


Input 

HIERARCHY_NAME 

HIERARCHY_ENTRIES 

Output 

HIERARCHY_DESCRIPTION_RECORD 

• NAME_0F_H  I ERARCHY 

• T0P_TYPE 

• HIERARCHY_START_POINTS 

• HIERARCHY_OPERATIONS 

• FROM,  TO 


Name  used  to  apply  hierarchy  in  a list 
set  or  qualify  set  command. 

Each  entry  contains  the  triplet 
(SUBJECTTYPE,  BINDING_RELATION, 
OBJECT_TYPE)  which  is  used  to  trace 
elements  through  the  ASSM  from 

SUB J ECT TYPE  to  OBJECT_TYPE  via  the 

BINDING  RELATION. 


Storage  of  a user  defined  hierarchy 

which  contains  the  following: 

• Name  given  to  hierarchy  by  user. 

• Type  of  elements  that  can  begin 
hierarchy. 

0 Entries  in  hierarchy  where 
hierarchy  tracing  can  begin. 

0 A list  of  ordered  triplets  that 
direct  the  tracing  of  relation- 
ships between  elements  in  the  ASSM. 
The  triplet  is  (SUBJECT  TYPE, 
BINDING_RELATION,  OBJECT_TYPE) . 

0 Two  arrays  that  specify  the  order 
in  which  HIERARCHY_OPERATIONS  are 
to  be  applied. 


Processing 

Figure  3-32  contains  the  functional  flow  diagram  for  this  module. 
Procedure  Reference 

The  following  correlates  the  functional  processing  elements  in  Figure 
3-32  with  the  REVS  procedures  which  perform  the  indicated  processing. 

[3]  - QQHIERMATCH 


PLACE  CONNECTION  0 
*(  FOLLOWS  I IN  THE  FROM. 
TO  ARRAYS. 


Figure  3-32  Define  Hierarchy  (QQDEFHIER) 
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3.4.5  List  or  Qualify  Set  by  Hierarchy  (QQDOHIER) 

Description 

This  module  either  lists  or  qualifies  a set  of  elements  according  to 
a defined  hierarchy.  Those  elements  which  are  listed  or  placed  in  the  new 
set  must  be  in  the  original  independent  set  and  they  must  also  be  encountered 
while  traversing  the  hierarchy. 


Input 

LIST_OR_QUALIFY_OPTION 

H I ER_DI SPLAY_FORM 
INDEPENDENTJSET 

QUALIFYING_HIERARCHY 

• NAME_0F_HI ERARCHY 

• T0P_TYPE 

• HIERARCHY_START_POINTS 

• HIERARCHY_OPERATIONS 

t FROM , TO 

Output 

SET  MEMBER  RECORD 


Indicates  whether  to  list  or  qualify 

set. 

Indicates  format  for  listing  hierarchy. 

Collection  of  elements  to  be  listed, 

qualified,  or  analyzed. 

Hierarchy  used  to  qualify  a set  con- 
taining the  following: 

• Name  given  to  hierarchy  by  user. 

o Type  of  elements  that  can  begin 
hierarchy. 

• Entries  in  hierarchy  where  hierarchy 
tracing  can  begin. 

• A list  of  ordered  triplets  that 
direct  the  tracing  of  relationships 
between  elements  in  the  ASSM.  The 
triplet  is  (SUBJECT  TYPE, 

B I ND I NG_R E L AT I ON , OFJECT_TYPE) . 

• Two  arrays  that  specify  the  order  in 
which  HIERARCHY_OPERATIONS  are  to  be 
applied. 


Contains  indexes  into  the  ASSM_ELEMENT_ 
ARRAY  which  identify  the  members  of  the 
set. 


Processing 

Figure  3-33  contains  the  functional  flow  diagram  for  this  module. 
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Procedure  References 

The  following  correlates  the  functional  processing  elements  in 
Figure  3-33  with  the  REVS  procedures  which  perform  the  indicated  processing. 

[2,  12-18]  - QQCONTHIER 

[4-11]  - QQINCLUDE 


Figure  3-33  List  or  Qualify  Set  by  Hierarchy  (QQDOHIER)  (Continued) 


I 
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3.4.6  Define  Append  Options  (QQDEFAPPEND) 

Description 

This  module  updates  the  append  options  that  are  attached  to  a 
SELECTED_APPEND_TYPE.  The  append  options  for  all  TYPE_SETs  or  for  one 
selected  TYPE_$ET  can  be  updated.  The  update  consists  of  deleting  the 
current  options,  making  a copy  of  the  new  options,  and  attaching  the  copy 


to  the  SELECTED_APPEND_TYPE. 

Input 

SELECTED_APPEND_TYPE 

— 

Indicates  the  element  type  that  has 
been  selected  to  have  its  APPEND_ 
OPTION  changed. 

APPEND_ITEM_LIST 

List  of  associated  information  such 
as  relations  and  attributes  to  be 
displayed  when  an  element  of  a particu 
lar  type  is  displayed. 

Output 

SET_DESCRIPTION_RECORD 

Contains  the  name  of  the  set,  the  loca 
tion  of  the  first  APPEND  0PTI0N_REC0RD 
and  the  location  of  the  First 
SET_MEMBERJECORD. 

APPEND_0PTI0N_REC0RD 

Contains  one  type  of  information  to  be 
displayed  when  an  element  that  is  a 

subset  of  the  owning  SET  DESCRIPTION 

RECORD  is  displayed. 

Processing 

Figure  3-34  contains  the  functional  flow  diagram  for  this  module. 


Procedure  References 


The  following  correlates  the  functional  processing  elements  in  Figure 
3-34  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[2,  3] 
[4,  5] 
[7,  8] 
[9,  10] 


QQD I SPAPL 1ST 
QQCOPYAPLIST 
QQD I SPAPL I ST 
QQCOPYAPLIST 
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3.4.7  List  Element  (QQLISTELT) 
Description 


This  module  displays  an  element  and  its  associated  relations,  attri- 
butes, and  structural  information  according  to  the  append  option  that  is 
in  effect  for  the  type  of  the  element. 

Input 


ELEMENT 

- 

Element  to  be  displayed. 

ASSM 

- 

Any  part  of  ASSM  that  contains  infor- 
mation associated  with  element. 

APPEND_0PTI0N_REC0RD 

- 

List  of  associated  information  to  be 
displayed  with  the  element. 

Output 

RSL  TEXT 

- 

All  displays  made  by  this  module  are 
legal  RSL. 

Processing 

Figure  3-35  contains  the 

functional  flow  diagram  for  this  module. 

Procedure  References 

The  following  correlates  the  functional  processing  elements  in 

Figure  3-35  with  the  REVS  procedures  which  perform  the  indicated  processing 

[1] 

- 

QQENDLINE,  QQPUTELT,  QQPUTCMT 

[2] 

- 

QQRETS 

[5-8] 

- 

QQLAPREL,  QQLACREL 

[9-11] 

- 

QQLAT 

[12,  13] 

- 

QQLALLPREL,  QQLALLCREL 

[14,  15] 

- 

QQLALLAT 

[16-18] 

- 

QQLSTR 

[19-22] 

- 

QQLREFS 

[23-27] 

- 

QQLREFBY 
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QQLISTELT 


(8/1)  PARTICULAR  RSL  RELATION 


DISPLAY  ELEMENT  TYPE, 
ELEMENT  NAME.  / 
AND  COMMENT.  / 


BASED  ON  ELEMENT 
TYPE  DETERMINE 
APPEND  OPTIONS. 


FOR  EACH 
APPEND  OPTION. 


TYPE  OPTION 

\ T / 


PARTICULAR 
RSL  RELATION 


PARTICULAR 

ATTRIBUTE 


ALL  INFORMATION 


ALL  RSL  RELATIONS 


ALL  ATTRIBUTES 


REFERS  RELATION 


REFERRED  RELATION 


PRIMARY  RELATIONS 


COMPLEMENTARY 

RELATIONS 


5/60E>v 

✓'Instance's. 

OF  RtLAT  ION X NO 
. EXIST  FOR  / 
\h.LMEHj/ 

|YES 


FOR  EACH  INSTANCE' 
OF  RELATION.  / 


01  SPLAY 

OBJECT  ELEMENT 
AND  COMMENT. 


(0/1)  PARTICULAR  ATTRIBUTE 


9/noiiSs 
/INSTANCrs 
OF  atirihuteN.no 
s.  EXIST  FUR  / 
'J^LEMENf/ 

|YES 


DISPLAY 

AnRIBUTE  NAME. 


DISPLAY 

AnRIBUTE  VALUE. 


Figure  3-35  List  Element  (QQLISTELT) 
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[ A/2)  AU  RSI  RELATIONS 


FOR  EACH  \ 

LEGAL  RELATION  ) 

OF  ELEMENT.  / I 


RETRIEVE  FIRST 
NODE  FROM 

ELEMENTS  STRUCTURE. 


PERFORM  PROCESSING 
BETWEEN  © AND  ©, 


' FIRST  ^ 
NODE 
PRESENT 

v.  ? / 


(E/2 ) ALL  ATTRIBUTES 


DISPLAY  REFERS. 


TRAVERSE  STRUCTURE 
AND  DISPLAY  , 
ELEMENTS  ASSOCIATE!/ 

With  NODES. 7 


FOR  EACH  ' 
LEGAL  ATTRIBUTE 
OF  ELEMENT.  . 


PERFORM  PROCESSING 

BETWEEN  © AND  ©. 


I C/2  ) STRUCTURE 


^FIRST\ 

NOOE  XNO 
PRESENT  / 

\ / 


LIST  STRUCTURE. 


[ 1/2)  REFERRED  RELATION 


/iLEMENTV 
^/ASSOCIATED  \ 
with  a y 

\NOOE/ 

M j 

^ DISPLAY  REFERRED. 


FOR  EACH  \ 
NODE  ASSOCIATED 
WITH  ELEMENT.  / 


X 

26  4 

RETRIEVE  FIRST 

NODE  FROM 

ELEMENT  STRUCTURE. 

Sr 1 

* 

RETRIEVE  SUCCESSORS  OF 
NUDE  UNTIL  FIRST 

NODE  REACHED. 

DISPLAY  ELEMENT 
ASSOCIATED  WITH 
FIRST  NODE. 


Figure  3-35  List  Element  ( QQL ISTELT ) (Continued) 
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Figure  3-35  List  Element  (QQLISTELT)  (Continued) 
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3.4.8  List  RSL  (QQLSTRSL) 
Description 


This  module  displays  the  descriptions  of  the  basic  components  of  RSL 
(i.e.,  ELEMENT_TYPEs , RELATIONS,  and  ATTRIBUTES)  contained  in  the  ASSM. 

Input 

RSL_LIST_0PTI0N 
ASSM 

Output 

RSL  Description 
Processing 

Figure  3-36  contains  the  functional  flow  diagram  for  this  module. 
Procedure  References 

The  following  correlates  the  functional  processing  elements  in 
Figure  3-36  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1-5] 

QQLSTRSL 

[6,10] 

QQRSLAETP 

[7,11] 

QQRSLAREL 

[8,12] 

QQRSLAATT 

[9] 

QQRSLSUM 

[13-15] 

QQRSLTYPE 

[16-23] 

QQRSLREL 

[24-29] 

QQ RSL ATT 

[30-38] 

QQRSLSELT 

Indicates  portion  of  RSL  description 
to  list. 

That  part  which  contains  RSL  descrip- 
tion. 
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1 


' RSL ^ 

>LIST_OPTION^ 

\"f/ 


Figure  3-36  List  RSL  (QQLSTRSL) 
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DISPLAY  ELEMENT 
TYPE  COMMENT. 


DISPLAY  NET 
AND  PATH 

applicability. 


(C/2)  RELATIONSHIP 


DISPLAY 

OPTIONAL  work. 


DISPLAY 

RELATION  COMMENT. 


DISPLAY 

Om-MENTARY 

RELATION. 


' DISPLAY 
COMPLEMENTARY 
RELATION  OPTIONAL 

WORK.  / 


! display 
complementary 

RELATION  COMMENT. 


' DISPLAY 
SUBJECT  ELCMENTS. 


DISPLAY 

OBJECT  ELEMENTS. 


t DISPLAY 
AnRIBUTE  COGENT. 


DISPLAY 
APPLICABLE 
ELEMENT  TYPES. 


FOR  EACH  LEGAL 
VALUE. 


Figure  3-36  List  RSL  (QQLSTRSL)  (Continued) 
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ELEMENT  TYPE  SUMMARY 


Figure  3-36  List  RSL  (QQLSTRSL)  (Continued) 
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3.4.9  Requirements  Analysis  (QQANALYZE) 

Description 

This  module  serves  the  dual  purpose  of  selecting  elements  from  the  ASSM 
for  simulation/analysis  and  statically  analyzing  the  elements  to  identify 
anomalies  in  the  requirements  specifications.  The  selection  of  elements  is 
based  on  a set  of  R-Nets  provided  by  the  user  (through  either  RADX  or  SIMGEN), 
the  type  of  simulation/analysis  (BETA  or  GAMMA)  to  be  performed,  and  the 
contents  of  the  ASSM.  The  analysis  consists  of  testing  for  the  following: 

• Loops  in  a data  or  structure  hierarchy. 

• Data  having  membership  in  more  than  one  repetitive  data  set 
(e.g.,  FILE,  ENTITY_CLASS) . 

0 Illegal  specification  of  the  USE  attribute  in  a data 
hierarchy. 

0 LOCALITY  of  a repetitive  data  set  and  its  members  is  not 
the  same. 

0 Sequential  data  flow  errors 

- Reference  to  unassigned  data  values 

- Assigned  data  values  that  are  never  referenced. 

0 Concurrent  data  flow  errors 

- The  same  data  values  concurrently  assigned 

- The  same  data  values  concurrently  assigned  and  referenced. 


That  portion  of  ASSM  pertaining  to  flow- 
oriented  requirements. 

Indicates  whether  data  flow  analysis 
should  or  should  not  be  performed. 

Indicates  whether  RADX  was  activated 
by  the  SIMGEN  function  or  by  the  user. 

The  collection  of  R-Nets  to  be 
analyzed/simulated. 

Indicates  whether  data  with  USE  BETA 
or  data  with  USE  GAMMA  is  to  be 
analyzed/simulated. 


Input 

ASSM 

DATA_FL0W_0PTI0N 
TYPE_OF_ACTIVATION 
INDEPENDENT_SET 
TYPE_OF_SIMULATI ON/ANALYSIS 
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A list  of  elements  used  by  the  SIMGEN 
function  to  determine  what  elements  to 
translate  and  consolidate  into  a 
simulator  (Section  3.5). 

Identification  of  structural  errors. 


Local  Data 

INFORMATION  NETWORK  - A linked  list  illustrated  in  Figure  3-37 

which  contains  the  elements  to  be 
analyzed/simulated  and  the  relationships 
that  exist  between  the  elements. 

TOKEN  - An  information  container  that  is  moved 

along  the  structure  of  an  R-Net  when 
data  flow  analysis  is  performed.  The 
TOKEN  provides  the  status  of  data 
accessible  to  a node  when  it  is 
traversed . 


Figure  3-38  contains  the  functional  flow  diagram  for  this  module. 


Procedure  References 

The  following  correlates  the  functional  processing  elements  in 
Figure  3-38  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1] 

QQZINIT 

[2] 

QQINFOGEN 

[3] 

QQZSUBSET 

[4-14] 

QQMEMTEST 

[15-17] 

QQZATTSET 

[18-33] 

QQLOCTEST 

[40] 

QQSIMINIT 
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w 


^ OgANALTZE  ^ 


CONSTRUCT  INTERNAL 

HIERARCHY  TO 

BE  USED  FOR 


J i _ 

H 

nformat ion 

oAsEO  ON 
(T  SET  OF 

j Type  of 

/ANALYSIS. 

3 

' 

FORM  SUBSETS  FROM 
INFORMATION  NETWORK 
FOR  EACH  ELEMENT 

T RE  IN  The  NEThORK. 

■ HR  rtCrl  T, 
t A MEMBER  Of  Tk£ 
fcNTITYCLASS,  FILE . 
|OR  MESSAGE  SUBSETSj 


Mr  each  j. 

A MEMBER  Of  The 
ENTITY  CLASS 
JiftflU  gUBSETL, 


rRRORJET*  INTERSECTION 
Of  RSOI  MO  RSDJ. 


t flung ■ 

repetitive'oata 

SETS  CONTAIN 
COMMON  MlMuERS. 


Figure  3-38  Requirements  Analysis  (QQANALYZE) 
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Figure  3-38  Requirements  Analysis  (QQANALYZE)  (Continued) 
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3.4.10  Data  Flow  Analysis  (QQDATAFLOW) 

Description 

This  module  detects  errors  in  the  requirements  specifications  by  per- 
forming a data  flow  analysis  for  a given  R-Net.  The  errors  that  are  detected 
include  the  reference  to  unassigned  data,  the  assignment  of  data  that  cannot 
be  referenced,  the  assignment  of  the  same  data  from  more  than  one  parallel 
path,  and  the  assignment  and  reference  of  the  same  data  from  different 
parallel  paths. 

The  analysis  is  performed  by  moving  a TOKEN  from  the  CURRENT_N00E  in 
a structure  to  all  successors  of  the  Cl)RRENT_NODE.  The  TOKEN  contains  th>? 
status  of  data  accessible  by  a node.  The  test  for  data  flow  errors  consists 
of  determining  whether  the  contents  of  the  TOKEN  is  consistent  or  inconsistent 
with  the  data  requirements  of  the  CURRENT_NODE.  The  data  requirements  are 
obtained  from  the  relationships  of  the  elements  associated  with  the  CURRENT_ 
NODE  and  from  the  data  referenced  by  OR  nodes  and  FOR  EACH  nodes.  After 
the  test  for  data  flow  errors,  the  TOKEN  is  updated  to  reflect  the  data 
requirements  of  the  f.URRENT_NODE. 


Input 

ASSM 

CURRENT_NODE 

TOKEN 

Output 

DIAGNOSTIC  MESSAGES 

TOKEN 


Structures,  elements  associated  with 
nodes  and  node  branches,  and  relation- 
ships. 

Node  in  a structure  to  analyze. 

Status  of  data  accessible  to  CURRENT_ 
NODE. 


Identification  of  sequential  and  con- 
current data  flow  errors. 

Status  of  data  accessible  to  successors 
of  CURRENT  NODE. 


Processing 

Figure  3-39  contains  the  functional  flow  diagram  for  this  module. 


3-203 


Procedure  References 


The  following  correlates  the  functional  processing  elements  in  Figure 
3-39  with  the  REVS  procedures  which  perform  the  indicated  processing. 

[1,  10-12]  - QQTRAVERSE 

[2-6]  - QQFLWALVP,  QQFLWEVT 

[7-9]  - QQFLWSNT 

[13-27]  - QQFL0W0R 

[28-37]  - QQFLOWAND  « 

[38,  42]  - QQFLOWFOR,  QQFLOWSLT 


Figure  3-39  Data  Flow  Analysis  (QQDATAFLOW) 
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UPDATE  TOKEN  BASED 
OW  STATE  Of  EACH 
BRANCH  TOKEN. 


/ ERROR: 
r PARTIALLY  REJOINING  , 
OR  CONSTRUCT.  / 


/ ERROR: 
PARTIALLY  REJOINING 
AND  CONSTRUCT.  / 


CURRENT  NODE  * 
SUCCESSOR  OF  REJOIN 
AND  AND  NODE. 


QQDATAFLOW 
USING  TOKEN. 


Figure  3-39  Data  Flow  Analysis  (QQDATAFLOW)  (Continued) 
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A/3J  FOR  EACH,  SELECT 


Figure  3-39  Data  Flow  Analysis  (QQ DATAFLOW)  (Continued) 


3.4.11  List  Permission 
Description 


DLPERM) 


Given  a C0NTR0L_PERMISSI0N  identifier,  this  module  produces  the  RSL 
statements  for  the  identifier  and  all  other  C0NTR0L_PERMISSI0N  and  EXTENSION, 
PERMISSION  identifiers  in  the  ASSM. 


Input 


PERMISSION  ID 


Output 


RSL  TEXT 
Processinc 


Identifier  of  CONTROL_PERMISSION  to 
be  displayed. 

CONTROL_PERMISSIONs  and  EXTENSION_ 
PERMISSIONS. 


List  of  permissions. 


Figure  3-39.1  contains  the  functional  flow  diagram  for  this  module. 
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QQLPERM 


/ TYPE  OF  \ 
.PERMISSIONS, 
\ 7 / 


'ERROR:  ILLEGAL, 
PERMISSION  / 
SPECIFIED.  / 


i CONTROL 
— 
/ DISPLAY  y 
PERMISSION  ID  / 


Figure  3-3S.1  List  Permission  (QQLPERM) 
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3.4.12  Plot  Structures  (QQPLOT) 

Description 

This  module  generates  a CALCOMP  plot  for  each  element  in  the  user 
specified  independent  set  that  has  a structure. 

Input 

INDEPENDENT_SET 
ASSM 
WIDTH 
HEIGHT 
Output 

CALCOMP  PLOT 
PLOT  COUNT 
Processing 

Figure  3-39.2  contains  the  functional  flow  diagram  for  this  module. 
Procedure  References 

The  following  correlates  the  functional  processing  elements  in  Figure 
3-39.2  with  the  REVS  procedures  which  perform  the  indicated  processing. 

[3]  - XXCNET 


Collection  of  elements  to  be  plotted. 
Element  structures. 

Width  of  plot. 

Height  of  plot. 

Plot  of  each  element  with  a structure. 
Display  of  number  of  generated  plots. 
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FOR  EACH 
ELEMENT  IN 
INDEPENDENT  SET 


Figure  3-39.2  Plot  Structures  (QQPLOT) 
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3.5  SIMULATOR  GENERATION  (SIMGEN) 
Description 


The  Simulator  Generation  function  constructs  a Simulator  Program  which 
models  the  software  requirements  specified  in  the  ASSM.  The  organization 
of  the  Simulator  Program  source  code  is  shown  in  Section  3.5.6.  The 
functional  components  of  the  Simulator  Program  and  their  interrelationships 
are  detailed  in  Section  4.0.  The  Simulator  Generation  function  also 
constructs  a Simulator  Post  Processor  Program  if  an  analytic  simulator  is 
constructed.  The  Simulator  Post  Processor  Program  is  described  in  Section  5.0. 

The  Simulator  Program  components  can  be  separated  into  three  basic 
groups  on  the  basis  of  their  functions: 

a)  System  Environment  and  Threat  Simulation  (SETS) 

b)  Requirements  Modeling 

R_NET  Model  Procedures 
SUBNET  Model  Procedures 
ALPHA  Model  Procedures 

c)  Simulation  Support 

Simulator  Executive 
Simulator  Event  Management 
Simulator  Data  Management 
Simulator  Initialization 

SETS  is  the  driver  for  the  software  requirements  models.  The  produc- 
tion of  the  source  code  for  the  SETS  functions  is  performed  independently 
of  the  Simulator  Generation  function  and  externally  to  REVS. 

The  components  that  perform  the  requirements  modeling  functions  are 
termed  requirements  dependent  since  these  procedures  are  intended  to  simulate 
the  behavior  of  software  which  meets  the  requirements  specified  in  the  ASSM. 

The  requirements  modeling  procedures  must  be  created  in  accordance  with  the 
ASSM  contents  and,  consequently,  involve  a translation  from  the  information 
content  of  the  ASSM  to  executable  source  code. 
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The  simulation  support  functions  are  composed  of  a mix  of  requirements 
indenendent  (since  they  do  not  depend  directly  on  the  contents  of  the  ASSM) 
and  requirements  dependent  source  code.  The  framework  of  the  Simulator 
Executive  is  independent  of  the  ASSM  content,  while  the  detailed  scheduling 
and  invocation  of  requirements  models  is  requirements  dependent.  Likewise, 
the  framework  for  the  Simulator  Data  Manager  and  Simulator  Initialization 
remain  constant  for  any  ASSM.  There  is,  however,  a considerable  amount  of 
source  code  which  must  be  tailored  to  the  ASSM  content  for  each  of  these 
functions.  The  Simulator  Event  Manager,  in  contrast,  is  entirely  require- 
ments independent. 

The  primary  functions  of  Simulator  Generation  then  are  to: 

• Translate  necessary  ASSM  elements,  attributes,  and  relation- 
ships into  the  requirements  modeling  procedures  and  require- 
ments dependent  portions  of  the  simulation  support  functions. 

• Consolidate  the  generated  requirements  dependent  source  code 
with  the  requirements  independent  SETS  and  simulation  support 
components  into  a compilable  source  program. 

• Compile  the  simulator  source  program  and  linkage  edit  the 
object  to  form  a Simulator  Program  load  module. 

0 Compile  the  simulator  post  processor  source  program  and  linkage 
edit  the  object  to  form  a Simulator  Post  Processor  Program 
load  module. 

The  Simulator  Generation  function  is  performed  in  five  processing 
phases: 

0 User  Input  Control  Processing  - parses  the  user  input  RCL. 

0 Requirements  Analysis  - checks  for  requirements  data  base 
consistency  and  generates  linked  lists  of  ASSM  elements 
required  in  Translation. 

0 Translation  - generates  PDL  2 source  statements  representing 
the  requirements  specifications  in  the  ASSM. 

0 Consolidation  - combines  the  requirements  dependent  PDL  2 
source  statements  and  the  requirements  independent  source 
modules  for  input  to  the  PDL  2 compiler. 
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• Compilation  - calls  a REVS  Executive  utility  which  invokes  the 
PDL  2 compiler  and  linkage  editor  to  generate  load  modules  for 
the  Simulator  Program  and  Simulator  Post  Processor  Program. 

In  the  current  implementation,  the  Executive  utility  sets  a 
JSL  variable  which  causes  the  compiler  and  linkage  editor  to 
be  executed  after  completion  of  REVS  execution  (see  Section 
6.3). 


Input 

ASSM  - Simulator  Generation  accesses  elements, 

attributes,  and  relationships  as  well 
as  R NET  and  SUBNET  structures. 


REQUIREMENTS  INDEPENDENT 
SOURCE  FILE  (RISF) 

SETS  DEFINITION  FILE  (SDF) 
USER  RCL 


The  RISF  contains  source  code  needed 
to  build  components  of  the  Simulator 
Program  that  are  independent  of  the 
particular  requirements  model  being 
generated  (See  Section  7.2.3). 

The  SDF  contains  the  SETS  source 
code  (See  Section  7.2.3). 

Simulator  Generation  control  state- 
ments. These  statements  specify  what 
type  of  simulator  is  to  be  generated 
(BETA  or  GAMMA)  and  which  R_NETs  are 
to  be  included  in  the  simulator. 


Output 

EVENT/ENABLEMENT  DEFINITION  - The  EEDF  contains  the  information 
FILE  (EEDF)  necessary  to  initialize  enablement 

control  tables  that  are  used  by  the 
Simulator  Program  to  associate  proce- 
dure enablements  with  EVENTS, 

I NPUT_I NTERFAC Es , and  OUTPUTJNTERFACEs 
The  EEDF  contains  an  Event  Definition 
Record  for  each  EVENT,  INPUTJNTERFACE, 
and  OUTPUT_INTERFACE  referenced  by  the 
software  requirements  model.  The  EEDF 
also  contains  the  data  and  time  SIMGEN 
was  executed,  the  ID  given  by  the  user 
and  names  of  the  PERFORMANCE_REQUIRE- 
MENTs. 
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Event  Definition  Record 


LOAD  MODULE  FILE  (LMF) 


PERFORMANCE  REQUIREMENT  SOURCE 
FILE  (PRSF) 


Local  Data 

CONSTANT  DECLARATION  FILE  (CDF) 


COMPILE  FILE  (CF) 


PROCEDURE  DECLARATION  SOURCE 
FILE  (PDSF) 


PROCEDURE  SCHEDULER  SOURCE 
FILE  (PSSF) 


SIMULATOR  TRANSLATION  LIST 
(STL) 


Event  Number 
Event  Name 

Event  Type  (Immediate,  Delayed,  Input 
Interface,  Output  Interface) 

Delay 

Pointer  to  First  Dependent  Procedure 
Pointer  to  Last  Dependent  Procedure 

Object  load  module  for  the  Simulator 
Program. 

A PDL  2 text  file  containing  the  source 
code  for  the  Simulator  Post  Processor 
Program. 

A PDL  2 text  file  containing  source 
code  for  the  requirements  dependent 
constant  declarations  to  be  included 
in  the  Simulator  Program. 

A PDL  2 text  file  containing  the 
source  code  for  the  entire  Simulator 
Program.  The  CF  is  input  to  the  PDL  2 
compiler.  During  S1MGEN  execution,  the 
CF  is  also  used  as  a scratch  file. 

A PDL  2 text  file  containing  the  source 
code  for  requirements  dependent 
procedures. 

A PDL  2 text  file  containing  procedure 
enablement  source  code  to  be  inserted 
in  the  Procedure  Scheduler  procedure 
of  the  Simulator  Program. 

A multi-level  linked  list  of  ASSM  pointers 
that  define  and  describe  the  ASSM  data  to 
be  translated  by  SIMGEN.  The  STL  contains 
the  following  sublists: 

• ALPHA  (ALFALIST) 

• ENTITY_CLASS  (CLSSLIST) 

• EVENT  (EVNTLIST) 

• FILE  (FILELIST) 

• INPUTINTERFACE  (INLIST) 

• OUTPUTINTERFACE  (OUT.  I ST) 

• R NET  (RNETLIST) 
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• SUBNET  (SNETLIST) 

• Simple  DATA  (SDATLIST) 

• VAL I DAT I ON_PO I NT  (VALLIST) 

• PERFORMANCE_REQUIREMENT  (PRLIST) 

The  structure  of  STL  and  its  sublists 
are  shown  in  Figures  3-40  through  3-47. 


TYPE  DECLARATION  SOURCE  FILE 
(TDSF) 


A PDL  2 text  file  containing  source 
code  for  the  requirements  dependent 
type  declarations  to  be  included  in 
the  Simulator  Program. 


VARIABLE  DECLARATION  SOURCE 
FILE  (VDSF) 


A PDL  2 text  file  containing  source 
code  for  the  requirements  dependent 
variable  declarations  to  be  included 
in  the  Simulator  Program. 


Processing 

Simulator  Generation  processing  is  shown  in  Figure  3-48.  Additional 
commentary  for  some  of  the  processing  steps  is  given  below. 

[1]  - Necessary  control  variables  are 

initialized.  No  values  for  simulator 
type  (BETA  or  GAMMA)  or  the  scope  of 
the  simulator  (which  R_NETs  are  to  be 
included)  are  assumed. 


[2] 


The  user  input  RCL  is  parsed.  (See 
the  REVS  Users  Manual  [3]  for  the 
definition  of  the  SIMGEN  RCL.)  Both 
the  simulator  type  (BETA  or  GAMMA) 
and  the  scope  of  the  simulator  (which 
R_NETs  to  include  or  exclude)  are 
reauired  inputs. 


[9-10]  - The  Requirements  Analysis  and  Data 

Extraction  Function  (RADX)  is  called 
through  the  REVS  Executive  interface 
procedure  XXRADX  to  perform  an  analysis 
of  the  R_NETs  to  be  included  in  the 
simulator  build.  The  RADX  function  also 
constructs  the  Simulator  Translation 
List  (STL),  a linked  list  of  ASSM 
element  pointers,  which  is  used  to 
control  the  phases  of  translation. 
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4 

L . _ J 


r 


[11] 

The  date  and  time  of  the  SIMGEN 
execution,  along  with  the  ID  supplied 
by  the  user  and  the  names  of  PERFORMANCE 
_REQUIREMENTs  included  in  the  simulator 
build  are  recorded  on  the  EEDF  for 
later  use  by  SIMDA  and  by  the  Simulator 
Program. 

[12-19] 

The  steps  of  translating  the  ASSM 
content  into  executable  PDL  2 source 
code  are  executed.  Each  of  these 
steps  is  further  described  in  the  fol- 
lowing sections. 

[20] 

- 

To  conserve  memory  space,  the  space 
occupied  by  the  Simulator  Translation 
List  (STL)  is  released. 

[21-23] 

If  no  fatal  errors  were  encountered  in 
any  of  the  translation  steps,  the  con- 
solidation phase  will  combine  all  of 
the  requirements  dependent  source  code 
built  during  translation  with  the  re- 
quirements independent  source  code  and 
SETS  modules  to  construct  a compile 
file  (CF). 

Procedure  References 

The  following 

list  correlates 

the  functional  processing  steps  shown 

in  Figure  3-48  with 

the  REVS  procedures  in  which  the  processing  is  per- 

formed . 

[2] 

- 

GGPARSER 

[9] 

- 

XXRADX 

[11] 

- 

GGPRIMEDF 

[12] 

- 

GGTRDATA 

[13] 

- 

GGTREVNT 

[15] 

- 

GGTRVP 

[16] 

- 

GGTRPR 

[17] 

- 

GGTRVAL 

[18] 

- 

GGTRALFA 
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GGTRRNET 


[19] 

[20] 
[21] 
[22] 


GG8DISP0SE 

GGC0NS0L 

GGCOMPIL 
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POINTER  TO  STL  (GGAP.GU) 


r° 

I— POINTER  TO  SUBLIST  ALFALIST  (FRSTALFA)  Fig.  3-41. 


— 0 

□ —POINTER  TO  SUBLIST  CLSSLIST  (FRSTCLSS)  Fig.  3-42. 

SLo 

POINTER  TO  SUBLIST  EVNTLIST  (FRSTEVNT)  Fig.  3-43. 

X. 

POINTER  TO  SUBLIST  FILELIST  (FRSTFILE)  Fig.  3-44. 

IX. 

POINTER  TO  SUBLIST  INLIST  (FIRSTIN)  Fig.  3-45, 

IX. 

POINTER  TO  SUBLIST  OUTLIST  (FRSTOUT)  Fig.  3-45. 

V 
X 

POINTER  TO  SUBLIST  SDATLIST  (FRSTSOAT)  Fig.  3-46. 

X. 

— POINTER  TO  SUBLIST  VALLIST  (FRSTVAL)  Fig.  3-47.. 
rM— NIL 

•POINTER  TO  SUBLIST  PRLIST  (FRSTPR)  Fig.  3-46. 

NIL 


□ POINTER  TO  SUBLIST  RNETLIST  (FRSTRDAT)  Fig.  3-46. 


POINTER  TO  SUBLIST  SNETLIST  (FRSTSNET)  Fig.  3-46, 


Figure  3-40  Overview  of  Simulator  Translation  List  (STL) 
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FRSTALFA- 


• ASSM  POI.<Ti.R  TO  REFEPENCtO  ALPHA 
-*Q-  AV.M  PUINTlR  TO  RELATIONSHIP  CREATES 

1 — A-SX  P'Jl.lI.A  TO  tR-ATED  ENTITY  CUSS 


\7\ — nil 


I—  ASSM  POINTER  TO  CREATED  ENTITY  CLASS 
^ — NIL 
NIL 


]— ASSM  POINTER  TO  REUTIONSHIP  DESTROYS 

AsSM  POINTER  TO  DESTROYED  ENTITY  CUSS 


o &-««. 


ASSM  POINTER  TO  DESTROYED  ENTITY  C LASS 

E ~ NIL 
U—  nil 

k-  ASSM  POINTER  TO  REUTIONSHIP  INPOTS 


— ASSM  POINTER  TO  A LOWEST  LEVEL  SIMPLE  INPUT  DATA 

m— nil 


• ASSM  POINTER  TO  A LOWEST  LEVa  SIMPLE  INPUT  DATA 
■NIL 


ASSM  POINTER  TO  A LOWEST  LEVa  SIMPLE  DATA  CONTAINED  IN  AN  INPUT  FILE 
NIL 


IX 


f—  ASSM  POINTER  TO  A LOWEST  LEVa  SIMPLE  DATA  CONTAINED  IN  AN  INPUT  FILE 
NIL 
NIL 


•-M  (—ASSM  PUINitK  i 0 KtLMUUNSnlP  OUlPuTS 

M *T1—  ASSM  POINTER  TO  A LOWEST  LEVEL  SIMPLE  OUTPUT  DATA 

HJ  P— nil 


ASSM  POINTER  TO  A LOWEST  LEVEL  SIMPLE  OUTPUT  DATA 
NIL 


(—  ASSM  POINTER  TO  A LOWEST  LEVa  SWLE  DATA  CONTAINED  IN  AN  OUTPUT  FILE 
NIL 


ASSM  POINTER  TO  A LOWEST  LEVEL  SIMPLE  DATA  CONTAINED  IN  AN  OUTPUT  FILE 

NIL 

NIL 


]—  ASSM  POINTER  TO  REUTIONSHIP  SETS 
♦TT-  ASSM  POINTER  TO  E.tTITY  TYPE 
NIL® 


ASSM  POINTER  TO  ENTITY  TYPE 

NIL 

NIL 


• ASSM  POINTER  TO  REFERENCED  ALPHA 

► (SUBSTRUCTURE  FOUOWING  *•*  IS  REPUTED  FOR  UCH  ALPHA) 
NIL 


Figure  3-41  ALPHA  List  (ALFALIST) 
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FRSTCLSS- 


• ASSM  POINTER  TU  REFtRt-NCED  tNTITY  CLASS 

As  ,M  PUIitluK  7J  kUATlu.INlUP  COMPOSES 

WT— Asst  PjKTLR  TJ  1.(7177  TYPE 

— LZj  _ *Q—  A..M  Pol.(7ER  70  RELA7I0NSHIP  ASS0C1A7ES 

i— Q _ A^t  POINTER  70  SIMPLE  LOWEST  LEVEL  ASSOCIATES  DATA 

r-_  m—  nil 


ASSM  POINTER  TO  SIMPLE  LOWEST  LEVEL  ASSOCIATED  DATA 

NIL 

NIL 


■ASSM  POINTER  TO  RELATIONSHIP  ASSOCIATES 
-*Q—  ASSM  POINTER  TO  ASSOCIATED  FILE 

O-nil 


ASSM  POINTER  TO  ASSOCIATED  FILE 

NIL 

NIL 


— ASSM  POINTER  TO  ENTITYTYPE 

>0—  ASSM  POINTER  TO  RELATIONSHIP  ASSOCIATES 

-N!L  _ *r}—  ASSM  POINTER  TO  SIMPLE  LOWEST  LEVEL  ASSOCIATED  DATA 

1-  ^ — nil 


ASSM  POINTER  TO  SIMPLE  LOWEST  LEVEL  ASSOCIATED  DATA 

NIL 

NIL 


-ASSM  POINTER  TO  RELATIONSHIP  ASSOCIATES 
-*Q-ASSM  POINTER  TO  ASSOCIATED  FILE 
NIL 


r 0" 


ASSM  POINTER  TO  ASSOCIATED  FILE 

NIL 

NIL 


■ASSM  POINTER  TO  RELATIONSHIP  ASSOCIATES 
-*T] — ASSM  POINTER  TO  ASSOCIATED  FILE 
m-  NIL 


ASSM  POINTER  TO  ASSOCIATED  FILE 

NIL 

NIL 


•ASSM  POINTER  TO  RELATIONSHIP  ASSOCIATES 

-+r~l — ASSM  POINTER  TO  SIMPLE  LOWEST  LEVEL  ASSOCIATED  DATA 

m-  nil 


ASSM  POINTER  TO  SIMPLE  LOWEST  LEVEL  ASSOCIATED  DATA 

NIL 

NIL 


ASSM  POINTER  TO  REFERENCED  ENTITYCLASS 

> (SUDSTRUCTURE  FOLLOWING  IS  REPEATED  FOR  EACH  ENTITY_CLASS) 
NIL 


Figure  3-42  ENTITY_CLASS  List  (CLSSLIST) 
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I 


FRSTFILE 


L 


FRSTEVNT- 


ASSM  POINTER  TO  REFERENCED  EVENT 
NIL 


ASSM  POINTER  TO  REFERENCED  EVENT 
NIL 


l-LJ 


ASSM  POINTER  TO  REFERENCED  EVENT 

NIL 

NIL 


Figure  3-43  STL  Sublist  (EVNTLIST) 


— ASSM  POINTER  TO  REFERENCED  FILE 


J—  ASSM  POINTER  TO  RELATIONSHIP  CONTAINS 

*TT—  ASSM  POINTER  TO  SIMPLE  LOWEST  LEVEL  CONTAINED  DATA 


NIL 


Un 


ASSM  POINTER  TO  SIMPLE  LOWEST  LEVEL  CONTAINED  DATA 
NIL 
NIL 


1—  ASSM  POINTER  TO  RELATIONSHIP  ORDERS 

— ASSM  POINTER  TO  A SIMPLE  LOWEST  LEVEL  CONTAINED  DATA 
^ — NIL 
— NIL 

ASSM  POINTER  TO  REFERENCED  FILE 

► l SUBSTRUCTURE  FOLLOWING  IS  REPEATED  FOR  EACH  FILE) 

NIL 


Figure  3-44  FILE  List  (FILELIST) 
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FRSTIN  (FRSTOUT)- 


}—  ASSM  POINTER  TO  REFERENCED  INPUTJNTcRFACE  (OUT?  JT I NT  E RFACE ) 

I—  ASSM  POINTER  TO  RELATIONSHIP  PASSES 
1 — ASSM  POINTER  TO  MESSAGE 


— ASSM  POINTER  TO  RELATIONSHIP  MAKtS 


ASSM  POL, TER  TO  DATA 
NIL 


[—  ASSM  POINTER  TO  DATA 
NIL 
NIL 

1—  ASSM  POINTER  TO  RELATIONSHIP  MAKES 


— ASSM  POINTER  TO  FILE 
1 1 — NIL 


Urv 


ASSM  POINTER  TO  FILE 


■ ASSM  POINTER  TO  MESSAGE 

•ASSM  POINTER  TO  RELATIONSHIP  MAKES 
ASjii  POINTER  TO  DAiA 
NIL 


ASSM  POINTER  TO  DATA 
NIL 
NIL 


ASSM  POINTER  TO  RELATIONSHIP  MAKES 


ASSM  POINTER  TO  FILE 
NIL 


ASSM  POINTER  TO  FILE 

NIL 

NIL 


ASSM  POINTER  TO  REFERENCED  INPUT JNTERFACE  (OUTPUTJNTERFACE) 

► (SUBSTRUCTURE  FOLLOWING  IS  REPEATED  FOR  EACH  INPUT_INTERFACE/OUTPUT_INTERFACE) 
NIL 


Figure  3-45  INPUT  and  OUTPUTJNTERFACE  List  (INLIST,  OUTLIST) 
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fustmat' 

FRSTSNET 


R_HET 

ASSM  POINTER  TO  REFERENCED  ^WET 

....  SIMPLE  lowest  level  data 

N1L  (_PERFORMANCE_R£qulR£MENT 


ASSH  POINTER  TO  REFERENCED  L0WE$T  ^ WTA 

NiL  (_PERPORMArtCE_REQUIR£MENT 


RNET 

ASSM  POINTER  TO  REFERENCED  |“BNET  uyEL  QUA 

NIL  . PERFORMANCE JlEQUIREtCNT 


Figure  3-46  R_NET , SUBNET,  and  Simple  DATA  List 
(RNETLIST,  SNETLIST  and  SDATLIST) 


FRSTVAL-*_  — ASSM  POINTER  TO  REFERENCED  VALIDATION_POINT 
— ASSM  POINTER  TO  RELATIONSHIP  INPUTS 

p-Q  _ #T]—  ASSM  POINTER  TO  SIMPLE  LOWEST  LEVEL  INPUT  OATA 

r-  m—  NIL 


ASSH  POINTER  TO  SIMPLE  LOWEST  LEVcL  INPUT  DATA 

NIL 

NIL 


■ ASSM  POINTER  TO  RELATIONSHIP  INPUTS 
-frTT—  ASSM  POINTER  TO  INPUT  FILE 

_ OT} — ASSH  POINTER  TO  RELATIONSHIP  CONTAINS 

HJ  r ►n-ASSM  POINTER  TO  SIMPLE  LOWEST  LEVa  CONTAINED  DATA 

m.  vm — NIL 


ASSM  POINTER  TO  SIMPLE  LOWEST  LEVEL  CONTAINED  OATA 

NIL 

NIL 


ASSM  POINTER  TO  INPUT  FILE 
-*Q-  ASSM  POINTER  TO  RELATIONSHIP  CONTAINS 

*T~|—  ASSM  POINTER  TO  SIMPLE  LOWEST  LEVEL  CONTAINED  DATA 

I m—  nil 


ASSM  POINTER  TO  SIMPLE  LOWEST  LEVEL  CONTAINED  OATA 

NIL 

NIL 


ASSM  POINTER  TO  REFERENCED  VALIDATION_POINT 

* (SUBSTRUCTURE  FOLLOWING  IS  REPEATED  FOR  EACH  VALIDATION_POINT) 
NIL 


Figure  3-47  VALIDATION_POINT  List  (VALLIST) 
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3.5.1  Data  Translation  (GGTRDATA) 
Description 


The  Data  Translation  module  of  the  Simulator  Generation  function 
examines  the  repetitive  and  simple  data  items  in  it&  input  lists  and 
generates  the  PDL  2 declaration  statements  to  define  Data  Management 
structures  of  the  required  nature  and  PDL  2 procedures  to  access  those 
Data  Management  structures.  Section  4.4  gives  a complete  description  of 
the  Data  Management  functions  that  are  provided. 

Figure  3-49  illustrates  the  functional  linkages  used  to  model  the 
Repetitive  Data  Sets  (RDS)  structure  and  used  to  access  it  from  the 
R_NETs  and  ALPHAS.  RDS's  are  stratified  into  four  levels  of  complexity  - 
class,  data-set,  instance,  and  data-item.  These  levels  are  generalized 
to  cover  the  many  special  cases  of  data  objects  that  REVS  supports.  A 
class  is  a generalization  of  ENTITY_CLASS  and  is  defined  as  a collection 
of  data-sets.  Every  data-set  belongs  to  one  and  only  one  class.  A 
data-set  is  a generalization  of  FILE  and  is  defined  as  a collection  of 
instances.  A FILE,  and  INTERFACE,  and  an  ENTITY_TYPE  are  all  data-sets 
each  belonging  to  a class.  Two  special  pseudo-classes  are  generated, 
one  containing  all  FILEs  and  the  other  containing  all  INTERFACES.  An 
instance  is  an  occurrence  of  a collection  of  DATA  and/or  FILES  belonging 
to  a data-set.  In  the  case  of  FILEs  and  ENTITY_TYPEs , all  instances 
belonging  to  a data-set  are  identical  but  an  INTERFACE  may  pass  different 
MESSAGES  (i.e.,  own  different  kinds  of  instances).  Since  the  number  of 
instances  belonging  to  a particular  data-set  is  variable,  instance  storage 
is  dynamically  allocated  and  released  and  instance  access  is  via  doubly 
linked  list  structures.  The  R_NET  or  ALPHA  requests  data  manager  action 
on  instances  with  a number  of  different  high  level  statements  such  as 
CREATE,  DESTROY,  and  SELECT.  Finally,  at  the  lowest  level,  individual 
data  items  are  the  smallest  quantum  of  information  and  may  be  'simple’ 
(unattached  to  a Repetitive  Data  Set)  or  may  be  a member  of  an  instance. 

If  DATA  is  associated  with  an  RDS,  the  R_NET  or  ALPHA  model  gains  access 
to  it  via  the  SELECT  or  FOR  EACH  high  level  commands  if  an  instance  is 
located.  If  two  instances  cannot  be  selected  at  once,  DATA  may  belong 
to  both  --  as  in  the  case  of  instances  of  two  ENTITY_TYPEs  owned  by  the 
same  ENTITY  CLASS. 
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These  generalized  data  elements  are  translated  into  three  different 
PDL  2 constructions  --  type  declarations,  variable  declarations,  and 
executable  procedures.  These  constitute  the  three  outputs  of  the  Data 
Translation  module. 

Each  data-set  and  class  is  declared  in  a PDL  2 type  declaration  as 
one  element  of  an  enumerated  type,  EE7DSLST.  This  enumerated  type  is 
declared  as  the  index  into  the  Data-Set/Class  Description  Array  (EE9DS) 
which,  at  simulator  execution  time,  describes  all  data-sets  and  classes. 

The  elements  of  the  Data-Set/Class  Description  Array  are  two  variants  of 
one  type,  EE7DSTVP.  One  variant  is  generically  named  a Data-Set  Descrip- 
tion Block  because  such  an  entry  contains  an  execution  time  description 
of  a data-set  and  points  to  the  linked  list  of  dynamically  allocated 
instances  which  the  data-set  owns.  The  other  variant  is  called  a Class 
Description  Block  because  it  contains,  at  simulator  execution  time,  a 
description  of  a class  and  indicates  which  data-sets  are  owned  by  the  Class. 
Section  4.4  contains  a detailed  breakdown  of  all  data  fields  in  these  two 
entry  types. 

Each  instance  is  declared  in  a PDL  2 type  declaration  as  one  element 
of  an  enumerated  type,  EE7INLST  and  as  a variant  of  a 'super'  record  descrip- 
tion, EE7INTYP.  Each  data  item  of  an  instance  is  declared  as  a field  within 
the  instance  variant  of  EE7INTYP.  Thus  all  dynamically  allocated  instance 
records  are  of  the  same  PDL  2 type  with  variants  depending  on  the  instance 
type.  A static  variable  of  type  specified  in  the  ASSM  is  declared  for 
every  data  item  (simple  or  repetitive).  The  user  accesses  a data  item  by 
operating  on  the  < ."responding  static  variable  using  PDL  2 statements.  For 
a repetitive  data  item,  an  instance  must  be  selected  (data  values  transferred 
from  the  dynamic  instance  record  to  the  static  variables)  before  the  static 
variables  contain  valid  information. 

\ 

Most  of  the  PDL  2 procedures  which  are  created  during  Data  Translation 
manipulate  the  dynamically  allocated  instance  records  and/or  static  variables 
in  accordance  with  higher  level  Data  Management  requests.  These  procedures 
create  a dynamic  instance  record  of  a requested  variant  type  (EE8NEWI), 
destroy  a dynamic  instance  record  of  a requested  variant  type  (EE8DISI), 
transfer  data  items  to  and  from  a dynamic  instance  record  (EE8XI0  and  EE8XII), 
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order  dynamic  instance  records  in  a data-set  (EE8KYCMP),  and  transfer  data 
items  between  dynamic  instance  records  (EE8CPYIN).  The  remaining  generated 
PDL  2 procedures  initialize  the  static  instance  variables  (EE8ININ,  EE8INCL, 
EE8IIFAC,  and  EE8L0CAL)  or  initialize  the  Data-Set  Description  Blocks 
(EE8SETUP  and  EE8F0RM) . 


The  Data  Translation  module,  in  the  course  of  performing  its  functions 
as  described  above,  generates  a series  of  linked  lists  which  are  used  by 
other  modules  in  the  SIMGEN  function.  The  lists  which  are  generated  are  as 
follows:  A list  of  all  files  used  in  the  simulation  (headed  by  GG9LFILST), 
a list  of  all  data  items  used  in  the  simulator  (headed  by  GG9DECLST) , a list 
of  all  types  used  in  the  simulator  (headed  by  GG9TYPLST),  a list  of  all 
initial  values  used  in  the  simulator  (headed  by  GG9IVLST),  a list  of  all 
enumerated  types  with  sublists  of  enumerated  values  used  in  the  simulator 
(headed  by  GG9ENMLST) , and  a list  of  all  owners  of  data  or  files  in  the 


simulator  (headed  by  GG90WNRL). 

Input 

ASSM 

SIMPLE  DATA  LIST  (SDATLIST) 

FILE  LIST  (FILELIST) 

INPUTJNTERFACE  LIST  (INLIST)  - 

OUTPUTJNTERFACE  LIST  (OUTLIST)  - 

ENTITY_CLASS  LIST  (CLSSLIST) 


All  data  element  names. 

A simple  linked  list  of  all  simple 
(non-repetitive)  DATA  items  to  be 
included  in  the  Simulator  Program 
(See  Fiqure  3-46). 

A complex  (multi-level)  linked  list  of 
all  FILEs  to  be  included  in  the  Simu- 
lator Program  with  sublists  of  DATA 
items  CONTAINED  IN  each  FILE  (See 
Figure  3-44). 

A complex  (multi-level)  linked  list 
of  all  INPUT_INTERFAC.Es  to  be 
included  with  sublists  of  MESSAGES 
which  are  PASSED  THROUGH  each  INTERFACE 
(See  Figure  3-45). 

A complex  (multi-level)  linked  list  of 
all  OUTPUTJNTERFACEs  to  be  included 
with  sublists  of  MESSAGES  which  are 
PASSED  THROUGH  each  INTERFACE  (See 
Figure  3-45). 

A complex  (multi-level)  linked  list  of 
all  ENTITY_CLASSes  to  be  included  in 
the  Simulator  Program  (See  Figure  3-42). 
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Output 

PROCEDURE  DECLARATION  SOURCE 
FILE  (PDSF) 


TYPE  DECLARATION  SOURCE  FILE 
(TDSF) 


VARIABLE  DECLARATION  SOURCE 


A text  file  containing  the  PDL  2 
source  statements  for  the  procedures 
generated  by  Data  Translation.  The 
procedures  appear  on  the  file  in  the 
following  order:  EE8XI0,  EE8XII, 
EE8ININ,  EE8SETUP,  EE8NEWI,  EE8DISI, 
EE8INCL,  EE8KYCMP,  EE8F0RM,  EE8CPYIN, 
EE8IIFAC,  and  EE8L0CAL. 

A text  file  containing  the  PDL  2 source 
statements  for  declaring  the  type  of 
structures  used  to  model  the  RDS.  The 
type  declarations  appear  in  the  follow- 
ing order:  EE7DSLST,  EE7INLST,  user 
enumerated  type  declarations  (if  any), 
EE7DSTYP,  and  EE7INTYP. 

A text  file  containing  the  PDL  2 
source  statements  for  declaring  the 
array  and  variables  used  to  model  the 
RDS.  The  variable  declarations  appear 
in  the  following  order:  EE9DS  (Data- 
Set/Class  Description  Array),  and  DATA 
item  variable  declarations. 


FILE  LIST  (headed  by  GG9LFILST)  - A linked  list  of  all  FILES  processed 

by  the  data  translation  module.  Each 
entry  of  the  list  has  a sub  list  of  all 
the  FILE'S  owners  (ENTITY_CLASS  or 
ENTITY_TYPES),  the  FILE'S  name  (an 
AASTRING) , the  FILE'S  ASSM  address,  a 
LOCALITY  flag  (BOOLEAN)  indicating 
whether  the  FILE  is  LOCAL  (FALSE)  or 
GLOBAL  (TRUE),  and  an  owner-check  id 
(INTEGER)  identifying  the  FILE'S  owner- 
check  procedure. 

DATA  LIST  (headed  by  GG9DECLST)  - A linked  list  of  all  DATA  processed  by 

the  Data  Translation  module.  Each 
entry  of  the  list  has  a sub-list  of 

all  the  DATA'S  owners  (FILEs,  ENTITY 

CLASS , or  ENTITY _TYPES) , the  DATA'S 
name  (an  AASTRING),  the  DATA'S  ASSM 
address,  a pointer  into  the  DATA-TYPE 
LIST  indicating  the  DATA'S  PDL2  TYPE, 
a pointer  into  the  DATA-INITIAL-VALUE 
LIST  indicating  the  DATA'S  INITIAL- 

VALUE,  an  INITIAL RVALUE  status  flag 

(INTEGER)  indicating  that  the  DATA'S 
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DATA-TYPE  LIST 
(headed  by  GG9TYPLST) 


DATA- INITIAL- VALUE  LIST 
(headed  by  GG9IVLST) 


INITIAL_VALUE  has  been  looked  for  in 
the  ASSM  (1)  or  not  (0),  and  an  owner- 
check  id  (INTEGER)  identifying  the 
DATA'S  owner-check  procedure. 

A linked  list  of  all  the  DATA-TYPES 
(PDL  2)  processed  by  the  Data  Trans- 
lation module.  Each  entry  of  the  list 
has  the  DATA-TYPE's  name  (an  AASTRING) , 
the  DATA-TYPE's  ordinal  (INTEGER),  and 
a scratch  flag  (BOOLEAN)  used  in  other 
modules  to  indicate  whether  the  DATA- 
TYPE is  used  or  not. 

A linked  list  of  all  the  INITIALJ/ALUES 
of  DATA  processed  by  the  Data  Translation 
module.  Each  entry  of  the  list  has 
value  of  the  INITIAL  VALUE  as  an  AASTRING. 


A linked  list  defining  all  the 
ENUMERATED-TYPES  of  DATA  processed  by 
the  Data  Translation  module.  Each  entry 
of  the  list  has  a pointer  to  the 
ENUMERATED-TYPE's  entry  in  the  DATA- 
TYPE LIST,  a sublist  of  values  composing 
the  ENUMERATED-TYPE's  RANGE,  and  a 
countered  giving  the  number  of  values 
composing  the  ENUMERATED-TYPE's  RANGE. 

0WNERS  LIST  (headed  by  GG90WNRL)-  A linked  list  of  all  the  DATA  and  FILE 

owners  processed  by  the  Data  Translation 
module.  Each  entry  of  the  list  has  the 
owner's  name  (an  AASTRING),  the  owner's 
ASSM  address,  and  the  owner's  type 
(enumerated  type  designating  no  type, 
MESSAGE,  FILE,  ENTITYJTYPE,  and  ENTITY^ 
CLASS). 


DATA-ENUMERATED-TYPE  LIST 
(headed  by  GG9ENMLST) 


Processing 

Processing  performed  in  the  Data  Translation  module  is  shown  in  the 
flow  diagram  of  Figure  3-50.  The  following  comments  refer  to  processing 
steps  in  the  flow  diagram. 

[1]  - Includes  such  operations  as  assigning 

values  to  variables  and  arrays  for 
use  throughout  the  Data  Translation 
module,  obtaining  ASSM  addresses  for 
attributes,  and  generating  PDL  2 
procedure  headers. 
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[8] 


Implies  that  the  DATA  item  will  be 
initialized  only  once  at  the  beginning 
of  simulator  execution. 

[9]  - Implies  that  the  DATA  item  will  be 

initialized  at  the  beginning  of  each 
R_NET  executive. 

[10]  - Includes  such  operations  as  initializ- 

ing first  data-set  of  class  name  and 
last  data-set  of  class  name. 


Procedure  References 

The  following  correlates  the  functional  processing  elements  shown  in 


Figure  3-49  with 

the  REVS  procedures  which  perform  the  indicated  processing. 

[1] 

GG8DXINI 

[2-9] 

GG8SIMPLE 

[10-35] 

GG8FILES 

[36] 

GG8ICLASS 

[37-63,  64-65] 

GG8INTRFACES 

[66,67] 

GG8ECLASS 

[68-109] 

GG8C LASSES 

[no] 

GG8DXEND 
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CLASS  1 

DESCRIPTION  BLOCK 


FIRST  DATA-SET 
OF  CLASS  1 


CURRENTLY  SELECTED 
DATA  SET  OF  CLASS  1 


LAST  DATA-SET 
OF  CLASS  1 


DATA-SET  1 
DESCRIPTION  BLOCK 


FIRST  INSTANCE 
OF  DATA-SET  1 


CURRENTLY  selected 
INSTANCE  OF  DATA  SET  I 


LAST  INSTANCE 
OF  DATA-SET  1 


INSTANCE  1 
OF  DATA-SET  1 


PREVIOUS  INSTANCE 


NEXT  INSTANCE 


CLASS  j 

DESCRIPTION  BLOCK 


OATA-SET  k 
DESCRIPTION  BLOCK 


FIRST  DATA-SET 

1 , 

FIRST  INSTANCE 

OF  CLASS  j 

OF  DATA-SET  k 

CURRENTLY  SELECTED 
DATA  SET  OF  CLASS  j 

CURRENTLY  SELECTED 
INSTANCE  OF  DATA-SET  k 

LAST  DATA-SET 

OF  CLASS  j 

LAST  INSTANCE 

NC  nflTfl-CCT  L> 

* 1 

ILE  Z DESCRIPTION  BLOCK 


INSTANCE  l 
OF  DATA-SET  1 


PREVIOUS  INSTANCE 


NEXT  INSTANCE 


DATA-SET  n 
DESCRIPTION  BLOCK 


FIRST  INSTANCE 
OF  CATA-SET  n 


CURRENTLY  SELECTED 
INSTANCE  OF  DATA-SET  n 


LAST  INSTAmCE 
OF  DATA-SET  n 


FILE  Z DESCRIPTION  BLOCK 


INSTANCE  m 
OF  DATA-SET  1 


PREVIOUS  INSTANCE 


NEXT  INSTANCE 


FIXED  ALLOCATION  IN  ARRAY  ACCESS 
(DATA-SET/CLASS  DESCRIPTION  ARRAY) 


ILE  Z DESCRIPTION  BLOCK 


DYNAMIC  ALLOCATION 
IN  LINKED  LIST  ACCESS 


Figure  3-49  RDS  Allocation  and  Access 


3-232 


INITIALIZE  FOR 
DATA  TRANSLATION 

processing. 


"OR  tACN  SIMPLE 
LATA  ITLi:  IN 
SIMPLE  DATA 


GENERA I L nARIAuLt 
DECJLRATIO  I FOR 
OrtTA  ITEM  IF  HOI 
ALREADY  DECLARED, 


DECLARATION  IF  TYPE 
IS  t.» ,Mc.k*TEO  AND 
NOT  Alm-t'JY  OlCLAREO. 


ACCESS  DATA  ITEM'S 
ATTRIBUTE  OF  LOCALITY. 


LOCALITY 
• 'LOCAL' 
. I 


LOCALITY 

FOUND 

V 1 > 


GENERATE  CODE  TO 
TREAT  DATA 
ITEM  AS  U-OdAL. 


GENERATE  CODE  TO 
TREAT  DATA 
ITEM  AS  LOCAL. 


INITIALIZE  FOR 
CLASS  OF  FILES. 


FOR  EACH  FILE 
IN  THE  FILE 
LINKED  LIST. 


GENERATE  DECLARATION 
FOR  FILE  IN  THE 
LIST  OF  DATA-SETS. 


GENERATE  CODE  TO 
INITIALIZE 

FILE  DESCRIPTION  BLOCK. 


ACCESS  FILE'S 
ATTRIBUTE  OF  LOCALITY. 


NO  /LOCALITY 

FOUND 


N0  /LOCALITY 
- 'LOCAL' 


ADD  FILE  TO 
LOCAL  FILE  LIST. 


GENERATE  selleTon 
DECLARATION  FDR 
FILc  1..-.TANCE 
IN  INSTANCE  KtLURD 


GENERATE  CODE  TO 
CREATE  FILE  INSTANCE 
CL.AMIC  RECORD. 


GENERATE  CODE  TO 
DESTROY  FILE  INSTANCE 
DYNAMIC  RECORD. 


Figure  3-50  Data  Translation  (GGTRDATA) 
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FOR  EACH  riLE(C/2 


GENCRATE  SKELETON 
COuE  TO  HA.uPULATE 
FILE  INSTANCE. 


FOR  EACH  DATA 
ITEM  IN 
FILE  SUBLIST. 


IENEHATE  a variable 

DECLARATION 
FOR  DATA  ITEM  IF 
IT  ALREADY  OECLARED. 


OECLARATlON  IF  TYPE  IS 
EilUM  [.RATED  AND 
NOT  ALREADY  DECLARED. 


ADD-OATA  ITEM 
DECLARATION 
TO  FILE  INSTANCE 
RECORD  DECLARATION. 


GENERATE  CODE  TO  ' 
INITiAi-iEE  DATA  ITEM 
VARIABLE  WHEN  file 
INSTANCE  IS  INITIALIZED. 


GENERATE  CODE  TO 


GENERATE  CvUE  TO 
TRA.iSFER  uATA  ITEM 
FRjrf  STATIC  VARIABLE 
TO  DYNAMIC  RECORD. 


GENERATE  CuOE  TO 
C.PY  DATA  ITlM  TO 
OmE  DYNAMIC  RllORU 
From  a.<uthlR. 


3%oes  datK 

ORDER  FILE 
\ IioTANCES 
\ ? ^ 


PICK  UP  DATA  ITEM 
WHICH  ORDERS  FILE  . 


GENERATE  CODE  TO 

ORDER  FILE  INSTANCES 
dY  DATA  ITEM. 

frj 

33 !! 

SI 

OF  SKELETON  TO 
MANIPULATE  THE 
FILE  INSTANCE. 

M i 

GJ34- 

GENERATE  DECLARATION 

FOR  FILE  CLASS. 

TRA ASHR  OAT  A ITEM  1 

FKUi  UY.iA.MiC  RLCCRO  | f ^ 

GENERATE  CODE  TO 

TO  STATIC  VARIABLE.  1 

INITIALIZE  FILE  CUSS 

p ■hl — I ^G9DXPRy 

DESCRIPTION  8L0CK. 

INITIALIZE  FOR 
CLASS  OF  INTERFACES. 


INTERFACE  IN  THE 
INPUT  INTERFACE 
USL > 


GENERATE  OECLARATlON 
FOR  INTERFACE  IN  I HE 
LIST  OF  DATA-SETS. 


Figure  3-50  Data  Translation  (GGTRDATA)  (Continued) 
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FOR  EACH  INTERFACE' 


Figure  3-50 


Data  Translation  (6GTRDATA)  (Continued) 
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roil  EACH  EHT  ITT_CCAS! 


Figure  3-50  Data  Translation  (GGTRDATA)  (Continued) 


FOR  EACH  £NTITY_CLASS. 
FOR  EACH  ENTITY  TYPE, 


c > 

L- 

Ctdsf^. 

ENTITY  TYPE  IN 
ENTITT_CLASS 


lNERATE  DECLARATION  FOR 
till ITY  TYPt.  IN  THE 
LIST  OP  OATA-SETS. 


GENERATE  COOE  TO 
INITIALIZE  ENT1TY.TYPE 
. DESCRIPTION  SLOCK. 


GENERATE  SKELETON 
DECLARATION  FOR 
ENTITY  TYPE  INSTANCE 

in  the  Instance  list. 


GENERATE  CODE  TO 
■ CREATE  ENTITYJYPE 
INSTANCE  DYNAMIC  RECORD. 


GENERATE  CODE  TO 
DESTROY  ENTITY  TYPE  I 
INSTANCE  DYNAMIC  RECORD. 


GENERATE  SKELETON  COOE 
TO  MANIPULATE 
ENTITY  TYPE  INSTANCE. 


DATA  ITEM  IN 
ENTITY  TYPE 
SUBLIST . 


generate  A variable 

DECLARATION  FOR 
DATA  ITEM  IF  IT  IS 
NOT  ALREADY  DECLARED. 


GENlRATc.  A TYPE 
DECLARATION  IF 
TYPE  IS  ENUMERATED  AND 
NOT  ALRLAuY  DECLARED. 


AOU  OATA  ITEM  OECLARA- 
TION  TO  THE  ENTITY 
TYPE  INSTANCE  DYNAmTC 
RECORD  DECLA RATION.  . 


GENERATE  COut  TO 
INITIALIZE  OATA  ITEM 
" VARIABLE  RHEN  ENTITY.JYPE 
INSTANCE  IS  INITIALIZED. 


GENERATE  CODE  TO 
TRANSFER  DATA  ITEM 
FROM  STATIC  VARIABLE 
TO  OY.iAMIC  RECORD. 


GENERATE  COOE  TO 
TRANSFER  DATA  ITEM 
FROM  DYNAMIC  RECORD 
TO  STATIC  VARIABLE. 


FOR  EACH  FILE 
IN  ENTITY  TYPE 
SUSLISl. 


92 ± 

J GENERATE  CQ-l  TO  CREATE 
A FILL  DESCRIPTION  8L0CK 

| t\a  t O 4.A.A.S  A I IW  U1IUI 

I TfPt  A.tC£ 


95/  IS\ 

S'  FILE  ON  \ 
.THE  LOCAL  F1L£"> 
X.  list 

JYES 

REMOVE  FILE 
FRUM  THE  LOCAL 
FILE  LIST. 


INITIALIZE  FILE 
WHEN  EN. ITY  TYPE 

INSTANCE  is  initialized. 


GENERATE  CODE  TO  INITIAL- 
IZE FILE  INSTANCE  VARI- 
ABLES miEN  ENTITY  TYPE 


<^)($) 


I I 
(^)  (^) 


Figure  3-50  Data  Translation  (GGTRDATA)  (Continued) 
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: 


© 


105 


FOR  EACH  \ ,, 

GENERATE  ClJSI'yo  CODE 

DATA  ITEM  IN  \ C L 

OF  SKELETON 

ENTITY  CLASS  / EG9^IPR3,^ 

TO  MA-dPuLATE  THE 

sosgsL  / 

ENTITY  TYPE  INSTANCE. 

98  Y 

GENERATE  VARIABLE 
DECLAnATION  FOR 
DATA  ITE*  IF  IT  IS 
NOT  ALREADY  DECLARED. 

99  ' r 
GENERATE  A TYPE 

declaration  if  type 
is  Exonerated  and 

NOT  ALREADY  OECLAREO. 

100  I 

"add  data  item  declaka- 

TIJN  TO  THE  ENTITY 
TYPE  INSTANCE  DYNAMIC 
RECOKJ  DECLARATION. 

101  

' iENERATc  CODE  TO 
TRANSFER  UATA  ITEM  FROM 
DYNAMIC  RECORD 


102 


^ I GENERATE  CODE  TO 

1 TRANSFER  DATA  ITEM 
FRuN  STATIC  VAR1ASLE. 
TO  DYNAMIC  RECCED. 


103 


FOR  EACH  FILE 
IN  ENTITY  CLASS 
SUBLlSt. 


iENESaYE  CC’ot  Tu  CREATE 
JA  FILE  DESCRIPTION  ’LOCK 
AMO  LINK  IT  TO  ENTITY 
TYPE  INSTANCE  RECORD. 


— J 


106 


GENERATE  DECLARATION 
FOR  ENTITY_CLASS. 

107 

' 

GENERA 
TO  INI 
ENTITY 
DESCRIPTI 

■ coot; 

tIALIZE 

CLASS 

ON  BLOCK. 

GENERATE  CODE  TO 
INITIALIZE  FILE  ON 
ENTRY  TO  EVERY  R NET. 


no 


COMPLETE  PROCESSING 
FOR  DATA  TRANSLATION. 


EXIT 


3 


I 


Figure  3-50 


Data  Translation  (GGTRDATA)  (Continued) 
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3.5.2  Event/Enablement  Translation  (G6TREVNT) 

Event/Enablement  Translation  retrieves  ASSM  information  related  to 
EVENTS  and  INTERFACES  and  uses  it 

• to  define  the  input  values  and  length  of  procedure  enablement 
control  tables  used  by  the  Simulator  Program,  and 

• to  generate  source  code  for  the  Simulator  Program's  Procedure 
Scheduler  (EESCHED) . 

The  control  table  inputs  are  stored  in  the  Event/Enablement  Definition 
File  (EEDF)  which  is  used  by  EEINITIAL,  the  Simulator  Initialization  proce- 
dure, to  load  the  EEVLIST  table  described  below.  The  control  table  lengths 
are  output  on  the  Constant  Declaration  File  (CDF)  and  the  Procedure 
Scheduler  source  code  is  output  on  the  Procedure  Scheduler  Source  File 
(PSSF).  The  contents  of  both  of  these  files  are  copied  directly  to  the 
Compile  File  during  the  consolidation  phase  of  Simulator  Generation. 

The  procedure  enablement  control  tables  consist  of  the  Event  List, 
EEVLIST,  and  the  Event  Dependency  List,  EEDEPLST.  EEVLIST  is  an  array  of 
records  each  of  which  describes  an  EVENT  or  INTERFACE  to  be  included  in 
the  Simulator.  Each  record  also  includes  EEDEPLST  indices  for  the  first 
element  and  the  last  element  in  the  group  of  EEDEPLST  elements  enabled 
by  this  EVENT  (or  INTERFACE).  The  EEVLIST  structure  is  illustrated  in  the 
example  below. 

EEDEPLST  is  an  array  of  logical  enablement  variables  each  of  which  is 
associated  with  an  R_NET,  special  procedure  or  SETS  module.  As  illustrated 
in  the  example  below,  the  elements  of  EEDEPLST  are  grouped  according  to 
EVENT  (INTERFACE),  with  each  element  in  the  group  corresponding  to  an  R_NET 
or  special  procedure  (SETS  module)  dependent  on  that  EVENT  (INTERFACE)  for 
enablement.  Note  that  more  than  one  EEDEPLST  element  may  be  associated  with 
a given  RNET  if  the  R_NET  is  enabled  by  one  of  several  EVENTS.  The  logical 
variables  in  EEDEPLST  are  set  TRUE  by  the  Simulator  Executive  to  effect 
enablement  of  the  corresponding  R_NET,  special  procedure  or  SETS  module. 

The  generated  Procedure  Scheduler  source  code  calls  enabled  procedures 
and  resets  to  FALSE  the  enablement  variables  in  EEDEPLST. 
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Input 

ASSM 


EVENT  LIST  (EVNTLIST) 


1NPUTJNTERFACE  LIST  (INLIST)  - 


A multi-level  linked  list  of  EVENTS 
referenced  by  the  Simulator  Program 
(See  Figure  3-43).  EVNTLIST  is  a 
sublist  of  the  Simulator  Translation 
List. 

A multi-level  linked  list  of  INPUT_ 
INTERFACES  referenced  by  the  Simulator 
Program  (See  Figure  3-45).  INLIST  is 
a sublist  of  the  STL. 


OUTPUTJNTERFACE  LIST  (OUTLIST)  - A multi-level  linked  list  of  0UTPUT_ 

INTERFACES  referenced  by  the  Simulator 
Program  (See  Figure  3-45).  OUTLIST  is 
a sublist  of  the  STL. 


R_NET  LIST  (RNETLIST)  - A simple  linked  list  of  R NETs  referenced 

by  the  Simulator  Program  {See  Figure 
3-46).  RNETLIST  is  a sublist  of  the 
STL. 


Output 

EVENT/ENABLEMENT  DEFINITION 
FILE  (EEDF) 


The  EEDF  contains  the  information 
necessary  to  initialize  enablement  con- 
trol tables  which  associate  EVENTS 
and  procedure  enablements.  It  contains 
an  Event  Definition  Record  for  every 
EVENT  or  INTERFACE  referenced  by  the 
requirements  model.  The  content  of 
these  records  is  defined  in  Section  3.5. 


PROCEDURE  SCHEDULER  SOURCE  - A PDL  2 text  file  containing  procedure 
FILE  (PSSF)  enablement  source  code,  defined  below, 

that  is  inserted  in  the  Procedure 
Scheduler  procedure  EESCHED. 

CONSTANT  DECLARATION  FILE  (CDF)  - A PDL  2 text  file  containing  constant 

declarations  for  EEVMAX  (length  of 
EEVLIST)  and  for  EEMAXDEP  (length  of 
EEDEPLST). 

Processing 

Event/Enablement  Translation  processing  is  illustrated  by  the  follow- 


ing example.  Assume  RSL  relationships  as  follows: 
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INPUTFACE  ENABLES  R_NET1 . 

EVENT!  ENABLES  R_NET2. 

EVENT1  ENABLES  R_NET3. 

DATA!  DELAYS  EVENT!  . 

EVENT2  ENABLES  R_NET2 . 

EVENT2  ENABLES  R_NET4. 

OUTPUTFACE  CONNECTS  RADAR. 

These  relationships  would  result  in  the  EEVLIST  and  EEDEPLST  structures 
shown  in  Figure  3-51. 

Processing  is  shown  in  the  flow  diagram  of  Figure  3-52.  The  following 
comments  refer  to  processing  steps  in  the  flow  diagram. 

[14,  22,  26]  - For  R_NET1 , for  example,  the  generated 

code  would  be: 

IF  EEDEPLST  (5)  THEN  BEGIN 
EEDEPLST  (5) :=  FALSE;  RNET1 

END; 

The  dispatch  code  for  SETS  modules  and 
special  procedures  has  the  same  form. 

[16,  21,  25]  - The  Event  Definition  Record  for  EVENT1 , 

for  example,  is  contained  in  line  (T) 
of  the  EEVLIST  illustration  in  Figure 
3-50.  Event  Definition  Records  for 
special  evgnts  and  interfaces  are  shown 
in  lines  (a)  and  (c),  respectively. 

[27]  - For  this  example,  the  declarations 

would  be 

EEVMAX  = 7; 

EEMAXDEP  =10; 


■V,--  — 


Procedure  References 

In  the  flow  diagram  of  Figure  3-52,  procedures  are  called  to  perform 
the  Indicated  processing  steps  as  follows: 


[14] 

GGPSSF 

[16] 

GGEDFVAR 

[21] 

GGEDFVAR 

[22] 

GGPSSF 

[25] 

GGEDFVAR 

[26] 

GGPSSF 
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EXAMPLE  FORMAT  FOR  EEVLIST 


© 

© 


EVENT 

NO. 

EVENT 

NAME 

EVENT 

TYPE 

DELAY 

EEDEPLST  INDEX 
TO  FIRST  DEPEN- 
DENT PROCEDURE 

EEDEPLST  INDEX 
TO  LAST  DEPEN- 
DENT PROCEDURE 

0 

EENGAGE 

EEIMMED 

0.0 

7 

7 

1 

EESTOP 

EEIMMED 

0.0 

8 

8 

2 

EEDEBUG 

EEIMMED 

0.0 

9 

9 

3 

EEVALID 

EEIMMED 

0.0 

10 

10 

4 

EVENT1 

EEDELAY 

DATA1 

1 

2 

5 

EVENT2 

EEIMMED 

0.0 

3 

4 

6 

INPUTFACE 

EEINFACE 

0.0 

5 

5 

z 

OUTPUTFACE 

EEOUTFACE 

0.0 

6 

6 

EXAMPLE  FORMAT  FOR  EEDEPLST 


ENABLING 

EVENT/IN- 

TERFACE 

PROCE- 

DURE^) 

ENABLED 

EVENT! 

1 R NET2  - 
\ R_NET3  - 

EVENT2 

f R NET2  - 

\ R_NET4  - 

INPUTFACE 

R_NET1  - 

OUTPUTFACE 

RADAR  - 

EENGAGE 

EENGAGE 

EESTOP 

EESTOP  - 

EEDEBUG 

EEDEBUG 

EEVALID 

EEVALID 

EEDEPLST 


-► 


-► 


FALSE 

FALSE 

FALSE 

FALSE 

FALSE 

FALSE 

FALSE 

FALSE 

FALSE 

FALSE 


Figure  3-51  Example  Formats  for  EEVLIST  and  EEDEPLST 
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Figure  3-52  Event/Enablement  Translation  (GGTREVNT) 
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RETRIEVE  OUTPUT 
INTERFACE  NAME. 


ASSIGN  EVENT  NUMnER 
SET  EVENT  TYPE  TO 
EEIHMED. 

SET  DELAY  TO  0.0. 
INCREMENT  EtDEPLST 
POINTERS. 


RIEvE  CiSJEC 


(SUBSYSTEM)  OF 
'CONNECTS' 

RELATIONSHIP  HAVING 
THIS  INTERFACE 


GENERATE  EVENT 
DEFINITION  RiCuRD 


20  + 

ASSIGN  EVENT  NUMBER. 

:T6  KE!f3£ 

SET  DtLAt  TO  0.0. 
INCREMENT  EEDEPEST 
P-L.TERS. 
INCREMENT  EVENT 
DEFINITION  RECORD  COUNTER. 


PROCEDURE  DISPATCH 
CODE  FOR 

PROCEOUKE  SCHEDULER. 


GENERATE  EVENT 
DEFINITION  RECORD 


GENERATE  SUBSYSTEM 
DISPATCH  CODE  FOR 
PROCEDURE  SCHEDULER 




! 

1 

1 

GENERATE  CONSTANT 
DECLARATIONS  FOR 
LLVL1ST  LENGTH 

SUBSYSTEM 

1 

AND  ttDLPlST  LENGTH. 

I 

Figure  3-52  Event/Enablement  Translation  (GGTREVNT)  (Continued) 
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3.5.3  Functional  Simulator  Validation  Translation  (GGTRVAL) 


Description 

The  Validation  Translation  module  analyzes  all  VALIDATION_POINTs  to 
be  included  in  the  simulator  build.  It  determines  the  data  to  be  collected 
at  run  time  and  generates  the  source  code  to  implement  recording  of  the 
data. 


The  source  code  generated  for  a VALIDATION_POINT  consists  of  calls 
to  Simulator  Data  Management  routines  to  access  instances  of  repetitive 
data  sets  (FILEs),  and  of  PDL  2 output  procedure  calls  to  write  out  the 
contents  of  both  the  FILEs  and  simple  DATA  which  are  RECORDED  BY  the 
VALIDATION  POINT. 


The  generated  recording  source  code  for  each  VALIDATION_POINT  is 
written  as  a procedure  on  the  PDSF  file.  During  R_NET  and  SUBNET  transla- 
tion, a call  to  the  appropriate  procedure  is  then  generated  whenever  a 


VALIDATION_POINT  is  referenced. 
Input 

VALIDATION  POINT  LIST 
(VALLISTJ 

Output 

PROCEDURE  DECLARATION  SOURCE 
FILE  (PDSF) 


Linked  list  of  VALIDATI0N_P01NTs 
with  sublists  of  INPUT  simple  DATA 
and  FILEs.  The  FILE  lists  also  have 
sublists  of  the  DATA  CONTAINED  in 
the  FILEs  (See  Figure  3-47). 


Recording  procedure  source  code  for 
each  VALIDATION  POINT. 


Processing 

Processing  for  the  Validation  Translation  module  is  shown  in  Figure 
3-53.  Additional  comments  which  reference  the  processing  block  numbers  in 
that  flow  diagram  are: 

[2]  - The  header  written  consists  of  the 

PDL  2 procedure  and  local  variable 
declarations. 

[4]  - The  source  code  is  a series  of  PDL  2 

WRITELN  calls  to  output  data  names  and 
values  to  the  file  EEVALDAT. 
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[6]  - The  source  code  written  consists  of 

a call  to  a Data  Management  routine 
which  saves  the  current  file  environ- 
ment. 

[7-9]  - The  source  code  uses  Data  Management 

routines  necessary  to  sequentially 
access  the  instances  of  the  FILE.  For 
each  instance,  code  is  generated  to 
write  the  data  names  and  values  to 
the  file  EEVALDAT. 

[10]  - The  source  code  written  consists  of 

a call  to  a Data  Management  routine 
which  restores  the  previously  saved 
file  environment. 


Procedure  References 


The  software  procedures  which  accomplish  the  processing  shown  in  the 
blocks  of  Figure  3-53  are  as  follows: 


[2] 

[4] 

[6-9] 

[10] 

[11] 


GGTRVAL 

GGVALDATA 

GGVALBODY,  GGVALFILE 

GGVALBODY 

GGTRVAL 
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ALL 1ST 


GGTRVAL 


FOR  EACH 
VALIDATION 
POINT. 


WRITE  VALIDATION 
PROCEDURE  HEADER. 


FOR  EACH 
SIMPLE 
DATA  INPUT. 


WRITE  RECORDING 
SOURCE  CODE. 


FOR  EACH 
FILE  INPUT. 


WRITE  DATA 
MANAGEMENT  CALL  TO 
SAVE  CURRENT  INSTANCE. 


($)© 


(a/U  (c/i 

T i 


WRITE  SOURCE  CODE 
TO  LOOP 

THROUGH  ALL  INSTANCES. 


FOR  EACH 
INSTANCE. 


WRITE  RECORDING 
SOURCE  CODE 
FOR  CONTAINED  DATA. 


WRITE  DATA  MANAGEMENT 
CALL  TO  RlSTORE 
CURRENT  INSTANCE. 


WRITE  VALIDATION 
PROCEDURE  CLOSING  CODE. 


Figure  3-53  Validation  Translation  (GGTRVAL) 


3.5.4  Alpha  Translation  (GGTRALFA) 

Description 

For  each  ALPHA  in  ALFALIST,  the  Alpha  Translation  module  retrieves 
the  executable  description  (either  BETA  or  GAMMA)  from  the  ASSM  and  trans- 
lates it  into  ALPHA  procedure  source  code,  which  is  written  on  the  Procedure 
Declaration  Source  File  (PDSF).  The  executable  description  statements  are 
expressed  in  either  the  base  language  (PDL  2)  or  in  RSL.  The  base  language 
statements  are  written  unchanged  to  the  PDSF.  RSL  statements,  identified 
by  scanning  the  BETA  or  GAMMA  text  for  RSL  keywords,  are  translated  into 
the  base  language  statements  necessary  to  accomplish  the  specified  RSL 
operation.  The  translated  base  language  statements  consist  primarily  of 
a call  or  sequence  of  calls  to  the  various  Data  Management  procedures.  The 
RSL  keywords  recognized  by  GGTRALFA  are  CREATE,  DESTROY,  SELECT,  FOR,  and 
ENDFOREACH. 

The  CREATE,  DESTROY,  SELECT  and  FOR  EACH  operations  that  appear  in 
BETA  (GAMMA)  text  may  legally  apply  only  to  FILEs;  they  may  not  be  applied 
to  ENTITY_CLASSes  or  to  ENTITY_TYPEs . When  GGTRALFA  encounters  these  opera- 
tions during  translation,  the  operand  is  checked  to  ensure  that  it  is  a FILE. 
If  not,  an  error  diagnostic  is  issued  via  XXREVSOUT. 

During  the  translation  of  an  ALPHA'S  BETA  (GAMMA)  text,  GGTRALFA  checks 
for  consistency  with  the  requirements  that  have  been  specified  for  that  ALPHA. 
The  text  is  checked  to  determine  if  the  INPUTS  and  OUTPUTS  relationships  that 
have  been  specified  for  the  ALPHA  are  actually  implemented.  GGTRALFA 
establishes  keywords  for  each  DATA  name  that  is  the  object  of  an  INPUTS  or 
OUTPUTS  relationship  having  the  current  ALPHA  as  subject.  During  transla- 
tion, GGTRALFA  searches  for  and  consistency-checks  the  use  of  declared  I/O 
DATA  names.  Statements  in  the  BETA  or  GAMMA  text  that  are  not  consistent 
with  specified  I/O  requirements  result  in  error  messages  to  the  user,  but 
are  translated  nevertheless. 

In  addition  to  translating  BETA  (GAMMA)  text,  GGTRALFA  also  produces 
source  code  to  implement  all  CREATES,  DESTROYS,  SETS  AND  FORMS  relationships 
that  have  been  specified.  The  source  code  corresponding  to  CREATES  and 
SETS  relationships  is  inserted  at  the  beginning  of  ALPHA  procedures,  just 
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after  the  Initial  'BEGIN1.  The  source  code  corresponding  to  DESTROYS  and 
FORMS  relationships  is  inserted  at  the  end  of  ALPHA  procedures,  just  prior 
to  the  final 'END;' . 

Input 

ASSM 


ALPHA  LIST  (ALFALIST) 


Output 

PROCEDURE  DECLARATION 
SOURCE  FILE  (PDSF) 

Local  Data 

KEYARRAY 


PDL2ARRAY 


SAVARRAY 


Linked  list  of  ASSM  pointers  to  ALPHAS 
that  are  to  be  included  in  the  Simula- 
tor Program,  with  sublists  of  ALPHA 
relationship  pointers  and  relationship 
object  pointers.  ALFALIST  is  a sublist 
of  the  Simulator  Translation  List  (See 
Figures  3-40,  3-41). 


A PDL  2 text  file  containing  ALPHA 
procedure  source  code. 


An  array  of  pointers,  each  pointing  to 
the  first  record  in  a linked  list  of 
keyword  records.  Each  list  contains 
records  for  non-PDL  2 keywords  whose 
length  equals  the  value  of  the  asso- 
ciated KEYARRAY  index.  For  example, 
KEYARRAY  [5]  points  to  the  first 
record  in  the  list  of  records  for  key- 
words of  length  5.  The  keyword  record 
structure  is  shown  in  Figure  3-54. 

An  array  of  pointers,  each  pointing  to 
the  first  in  a linked  list  of  PDL  2 
keywords.  Each  list  contains  PDL  2 
keywords  whose  length  equals  the  value 
of  the  associated  PDL2ARRAY  index.  For 
example,  PDL2ARRAY  [5]  points  to  the 
first  in  the  list  of  PDL  2 keywords  of 
length  5. 

An  array  of  records  containing  informa- 
tion saved  during  translation  of  an  RSL 
FOR  EACH  statement  for  use  at  the  end 
of  the  statement.  SAVARRAY  provides 
for  nested  FOR  EACH  statements.  The 
index  of  SAVARRAY  corresponds  to  the 
nesting  level  of  the  statement.  For 
example,  SAVARRAY  [3]  corresponds  to  a 
FOR  EACH  statement  nested  at  the  3rd 
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1 


level  down.  The  SAVARRAY  records  con- 
tain the  operand  of  the  statement  and 
a local  variable  name  that  is  a required 
parameter  in  a Data  Manager  procedure 
call  generated  when  the  end  of  the 
statement  (ENDFOREACH)  is  encountered. 

SAVARRAY  Record 

Local  Variable  Name 
Operand  Name 
Operand  Length 


CRITARRAY  - An  array  of  records  containing  informa- 

tion saved  during  translation  of  an  RSL 
FOR  EACH  statement  for  use  at  the  end  of 
the  statement.  CRITARRAY  corresponds 
to  the  nesting  level  of  the  statement. 
For  example,  CRITARRAY  [3]  corresponds 
to  a FOR  EACH  statement  nested  at  the 
3rd  level  down.  The  CRITARRAY  records 
contain  the  information  necessary  for 
retrieval  of  the  criterion  portion  of 
a FOR  EACH  statement  when  the  end  of 
the  statement  is  reached. 

CRITARRAY  Record 

Text  Line  Containing  Beginning  of 
Criterion 

Length  of  Line 

Pointer  to  First  Word  of  Criterion 
In  Line 

ASSM  Pointer  to  Next  Segment  of  Text 

Processing 

Processing  performed  in  the  Alpha  Translation  module  is  shown  in  the 
flow  diagram  of  Figure  3-55.  The  following  comnents  refer  to  processing 
steps  in  the  flow  diagram. 


[2,  8,  9] 
[21,  25,  26] 


The  content  of  keyword  records  is 
defined  in  Figure  3-54. 

The  syntax  of  a CREATE  statement  is: 


CREATE  operand  RECORD 


END 

ELSE 


1 
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[22] 

[28,  32,  33] 

[29] 

[35.  37,  43,  44] 

[40] 


A CREATE  operation  in  BETA(GAMMA)  text 
may  legally  apply  only  to  FILEs;  it 
may  not  be  applied  to  an  ENTITYCLASS. 

The  syntax  of  a DESTROY  statement  is: 

DESTROY  operand  RECORD  ) END 

) ELSE 


A DESTROY  operation  in  BETA (GAMMA)  text 
may  legally  apply  only  to  FILEs;  it 
may  not  be  applied  to  an  ENTITY  CLASS. 


The  syntax  of  a SELECT  statement  is: 


SELECT 


j FIRST  } 1 

)NEXT  jl 


RECORD  FROM 


operand  [SUCH  THAT  (criterion)] 

/ ' i 


ELSE  j 1 

A SELECT  operation  in  BETA(GAMMA)  text 
may  legally  apply  only  to  FILEs;  it 
may  not  be  applied  to  an  ENTITY  CLASS 
or  to  an  ENTITY  TYPE. 


[42]  - If  the  statement  is  a "SELECT  FIRST...", 

the  generated  source  code  is: 

BEGIN 

EE8UPDATE(operand) ; 
EE8FIRST(operand) ; 

If  the  statement  is  a "SELECT  NEXT...", 
the  generated  source  code  is: 

BEGIN 

EE8UPDATE(operand) ; 

EE8NEXT (operand); 


[43]  - A SELECT  statement  may  be  terminated 

with  a V,  'END'  or  'ELSE*  following 
the  operand;  the  criterion  portion  of 
the  statement  is  optional. 
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[47,  50,  51,  56]  - The  following  source  code  is  generated 

if  the  statement  includes  a criterion: 

IF (NOT  EE8ENDS(operand) ) THEN 
WHILE(NOT(cri terion) ) AND 
(NOT  EE8ENDS(operand) ) 

DO  EE8NEXT (operand); 

[49,  52,  53,  54]  - If  a variable  in  the  criterion  is  an 

input/output  keyword,  then  its  use  is 
tested  for  consistency  with  INPUTS  and 
OUTPUTS  relationships  specified  for 
this  ALPHA.  If  consistent,  the  occur- 
rence of  the  variable  is  recorded  by 
incrementing  the  Incidence  Counter  in 
the  keyword  record;  if  not  consistent, 
the  user  is  notified  via  a message 
through  XXREVSOUT.  Keyword  use  is 
interpreted  as  output  if  followed  by 
otherwise,  it  is  interpreted 
as  input. 


[58] 


[59] 


[61,  64,  71,  73,  74] 


[61.  62] 


The  occurrence  of  'RECORD  FOUND'  as  an 
ALPHA  output  is  recorded  Fy  creating  a 
keyword  record  for  'REC0RD_F0UND'  and 
incrementing  the  Incidence  Counter. 

If  the  SELECT  statement  is  terminated 
by  ';'  or  'ELSE',  then  this  is  immediately 
written  on  the  PDSF.  If  it  is  terminated 
by  'END',  then  the  processing  shown  in 
steps  100  through  102  is  required  and 
is  enabled  by  setting  NEEDWORD:=FALSE. 

The  syntax  of  a FOR  EACH  statement  is: 

FOR  EACH  operand  RECORD 
[SUCH  THAT  (criterion)]  DO 

( 1 

user-code  ENDFOREACH  ) END  ) 

{ EESE  j i 

'FOR'  is  both  a PDL  2 word  and  an  RSL 
word.  When  ‘FOR  'is  encountered, 

GGTRALFA  tests  the  succeeding  word  to 
determine  if  'FOR'  is  to  be  interpreted 
as  RSL  or  PDL  2.  If  the  succeeding 
word  Is  'EACH',  then  'FOR'  Is  Inter- 
preted as  the  beginning  of  an  RSL 
FOR  EACH  statement. 
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[65] 


1 


A FOR  EACH  operation  in  BETA(GAMMA)  text 
may  legally  apply  only  to  FILES;  it  may 
not  be  applied  to  an  ENTITY  CLASS  or  to 
an  ENTITY_TYPE. 

[68]  - Operand  name  and  length  are  stored  in 

SAVARRAY. 

[69]  - The  generated  source  code  is: 

BEGIN 

EE8UPDATE(operand) ; 

EE8FIRST (operand ) ; . 

[77]  - Information  necessary  to  retrieve  the 

criterion  is  stored  in  CRITARRA.Y. 

[78,  81,  82,  86]  - The  following  source  code  is  generated 

if  the  statement  includes  a criterion: 

IF (NOT  EE8ENDS(operand) } THEN 
WHILE(N0T  EE8ENDS(operand) ) 

AND (NOT (criterion))  DO 
EE8NEXT(operand) ; 


If  a variable  in  the  criterion  is  an 
input/output  keyword,  then  its  use  is 
tested  for  consistency  with  INPUTS  and 
OUTPUTS  relationships  specified  for 
this  ALPHA.  If  consistent,  the  occur- 
rence of  the  variable  is  recorded  by 
incrementing  the  Incidence  Counter  in 
the  keyword  record;  if  not  consistent, 
the  user  is  notified  via  a message 
through  XXREVSOUT.  Keyword  use  is 
interpreted  as  output  if  followed  by 
otherwise,  it  is  interpreted  as 

input. 

[87]  - The  following  source  code  is  generated: 

RECORD  FOUND : =EE8F0UND (operand ) ; 

WHILE  ffECORDJOUND  DO 

BEGIN 

EE8SAVDS (operand,  local  variable); 

The  local  variable  is  obtained  from 
SAVARRAY. 

[88]  - The  occurrence  of  'RECORD  FOUND'  as  an 

ALPHA  output  is  recorded  Fy  creating  a 
keyword  record  for  ' REC0RD_F0UND'  and 
incrementing  the  Incidence  Counter. 


[80,  83,  84,  85] 


I 
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[89,  96] 


The  level  counter  FORECHNUM  identifies 
the  nesting  level  of  tie  FOR  EACH  state- 
ment being  processed.  For  example, 
F0RECHNUM=3  corresponds  to  a FOR  EACH 
statement  nested  at  the  third  level  down. 


[92,  93,  94] 


The  generated  source  code  is: 

EE8UPDATE(operand ) ; 

EE8RESDS(operand,  local  variable); 
EE8NEXT(operand) ; 

The  operand  and  local  variable  are 
obtained  from  SAVARRAY. 

The  following  source  code  is  generated 
if  the  statement  includes  a criterion: 

IF(N0T  EE8ENDS(operand) ) 

THEN  WHILE  (NOT  EE8ENDS(operand) ) 
AND  (NOT (criterion) ) DO 
EE8NEXT(operand); 

The  operand  is  retrieved  from  SAVARRAY; 
information  necessary  to  retrieve  the 
criterion  is  obtained  from  CRITARRAY. 


[101] 


[104] 


[105] 


For  SETS  relationships,  the  generated 
source  code  is: 

EE8SETYP(operand); 

For  CREATES  relationships,  the  generated 
code  is: 

EE8CREATE(operand) ; 

For  FORMS  relationships  the  generated 
source  code  is: 

EE8F0RM(operand) ; 

For  DESTROYS  relationships  the  generated 
source  code  is: 

EE8DESTR0Y(operand) ; 

Keyword  use  is  interpreted  as  output  if 
following  by  otherwise,  it  is 

interpreted  as  input. 

Consistency  is  tested  by  comparing  key- 
word use  with  the  keyword  type  that 
is  listed  in  the  keyword  record. 

The  Incidence  Counter  of  the  keyword 
record  is  incremented. 
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[io9-m] 


Input/Output  consistency  is  tested  by 
examining  the  Incidence  Counter  values 
in  each  of  the  input/output  keyword 
records.  For  each  Incidence  Counter 
that  is  equal  to  zero,  the  user  is 
notified  via  XXREVSOUT  that  there  is 
an  INPUTS  or  OUTPUTS  relationship  that 
is  not  implemented  in  the  BETA  (or 
GAMMA)  text. 

Procedure  References 

The  following  list  correlates  the  functional  processing  steps  shown 
in  Figure  3-55  with  the  REVS  procedures  in  which  the  processing  is  performed. 


[1] 

[2] 

[8] 

[9] 

[13] 

[17] 

[19] 

[21  - 27] 
[21] 

[22] 

[25] 

[26] 

[28  - 34] 
[28] 

[29] 

[32] 

[33] 

[35  - 59] 
[35,  37] 
[36] 

[40] 

[43] 

[44] 

[45] 

[48] 


GGALFREL 

GGKEYPDL 

GGKEYVJRD 

GGKEYWRD 

GGLINGEN 

GGWRDGEN 

GGCOMPAR,  GGTRRSL 

GGCREATE 

GGGETOPR 

GGOPRCHK 

GGGETOPR 

GGCOMPAR 

GGDSTROY 

GGGETOPR 

GGOPRCHK 

GGGETOPR 

GGCOMPAR 

GGSELECT 

GGGETOPR 

GGCOMPAR 

GGOPRCHK 

GGENDSELECT 

GGGETOPR 

GGCOMPAR 

GGLINGEN,  GGWRDGEN,  GGCOMTST 
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[49] 

[51  - 54] 
[55] 

[58] 

[60  - 88] 
[60] 

[61] 

[63] 

[65] 

[70,  74] 

[71,  73,  75] 

[79] 

[80] 

[82  - 35] 
[88] 

[89  - 96] 
[93] 

[97  - 102] 
[99,  101] 
[103  - 107] 
[108] 

[109  - 111] 
[112] 


GGCOMPAR 

GGINOUT 

GGENDSELECT 

GGFOUND 

GGFORECH 

GGGETOPR 

GGCOMPAR 

GGGETOPR 

GGOPRCHK 

GGGETOPR 

GGCOMPAR 

GGLINGEN,  GGWRDGEN,  GGCOMTST 

GGCOMPAR 

GGINOUT 

GGFOUND 

GGENDECH 

GGLINGEN,  GGWRDGEN,  GGCOMTST 

GGPDL2 

GGDATAMGMT 

GGINOUT 

GGCOMTST 

GGRSLTST 

GGDISPOS 
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KEYARRAY 


1 


1 60 


RSION  OF  GGTRALFA. 


jure  3-54  Keyword  Record  Structure 
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FOR  EACH  ALPHA 
FW  EACH  LINE. 


RETRIEVE  ASSN  POINTERS 
TO  THE  ELEM£NT_TYPE5, 
ATTRIBUTES  AND 
RELATIONSHIPS  NEEDED 
FOR  TRANSLATION. 


INITIALIZE  KEYWORD 
RECORD  FOR  POL  2 
RESERVED  WORDS 
('BEGIN'.  'END'). 


FOR  EACH 
ALPHA. 


S/OOES\ 
/ALPHA  HAVE 
. A BETA 
N\(GAMKA)/ 

Tno 


XXREVSOUT 
j NOTIFY 
(ISER  THAT  ERROR 
EXISTS. 


INITIALIZE  POINTER. 
COUNTER  AND  FLAG 
VARIABLES  FOR 

translation  of  alpha 

TEXT. 


INITIALIZE  KEYWORD 
RECORD  FOR  RSL  RESERVED 
WORDS  (‘CREATE'. 
•DESTROY' . 'SELECT' 
•FOR',  'ENOFOREACH ■ ) . 


INITIALIZE  KEYWORD 
k RECORO  FOR  EACH  OBJECT 
OF  'INPUTS'  OR  'OUTPUTS' 
’ RELATIONSHIP. 


FOR  EACH  LINE  OF 
BETA  (GAFKA;  TEXT. 


li/OOES\ 
/ALPHA  HAVEV  NO 
. A BETA 

[YES 


RETRIEVE  NEXT  LINE 
OF  TEXT. 


A 1 „ 1 

M 

ji ---  + 

WRITE  ALPHA 
PROCEDURE  HEADER. 

j 

GENERATE  LINE  OF 

DUhtlY  PROCEDURE. 

— — 

FOR  EACH  WORD 
OF  LINE. 


RETRIEVE  NEXT 
WORD  OF  TEXT. 


COMMENT 

OR 

STRING 

\»/' 


KEYWORD 

? 


WRITE  WORD 
ON  PDSF. 


! I I 


E/8)  (V2) 


Figure  3-55  Alpha  Translation  (GGTRALFA) 
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fan  EACH  ALPHA 


Figure  3-55  Alpha  Translation  (GGTRALFA)  (Continued) 
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ONSISTEN 
WITH  SPECIFIED 


Figure  3-55  Alpha  Translation  (GGTRALFA)  (Continued) 
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X 


TERMINATE  SOURCE  CODE 
FOR  CRITERION  OF 
•FOR  EACH'. 


87 


WRITE  DATA  HANAGEfCNT 

SOURCE  CODE. 


88 


RECORD  OCCURRENCE  OF 
•R£CORD_FOUND‘ 

AS  OUTPUT. 


KEYWORD 

•ENDFOREACH 


^CRITERION/1 

► 

- ^ 

"YES 

INITIATE  SOURCE  CODE 
FOR  CRITERION 

OF  'FOR  EACH'. 

93  i r 

RETRIEVE  CRITERION  AND 
TRANSLATE  INTO 
SOURCE  CODE. 

M 

F 

TERMINATE  SOURCE  CODE 
FOR  CRITERION 

OF  'FOR  EACH'. 

♦S  v 

f 

WRITE: 'RE CORD_FC UNO: - 
EE8F0UND  (operand) 
END  END' 

96  V 

OECREFCNT  'FOR  EACH' 
LEVEL  COUNTER. 

© ^ 


kETWORO  » 'BEGIN*. 


ROR  EACH 
FOR  EACH  WORO 


LINE 


WRITE  SOURCE 

ICOOE  THAT  ELEMENTS  THE | 
•SETS'  AND  'CREATES* 
RELATIONSHIPS  FOR 
THIS  ALPHA. 


| WRITE  SOURCE  CODE  THAI 
IMPLEMENTS  THE  'FORMS' 
AND  'DESTROYS* 
RELATIONSHIPS  FOR 
THIS  ALPHA. 


EDS 

102 


WRITE: 

•END'. 


Figure  3-55  Alpha  Translation  (GGTRALFA)  (Continued) 
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3.5.5  R-Net/Subnet  Translation  (GGTRRNET) 

Description 

R-Net/Subnet  Translation  generates  executable  R_NET  and  SUBNET  source 
code  procedures  for  consolidation  into  the  Simulator  Program.  The  R-Net/ 
Subnet  Translation  module  obtains  retrieval  information  for  those  R_NETs 
and  SUBNETS  to  be  translated  from  RNETLIST  and  SNETLIST.  Structural 
information  for  these  R_NETs  and  SUBNETS  is  obtained  from  the  ASSM.  This 
structural  information  includes  node  types,  element  types,  element  names, 
successor-predecessor  relationships  among  nodes,  and  association  relation- 
ships between  elements  and  nodes.  The  only  additional  source  of  informa- 
tion required  by  R-Net/Subnet  Translation  is  the  Event  Definition  File, 
EEDF.  The  EEDF  provides  an  event  number  parameter  which  is  assigned  to 
each  EVENT,  INPUTJNTERFACE  and  OUTPUTJNTERFACE  by  Event/Enablement  Trans- 
lation. 

These  sources  provide  all  the  requirements  dependent  information 
necessary  for  R-Net/Subnet  Translation  to  generate  executable  source  code 
R_NET  and  SUBNET  procedures  in  the  base  language.  The  SUBNET  and  R_NET 
procedures  are  written  on  the  Procedures  Declaration  Source  File  (PDSF). 


Consolidation  inserts  the  procedures  into  the  Simulator  Program  by  copying 


from  this  file  to  the  Compile  File 

(CF). 

Input 

ASSM 

R NET  and  SUBNET  names,  structures 
and  relationships. 

R_NET  LIST  (RNETLIST) 

List  of  R_NETs  to  be  included  in 
Simulator  Program. 

SUBNET  LIST  (SNETLIST) 

List  of  SUBNETS  to  be  included  in 
Simulator  Program. 

EVENT/ENABLEMENT  DEFINITION 

FILE  (EEDF) 

File  that  contains  an  Event  Definition 
Record  for  every  EVENT,  INPUTJNTERFACE, 
and  OUPTUTJNTERFACE  referenced  by  the 
requirements  model.  The  event  number 
parameter  is  used  in  R-Net/Subnet 
Translation.  The  content  of  an  event 
Definition  Record  is  defined  in 

Section  3.5. 
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Output 


PROCEDURE  DECLARATION  SOURCE 
FILE  (PDSF) 


File  containing  executable  SUBNET  and 
R_NET  source  code  procedures  for  those 
SUBNETs  and  R__NETs  referenced  by  the 
requirements  model. 


Local  Files 
COMPILE  FILE  (CF) 

VARIABLES  FILE  (VF) 


Scratch  file  used  to  contain  main 
body  code  for  the  procedure  being 
generated. 

File  used  to  contain  variable 
declarations  for  the  procedure 
being  generated. 


Processing 

Processing  is  shown  by  the  functional  flow  diagram  of  Figure  3-56. 
The  following  comments  refer  to  processing  steps  in  the  flow  diagram. 

[3-20]  - A label  is  allocated  for  the  main 

branch  of  the  RJiET  or  SUBNET. 

Labels  are  required  at  branch  ends. 
Execution  is  to  be  transferred  to 
the  branch  end  when  a termination 
within  a SUBNET  is  encountered  along 
the  branch. 

[8-34]  - The  main  branch  label  is  written  at 

the  procedure  end. 

[17]  - If  there  are  no  ordinals,  the  RSL 

ordering  of  the  OR  branches  is  main- 
tained in  the  generated  code. 

[18]  - A label  is  allocated  for  each  OR 

branch  and  written  at  the  branch  end. 

[22]  - A label  is  allocated  for  each  AND 

branch.  It  is  written  at  the  branch 
end . 


Procedure  References 


In  the  flow  diagram  of  Figure  3-56,  the  processing  steps  correspond 
to  code  in  6GTRRNET  procedures  as  follows: 


3-268 


2 5 
2 2 
20 


i-25  im 


NATIONAL  BUREAU  OF  STANDARDS 

MICROCOPY  RESOLUTION  TEST  CHART 


GGTRRNET 


[1] 

[2] 

[3] 

[4-6] 

[7,8] 

[10] 

[11] 

[12] 

[13] 

[14] 

[15] 
[16-19] 
[20-22] 
[23] 
[24-28] 
[29-31] 
[32] 

[33,  34] 
[35] 


L 


GGTRRNET 

GGTRRNET,  GGETNEXTRNET 

GGBRANCHPROS 

GGMERGE 

GGALPHA 

GGINPUT 

GG VALID 

GGSUBNET 

GGEVENT 

GGOUTFACE 

GGOR , GGCNSOR 

GGAND 

GGFOR 

GGFOR 

GGTRSUBN 

GGBRANCHPROS 

GGSMERGE 

GGSELCT 
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v — £l — ' FOR  EACH  BRANCH. 

Figure  3-56 

R-Net/Subnet  Tninslatlon  (GGTRRNET) 
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^TS  NODEV 
REJOINING 
AND 

V ? /” 


INITIALIZE  POINTERS 
AND  COUNTER  VARIABLES 
FOR  SUBNET  TRANSLATION 
ANO  DENlRATE 
FORWARD  DECLARATIONS. 


PROCESS  END  OF 
AND  BRANCH. 


EXECUTE  PROCESSING 
STEPS  4-6  FOR 
EACH  BRANCH. 


•"IS  NODE'' 
CLOSING 
FOR_EACH 
Vnode/ 


GENERATE  CODE  WHICH 
CORRESPONDS  TO 
FIRST  PART  OF 
FOR  EACH  NODE. 


ALPHA  /ASSOCIATED  VSUBNET 
I \ ELEMENT.  / ^ 


EXECUTE 

PROCESSING  STEPS  4-6. 


GENERATE  R NET 
PROCEDURE  HtAOER 
AND  DECLARATIONS. 


COPY  MAIN  BODY  CODE 
OF  R NET  PROCEDURE. 


GENERATE  CODE  FOR 
ALPHA  CALL. 


GENERATE  SUBNET  FOR 
SUBNET  CALL. 


GENERATE  COOE  FOR 
FINAL  PART  OF 
FOR  EACH  NODE. 


GENERATE  CODE 
FOR  SELECT  NODE 


Figure  3-56  R-Net/Subnet  Translation  (GGTRRNET)  (Continued) 
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The  Consolidation  module  assembles  the  source  components  of  the 
Simulator  Program  for  input  to  the  PDL  2 compiler.  The  components  that 
must  be  assembled  include: 


0 Data  Declarations 


0 Simulation  Support  Procedures 
0 SETS  Procedures 

0 R_NET , SUBNET,  VALIDATION_POINT,  and  ALPHA  Procedures 


The  Consolidation  module  merges  the  source  code  produced  by  the 
SIMGEN  translator  modules  with  the  source  code  for  SETS  procedures 
and  simulation  support  procedures  which  are  input  to  SIMGEN  via  the 
SDF  and  RISF,  respectively.  The  simulation  support  procedures  include 
the  Initialization,  Executive,  Event  Management,  Procedure  Scheduler, 
Data  Management,  and  Data  Recording  procedures. 


Figure  3-57  defines  the  organization  of  the  source  code  to  be  sent 
to  the  PDL  2 compiler  and  shows  the  input  text  files  from  which  the  code 
is  obtained.  The  Data  Management  procedures  include  requirements 
dependent  procedures  contained  on  the  PDSF  file  and  requirements  inde- 
pendent procedures  contained  on  the  RISF.  The  Procedure  Scheduler  proce- 
dure (EESCHED)  is  contained  partially  on  the  RISF  and  partially  on  the 
PSSF.  As  indicated,  GGCONSOL  inserts  the  PSSF  text  between  the  beginning 
and  end  texts  for  EESCHED  obtained  from  the  RISF.  Because  each  item 
(variable,  procedure,  etc.)  in  the  program  must  be  defined  before  it  can 
be  referenced  in  the  program,  the  source  code  sent  to  the  compiler  must  be 
in  the  order  depicted  in  Figure  3-57. 


REQUIREMENTS  INDEPENDENT  SOURCE  - 
FILE  (RISF) 


The  RISF  contains  Simulator  Program 
source  code  that  is  independent  of 
the  particular  requirements  model 
being  generated. 
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SETS  DEFINITION  FILE  (SDF) 


The  SDF  contains  SETS  procedure  source 
code. 


CONSTANT  DECLARATIONS  FILE  (CDF)' 

TYPE  DECLARATIONS  SOURCE 
FILE  (TDSF) 

VARIABLE  DECLARATIONS  SOURCE 
FILE  (VDSF) 

PROCEDURE  DECLARATION  SOURCE 
FILE  (PDSF) 

PROCEDURE  SCHEDULER  SOURCE 
FILE  (PSSF)  J 


Requirements  dependent  text  files  con- 
containing  the  Simulator  Program  source 
code  generated  during  the  translation 
phases  of  SIMGEN. 


Output 

COMPILE  FILE  (CF)  - A PDL  2 text  file  containing  source 

code  for  the  entire  Simulator  Program. 

Processing 

Processing  performed  by  the  Consolidation  module  is  shown  in  the  flow 
diagram  of  Figure  3-58.  The  following  comments  refer  to  processing  steps  in 
the  flow  diagram. 

[2-4,  6-8]  - Information  from  the  various  input  files 

is  copied  to  the  Compile  File  until 
either  the  character  $ or  an  end-cf-file 
is  reached. 

Procedure  Reference 


GGCONSOL  calls  REVS  procedures  as  indicated  below  to  perform  the  pro- 
cessing steps  shown  in  Figure  3-58. 

[2-16] 


GGCOPIER 


PROGRAM  HEADER 


LABEL  DECLARATIONS 

CONSTANT  DECLARATIONS 

TYPE  DECLARATIONS 

VARIABLE  DECLARATIONS 

DATA  MANAGEMENT  PROCEDURES 

DATA  RECORDING  PROCEDURES 

EVENT  MANAGEMENT  PROCEDURES 

SETS  PROCEDURES 

SIMULATOR  INITIALIZATION  PROCEDURES 

ALPHA  PROCEDURES 

VALIDATION  AND  SUBNET  PROCEDURES 

R_NET  PROCEDURES 

SIMULATOR  EXECUTIVE  UTILITY 
PROCEDURES 

PROCEDURE  SCHEDULER  PROCEDURE 

SIMULATOR  EXECUTIVE  PROCEDURE 

SIMULATOR  PROGRAM  BODY 

Figure  3-57  Simulator  Program  Organization 
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3.5.7  Analytic  Simulator  Validation  Translation  (GGTRVP) 
Descri ption 


The  Analytic  Simulator  Validation  Translation  module  (ASVT)  analyzes 
all  VALIDATION_POINTs  to  be  included  in  the  simulator  build.  It  determines 
the  data  to  be  collected  at  simulator  run  time  and  generates  the  source  code 
to  implement  recording  of  the  data. 

The  source  code  generated  for  a VALIDATION_POINT  consists  of  calls  to 
owner-check  procedures  which  guarantee  that  owned  data  has  a proper  owner 
selected,  of  calls  to  Simulator  Data  Management  routines  to  access  instances 
of  FILEs,  and  of  PDL  2 output  procedure  calls  to  write  to  the  VALIDATION_ 
POINT  recording  file  the  contents  of  FILEs  and  DATA  which  are  RECORDed  by  the 
VALIDATION  POINT. 


The  generated  recording  and  owner-check  procedure  declarations  are 
written  to  the  VALIDATION_POINT  PROCEDURE  DECLARATION  SOURCE  FILE  (PDSF). 
During  R_NET  and  SUBNET  translation,  an  invocation  of  the  appropriate 
procedure  is  then  generated  whenever  a VALIDATION_POINT  is  referenced. 


Input 

ASSM 

VALIDATION_POINT  LIST 
(VALLIST) 


FILE  LIST  (headed  by  GG9LFILST) 


Names  of  all  VALIDATION_POINTs. 

Linked  list  of  VALIDATION_POINTs 
with  sublists  of  RECORDed  simple 
and  FILE  DATA  and  RECORDed  FILEs 
(See  Figure  3-47). 

A linked  list  of  all  FILEs  processed 
by  the  Data  Translation  module.  Each 
entry  of  the  list  has  a sub-list  of 
all  the  FILE'S  owners  (ENTITY_CLASS  or 
ENTITY_TYPEs) , the  FILE'S  name  (an 
AASTRING),  the  FILE'S  ASSM  address,  a 
LOCALITY  flag  (BOOLEAN)  indicating 
whether  the  FILE  is  LOCAL  (FALSE)  or 
GLOBAL  (TRUE),  and  an  owner-check  ID 
(INTEGER)  identifying  the  FILE'S 
owner-check  procedure. 
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DATA  LIST  (headed  by  GG9DECLST)  - 


DATATYPE  LIST  (headed  by 
GG9TYPLST) 


A linked  list  of  all  DATA  processed  by 
the  Data  Translation  module.  Each 
entry  of  the  list  has  a sub-list  of  all 
the  DATA'S  owners  (FILES,  ENTITY_CLASS, 
or  ENTITY_TYPEs) , the  DATA'S  name  (an 
AASTRING) , the  DATA'S  ASSM  address,  a 
pointer  into  the  DATA_TYPE  LIST  indi- 
cating the  DATA'S  PDL  2 TYPE,  a pointer 
into  the  DAT A_I N IT I AL_VALUE  LIST  indi- 
cating the  DATA'S  INITIAL_VALUE,  an 
INITIAL  VALUE  status  flag  (INTEGER) 
indicating  that  the  DATA'S  INITIAL  VALUE 
has  been  looked  for  in  the  ASSM  (lj  or 
not  (0),  and  an  owner-check  ID  (INTEGER) 
identifying  the  DATA'S  owner-check 
procedure. 

A linked  list  of  all  the  DATA_TYPEs 
(PDL  2)  processed  by  the  Data  Translation 
Module.  Each  entry  of  the  list  has 
the  DATA  TYPE'S  name  (an  AASTRING),  the 
DATA_TYPE's  ordinal  (INTEGER),  and  a 
scratch  flag  (BOOLEAN)  used  in  other 
modules  to  indicate  whether  the  DATA_TYPE 
is  used  or  not. 


OWNERS  LIST  (headed  by  GG90WNRL)-  A linked  list  of  all  the  DATA  and  FILE 

owners  processed  by  the  Data  Translation 
module.  Each  entry  of  the  list  has  the 
owner's  name  (an  AASTRING),  the  owner's 
ASSM  address,  and  the  owner's  type 
(enumerated  type  designating  no  type, 
MESSAGE,  FILE,  ENTITY_TYPE,  and  ENTITY 
CLASS). 


Outputs 

VALIDATION_POINT  PROCEDURE  - A text  file  containing  the  PDL  2 source 
DECLARATION  SOURCE  FILE  (PDSF)  statements  declaring  the  owner-check 

procedures  for  all  DATA  and  FILEs  pro- 
cessed by  the  Analytic  Simulator  Valida- 
tion Translation  module.  In  addition, 
the  file  contains  the  PDL  2 source  state- 
ments declaring  the  VALIDATION_POINT 
recording  procedures. 


V AL I DAT  1 0N_P0 1 NT  TYPE 
DECLARATION  SOURCE  FILE  (TDSF) 


VAL I DAT 1 0N_P0 1 NT  VARIABLE 
DECLARATION  SOURCE  FILE  (VDSF) 


A text  file  containing  the  PDL  2 source 
statements  declaring  the  type  used  in 
declaring  the  VALIDATION_POINT  recording 
file's  variants. 

A text  file  containing  the  PDL  2 source 
statements  declaring  the  VALIDATION_POINT 
recording  file. 
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A linked  list  of  all  VALIDATION_POINTs 
processed  by  the  Analytic  Simulator 
Validation  Translation  Module.  Each 
entry  of  the  list  has  a sub-list  of  all 
the  VALIDATION_POINT ' s RECORDed  FILES, 
the  VAL I DAT  1 0N_P0 1 NT ' s name  (an  AASTRING) , 
the  VALIDATION_POINT's  ASSM  address,  and 
the  VAL I DAT 1 0N_P0 1 NT 1 s ordinal  (INTEGER). 


Processing  performed  in  the  Analytic  Simulator  Validation  Translation 


module  is  shown  in  the  flow  diagram  of  Figure  3-58.1.  The  following  comments 
refer  to  processing  steps  in  the  flow  diagram. 


[1]  - Includes  such  operations  as  assigning 

initial  values  to  variables  and  arrays 
for  use  throughout  the  Analytic  Simula- 
tor Validation  Translation  module. 

[32]  - Includes  writing  out  to  file  TDSF  the 

PDL  2 source  statements  to  declare  the 
type  of  the  VALIDATION_POINT  recording 
file's  variant  and  writing  out  to  file 
VDSF  the  PDL  2 source  statements  to 
declare  the  VALIDATION_POINT  recording 
file. 

Procedure  References 

The  following  correlates  the  functional  processing  elements  shown  in 

Figure  3-58.1  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1] 

- 

GG4VPINI 

[2] 

- 

GG4VPR0C 

[3-4] 

- 

GG4PREAMB 

[5-10] 

- 

GG4DICNT 

[11-16] 

- 

GG4FLCNT 

[17] 

- 

GG4VPR0C 

[18-19] 

- 

GG4RECSD 

[20-30] 

- 

GG4RECFD 

[31] 

- 

GG4VPR0C 

[32] 

- 

GG4VPEND 
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Figure  3-58.1  Analytic  Simulator  Validation  Translation  (GGTRVP) 
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11 


FORJACH 
RECORDED  FILE. 


13 /WS\ 

^OWNERCHECltS 

.PROCEDURE  BEEN. 
Xqenewjed/ 


WRITE  OUT  POL  2 SOURCE 
STATEMENTS  TO  RECORD 
NUMBER  OF  DATA  ITEMS 
A»  NUMBER  OF  FILES. 


Figure  3-58.1  Analytic  Simulator  Validation  Translation  (GGTRVP)  (Continued) 
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Figure  3-58.1  Analytic  Simulator  Validation  Translation  (GGTRVP)  (Continued) 
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WRITE  OUT  POL  2 SOURCE 
STATEMENTS  TO  SAVE  THE 
RECORDED  FILE'S  STATE 
(POSITION,  DATA 
VALUE.  ETC.). 


WRITE  OUT  CODE  TO  SELECT 
THE  FIRST  INSTANCE  OF 
■THERECOROED  FILE  AND  TO 
BEGIN  A LOOP  WHICH  WILL 
CONTINUE  UNTIL  ALL 
INSTANCES  ARE  RECORDED. 


FOR  EACH  RECORDED  ' 
DATA  ITEM  IN 
THIS  FILE.  , 


WRITE  OUT  PDL  2 SOURCE 
STATEMENTS  TO  RECORD 
THIS  DATA  ITEM. 


WRITE  OUT  PDL  2 SOURCE 
STATEMENTS  TO  SELECT 
THE  NEXT  INSTANCE  OF  THE 
RECORDED  FILE  AND  TO 
TERMINATE  THE  REPEAT 
UNTIL  DONE  LOOP. 


WRITE  OUT  POL  2 SOURCE 
STATEMENTS  TO  RESTORE 
THE  RECORDED  FILES  STATE 
(POSITION,  OATA  VALUES, 


WRITE  OUT  VALIDATION 
_POINT  PROCEDURE 
CLOSING  STATEMENTS. 


COMPLETE  PROCESSING  FOR 

^ J 

VALIDATION  POINTS. 

<PDSF^ 

Figure  3-58.1  Analytic  Simulator  Validation  Translation  (GGTRVP)  (Continued) 
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3.5.8  Performance-Requirement  Translation  (GGTRPR) 

Description 

The  PERFORMANCE_REQUIREMENT  Translation  converts  the  executable  descrip- 
tion (TEST)  of  each  PERFORMANCE_REQUIREMENT  specified  in  the  PRLIST  into  PDL  2 
source  statements  in  such  a way  that  the  user  can  select  the  test  to  be  run 
and  can  access  within  the  test  the  data  recorded  at  VALIDATION_POINTs  during 
simulator  execution.  The  three  basic  translation  steps  are  data  manager 
generation,  TEST  translation,  and  executive  generation. 

During  data  manager  generation,  the  PERFORMANCE_REQUIREMENT  translation 
module  generates  the  procedures  and  data  structures  which  allow  access  to  the 
recorded  data.  In  general  one  procedure  and  one  array  entry  is  created  for 
each  VALIDATION_POINT  and  for  each  FILE  recorded  at  each  VALIDATION_POINT. 

During  TEST  translation,  the  PERFORMANCE_REQUIREMENT  translation  module 
writes  all  PDL  2 source  statements  directly  to  the  TEST  procedure  file  with 
no  change  but  converts  all  RSL  statements  (RETRIEVE,  SELECT,  and  FOR  EACH) 
to  data  manager  procedure  invocations  as  required  to  perform  the  requested 
function. 


Finally,  during  executive  generation,  the  PERFORMANCE_REQUIREMENT  trans- 
lation module  constructs  a main  program  to  optionally  invoke  the  TEST  proce- 
dures and  print  their  pass/fail  results. 


Input 

ASSM 

PERFORMANCE_REQUIREMENT  LIST 
(PRLIST) 


VALIDATION_POINT  INTERNAL  LIST 
(headed  by  GG9VPL) 


Names  of  all  PERFORMANCE_REQUIREMENTs . 

Linked  list  of  PERFORMANCE  REQUIREMENTS 
to  be  included  in  the  Simulator  Post- 
Processor  Program. 

A linked  list  of  all  VALIDATION_POINTs 
processed  by  the  Analytic  Simulator 
Validation  Translation  Module.  Each 
entry  of  the  list  has  a sub-list  of  all 
the  VALIDATION  POINT'S  RECfMDed  FILES, 
the  VALIDATION^  I NT's  nai  (an  AASTRING) , 
the  VALIDATION_POINT's  ASSM  address,  and 
the  VAL I DAT I 0N_P0 I NT ' s ordinal  (INTEGER). 
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DATA  LIST  (headed  by  GG9DECLST)  - 


A linked  list  of  all  DATA  processed  by 
the  Data  Translation  Module.  Each 
entry  of  the  list  has  a sub-list  of  all 
the  DATA'S  owners  (FILEs,  ENTITY_CLASS, 
or  ENTITY_TYPEs ) , the  DATA'S  name  (an 
AASTRING),  the  DATA'S  ASSM  address,  a 
pointer  into  the  DATA_TYPE  LIST  indicating 
the  DATA'S  PDL  2 TYPE,  a pointer  into 
the  DATA  INITIAL  VALUE  LIST  indicating 
the  DATATs  INITIAL  VALUE,  an  INIT IAL_ 
VALUE  status  flag  "("INTEGER)  indicating 
that  the  DATA'S  INITIAL  VALUE  has  been 
looked  for  in  the  ASSM  "0 ) or  not  (0), 
and  an  owner -check  ID  (INTEGER)  identify- 
ing the  DATA'S  owner-check  procedure. 


FILE  LIST  (headed  by  GG9LFILST) 


DATAJYPE  LIST  (headed  by 
GG9TYPLST ) 


DATA_ENUMERATED  TYPE  LIST 
(headed  by  GG9ENMLST) 


A linked  list  of  all  FILEs  processed  by 
the  Data  Translation  module.  Each  entry 
of  the  list  has  a sub-list  of  all  the 
FILE'S  owners  (ENTITY_CLASS  or  ENTITY_ 
TYPEs),  the  FILE'S  name  (an  AASTRING), 
the  FILE'S  ASSM  address,  a LOCALITY  flag 
(BOOLEAN)  indicating  whether  the  FILE  is 
LOCAL  (FALSE)  or  GLOBAL  (TRUE),  and  an 
owner-check  ID  (INTEGER)  identifying  the 
FILE'S  owner -check  procedure. 

A linked  list  of  all  the  DATATYPES 
(PDL  2)  processed  by  the  Data  Translation 
module.  Each  entry  of  the  list  has  the 
DATATYPE'S  name  (an  AASTRING),  the 
DATAJYPE's  ordinal  (INTEGER),  and  a 
scratch  flag  (BOOLEAN)  used  in  other 
modules  to  indicate  whether  the  DATA_TYPE 
is  used  or  not. 

A linked  list  defining  all  the  ENUMERATED 
TYPEs  of  DATA  processed  by  the  Data 
Translation  module.  Each  entry  of  the 
list  has  a pointer  to  the  ENUMERATED^ 
TYPE'S  entry  in  the  DATA_TYPE  LIST,  a 
sub-list  of  values  composing  the 
ENUMERATED  TYPE'S  RANGE,  and  a counter 
giving  the  number  of  values  composing 
the  ENUMERATED  TYPE'S  RANGE. 


VALIDATION_POINT  LIST  (VALLIST)  - Linked  list  of  VALIDATION_POINTs  with 

sub-lists  of  RECORDed  simple  data  and 
of  RECORDed  FILE  data  (see  Figure  3-47). 
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Outputs 


PERFORMANCE_REQUIREMENT  - A text  file  containing  the  PDL  2 source 

SOURCE  FILE  (PRSF)  statements  declaring  the  Simulator  Post 

Processor  Program.  This  includes  data 
declarations  for  DATA  and  FILES  RECORDED 
by  VALIDATION- POINTS,  procedure  declara- 
tions for  the  data  manager,  procedure 
declarations  for  PERFORMANCE_REQUIREMENTs ' 
executable  descriptions,  and  a procedure 
for  the  Simulator  Post  Processor  executive. 


Processing 

Processing  performed  in  Performance  Requirement  Translation  module  is 
shown  in  the  flow  diagram  of  Figure  3-58.2.  The  following  comments  refer  to 
processing  steps  in  the  flow  diagram. 

[1]  - Includes  such  operations  as  assigning 

initial  values  to  variables  and  arrays 
for  use  throughout  the  Performance  Re- 
quirement Translation  module. 


Procedure  References 

The  following  correlates  the  functional  processing  elements  shown  in 
Figure  3-58.2  with  the  REVS  procedures  which  perform  the  indicated  processing. 


[1-5] 

GG5PRBGN 

[6-8] 

GG5VVPV 

[9-11] 

GG5VVSD 

[12] 

GG5VVPV 

[13-18] 

GG5VVFL 

[19] 

GG5VVPV 

[20-22] 

GG5PRPR 

[23-96] 

GG5PRTST 

[97-98] 

GG5PREND 
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^ SSTRPR  ^ 


INITIALIZE  for 
RERFORMANCEJEquiRCMENTj 
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CZTV 

kjuro  J 


WRITE  OUT  POL  2 SOURCE 
STATEMENTS  DECLARING 
TEST  INDEPENDENT 
PROCEDURES. 


WRITE  OUT  POL  2 SOURCE 
STATEMENTS  TO  END  THE 
VALIOATION_POINT  oata 
ACCESS  PROCEDURE 
DECLARATION. 


13 


WRITE  OUT  POL  2 SOURCE 
STATEMENTS  DECLARING 
PROCEDURES  TO  ACCESS 
REQUIRED  POL  2 TYPES 
OF  OATA. 


l^PRTD^/^ 


FORJACH 
RECORDED  FILE. 


WRITE  OUT  POL  2 SOURCE 
STATEMENTS  DECLARING 
ENUMERATED  TYPES 
AMI  TEST  INDEPENDENT 
TYPES. 


lyJ’RVO  J 


>- 


WRITE  OUT  POL  2 SOURCE 
STATEMENTS  TO  BEGIN 
THE  FILE  DATA  ACCESS 
PROCEDURE  DECLARATION. 


IS 


WRITE  OUT  PDL  2 SOURCE 
STATEMENTS  DECLARINGTEST) 
INDEPENDENT  VARIABLES 


FORJACH  RECORDED 
DATA  ITEM  IN 
THIS  FILE. 


16 


FORJACH 
VALIDATION 
IN  THE  VP 


PRVD 


™ \ 

JOINT  y_ 

LIST.  / 


PR  P D 


WRITE  OUT  POL  2 SOURCE 
STATEMENTS  TO  ACCESS 
THE  OATA  ITEM. 


FRPO 


7 , 

t 

WITE  OUT  POL  2 SOURCE 
STATEMENTS  TO  BEGIN 
VALIDATION  JOINT 

OATA  AREA  DECLARATION. 

8 

f 

WITE  OUT  P 
STATEMENT 
VALIDATION 
ACCESS 
OECLARj 

OL  2 SOURCE 

S TO  BEGIN 
POINT  DATA 
POCEDURE 
ATION. 

FORJACH  RECORDED \ 
OATA  ITEM  NOT  IN 
A RECORDED  FILE.. 
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JRVD 


WRITE  OUT  POL  2 SOURCE 
STATEMENTS  TO  ADO  THE 
DATA  ITEM  DECLARATION  TO 
ThE  VALIDATION  JOINT 
OATA  DECLARATION. 


11 


RPD 


«ITE  OUT  POL  2 SOURCE 
STATEMENTS  TO  ACCESS 
THE  DATA  ITEM. 


17 

^prvp^3*~  }AT 


WRITE  OUT  PDL  2 SOURCE  1 
STATEMENTS  TO  ADO  THE 
lDATAJTEM  DECLARATION  TO| 
THE  VALIDATION  JOINT 
OATA  DECLARATION. 


18 


J 


WRITE  OUT  PDL  2 SOURCE 
STATEMENTS  TO  END  THE 
FILE  DATA  ACCESS 
PROCEDURE  DECLARATION. 


c^ji 


WRITE  OUT  POL  2 SOURCE 
STATEMENTS  TO  END  THE 
VALIDATION  POINT  OATA 
AREA  DECLARATION. 


© (^)4) 


Figure  3-58.2  Performance-Requirement  Translation  (GGTRPR) 
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^DELIMITER  A x- 
nMOBLE  quoi \y 

EfBsCF  Kfl? 


FUG  TRUE 
\ t s' 


RETURN  THE  NEXT 
IDENTIFIER  WITH  PREVIOUS 
AND  FOLLOWING  DELIMITERS. 


WRITE  THE  PREVIOUS 
DELIMITER. 


/ IS  \ 
FOR_EACH 
STACK  EMPTY  . 

X T / 


30  S' IS  \ 
MO  ^IDENTIFIER 
X-  'RETRIEVE' 
\ ? / 


31 
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\ ? X 


ISSUE  A SYNTAX  ERROR  TO 
THE  USER  AND  UNSTACK 
ONE  SET  OF  DATA. 


Figure  3-58.2  Performance-Requirement  Translation  (GGTRPR)  (Continued) 
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Figure  3-58.2  Performance 


44 


WRITE  OUT  A SYNTAX 
ERROR  TO  USER. 

ement  Translation  (GGTRPR)  (Continued) 
3-288 


Figure  3-58.2 


Performance-Requirement  Translation 


(GGTRPR)  (Continued) 
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69 


Figure  3-58.2  Performance-Requirement  Translation  (GGTRPR)  (Continued) 
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Figure  3-58.2  Performance-Requirement  Translation  (GGTRPR)  (Continued) 


$6 

XlDENTIFIER\  no 
V^ENDFOREACHX 


REMOVE  FORJACH 
INFORMATION  FROM  THE  TOP 
Of  T*  FOR  EACH  STACK. 


X *s  X 

'STACK  ACCESS 
\SUCCESSFUL/ 

\ ? X 


S RECORD  ING_ 
NFLAGTRUE  FOR 
TttM  FOR  JACM 


MUTE  OUT  POL  2 SOURCE 
STATEMENTS  TO  END  A 
FORJACH  ON  FILE 
RECORDS  WHICH  MEET  THE 
SPECIFIED  CONDITION 
IF  ANY. 


MUTE  OUT  IDENTIFIER 
TO  PROCEDURE  SOURCE 
FILE. 


RITE  OUT  A SYNTAX  ERROR 
TO  THE  USER.  r 


WRITE  OUT  POL  2 SOURCE 
STATEMENTS  TO  E®  A 
FORJACH  ON  VALIDATION_ 
POINT  RECORDINGS  WHICH 
MEET  THE  SPECIFIED 
CONDITION  IF  ANY. 


RETURN  THE  NEXT 
IDENTIFIER 
WITH  PREVIOUS  A® 

FOLLOWING  delimiters. 


m 


SET  E®_OF_TEST 
FLAG  TO  TRUE. 


Figure  3-58.2  Performance-Reuqlrement  Translation  (GGTRPR)  (Continued) 


3-293 


Figure  3-58.2  Performance- Requirement  Translation  (GGTRPR)  (Continued) 
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3.6  SIMULATOR  EXECUTION  (SIMXQT) 
Description 


The  Simulator  Execution  function  processes  the  simulation  run-time 
control  parameters  input  by  the  user  and  builds  a parameter  file  to  be 
read  by  the  Simulator  Program  generated  by  Simulator  Generation.  The 
currently  defined  control  parameters  are  simulation  start  and  end  times, 
and  an  identifying  name  for  the  simulator  execution. 

Input 

USER  RCL  - Simulator  Execution  control  statements. 

Output 

SIMULATOR  USER  INPUT  FILE  - Used  to  communicate  the  user  inputs 

(EESUIF)  from  SIMXQT  to  the  Simulator  Program. 

Contains  desired  simulation  start  and 
stop  times,  and  a run  identification. 

Processing 

Processing  for  the  Simulator  Execution  function  is  shown  in  Figure  3-59. 
Additional  comments  which  reference  the  processing  box  numbers  in  the  flow 
diagram  are: 


[1] 


Initialize  parser  keywords  and  set  default 
run  identification. 


[3] 

[4-6] 


[7] 

[9] 

[11] 


Parsing  is  done  by  a keyword  driven 
parser. 

Invalid  statements  are  reported  back 
to  the  user  and  rejected.  Valid  state- 
ment information  is  stored  in  internal 
form. 

Both  START  and  END  times  must  be 
specified. 

START  time  must  be  less  than  END  time. 

Valid  inputs  are  written  to  the  Simu- 
lator User  Input  File  (EESUIF). 
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Procedure  References 


The  software  procedures  which  accomplish  the  processing  shown  in  the 
blocks  of  Figure  3-59  are  as  follows: 

[1]  - RRINITIAL 

[2-6]  - RRPARSER 

[7-11]  - RRWRITER 


Figure  3-59  Simulator  Execution  (SIMXQT) 
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3.7  SIMULATION  DATA  ANALYSIS  (SIMDA) 
Description 


The  Simulation  Data  Analysis  function  processes  the  simulation  post- 
processor run-time  control  parameters  input  by  the  user  and  constructs  a 
parameter  file  to  be  read  by  the  Simulator  Post-Processor  Program 
generated  by  Simulator  Generation.  The  parameter  file  contains  the  names 
of  the  PERFORMANCE_REQUIREMENTs  which  are  to  be  tested  by  the  Simulator 
Post-Processor  Program,  the  time  and  data  at  which  Simulator  Generation  was 
executed,  and  the  simulation  identification  that  the  user  supplied  as  an 
input  to  Simulator  Generation. 

Input 

USER  RCL 

EVENT  DEFINITION  FILE  (EEDF) 


Output 

VERIFICATION  AND  VALIDATION 
INFORMATION  FILE  (VVIF) 

Processing 

Processing  for  the  Simulation  Data  Analysis  function  is  shown  in  Figure  3-60. 

Additional  comments  which  reference  box  numbers  in  the  flow  diagram  are: 

[1]  - The  EEDF  file  output  by  SIMGEN  is  read 

to  obtain  the  time  and  date  SIMGEN  was 
executed,  the  simulation  identification, 
and  the  names  of  PERFORMANCE_REQUIREMENTs 
which  can  be  tested  by  the  Simulation 
Post-Processor  Program. 

[2-3]  - If  the  EEDF  file  contains  no  PERFORMANCE_ 

REQUIREMENT  name,  SIMDA  reports  that  fact 
and  exits. 


Simulator  Post-Processor  control  state- 
ments. 

Information  describing  the  Simulator 
and  Post  Processor  constructed  by 
SIMGEN.  Of  importance  to  SIMDA  are 
the  records  containing  the  PERFORMANCE_ 
REQUIREMENT  names  testable  by  the  Post 
Processor  and  the  time,  date,  and 
identification  for  the  SIMGEN  execution. 


Used  to  communicate  the  user  inputs 
and  SIMGEN  time,  data,  and  identifica- 
tion from  SIMDA  to  the  Simulator  Post- 
Processor  Program. 
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[5-9] 

Invalid  statements  are  reported  back  to 
the  user  and  rejected.  Valid  statements 
are  stored  in  internal  form. 

[10] 

- 

The  VV IF  file  will  contain  the  time,  date, 
and  ID  read  from  the  EEDF  plus  the  names 
of  PERFORMANCE  REQUIREMENTS  to  be  tested. 
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4.0  COMPUTER  PROGRAM  DESCRIPTION  - REVS  GENERATED  SIMULATOR  PROGRAM 


Description 

The  Simulator  Program  (EEPROGRAM)  is  a PDL  2 main  program  constructed 
by  the  Simulator  Generation  function.  Once  the  Simulator  Program  is  con- 
structed and  the  necessary  user  inputs  are  supplied  through  Simulator  Exe- 
cution, the  program  is  completely  executable  outside  the  control  of  REVS. 

The  Simulator  Program  is  a discrete  event  type  simulator.  It  is  composed 
of  the  following  major  processing  elements  as  shown  in  Figure  4-1. 

• R_NET  Procedures 

0 System  Environment  and  Threat  Simulator  (SETS) 

0 Simulator  Executive 

0 Simulator  Event  Management 

0 Simulator  Data  Management 

Additional  processors,  provided  externally  to  REVS,  will  generate  attack 
descriptions  compatible  with  the  SETS  model  program. 

The  Simulator  Program  is  designed  to  interface  the  R_NET  procedures 
with  a simulation  driver  such  as  SETS.  The  overall  simulator  control  and 
the  engagement  clock  resides  in  the  Simulator  Executive.  SETS  interfaces 
with  the  R_NET  procedures  through  Simulator  Data  Management  and  Simulator 
Event  Management  utilities. 

An  R_NET  is  the  only  element  in  RSL  which  can  be  scheduled  to  execute. 

An  R_NET  is  scheduled  to  execute  whenever  flow  passes  through  an  EVENT 

which  ENABLES  the  R_NET  or  when  a MESSAGE  is  PASSED  THROUGH  an  INPUT I NTERFACE 

which  CONNECTS  to  the  Data  Processing  Subsystem.  SETS  is  scheduled  to 
execute  whenever  a MESSAGE  is  PASSED  THROUGH  an  OUTPUT_INTERFACE  which  con- 
nects to  a SUBSYSTEM  modeled  by  SETS.  SETS  may  also  enable  itself  through 
a special  exogenous  event.  Simulator  Event  Management  provides  the  utilities 
to  schedule  the  execution  of  both  R_NETs  and  SETS.  Simulator  Data  Manage- 
ment controls  and  provides  access  to  the  MESSAGES  which  are  PASSED  THROUGH 
the  interfaces,  as  well  as  managing  all  other  RSL  DATA  constructs.  The 
Simulator  Executive  controls  the  execution  of  the  simulator  by  causing  the 
control  flow  to  pass  to  SETS  and  the  R_NETs  at  the  scheduled  times. 
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Input 


SIMULATOR  USER  INPUT  FILE 
(EESUIF) 

EVENT  DESCRIPTION  FILE  (EEDF ) - 

ATTACK  SCENARIO  FILE 
Output 

VALIDATION  DATA  FILE  (EEVALDAT ) - 


User  input  controls  processed  by 
SIMXQT  (See  Section  3.6). 

Definitions  of  the  events  and  interfaces, 
and  the  SIMGEN  time,  date,  and  identi- 
fication. 

Attack  Scenario  Definition  (input  to 
SETS). 


Validation  data  recorded  during  a BETA 
simulation. 


VALIDATION  POINT  RECORDING  FILE  - 
(EE9VPRFD 


Validation  data  recorded  during  a 
GAMMA  simulation. 


Processing 

The  control  flow  through  the  Simulator  Program  is  shown  in  Figure  4-2. 
As  shown  in  the  flow  diagram,  control  is  transferred  first  to  Simulator 
Initialization  (EEINITIAL)  and  then  to  the  Simulator  Executive  (EEXEC) 
which  controls  the  sequencing  and  execution  of  all  processing.  These  two 
functions  as  well  as  the  Simulator  Data  Management  and  Event  Management 
utilities  are  described  in  the  following  sections. 


Procedure  Reference 

The  processing  depicted  in  the  blocks  of  Figure  4-2  is  performed  by 
the  following  software  procedures  in  the  Simulator  Program. 

[1]  - EEINITIAL 

[2]  - EEXEC 


4-2 


4.1  SIMULATOR  INITIALIZATION  (EEINITIAL) 

Description 

The  purpose  of  Simulator  Initialization  is  to  perform  all  initializa- 
tion required  for  the  execution  of  the  simulator  program. 

Input 


SIMULATOR  USER  INPUT  FILE 
(EESUIF ) 


Contains  simulation  start  and  end  times, 
and  an  identifying  name  for  the  run. 


EVENT  DESCRIPTION  FILE  (EEDF)  - Event  and  interface  description  records 

constructed  by  SIMGEN  and  used  to 
initialize  Event  Management  control 
tables.  Also  the  time  and  data  SIMGEN 
was  executed,  and  the  identifying  name 
for  the  simulator. 


Processing 

The  processing  flow  for  Simulator  Initialization  is  shown  in  Figure 
4-3.  The  following  comments  further  describe  the  processing  of  the  indi- 
cated boxes. 


[1] 


[2] 

[3] 

[4-5] 


[6-7] 

[8] 


Information  read  from  the  EEDF  is  used 
to  initialize  the  event  list  (EEVLIST). 
The  date  and  time  SIMGEN  generated  the 
simulator  program  and  the  simulator 
identification  are  also  read. 

The  Data  Management  Data-Set/Class 
Description  Array  is  initialized  and 
all  global  RSL  data  items  are  assigned 
their  initial  values. 

The  user  input  controls  (simulation 
start  and  end  times  and  run  identifica- 
tion) are  read  from  the  FESUIF. 

Information  read  from  the  EEDF  is  com- 
pared with  simulator  program  values. 

If  the  information  does  not  match, 

the  EEDF  and  simulator  program  were  not 

constructed  by  the  same  SIMGEN  execution. 

Both  start  time  and  end  time  must  be 
input. 

If  the  EEDF  does  not  match  the  simulator 
program  or  if  both  start  and  end  times 
were  not  input,  the  simulator  cannot 
be  executed . 


1 


4-3 


1 


The  simulator  start-up  event  is  posted 
to  occur  at  a large  negative  time 
(-1.0E+4).  The  SETS-suppl ied  procedure 
SSSTARTUP  will  execute  at  that  time, 
allowing  for  any  required  SETS  initial iza 
tion. 

The  simulator  shut-down  event  is  posted 
to  occur  at  simulation  end  time.  The 
standard  procedure  EESTOP  will  execute 
at  that  time,  resulting  in  program 
termination. 

Procedure  Reference 

The  software  modules  in  which  the  processing  shown  in  the  blocks  of 
Figure  4-3  is  implemented  are  as  follows: 

[1-4]  - EEINITIAL 

[2]  - EE8SETUP 

[9-10]  - EECAUSE 


[9] 


[10] 


Figure  4-1  Simulator  Program  Overview 


EEINITIAL 


PERFORM  GLUBAL 
I uITIALI  ZATIO.* . 


EEXEC 

CONTROLS  EXECUTION 
OF  SIMULATOR. 


Figure  4-2  Simulator  Program  (EEPROGRAM) 
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Figure  4-3  Simulator  Initialization  (EE INITIAL ) 
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4.2  SIMULATOR  EXECUTIVE  (EEXEC) 
Description 


The  Simulator  Executive  controls  the  sequence  of  execution  of  R_NET 
and  SETS  models  and  maintains  the  engagement  clock.  The  execution  sequence 
is  determined  by  the  order  of  events  on  the  event  calendar  and  by  the 
enablement  conditions  for  the  models.  The  event  calendar  is  a time-ordered 
linked  list  constructed  and  accessed  using  the  Simulator  Event  Management 
utilities  (see  Section  4.3).  The  Simulator  Executive  removes  one  event 
at  a time  from  the  linked  list,  updates  the  engagement  time  to  the  event 
time,  and  invokes  any  and  all  R_NETs  or  SETS  models  which  are  fully  enabled, 
cycling  through  the  event  list  continues  until  the  termination  flag  is  set. 
This  flag  is  set  true  when  the  standard  "pseudo"  R_NET  EESTOP  executes  at 
engagement  end  time  or  in  case  the  event  list  becomes  empty. 


Input 

EVENT  LIST  (EEVLIST) 

EVENT  CALENDAR 

EVENT/ENABLEMENT  DEPENDENCY 
LIST  (EEDEPLST) 

Output 

EVENT/ENABLEMENT  DEPENDENCY 
LIST  (EEDEPLST) 

EVENT  CALENDAR 

Local  Data 
TERMINATION  FLAG 


A matrix  describing  each  event  in  the 
simulation.  The  content  is  the  same  as 
an  event  definition  record  on  the  EEDF. 

A time-ordered  linked  list  of  events 
which  are  scheduled  to  occur. 

A matrix  describing  the  dependency  of 
R NET  enablements  on  events. 


A matrix  describing  the  dependency  of 
R_NET  enablements  on  events. 

A time-ordered  linked  list  of  events 
which  are  scheduled  to  occur. 


A flag  which  is  set  true  by  EESTOP  at 
engagement  end  time  or  is  set  true  when 
the  event  calendar  is  empty. 
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Processing 

The  processing  performed  by  the  Simulator  Executive  is  shown  in 
Figure  4-4.  Additional  comments  referencing  these  boxes  are  given  below 

[1]  - Termination  flag  will  be  set  by  proi 


[2,  3] 


[6-9] 


Procedure  Reference 


Termination  flag  will  be  set  by  proce- 
dure EESTOP  at  simulation  end  time. 

An  empty  event  calendar  will  cause  the 
termination  flag  to  be  set. 

Engagement  time  is  set  equal  to  the 
event  time. 

The  Event  List  (EEVLIST)  entry  for  the 
current  event  is  used  to  update  the 
Event/Enablement  Dependency  List 
(EEDEPLST) . 

This  code  is  constructed  by  the  Event 
Translation  phase  of  Simulator 
Generation. 


The  software  procedures  which  accomplish  the  processing  shown  in  the 
blocks  of  Figure  4-4  are  as  follows: 


[2-4] 


[6-9] 


EEXEC 

EERTOPE 

EESETDEP 

EESCHED 
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Figure  4-4  Simulator  Executive  (EEXEC) 
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4.3  SIMULATOR  EVENT  MANAGEMENT 

The  Simulator  Event  Manager  provides  the  utilities  necessary  to 
correctly  maintain  the  event  calendar,  which  is  a time-ordered  linked  list 
of  events  scheduled  to  occur.  Two  conceptual  operations  are  permitted  upon 
the  event  calendar,  insertion  of  an  event  (in  its  proper  time-determined 
position)  and  removal  of  the  top  or  next  event  to  occur  in  time  order.  The 
insertion  of  an  event  is  accomplished  by  the  SETEVENT  utility  which  has 
three  callable  interfaces;  EESETEV,  EECAUSE,  and  EECAUSED.  The  removal  of 
the  next  event  is  accomplished  by  the  REMOVE  utility  which  is  invoked  by 
calling  the  procedure  EERTOPE.  These  utilities  are  described  in  the  follow- 
ing sections. 

4.3.1  SETEVENT 
Description 

As  stated  above,  the  SETEVENT  utility  can  be  invoked  through  three 
procedures,  EESETEV,  EECAUSE,  and  EECAUSED.  EESETEV  is  the  standard  procedure 
used  by  the  requirements  dependent  code  constructed  by  Simulator  Generation. 
The  EESETEV  procedure  is  thus  called  whenever  control  flow  passes  through  an 
EVENT  or  OUTPUT_INTERFACE.  The  EECAUSE  and  EECAUSED  procedures  are  provided 
mainly  for  use  by  SETS  models.  They  provide  a simpler  calling  sequence  while 
maintaining  the  capability  for  setting  events  at  the  current  engagement 
time  (EECAUSE)  or  at  some  delayed  time  (EECAUSED). 

Input 

EVENT  CALENDAR  - Time-ordered  linked  list  of  scheduled 

events.  Each  record  in  the  list  con- 
tains an  event  number,  an  event  time, 
and  a link  to  the  next  record. 

EVENT  NAME  - RSL  name  for  the  EVENT  or  INTERFACE. 

EVENT  NUMBER  - Number  assigned  by  SIMGEN  to  the  event. 

(Not  supplied  for  EECAUSE  or  EECAUSED.) 

Time  at  which  the  event  is  to  occur. 
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EVENT  TIME 


Pointer  to  top  of  the  event  calendar. 
Pointer  to  last  event  on  the  calendar. 


Time-ordered  linked  list  of  scheduled 
events. 


The  processing  performed  by  the  SETEVENT  utility  is  shown  in  Figure 
4-5.  Additional  comments  concerning  selected  boxes  on  the  flow  diagram  are 
provided  below. 

- Unknown  events  or  events  which  would  cause 
engagement  time  to  back  up  cannot  be 
schedul ed . 

- The  event  is  placed  after  any  other  event 
on  the  calendar  with  the  same  time.  Thus, 
events  at  a particular  time  are  treated 
in  a FIFO  (First-In-First-Out)  manner. 


Local  Data 
FIRST  EVENT 
LAST  EVENT 

Output 

EVENT  CALENDAR 

Processing 
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Figure  4-5  SETEVENT 
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4.3.2  Remove  Evert  (EERTOPE) 

Description 

The  Remove  Event  utility  is  used  by  the  Event  Manager  to  retrieve  the  next 
scheduled  event  from  the  event  calendar  and  update  the  engagement  clock  to 
the  time  of  this  event.  This  utility  is  only  used  by  the  Simulator  Executive 
and  is  accomplished  by  the  procedure  EERTOPE. 

Input/Output 

ENGAGEMENT  TIME  (EECLOCK)  - Current  engagement  time. 

EVENT  CALENDAR  » - Time-ordered  linked  list  of  scheduled 

events. 

FIRST  EVENT  - Pointer  to  first  event  on  calendar. 

CURRENT  EVENT  - Pointer  to  current  event. 

Local  Data 

TERMINATION  FLAG  - Flag  which  is  set  true  if  the  event 

calendar  is  empty. 

Processing 

The  processing  performed  by  the  REMOVE  utility  is  shown  in  Figure  4-6. 
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EERTOPF 


Figure  4-6  Remove  Event  (lERTOPE) 
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4.4  SIMULATOR  DATA  MANAGEMENT 


The  Simulator  Data  Manager  provides  the  service  requests  specified  in 
the  ALPHA  models  and  R_NETS  translated  from  RSL.  Specifically,  it  supports 
INTERFACE,  FILE,  and  ENTITY  accesses  using  list  processing  techniques  in 
either  First-In-First-Out  (FIFO)  order  or  Rank  High  order  (FILES  only). 

The  service  requests  supported  are: 

• creation  of  an  instance 

• destruction  of  an  instance 

• transformation  of  an  instance  of  one  type  to  an  instance  of 
another  type  (ENTITY_TYPE  only) 

• formation  of  a MESSAGE  instance  for  INTERFACE  transmission 

• access  to  first  instance 

• access  to  next  instance 

• access  all  instances  successively. 

The  Simulator  Data  Manager  is  actually  a library  of  procedures  which 
implement  the  required  service  requests  by  manipulating  linked  list  struc- 
tures in  dynamic  memory  and  the  corresponding  simple  variables  in  static 
memory.  The  name  of  each  data-set  (FILE,  INTERFACE,  or  ENTITY_TYPE)  and 
class  (ENTITYjCLASS)  is  declared  by  the  Simulator  Generation  function  as 
an  index  to  a Data-Set  or  Class  Description  Block.  The  Data-Set  Description 
Block  forms  the  header  for  the  linked  list  of  instances  owned  by  the  data- 
set. Data  Management  service  calls  are  translated  into  procedure  invocations 
which  pass  the  data-set  name  as  a parameter  and  which  access  the  linked  lists 
via  the  indexed  Data-Set  Description  Block. 

A user  can  only  access  a DATA  value  after  it  has  been  transferred 
from  the  dynamic  record  (linked  in  a list)  to  a static  variable  by  a Data 
Management  service  call.  The  user  can  modify  the  DATA  values  in  the  static 
variables  as  long  as  the  instance  is  selected.  The  selection  of  another 
instance  or  the  creation  of  a new  instance  will  cause  the  currently 
selected  instance  to  be  updated.  That  is,  the  static  variables  (containing 
possibly  altered  DATA  values)  will  be  transferred  back  to  the  dynamic 
record  in  the  linked  list.  For  ENTITY_TYPEs  an  instance  may  also  own  FILES 
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as  well  as  DATA  values.  An  owned  FILE  can  only  be  accessed  while  the  owning 
instance  is  selected.  This  is  accomplished  by  transferring  the  FILE  descrip- 
tion block  to  and  from  the  dynamic  instance  record  just  as  a DATA  value. 

When  a user  creates  an  instance  of  a data-set  or  class,  the  Data 
Manager  will  initialize  each  contained  data  item  to  the  initial  value 
assigned  in  the  ASSM  or  to  a default  initial  value  determined  by  the  data 
item's  type.  A dynamic  record  is  not  created  and  linked  into  the  data-set 
list  until  the  instance  is  updated.  A status  flag  in  the  Data-Set  Descrip- 
tion Block  indicates  whether  the  currently  selected  instance  is  new  or 
old  and  tells  the  UPDATE  module  what  actions  to  take  on  the  instance. 

When  a user  destroys  an  instance  of  a data-set  or  class,  the  Data 
Manager  will  initialize  each  contained  data  item  to  the  initial  value 
assigned  in  the  ASSM  or  to  a default  initial  value  determined  by  the  data 
item's  type.  The  dynamic  record,  if  one  exists,  is  marked  for  deletion 
at  a later  time. 

The  components  of  the  Data  Manager  are  shown  in  Figure  4-7.  In 
general  those  components  correspond  with  service  requests  with  the  excep- 
tion of  the  UPDATE  component.  This  component  is  called  by  other  components 
to  store  the  current  data-item  values  into  a dynamically  allocated  instance 
record.  The  user  is  never  required  to  make  an  UPDATE  service  request. 

The  following  data  structures  are  used  by  the  Data  Manager  to  represent 
and  manipulate  the  user's  data  base.  The  Data-Set/Class  Description  Array 
(EE9DS)  contains  an  execution  time  description  of  all  data-sets  and  classes. 
Some  of  its  characteristics  are: 

• declaration  generated  by  the  Data  Translation  module  of  the 
Simulator  Generation  function. 

• array  elements  are  Data-Set  and  Class  Description  Blocks. 

• data  fields  of  Data-Set/Class  Description  Array  are  set  at 
simulation  initialization  by  a procedure  generated  by  the 
Data  Translation  module  of  the  Simulator  Generation  function. 

• data-sets  owned  by  the  same  class  have  description  blocks 
which  are  contiguous  in  the  Data-Set/Class  Description  Array. 
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SIMULATION  DATA  MANAGER 


CREATE 


CREATE  AND  INITIALIZE 
A REPETITIVE 
DATA  SET  INSTANCE. 


CHANGE  AN  ENTITYJYPE 
INSTANCE  TO  ANOTHER 
ENTITY  TYPE  INSTANCE. 


CHANGE  CONTENT 


DESTROY 


DESTROY  A REPETITIVE 
DATA  SET  INSTANCE. 


INDICATE  THE  TYPE 
OF  MESSAGE  TO  PASS 
AN  INTERFACE. 


UPDATE 


UPDATE  A REPETITIVE 
DATA  SET  INSTANCE. 


OBTAIN  CONTENT 


COPY  CONTENTS  OF 
FIRST  INSTANCE  TO 
INSTANCE  VARIABLES 
FROM  DYNAMIC  RECORD. 


NEXT 


COPY  CONTENT  OF 
NEXT  INSTANCE  TO 
INSTANCE  VARIABLES 
FROM  DYNAMIC  RECORD. 


FOR  EACH 


SUCCESSIVELY  RETURN 
ALL  INSTANCES 
ONE  AT  A TIME. 


Figure  4-7  Simulation  Data  Manager  Components 
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• the  Class  Description  Block  immediately  follows  the  Data-Set 
Description  Blocks  which  it  owns. 

• the  Data-Set  Description  Blocks  and  Class  Description  Blocks 
are  of  the  same  type  record  (EE7DSTYP)  with  variants  declared 
to  distinguish  the  two  different  sets  of  DATA  fields.  The 
DATA  field  DSKIND  establishes  the  type  of  variant  (data-set 
or  class) . 


The  following  identifies  the  data  fields  contained  in  a Data-Set 
Description  Block  in  the  Data-Set/Class  Description  Array: 


DATA-SET/CLASS  FLAG  (DSKIND) 


INDEX  TO  DATA-SET  (DSTYP) 


POINTER  TO  FIRST  INSTANCE 
OF  DATA-SET  (BOI) 

POINTER  TO  CURRENTLY 
SELECTED  INSTANCE  (CIN) 

POINTER  TO  LAST  INSTANCE 
OF  DATA-SET  (EOI) 


DATA-SET  STATUS  ( INSTT) 


INDEX  TO  CLASS  OWNING  THIS 
DATA  SET  (CLASS) 


INSTANCE  TYPE  ( INTYP) 


DATA-SET  LINK  (NXTDS) 


Set  to  'Data-Set'  for  a Data-Set 
Description  Block  in  the  Data-Set/ 
Class  Description  Array. 

Index  into  the  Data-Set/Class 
Description  Array  for  this  data-set 
entry. 

Set  to  ’NIL'  if  data-set  is  empty. 


Set  to  'NIL'  if  no  instance  is 
selected. 

Set  to  'NIL'  if  data-set  is  empty. 

Set  to  same  value  as  BOI  for  one 
instance  in  data-set. 

Set  to  'old'  if  old  instance  selected. 
Set  to  'new'  if  newly  created  instance. 
Set  to  'null'  if  no  instance  is 
selected. 

Index  into  the  Data-Set/Class  Descrip- 
tion Array  entry  for  the  owning 
class. 

Element  from  the  list  of  instances 
which  this  data-set  contains.  Used 
to  indicate  which  MESSAGE  was  FORMed 
for  an  INTERFACE. 

(Not  used  for  Data-Set  Description 
Blocks  in  Data-Set/Class  Description 
Array. ) 
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The  following  data  fields  are  contained  in  a Class  Description  Block 
in  the  Data-Set/Class  Description  Array: 


DATA-SET/CLASS  FLAG  (DSKIND) 


Set  to  'Class'  for  a Class  Description 
Block. 


INDEX  TO  CLASS  (DSTYP) 


Index  into  the  Data-Set/Class  Descrip- 
tion Array  for  this  class  entry. 


INDEX  TO  FIRST  DATA-SET  OF 
THIS  CLASS  (BOC) 


Index  into  the  Data-Set/Class  Descrip- 
tion Array. 


INDEX  TO  THE  CURRENTLY 
SELECTED  DATA-SET  OF  THIS 
CLASS  (CDS) 


Index  into  the  Data-Set/Class  Descrip- 
tion Array. 


INDEX  TO  THE  LAST  DATA-SET 
OF  THIS  CLASS  (EOC) 

NEW  CLASS  INSTANCE  FLAG  (NEW)  - 


Index  into  the  Data-Set/Class  Descrip- 
tion Array. 

Set  'true'  for  a newly  created 
instance  which  has  had  no  type  set  for 
it.  Set  'false'  otherwise. 


The  dynamic  instance  record  holds  the  DATA  values  for  the  instance 
during  those  times  when  the  instance  is  not  selected.  All  dynamic  instance 
records  are  of  the  same  PDL  2 type  with  a variant  declared  for  each  distinct 
instance  type.  In  order  to  accommodate  the  same  DATA  item  in  more  than  one 
instance  (variant),  each  variant  is  declared  further  to  be  a record  itself. 
The  data  fields  which  are  common  to  all  instance  types  are  described  below: 


FORWARD  INSTANCE  LINK  (FLNK) 

REVERSE  INSTANCE  LINK  (RLNK) 

DATA-SET  LINK  (DSLNK) 

INSTANCE  TYPE  ( INTYP) 


Points  to  the  next  instance  in  a data 
set.  Set  to  'NIL'  for  the  last 
instance  of  a data-set. 

Points  to  the  previous  instance  in  a 
data-set.  Set  to  'NIL'  for  the  first 
instance  of  a data-set. 

Points  to  the  first  Data-Set  Descrip- 
tion Block  of  a data-set  owned  by  the 
instance.  The  data  field  NXTDS  is 
used  to  link  subsequent  Data-Set 
Description  Blocks  together. 

Contains  the  type  of  instance  that 
this  record  represents. 
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DATA-SET  TYPE  (DSTYP)  - Index  into  the  Data-Set/Class  Descrip- 

tion Array  for  the  data-set  which  owns 
the  instance. 

Holds  the  number  of  FOR  EACH  executions 
which  are  currently  examining  the 
instance.  A dynamic  record  cannot  be 
delinked  and  disposed  until  CNTR  equals 
zero. 

DELETED  FLAG  (DLTD)  - Indicates  that  the  dynamic  record  is 

logically  deleted  from  the  linked  list. 
The  dynamic  record  cannot  be  removed 
from  the  list  until  no  FOR  EACH 
execution  is  examining  the  instance. 


FOR  EACH  EXAMINATION 
COUNTER  (CNTR) 
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4.4.1  CREATE  (EE8CREATE) 

Description 

The  CREATE  module  of  the  Data  Manager  is  called  during  simulator 
execution  by  a user  service  request  to  establish  a new  instance  of  a FILE 
or  ENTITY_CLASS.  First,  any  previously  selected  or  newly  created  instance 
is  updated  (see  the  UPDATE  module,  Section  4.4.8),  then  the  static 
variables  associated  with  the  new  instance  are  set  to  their  initial  values. 
In  addition,  for  ENTITY_CLASSes , all  FILES  associated  with  the  class  have 
the  static  variables  associated  with  the  FILE  instance  set  to  their  initial 
values.  Finally  the  FILE  or  ENTITY_CLASS  status  flag  will  be  set  to  'new' 
to  indicate  that  a new  instance  must  be  processed  at  UPDATE  time. 

Input 

Input  to  the  CREATE  module  of  the  Data  Manager  is  an  element  of  the 
list  of  data-sets/classes.  The  input  element  acts  as  an  index  to  the 
desired  data-set  (FILE  or  ENTITY_TYPE)  or  class  (ENTITY_CLASS)  entry  in  the 
Data-Set/Class  Description  Array.  See  Section  4.4  for  a description  of 
tue  Data-Set/Class  Description  Array. 

Processing 

Processing  performed  in  the  CREATE  module  is  shown  in  the  flow  diagram 
of  Figure  4-8.  The  following  comments  refer  to  processing  box  numbers. 


[1] 

Procedure  Reference 

[1] 

[4] 

[7] 

[8] 


See  UPDATE  module 
detailed  descript 

EE8UPDATE 

EE8ININ 

EE8ININ 

EE8INCL 


(Section  4.4.8)  for 
on. 


J 
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EE8CREATE 


EE8UPDATE 
UPDATE  INPUT 
DATA-SET  OR  CLASS. 


^ is  N 

INPUT  AN 
^NTITYJCLASJ 


Figure  4-8  CREATE  (EE8CREATE) 


4-23 


4.4.2  DESTROY  ( EE8DESTR0Y ) 

Description 

The  DESTROY  module  of  the  Data  Manager  is  called  during  simulator 
execution  by  a user  service  request  to  dispose  of  the  currently  selected 
instance  of  a FILE  or  ENTITY_CLASS.  If  a DESTROY  is  attempted  with  no 
valid  instance  selected,  a diagnostic  message  will  be  issued.  A DESTROY 
marks  as  deleted  the  currently  selected  instance's  dynamic  record  (if  one 
exists)  and  initializes  all  instance  static  variables.  For  ENTITY_CLASS 
instances,  all  FILEs  owned  will  have  all  instances  disposed  and  their  corre- 
sponding instance  static  variables  initialized.  The  status  of  the  data-set 
which  has  had  a DESTROY  operation  done  on  it,  will  have  a value  of  null. 

Input 

Input  to  the  DESTROY  module  of  the  Data  Manager  is  an  element  of  the 
list  of  data-sets/classes.  The  input  element  acts  as  an  index  to  the  desired 
data-set  (FILE)  or  class  (ENTITY_CLASS)  entry  in  the  Data-Set/Class  Descrip- 
tion Array.  See  Section  4.4  for  a description  of  the  Data-Set/Class 
Description  Array. 


Processing 

Processing  performed  in  the  DESTROY  module  is  shown  in  the  flow  diagram 
of  Figure  4-9.  The  following  comments  refer  to  processing  box  numbers. 

[6,  15]  - Diagnostic  message  is  written  to  external 

file  OUTPUT. 

[8]  - Input  to  this  call  to  the  DESTROY  module 

is  the  data-set  (ENTITY  TYPE)  which  is 
currently  selected  on  the  originally 
input  ENTITY_CLASS. 


Procedure  Reference 


[5] 

[6] 

[8] 

[9,  13] 
[10,  14] 


EE8ININ 

EE8LSTDIAG 

EE8DESTR0Y 

EE8ININ 

EE8INCL 
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ieboestroy 


' is  \ 

INPUT  AN 
NTITT  CLASS 


'^URRENTlV' 
SELELUD 
iNbfANLt 
s. VALID?/ 


'TLASS  HAVES 
A DATA  StT 

•^selected/ 


HARK  CURRENTLY 
SELECTEO 

INSTANCE  DELETED. 


ERROR  - 

NO  VALID  INSTANCE 
SELECTED  ON 
A DESTROY. 


Ef RDESTPCY 
DFsTkuV  lD'-i\uNTLY 
SELECTED  INSTANCE 
OF  CURRENTLY 
SELECTED  DATA  SET. 


11/ IS  \ 
/^  THE  NEWX 
. STATUS  OF 
\^LASS  TRU^, 


Figure  4-9  DESTROY  (EE8DESTR0Y) 
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4.4.3  FORM  (EE8F0RM) 
Description 


The  FORM  module  of  the  Data  Manager  is  called  during  simulator 
execution  by  a user  service  request  to  establish  the  MESSAGE  that  will 
pass  an  INTERFACE  when  that  INTERFACE  is  encountered.  If  many  FORMs  are 
executed  for  different  MESSAGES  passing  the  same  INTERFACE,  only  the  last 
one  executed  before  encountering  the  INTERFACE  will  be  effective.  An 
INTERFACE  which  is  encountered  with  no  MESSAGE  FORMed  on  it  will  cause  an 
execution  time  diagnostic. 

Input 

Input  to  the  FORM  module  of  the  Data  Manager  is  an  element  of  the 
list  of  instances.  The  input  element  causes  the  associated  data-set 
(INTERFACE)  to  have  its  instance  type  set  to  the  input  element  and  its 
status  to  be  set  to  new. 

Processing 

Processing  performed  in  the  FORM  module  is  shown  in  the  flow  diagram 
of  Figure  4-10.  The  following  comments  refer  to  processing  box  numbers. 

[1,  2] 


Processing  described  in  these  boxes 
uses  the  Data-Set/Class  Description 
Array  (see  Section  4.4). 


4.4.4  FOR  EACH 


Description 

The  FOR  EACH  module  of  the  Data  Manager  is  called  during  simulator 
execution  by  a user  service  request  to  gain  access  in  a data-set  or  class 
to  every  instance  or  to  every  instance  meeting  some  specified  criterion. 

For  each  instance  which  is  found  (or  found  to  meet  the  criterion),  a section 
of  user  supplied  code  is  executed.  The  user  supplied  code  may  include  other 
Data  Manager  service  requests  such  as  FOR  EACH,  SELECT  FIRST,  DESTROY,  etc. 
The  FOR  EACH  criterion  may  be  any  valid  Boolean  expression  but  usually  con- 
tains one  or  more  DATA  items  of  the  data-set  or  class  instance. 

Input 


Input  to  the  FOR  EACH  module  of  the  Data  Manager  are  listed  below: 

a)  An  element  of  the  list  of  data-sets/classes  generated  by  the 
Data  Translation  module  of  the  Simulator  Generation  function. 
The  input  element  corresponds  to  a data-set  (FILE  or 
ENTITY_TYPE)  or  class  (ENTITY  CLASS)  and  is  an  index  to  the 
desire?  entry  in  the  Data-Set/Class  Description  Array.  See 
Section  4.4  for  a description  of  the  Data-Set/Class  Descrip- 
tion Array. 

b)  An  optional  criterion  (called  a 'SUCH  THAT'  clause)  used  to 
qualify  which  instances  are  to  be  selected.  Any  Boolean 
expression  is  acceptable. 

c)  A section  of  user  PDL  2 source  code  which  may  contain  Data 
Manager  service  requests. 

Processing 

Processing  performed  in  the  FOR  EACH  module  is  shown  in  the  flow 
diagram  of  Figure  4-11.  The  following  corrments  refer  to  processing  box 
numbers. 

[1]  - See  SELECT  FIRST  module  (Section  4.4.5) 

for  detailed  description.  Inputs  are 
inputs  a)  and  b)  for  the  FOR  EACH 
module. 

[2]  - Test  is  made  on  global  DATA  item 

FOUND. 
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[3]  - Currently-selected-inscance-pointer 

within  data-set  is  saved  and  the 
currently-selected-data-set  within 
class  is  saved. 

[4]  - User  supplied  PDL  2 statements  in  an 

ALPHA  (BETA  or  GAMMA)  or  SUBNET 
processing. 

[5]  - See  UPDATE  module  for  detailed  descrip- 

tion. Input  is  input  a)  for  the  FOR 
EACH  module.  The  UPDATE  module  is 
called  to  save  any  newly  created  or 
selected  instances  of  the  FOR  EACH 
input  data-set  or  class. 

[6]  - Saved  currently-selected-instance- 

pointer  is  stored  in  the  saved  currently- 
selected-data-set.  The  saved  currently- 
selected-data-set  is  stored  in  its  class 
currently-selected-data-set  index. 

[7]  - See  SELECT  NEXT  module  for  detailed 

description.  Inputs  are  inputs  a)  and 
b)  for  the  FOR  EACH  module. 


Procedure  Reference 
[1] 

[3] 

[5] 

[6] 

[7] 


EE8UPDATE,  EE8FIRST,  EE8F0UND 

EE8SAUDS 

EE8UPDATE 

EE8RESDS 

EE8NEXT,  EE8F0UND 
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1 


^ FOR 


IElTcT  next 

INPUT  FUR  EACH  DATA_ 
IbET/CLASS  Ailu  CRITERION.! 


Figure  4-11  FOR  EACH 
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4.4.5  SELECT  FIRST 


Description 

The  SELECT  FIRST  module  of  the  Data  Manager  is  called  during  simula- 
tor execution  by  a user  service  request  to  gain  access  in  a data-set  or 
class  to  the  first  instance  (or  to  the  first  instance  meeting  some  specified 
criterion).  If  an  instance  is  not  found  (or  not  found  to  meet  the  criterion), 
the  global  DATA  item  FOUND  is  set  to  a value  of  FALSE,  otherwise  FOUND  is 
set  to  TRUE.  The  criterion  may  be  any  valid  Boolean  expression  but  usually 
contains  one  or  more  DATA  items  of  the  data-set  class  instance. 

Input 


Inputs  to  the  SELECT  FIRST  module  of  the  Data  Manager  are  listed 

below: 

• An  element  of  the  list  of  data-sets/classes  generated  by  the 
Data  Translation  module  of  the  Simulator  Generation  function. 
The  input  element  corresponds  to  a data-set  (FILE  or  ENTITY 
TYPE)  or  class  (ENTITY_CLASS)  and  is  an  index  to  the  desire? 
entry  in  the  Data-Set/Class  Description  Array.  See  Section 
4.4  for  a description  of  the  Data-Set/Class  Description  Array. 

• An  optional  criterion  (called  a 'SUCH  THAT1  clause)  used  to 
qualify  which  instances  are  to  be  selected.  Any  Boolean 
expression  is  acceptable. 

Processing 

Processing  performed  in  the  SELECT  FIRST  module  is  shown  in  the  flow 

diagram  of  Figure  4-12.  The  following  comments  refer  to  processing  box 

numbers. 

[1]  - See  UPDATE  module  (Section  4.4.8)  for 

detailed  description. 

[6,  15]  - If  the  currently  selected  instance  is 

marked  as  deleted  and  has  a 'FOR  EACH' 
examination  count  of  zero,  it  will  be 
delinked  from  its  owning  list  and 
disposed. 

[16]  - This  decision  is  implemented  in  the 

user's  BETA  or  GAMMA  by  the  presence 
(YES)  or  absence  (NO)  of  the  source 
code  to  perform  the  operations  [17] 
through  [23]. 
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[17-23] 


This  is  an  in-line  'while  loop1  which 
calls  EE8NEXT  until  the  'SUCH  THAT' 
clause  is  satisfied  or  the  end  of  the 
data-set  or  class  is  reached. 


Procedure  Reference 

[1] 

[2-15] 

[24-31] 


EE8UPDATE 

EE8FIRST 

EE8F0UND 
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Figure  4-12  SELECT  FIRST 
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r IS  ^ 
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SET  USER  DATA  FLAG 
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TRANSFER  CURRENTLY 
SELECTED  INSTANCE  FILE 
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FROM  DYNAMIC  RECORD. 


SET  USER  DATA  FLAG 
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SET  USER  DATA  FLAG 
- FOUNO  - 
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SELECTED  ENTITY  TYPE 
INSTANCE  FILE 
DESCRIPTION  BLOCKS 
FROM  DYNAMIC  RECORD. 


Figure  4-12  SELECT  FIRST  (Continued) 
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4.4.6  SELECT  NEXT 


Description 

The  SELECT  NEXT  module  of  the  Data  Manager  is  called  during  simula- 
tor execution  by  a user  service  request  to  gain  access  in  a data-set  or 
class  to  the  next  instance  (or  to  the  next  instance  meeting  some  specified 
criterion).  If  an  instance  is  not  found  (or  not  found  to  meet  the 
criterion),  the  global  DATA  item  FOUND  is  set  to  a va  ue  of  FALSE,  other- 
wise FOUND  is  set  to  TRUE.  The  criterion  may  be  any  valid  Boolean  expres- 
sion  but  usually  contains  one  or  more  DATA  items  of  the  data-set/class 
instance.  If  no  valid  instance  is  currently  selected  when  the  SELECT  NEXT 
module  is  invoked,  a diagnostic  message  will  be  issued  and  no  operation 
performed. 

Input 

Input  to  the  SELECT  NEXT  module  of  the  Data  Manager  are  listed  below: 

• An  element  of  the  list  of  data-sets/classes  generated  by  the 
Data  Translation  module  of  the  Simulation  Generation  function. 
The  input  element  corresponds  to  a data-set  (FILE  or  ENTITY 
CLASS)  and  is  an  index  to  the  desired  entry  in  the  Data-Set/ 
Class  Description  Array.  See  Section  4.4  for  a description 
of  the  Data-Set/Class  Description  Array. 

• An  optional  criterion  (called  a 'SUCH  THAT'  clause)  used  to 
qualify  which  instances  are  to  be  selected.  Any  Boolean 
expression  is  acceptable. 

Processing 

Processing  performed  in  the  SELECT  NEXT  module  is  shown  in  the  flow 
diagram  of  Figure  4-13.  The  following  comments  refer  to  processing  box 


See  UPDATE  module  for  detailed 
description. 

If  the  currently  selected  instance  is 
marked  as  deleted  and  has  a 'FOR  EACH' 
examination  count  of  zero,  it  will  be 
delinked  from  its  owning  list  and 
disposed. 


numbers. 

[1] 

[7,  17] 
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[18] 


1 


This  decision  is  implemented  in  the 
users  BETA  or  GAMtfA  by  the  presence 
(YES  branch)  or  absence  (NO  branch)  of 
the  source  code  to  perform  the  opera- 
tions boxes  19  through  25. 

[19-25]  - This  is  an  in  1 ine  'while  loop'  which 

calls  EE8NEXT  until  the  'SUCH  HAT ' 
clause  is  satisfied  or  the  end  of  the 
data-set  or  class  is  reached. 

Procedure  Reference 


[1]  - EE8UPDATE 

[2-17]  - EE8NEXT 

[26-33]  - EE8F0UND 
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f 


Figure  4-13 


SELECT  NEXT 
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Figure  4-13  SELECT  NEXT  (Continued) 
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4.4.7  SET  (EE8SETYP) 
Description 


The  SET  module  of  the  Data  Manager  is  called  during  simulator  execu- 
tion by  a user  service  request  to  establish  the  type  of  a previously 
selected  or  newly  created  ENTITY_CLASS.  When  a user  creates  an  instance 
of  an  ENTITY_CLASS,  no  type  is  specified  and  rm  ENTITY_TYPE  FILES  or  DATA 
values  can  be  created  — only  ENTITY_CLASS  FILEs  and  DATA  values.  The  user 
must  perform  a SET  service  request  to  establish  the  ENTITY_TYPE  of  the 
instance  before  any  ENTITY_TYPE  FILEs  and  DATA  values  can  be  created.  If 
the  user  fails  to  SET  ENTITY_TYPE  before  the  next  select  or  create  operation 
on  the  ENTITY_CLASS,  a diagnostic  message  is  issued  and  the  instance  is 
destroyed.  A SET  service  request  may  be  used  to  transform  a selected 
ENTITY_TYPE  instance  to  an  instance  of  another  ENTITY_TYPE  in  the  same 
ENTITY_CLASS.  All  ENTITY_CLASS  and  common  FILEs  and  DATA  will  be  pre- 
served while  all  non-common  FILEs  and  DATA  will  be  initialized. 


Input 


Input  to  the  SET  module  of  the  Data  Manager  is  an  element  of  the  list 
of  data-sets/classes.  The  input  element  corresponds  to  an  ENTITY_TYPE  and 
indexes  the  desired  data-set  entry  in  the  Data-Set/Class  Description  Array. 
See  Section  4.4  for  a description  of  the  Data-Set/Class  Description  Array. 


Processing 

Processing  performed  in  the  SET  module  is  shown  in  the  flow  diagram 
of  Figure  4-14.  The  following  cormients  refer  to  processing  box  numbers  in 
the  diagram. 

[2,3]  - An  ENTITY_CLASS  with  no  ENTITY_TYPE 

selected  and  with  a true  value  for  new 
status  has  a newly  created  instance 
which  has  no  ENTITY_TYPE  yet  assigned 
it. 


[8,  9,  27] 


The  diagnostic  message  is  written  to 
external  file  OUTPUT. 


[9]  - A valid  instance  may  be  described  as 

in  existence  (currently-selected- 
instance  pointer  is  not  NIL)  and  not 
marked  as  deleted. 


Procedure  Reference 


[7] 

[8,  10,  27] 
[12,  18] 
[13,  19] 
[14,  20] 
[15,  21] 
[16,  22] 
[17] 

[23] 


EE8ININ 

EE8LSTDIAG 

EE8XI0 

EE8XF0 

EE8ININ 

EE8XII 

EE8XFI 

EE8NEWI 

EE8DISI 
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CUKRIH 
SELUTtJ  ENTITY  TYPE 
r^TAiCE  WlAsilES 
To  DYNAMIC  hlujkJ. 


Figure  4-14  SET  (EE8SETYP) 
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HARK  THE  NEHLY 
SELECTED  ENTITY  JYPE 
STATDS  AS  NEW. 


4.4.8  UPDATE  (EE8UPDATE) 
Description 


The  UPDATE  module  of  the  Data  Manager  is  called  during  simulator 
execution  by  other  Data  Manager  modules  to  store  modified  data  values  from 
the  static  variables  of  an  instance  into  a dynamic  record  linked  on  an 
ordered  list  (either  FIFO  or  Ranked  High).  This  operation  is  done  to 
prepare  for  the  next  operation  on  this  data-set  which  will  select  or  create 
a new  instance  of  the  data-set.  In  the  case  of  a Ranked  High  data-set  in 
which  the  ordering  variable  has  been  changed  in  such  a way  as  to  force  the 
current  instance  into  a new  position,  a new  dynamic  record  must  be  created 
and  linked  into  the  new  position  before  the  data  values  can  be  moved.  The 
old  instance  will  be  marked  for  deletion.  For  a newly  created  instance, 
a new  dynamic  record  must  also  be  created  and  linked  into  its  proper  posi- 
tion (based  on  the  ranking  scheme  for  this  data-set)  before  the  data  can 
be  transferred  into  the  dynamic  record. 

Input 

Input  to  the  UPDATE  module  of  the  Data  Manager  is  an  element  of  the 
list  of  data-sets/classes.  The  input  element  acts  as  an  index  to  the 
desired  data-set  (FILE  or  ENTITY_TYPE)  or  class  (ENTITY_CLASS)  entry  in 
the  Data-Set/Class  Description  Array.  See  Section  4.4  for  a description 
of  the  Data-Set/Class  Description  Array. 

Processing 

Processing  performed  in  the  UPDATE  module  is  shown  in  the  flow  dia- 
gram of  Figure  4-15.  The  following  comments  refer  to  processing  box 
numbers . 

[15,  35,  39]  - Diagnostic  message  is  written  to 

external  file  OUTPUT. 

[36]  - Processing  is  done  on  the  selected 

ENTITY_TYPE  of  the  ENTITY  CLASS  to 
which  the  input  ENTITY_TYFE  belongs. 

In  other  words,  the  processed 
ENTITY_TYPE  is  not  necessarily  the 
input  ENTITYJYPE. 
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[14]  - A valid  instance  may  be  described  as 

in  existence  (currently-selected- 
instance  pointer  is  non-NIL)  and  not 
marked  as  deleted. 

[26]  - If  the  saved-current-instance  is  the 

same  as  the  present-current-instance, 
the  instance  has  not  changed  position 
in  the  linked  list  even  though  the 
ordering  variable  has  changed  value. 

[9,  25]  - If  the  currently-selected-instance  is 

marked  as  deleted  and  has  a 'FOR  EACH* 
examination  count  of  zero,  it  will  be 
delinked  from  its  owning  list  and 
disposed. 


Procedure  Reference 

[35,  39]  - EE8LSTDIAG 

[3-32]  - EE8UDSS 
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Figure  4-15  UPDATE  (EE8UPDATE) 
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Figure  4-15  UPDATE  (EE8UPDATE)  (Continued) 
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Figure 


-15  UPDATE  (EE8UPDATE)  (Continued) 

4-46 


L 


5.0  COMPUTER  PROGRAM  DESCRIPTION  - REVS  GENERATED 
SIMULATOR  POST-PROCESSOR  PROGRAM 


Description 

The  Simulator  Post-Processor  Program  (VVEXEC)  is  a PDL2  main  program 
constructed  by  the  Simulator  Generation  function.  Once  the  Simulator  Post- 
Processor  Program  is  constructed  and  the  necessary  user  inputs  are  supplied 
through  the  Simulator  Post-Processor  Execution  (SIMDA),  the  program  is 
completely  executable  outside  the  control  of  REVS.  The  Simulator  Post- 
Processor  Program  is  composed  of  the  following  major  processing  elements 
as  shown  in  Figure  5-1. 

• TEST  Procedures 

• Simulator  Post-Processor  Initialization 

• Simulator  Post-Processor  Executive 

• Simulator  Post-Processor  Data  Management 

The  Simulator  Post-Processor  Program  is  designed  to  provide  an  environ- 
ment for  the  selective  execution  of  PERFORMANCE_REQUIREMENT  TESTs  allowing 
access  to  all  DATA  and  FILES  recorded  at  VALIDATION_POINTS  during  the 
Simulator  Execution. 


Input 

VALIDATION  INFORMATION  FILE 
(VVIF ) 

RECORDING  DATABASE 


Text  file  of  user  requests  of  tests  to 
be  executed. 

A DBCS  database  of  all  DATA  and  FILES 
recorded  at  VALIDATION_POINTS  during 
an  execution  of  the  simulator. 


Output 

TEST  RESULT  FILE  (OUTPUT)  - Text  file  indicating  whether  an  executed 

test  passed  or  failed. 


DIAGNOSTIC  FILE  (OUTPUT)  - A text  file  informing  the  user  of  any 

errors  detected  during  the  Simulator 
Post-Processor  Program. 
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Processing 

The  control  flow  through  the  Simulator  Program  is  shown  in  Figure  5-2. 

As  shown  in  the  flow  diagram,  control  is  transferred  first  to  Simulator 
Post-Processor  Initialization  (VVINITL)  and  then  to  the  Simulator  Executive 
(VVMAIN)  which  controls  the  execution  of  TESTS  depending  upon  user  requests. 

These  two  functions  as  well  as  the  Simulator  Post-Processor  Data  Manager 
are  described  in  the  following  sections. 

Procedure  Reference 

The  processing  depicted  in  the  blocks  of  Figure  5-2  is  performed  by 
the  following  software  procedures  in  the  Simulator  Post-Processor  Program. 

[1]  - VVINITL 

[2]  - VVMAIN 


USER  INPUT  CONTROL 


SIMULATOR  POST  PROCESSOR  PROGRAM 


SIMULATOR 

POST  PROCESSOR  INITIALIZATION. 


RECORDING  DATABASE 


SIMULATION  POST 

PROCESSOR  EXECUTIVE. 

i 

■ 

f 

TEST 

PROCEDURES. 

\ 

■ 

> 

SIMULATOR 

POSTPROCESSOR  DATA  MANAGEMENT. 

USER  INPUT  CONTROL 

C~^ 


RECORDING  DATABASE 


Figure  5-1  Simulator  Post-Processor  Overview 
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Figure  5-2  Simulator  Post-Processor  Program  (VVEXEC) 
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5.1  SIMULATOR  POST-PROCESSOR  INITIALIZATION  (VVINITL) 
Description 


The  purpose  of  the  Simulator  Post-Processor  Initialization  Function  is 
to  perform  all  initialization  of  variables  and  arrays  required  for  the 
execution  of  the  Simulator  Post-Processor  Program.  In  addition,  the  Simu- 
lator Post-Processor  Initialization  Function  insures  that  program  inputs 
are  matched  to  the  program.  This  means  that  the  recording  database  is 
generated  by  the  Simulator  which  was  built  at  the  same  time  as  the  Simulator 
Post-Processor  and  that  the  Validation  Input  File  was  generated  by  a 
Simulator  Post-Processor  Execution  request  for  this  Simulator. 


Input 

VALIDATION  INFORMATION  FILE 
(VVIF) 


RECORDING  DATABASE 


Output 

DIAGNOSTIC  FILE  (OUTPUT) 


CONTENTS  OF  THE  VALIDATION 
POINT  ARRAY  (VV9VP) 
INITIALIZED 


CONTENTS  OF  THE  FIlE  ARRAY 
(VV9FL)  INITIALIZED 


Text  file  of  user  requests  for  tests 
to  be  executed.  The  Simulator  Post- 
Processor  Initialization  Function 
accesses  only  the  identification  in- 
formation on  this  file.  It  includes 
the  date  and  time  of  Simulator  creation 
and  the  user  assigned  Simulator  ID 

A DBCS  database  of  all  DATA  and  FILES 
recorded  at  VALIDATION_POINTS  during 
an  execution  of  the  simulator.  The 
simulator  Post-Processor  Initialization 
Function  accesses  the  identification 
information  (Simulator  creation  time 
and  date.  Simulator  user  assigned  ID) 
and  the  VALIDATION  POINTS. 


A text  file  informing  the  user  of  any 
errors  detected  during  the  Simulator 
Post-Processor  Initialization  Function. 

An  array  of  records  each  of  which 
give  the  DBCS  address  of  a VALIDATION_ 
POINT  and  the  DBCS  address  of  the 
currently  selected  RECORDING  of  the 
VAL IDATI0N_P0INT . 

An  array  of  records  each  of  which  give 
the  DBCS  address  of  a VALIDATION_POINT 
FILE  and  the  DBCS  address  of  the 
currently  selected  RECORD  of  the 
VALIDATION  POINT  FILE. 


5-5 


Processing 


The  control  flow  through  the  Simulator  Post-Processor  Initialization 
Function  is  shown  in  Figure  5-3.  The  following  comments  refer  to  processing 
steps  shown  in  the  flow  diagram. 

[3]  - Matching  IDs  include  creation  date, 

creation  time,  and  user  supplied  ID. 

[7]  - Same  as  [3]  above. 

Procedure  References 

The  following  correlates  the  functional  processing  elements  shown  in 
Figure  5-3  with  the  Simulator  Post-Processor  Initialization  procedures  which 
perform  the  indicated  processing. 

[1-16]  - VVINITL 
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Figure  5-3 


Simulator  Post-Processor  Initialization  (VVINITL) 
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5.2  SIMULATOR  POST-PROCESSOR  EXECUTIVE  (VVMAIN) 
Description 


The  purpose  of  the  Simulator  Post-Processor  Executive  Function  is  to 
invoke  the  executable  description  of  PERFORMANCE_REQUIREMENTS  on  a selective 
basis.  The  user  TEST  requests  are  read  from  the  Validation  Information  File 
and  acted  on  as  they  are  read.  If  the  user  requests  a TEST  which  is  not 
in  the  Simulator  Post-Processor  Program,  a diagnostic  is  issued  informing 
him  of  his  error. 


Input 

VALIDATION  INFORMATION  FILE  - Text  file  of  user  requests  of  tests  to 

be  executed. 


Output 

TEST  RESULT  FILE  (OUTPUT)  - Text  file  indicating  whether  an  exe- 

cuted test  passed  or  failed. 


DIAGNOSTIC  FILE  (OUTPUT) 


Text  file  informing  the  user  of  TESTs 
which  could  not  be  located. 


Processing 

The  control  flow  diagram  through  the  Simulator  Post-Processor  Executive 
Function  is  shown  in  Figure  5-4.  The  following  comments  refer  to  processing 
steps  shown  in  the  flow  diagram. 


[5] 

- 

Results  are  PASS  or  FAIL  only. 

[6] 

- 

If  all  TESTs  have  been  requested,  no 
messages  are  issued  for  TESTs  not 

found. 

Procedure  References 

The  following  correlates  the  functional  processing  elements  shown  in 
Figure  5-4  with  the  Simulator  Post-Processor  Executive  procedures  which  per- 
form the  indicated  processing. 


[1] 

VV8RFVV 

[2-4] 

VVMAIN 

[5] 

VV8PRPF 

[6-7] 

VVMAIN 
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Figure  5-4  Simulator  Post-Processor  Executive  (VVMAIN) 
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5.3  SIMULATOR  POST  PROCESSOR  DATA  MANAGEMENT 

The  Simulator  Post-Processor  Data  Manager  provides  the  services  re- 
quested in  the  executable  description  (TEST)  of  PERFORMANCE_REQUIREMENTs. 
Specifically,  it  supports  RECORDING  and  RECORD  access  using  a DBCS  data- 
base system. 

The  service  requests  supported  are: 

• access  first  or  next  instance  of  a VALIDATION_POINT ‘s 
RECORDINGS. 

• access  all  instances  of  a VALIDATION_POINT's  RECORDINGS. 

• access  first  or  next  instance  of  a FILE  (RECORDED  at  a 
VALIDATION_POINT) . 

• access  all  instances  of  a FILE  (RECORDED  at  a VALIDATION_ 
POINT). 

The  Simulator  Data  Manager  is  actually  a set  of  procedures  which 
implement  the  required  service  requests  by  calling  DBCS  routines  to  manipu- 
late the  recording  database.  Each  VALIDATION_POINT  is  assigned  an  entry 
in  the  VALIDATION_POINT  array,  VV9VP , and  each  VALIDATION_POINT  FILE  is 
assigned  an  entry  in  the  FILE  array,  VV9FL.  The  entries  of  both  these 
arrays  contain  the  same  basic  data  --  first  is  the  DBCS  address  of  the 
FILE  or  the  VALIDATION_POINT  and  second  is  the  DBCS  address  of  the  current 
instance  (RECORD/RECORDING)  of  the  FILE  or  VALIDATION_POINT.  Data  Manage- 
ment service  calls  are  translated  into  procedure  invocations  which  pass  a 
control  parameter  to  indicate  what  type  of  operation  is  requested  (FIRST  or 
NEXT).  A unique  procedure  is  invoked  for  each  VALIDATION_POINT  and  each 
FILE. 


A user  can  only  access  a DATA  value  or  select  a FILE  after  a 
successful  selection  of  a VALIDATION_POINT  RECORDING.  Similarly,  FILE  DATA 
can  only  be  accessed  after  successful  selection  of  a FILE.  All  DATA  is 
qualified  by  the  VALIDATION_POINT  name. 
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Figure  5-5  Simulator  Post-Processor  Data  Manager  Components 
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5.3.1  SELECT  FIRST/NEXT  VALIDATION_POINT  RECORDING  (SFNVPR) 


Description 

The  SELECT  FIRST/NEXT  VALIDATION  POINT  RECORDING  (SFNVPR)  module  of 
the  Data  Manager  is  called  during  Simulator  Post  Processor  execution  by  a 
user  service  request  to  gain  access  in  a VALIDATION_POINT  to  the  first/next 
RECORDING  (or  to  the  first/next  RECORDING  meeting  some  user  specified 
criterion).  If  such  a RECORDING  is  not  found,  the  unqualified  DATA  item 
RECORDING_FOUND  is  set  to  a value  of  FALSE,  otherwise  RECORDING_FOUND  is 
set  to  TRUE.  The  user  specified  criterion  may  be  any  valid  Boolean  expression 
but  usually  would  contain  one  or  more  DATA  items  RECORDED  at  the  VALIDATION_ 
POINT.  Note  that  all  DATA  items  RECORDED  at  a VALIDATION_POINT,  are  declared 
as  PDL  2 fields  of  a record  with  the  same  name  as  the  VALIDATION_POINT  (thus 
the  user  must  reference  DATA  item  X at  VALIDATION_POINT  Y as  Y.X). 

Input 

Inputs  to  the  SELECT  FIRST/NEXT  VALIDATION_POINT  RECORDING  module  are 
listed  below: 

• A parameter  specifying  first  or  next  RECORDING. 

• An  optional  criterion  (called  a 'SUCH  THAT'  clause)  used  to 
qualify  which  RECORDINGS  are  to  be  selected.  Any  boolean 
expression  is  acceptable. 

Processing 


Processing  performed  in  SFNVPR  module  is  shown  in  the  flow  diagram  of 

Figure  5-6.  The  following  comments  refer  to  processing  box  numbers: 

[1]  A DBCS  address  of  zero  for  a VALIDATION_ 

POINT  implies  that  there  are  no 
RECORDINGS  for  it  in  the  Recording 
Database. 

[5]  This  is  implemented  by  one  DBCS  pro- 
cedure invocation  per  DATA  item  read  in. 

[6]  - This  decision  is  implemented  in  the  user's 

TEST  by  the  presence  (YES)  or  absence  (NO) 
of  the  code  to  perform  the  operations 
[7-9]. 

[7-9]  - This  is  an  in-line  'while  loop'  which 

invokes  the  SFNVPR  module  with  input 
parameter  'NEXT'  until  the  end  of 
RECORDINGS  or  the  'SUCH  THAT'  clause  is 
satisfied. 
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Procedure  Reference 


[>5]  - VVVXXXX 

[10-13]  - VV8F0UND 

Note  that  XXXX  is  the  VALIDATION_POINT  ordinal  assigned  by  the  VALIDATION 
POINT  Translation  Module  of  the  SIMGEN  function.  There  is  one  procedure 
(with  name  of  the  form  VVVXXXX)  for  each  VALIDATION_POINT  corresponding  to 
processing  steps  [1]  through  [5], 
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Validation  point 

HAVE  A ZERO  D8CS 
\ ADDRESS  ^ 
/ 1 / 


THIS  A 
•FIRST' 
OPERATION 


/’FIRST1  OPER-/ 
AT  ION  OR  THE  DBCS  AO  Ok 
siSS  OF  CURRENT  RECv- 
Girding  not  Eqiw/ 
/lO  ZERO/ 


CALL  DBCS  PROCEDURES  TO 
COPY  DATA  ITEMS  INTO 
PROPER  FIELDS  OF  THE 
VALIOATION_POTNT 
RECORD. 


3/TOReVs 

^'SUCH  THAT1 
/ttilTERION^ 

1YES 


/IS  THERE/ 
/W)  OF  RECORDINGS^. 

Status  (decs  uf  current' 

\RECORDING  EQUAL /^ 

/zero? y' 

JNO 


_tes/criterion  /no 
/satisfied  / 


SET  THE  DBCS  ADDRESS 
OF  CURRENT  RECORDING 
TO  ZERO. 


SH  INPUT  PARAMETER 
TO  ’NEXT'. 


Figure  5-6  Select  First/Next  Validation-Point  Recording  (SFNVPR) 
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Figure  5-6  Select  First/Next  Validation-Point  Recording  (SFNVPR)  (Continued) 
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5.3.2  FOR  EACH  VALIDATION-POINT  RECORDING  (FEVPR) 

Description 

The  FOR  EACH  VALIDATION_POINT  RECORDING  (FEVPR)  module  of  the  Data 
Manager  is  called  during  Simulator  Post  Processor  execution  by  a user  service 
request  to  gain  access  in  a VALIDATION_POINT  to  every  RECORDING,  or  to  every 
RECORDING  meeting  some  user  specified  criterion.  For  each  RECORDING  which 
is  found  (or  found  to  meet  the  criterion),  a section  of  user  supplied  code 
is  executed.  The  user  supplied  code  may  include  other  Data  Manager  service 
requests  such  as  SELECT,  FOR  EACH,  etc.  The  FOR  EACH  criterion  ...cy  be  any 
valid  boolean  expression  but  usually  would  contain  one  or  more  DATA  items 
RECORDED  at  a VALIDATION_POINT.  All  DATA  items  RECORDED  at  a VALIDATION_POINT 
must  be  referenced  as  "VALIDATION_POINT  name.  DATA  item  name". 

Input 

Inputs  to  the  FOR  EACH  VALIDATION_POINT  RECORDING  module  are  listed 
below: 

• An  optional  criterion  (called  a 'SUCH  THAT'  clause)  used  to 
qualify  which  RECORDINGS  are  to  be  selected.  Any  boolean  expres- 
sion is  acceptable. 

• A section  of  user  PDL  2 source  statements  which  may  contain  Data 
Manager  service  requests. 

Processi ng 

Processing  performed  in  the  FEVPR  module  is  shown  in  the  flow  diagram 
of  Figure  5-7.  The  following  comments  refer  to  processing  box  numbers. 

[1 ]  , [6]  - See  the  SELECT  FIRST/NEXT  VALIDATION 

POINT  RECORDING  module  (Section  5.3.T) 
for  a detailed  description. 

[2]  - Test  is  made  on  unqualified  DATA  item, 

RECORD  I NGJOUND. 

Procedure  Reference 

In-line  code  is  generated  except  for  calls  to  the  SELECT  FIRST/NEXT 
VAL I DAT I 0N_P0 I NT  RECORDING  module  which  are  of  the  form  VVVXXXX  (XXXX  is 
the  ordinal  of  the  VALIDATI0N_P0INT) . 
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Figure  5-7  For  Each  Validation-Point  Recording  (P.VPR) 
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5.3.3  SELECT  FIRST/NEXT  FILE  RECORD  (SFNFR 
Description 

The  SELECT  FIRST/NEXT  FILE  RECORD  (SFNFR)  module  of  the  Data  Manager 
is  called  during  Simulator  Post  Processor  execution  by  a user  service  request 
to  gain  access  in  a VALIDATION_POINT  FILE  to  the  first/next  instance  (RECORD) 
or  to  the  first/next  instance  meeting  some  user  specified  criterion.  If 
such  a RECORD  is  not  found,  the  unqualified  DATA  item  REC0RD_F0UND  is  set  to 
a value  of  FALSE,  otherwise  REC0RD_F0UND  is  set  to  true.  The  user  specified 
criterion  may  be  any  valid  Boolean  expression  but  usually  would  contain  one 
or  more  DATA  items  in  the  FILE.  Note  that  a VALIDATION_POINT  FILE  cannot  be 
SELECTed  until  a RECORDING  of  the  VALIDATION_POINT  has  been  SELECTed.  All 
DATA  items  including  those  of  FILES  must  be  qualified  by  the  VALIDATION_POINT 
name  at  which  they  were  RECORDed. 

Inputs 

Inputs  to  the  SELECT  FIRST/NEXT  FILE  RECORD  module  are  listed  below: 

• A parameter  specifying  'FIRST'  or  'NEXT'  RECORD. 

• An  optional  criterion  (called  a 'SUCH  THAT'  clause)  used  to 
qualify  which  RECORDS  are  to  be  selected.  Ary  boolean  expression 
is  acceptable. 

Processing 

Processing  performed  in  the  SELECT  FIRST/NEXT  FILE  RECORD  module  is 
shown  in  the  flow  diagram  of  Figure  5-8.  The  following  comments  refer  to 
processing  box  numbers. 

[1] 

[5] 

[6] 

[7-9] 


A DBCS  Address  of  zero  for  a FILE 
implies  that  there  are  no  RECORDS  for 
it  in  the  Recording  Database. 

This  is  implemented  by  one  DBCS  proce- 
dure invocation  per  DATA  item. 

This  decision  is  implemented  in  the 
user's  TEST  by  the  presence  (YES)  or 
absence  (NO)  of  the  code  to  the 
operations  [7-9]. 

This  is  implemented  as  an  in-line  'while 
loop'  which  invokes  the  SELECT  FIRST/NEXT 
RECORD  module  with  input  parameter  'NEXT' 
until  the  end  of  RECORDS  or  the  'SUCH 
THAT'  clause  is  satisfied. 
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Procedure  Reference 


[1-5]  - VVYYYYY 

Note  that  YYYYY  is  the  ordinal  of  the  VALIDATION_POINT  FILE  assigned 
by  the  VALIDATION_POINT  Translation  module  of  the  SIMGEN  function.  FILE  ‘A' 
RECORDED  at  VALIDATION_POINT  ' B ' will  have  a different  ordinal  (and  access 
procedure)  from  FILE  'A'  RECORDED  at  VALIDATION_POINT  'C'.  There  is  one 
access  procedure  (with  name  of  the  form  VVYYYYY)  for  each  FILE  RECORDED  at 
each  VALIDATION  POINT. 
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X DOES  \ 
THIS  file  X 
HAVE  A ZERO  OBCS 
v ADDRESS 
\ 1 / 


XI!\ 

^IHIS  A\ 
■FIRST' 
^OPERATION/ 


VlS  THIfs. 
v^  A 'FIRST' 
./OPERATION  OR  THE\. 

^OBCS  ADDRESS  OF  CURRENT) 

VRECORD  HOT  EQUAL  ./ 

ZERO^X 


CALL  NECESSARY  DBCS 
PROCEDURES  TO  COPY  DATA 
ITEMS  INTO  PROPER 
FIELDS  OF  THE 
VALTDATION_POIHT 
RECORD. 


SET  THE  DBCS  ADDRESS 
OF  CURRENT  RECORD 
TO  ZERO. 


) ./THERE  A\ 
-X  'SUCH  THAT'V 

\CRITERIIV^ 

JUS 

/fleE  wv 

/F  RECORD  STATU?" 
(DBCS  OF  CURRENT 
. RECORD  EQUAL 
\ ZERO)^^ 

TNO 


JSiX  CRITERION 
\ SATISFIED 
\ T X 


SET  INPUT  PARAMETER 
TO  'NEXT'. 


Figure  5-8  Select  First/Next  File  Record  (SFNFR) 
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Figure  5-8  Select  First/Next  File  Record  (SFNFR)  (Continued) 
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5.3.4  FOR  EACH  FILE  RECORD  (FEFR) 

Description 

The  FOR  EACH  FILE  RECORD  module  of  the  Data  Manager  is  called  during 
Simulator  Post  Processor  execution  by  a user  service  request  to  gain  access 
in  a VALIDATION  POINT  FILE  to  every  instance  (RECORD)  or  to  every  instance 
meeting  some  user  specified  criterion.  For  each  RECORD  which  is  found  (or 
found  to  meet  the  criterion)  a section  of  user  supplied  code  is  executed. 

The  user  supplied  code  may  include  other  Data  Manager  service  requests 
such  as  SELECT  or  FOR  EACH.  The  FOR  EACH  criterion  may  be  any  valid  Boolean 
expression  but  usually  would  contain  one  or  more  DATA  items  RECORDed  in  the 
FILE  at  a VALIDATION_POINT.  All  DATA  items  RECORDed  in  a VALIDATION_POINT 
FILE  must  be  referenced  as  "VALIDATION_POINT  name.  DATA  item  name". 

Input 

Inputs  to  the  FOR  EACH  FILE  RECORD  module  are  listed  below: 

• An  optional  criterion  (called  a 'SUCH  THAT'  clause)  used  to 
qualify  which  RECORDS  are  to  be  selected.  Any  Boolean  expression 
is  acceptable. 

• A section  of  user  PDL  2 source  statements  which  may  contain  Data 
Manager  service  requests. 

Processing 

Processing  performed  in  the  FOR  EACH  FILE  RECORD  module  is  shown  in  the  flow 
diagram  of  Figure  5-9.  The  following  comments  refer  to  processing  box  numbers. 

[1 ] ,[6]  - See  the  SELECT  FIRST/NEXT  FILE  RECORD 

module  (Section  5.3.3)  for  a detailed 
description. 

[2]  - Test  is  made  on  unqualified  DATA  item, 

REC0RD_F0UND. 

Procedure  Reference 

In-line  code  except  for  calls  to  the  SELECT  FIRST/NEXT  FILE  RECORD 
module  which  are  of  the  form  VVYYYYY  (YYYYY  is  the  ordinal  of  the  VALIDATION_ 
POINT  FILE). 
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6.0  INSTALLATION  PROCEDURES 


This  section  describes  how  to  install  and  execute  REVS  on  the  ASC  from 
the  Software  Deliverables  File  (SDF)  delivered  to  the  ARC,  how  to  compile  and 
reconstruct  a new  REVS  load  module,  how  to  understand  the  macros  used  to 
invoke  REVS,  and  what  files  are  needed  for  execution.  Comparable  information 
is  provided  in  Appendix  B for  installation  of  REVS  on  the  CDC-7600  at  the  ARC. 

6.1  SYSTEM  INSTALLATION 

REVS  is  designed  to  operate  on  the  ASC,  which  requires  that  all  files 
needed  by  a job  be  disk  resident  or  staged  from  tape  to  disk  prior  to  use. 

REVS  has  been  delivered  to  the  ARC  on  a Software  Deliverables  File  tape 
(SDF)  in  accordance  with  BMDATC  Software  Standards  [18]  and  is  executable 
directly  from  this  tape  with  the  REVS  macros  only  on  disk  or  on  cards.  The 
installation  procedures  are  therefore  very  simple  in  that  no  catalogued 
disk  files  are  required  at  all. 

In  normal  practice,  the  macros  would  likely  be  catalogued  on  disk  as 
a minimum  in  order  to  avoid  reproducing  the  cards  in  each  run  deck.  The 
installer  of  REVS  would  add  the  REVS  macros  to  the  ASC  macro  file  to  make 
them  available  to  all  users.  These  macros  are  stored  in  source  form  in  the 
REVS  library  REVSLIB  which  is  the  first  file  on  the  SDF  tape.  The  macros 
are  each  flagged  with  the  PDS  2 flag  MACRO.  Once  the  macros  are  included 
in  the  system  macro  library,  REVS  is  fully  usable  from  the  SDF  tape. 

As  documented  in  the  REVS  Users  Manual  [3],  the  REVS  tape  is  specified 
on  the  REVSPREP  macro  with  the  tagged  parameter  REVSEFID.  Therefore  the 
following  setup  would  be  sufficient  to  run  REVS  from  the  SDF  tape. 

//  JOB  SAMPLE  REVS  SETUP  FROM  TAPE 
//  LIMIT  BAND=150 
//  REVSPREP  REVSEFID=SDF 

In  order  to  obtain  the  REVS  macros  from  the  SDF  tape, the  job  displayed 
in  Figure  6-1  may  be  used  to  list  and  punch  all  REVS  macros. 

6.2  PROGRAM  CONSTRUCT 

REVS  is  a program  described  as  a process  in  the  PDS  2 [2]  nomencla- 
ture. The  library  which  contains  REVS  source  is  described  in  Section  7.1. 
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The  main  program  is  named  REVS,  as  can  be  seen  by  listing  the  configuration 
index.  The  job  setup  shown  in  Figure  6-2  Is  sufficient  to  compile  and  link  edit  a 
new  version  of  REVS.  The  example  will  generate  a load  module  with  each 
function  as  an  overlay  and  static  memory  buffers  to  permit  up  to  8 data 
base  pages  in  memory.  Changes  to  the  Executive  message  XX  000  which  defines 
the  version  number  must  be  made  in  module  XXUINIT.  The  REVS  module  has  a 
NOLIST  statement  to  suppress  this  module  listing  when  partial  compilations 
are  performed.  REVS  is  organized  so  that  all  functions  (including  the 
Executive)  are  at  level  2 or  lower  in  the  process  so  that  only  the  modules 
being  changed  require  recompilation.  Recompiling  at  the  REVS  level  generates 
over  500  pages  of  compiler  output.  The  PDS  2 feature  of  partial  compilations 
is  therefore  of  important  value  in  such  a large  process.  However,  since  the 
REVS  module  contains  so  many  global  declarations,  the  N0LIST  statement 
suppresses  the  700  lines  of  static  declarations  which  otherwise  result.  The 
REVS  module  can  be  listed  separately  or  the  N0LIST  can  be  changed  to  a LIST 
by  a simple  edit  statement  as  is  done  in  the  example  job  shown  in  Figure  6-2. 

6.3  JSL  MACROS 

There  are  8 Job  Specification  Language  (JSL)  [4]  macros  in  REVS 
which  practically  eliminate  the  need  for  user  defined  JSL  when  using  REVS. 

These  macros  generate  all  necessary  JSL  statements  needed  to  use  REVS,  in- 
cluding file  acquisition,  file  saving,  program  execution,  simulator  building, 
and  simulator  execution.  Only  five  of  these  macros  are  used  directly  by 
the  REVS  user  (REVSPREP,  REVSXQT,  SIMRUN,  TESTRUN,  and  ASGASSM)  while  the  other 
three  (SIMBUILD,  SIML0AD,  and  SIMSAVE)  are  lower  level  macros  used  by  the 
three  user  macros.  The  user  macros,  including  their  parameters,  are  docu- 
mented in  the  REVS  Users  Manual  [3].  Additionally,  each  macro  and  its  logic 
is  more  fully  defined  in  this  section. 

Macro  REVSPREP 

This  macro  acquires  all  files  needed  to  run  REVS  and/or  a REVS  simula- 
tor and  is  used  only  once  at  the  beginning  of  a job  deck.  It  assigns  and 
prints  the  default  parameters,  assigns  system  disk  resident  libraries, 
and  then  determines  if  REVS  is  running  from  tape,  or  the  TRW  development 
files  on  disk,  as  specified  by  the  presence  or  absence  of  the  REVSEFID 
parameter.  If  on  tape,  all  necessary  file  definitions  are  generated  and 
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Figure  6-2  Sample  Job  to  Reconstruct  REVS  Load  Module 
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then  the  REVS  files  are  staged  onto  disk  from  the  specified  tape.  If  the 
files  are  the  default  TRW  development  disk  files,  these  are  assigned  to 
the  job  and  copies  of  REVSLIB  and  the  ASSM  are  made.  The  REVSLIB  parameter 
specifies  whether  or  not  the  software  development  file  is  needed,  which  is 
the  REVS  source/object  library  REVSLIB.  If  this  parameter  is  set  to  YES 
(by  default  or  specification)  these  files  are  included.  These  files  are 
only  needed  when  making  use  of  the  REVS  source  library  and  are  not  acquired 
otherwise  since  they  use  a vast  amount  of  disk  storage. 

The  default  ASSM  is  staged  from  the  SDF  tape  but  if  a user  selected 
ASSM  is  specified,  another  stage  is  generated  to  retrieve  the  specified 
ASSM.  In  addition  (or  instead,  as  the  case  may  be),  a load  of  a REVS 
simulator  can  be  specified  in  which  case  the  SIMLOAD  macro  is  called  to 
generate  the  JSL  to  stage  the  simulator  from  tape.  Finally,  the  standard 
ARC  libraries  for  graphics  plotting  and  the  PDS  2 macros  are  assigned. 

It  may  be  noted  that  the  macro  is  really  REVPREP  with  a synonym  of 
REVSPREP.  The  former  is  used  by  the  REVS  software  developers  because  it 
has  defaults  more  appropriate  for  their  use.  The  self  documenting  features 
of  the  macro  clearly  show  the  defaults  for  either  macro  name.  The  REVSPREP 
synonym  only  is  documented  in  the  Users  Manual  and  the  parameters  that  are 
relevant  to  the  software  developer  are  omitted  from  the  macro  to  avoid  con- 
fusion with  production  users.  However,  although  the  macro  is  programmed 
to  execute  differently  for  each  name,  it  is  the  same  macro  and  all  param- 
eters are  effective  with  either  macro  even  if  they  are  not  apparent  in  the 
default  documentation  (REVPREP  reveals  all  parameters  and  default  values). 

Macro  REVSXQT 

This  macro  is  used  any  number  of  times  in  a job  to  execute  REVS.  The 
REVS  program  must  have  been  acquired  by  the  REVSPREP  macro  and  will  have  an 
access  name  of  REVSABS.  The  macro  generates  the  file  definition  statements 
needed  during  the  REVS  execution  and  the  XQT  statement.  The  PASCAL  files 
INPUT  and  OUTPUT  are  nullified  by  the  REVS  Executive  and  are  replaced  with 
files  REVSIN  and  REVSOUT  in  order  to  allow  dynamic  simulation  building 
following  SIMGEN  concurrently  with  REVS  execution.  Since  simulation  building 
involves  use  of  the  PDL  2 compiler  which  is  also  a PASCAL  program  using  the 
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same  file  names,  REVS  must  not  use  these  files  simultaneously.  After  execu- 
tion the  macro  generates  he  JSL  statements  for  file  disposition  including 
printing  of  the  REVS  output  files. 

The  macro  is  programmed  to  sense  execution  time  conditions  from  the 
REVS  Executive.  If  the  Executive  sets  the  JSL  variable  C to  a non-zero 
value,  then  the  macro  will  cause  a Calcomp  plot  tape  to  be  saved  if  given 
the  option  by  the  macro  parameter  CALCOMP  (a  non-zero  value  means  at  least 
one  R_NET  was  plotted). 

Likewise,  if  JSL  variable  B is  set  non-zero,  it  means  SIMGEN  has 
completed  building  a simulator  and  validator  and  they  are  ready  to  be 
compiled  and  link  edited.  Following  REVS  execution,  the  ASSM  is  saved  if 
requested  on  the  macro.  Then  macro  SIMBUILD  is  called  if  a simulator  has 
been  built,  and  macro  SIMSAVE  called  to  save  it  on  tape  if  specified  by 
parameter  SIMSAVE. 

In  addition  to  the  default  parameters  available,  all  parameters 
defined  for  the  PDL  2 compiler  and  linkage  editor  can  be  specified  on  the 
REVSXQT  macro  if  necessary  for  the  generated  simulator. 

Macro  SIMRUN 

This  macro  is  used  to  execute  a REVS  simulator  built  by  SIMGEN  in  a 
REVS  execution.  It  calls  the  standard  PDS  2 macro  PXQT  but  provides  self 
documenting  defaults  that  are  appropriate  for  a simulator.  If  recording 
data  is  generated,  the  validator  data  base  is  initialized. 

Macro  SIMBUILD 

This  macro  generates  the  JSL  to  construct  an  absolute  simulator  and 
validator  from  the  PASCAL  source  generated  by  SIMGEN.  This  macro  is  only 
used  internally  by  the  REVSXQT  macro.  SIMBUILD  takes  the  simulator  source 
file  and  passes  it  through  the  next  utility  of  PDS  2 (unless  suppressed  by 
the  parameter  NEST)  using  the  PXQT  macro,  then  calls  the  PDL  2 compiler  to 
compile  the  result.  Following  compilation,  the  PDL  2 object  library  is 
assigned  and  the  linkage  editor  called  using  the  ASC  macro  LNK.  The 
necessary  linkage  editor  directives  are  provided  by  the  REVSPREP  macro. 

After  linkage  editing,  the  access  name  of  the  simulator  is  SIMULATR  unless 
modified  by  the  parameter  SIMNAME.  Both  the  simulator  source  and  object  files 
are  discarded  by  this  macro  in  order  to  maintain  the  integrity  of  the  simulator 
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and  are  not  available  for  user  manipulation.  This  macro  is  called  a second 
time  to  produce  the  validator  (simulator  post  processor)  using  linkage 
editor  directives  supplied  by  the  REVS  Executive. 

Macro  SIMLQAD 

This  macro  generates  JSL  to  load  a simulator  from  tape  and  requires 
that  REVSPREP  precede  it.  It  is  in  fact  called  by  REVSPREP  when  SIMLOAD 
is  YES  and  therefore  not  a user  macro.  A simulator  always  has  an  associated 
file  (EEDF)  that  is  unique  to  it  and  this  is  staged  from  tape  with  the 
simulator,  along  with  the  ASSM,  validator,  and  validator  data  base. 

Macro  SIMSAVE 

This  macro  generates  the  JSL  to  save  a simulator  on  tape  after 
creation  by  the  SIMGEN  function.  In  addition  to  the  simulator  and  its 
associated  file  EEDF,  the  validator  and  validator  data  base  are  saved. 

SIMSAVE  appends  the  three  additional  files  on  the  tape  which  were  used  to 
generate  the  simulator:  the  ASSM  from  the  simulator  was  generated  (FT02F001), 
the  Requirements  Independent  Source  File  (RISF),  and  the  SETS  Definition 
File  (SDF).  These  files  are  provided  at  this  time  in  order  to  support  future 
configuration  control  procedures.  This  macro  is  internally  called  by  the 
REVSXQT  macro  or  SIMRUN  macro  if  the  parameter  SIMSAVE  is  YES. 

Macro  TESTRUN 

This  macro  is  used  to  execute  a validator  program  (simulator  post 
processor)  built  by  SIMGEN  in  a REVS  execution.  It  calls  the  standard  PDS  2 
macro  PXQT  but  provides  self-documenting  defaults  that  are  appropriate  for 
a validator. 

Macro  ASGASSM 

This  macro  is  provided  to  allow  convenient  acquisition  of  more  than  one 
ASSM  in  a job.  This  is  not  normally  done  in  a batch  environment,  but  is 
common  when  using  REVS  on  the  ASC  at  NRL.  It  assigns  an  ASSM  from  disk  or 
tape  depending  on  the  parameters  used,  and  creates  a null  ASSM  if  none  are 
provided  (with  a warning  note). 

6.4  FILES 

REVS  requires  a variety  of  files  to  be  available  depending  on  which 
functions  are  selected  by  a user.  In  order  to  simplify  the  file  allocation, 
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and  to  avoid  runtime  errors  in  case  of  mis-specification,  tie  REVSPREP  macro 
acquires  all  files  that  might  be  used  by  REVS.  Since  these  files  are  not 
large  this  does  not  cause  any  significant  resource  contention.  The  files 
that  may  be  required  on  a run  are  files  2 through  13  of  the  Software 
Deliverables  File  (SDF)  and  are  described  in  Section  7.1.  These  files  are 
always  acquired  by  the  REVSPREP  macro  for  REVS  use.  File  1 is  only  required 
to  recreate  REVS  and  is  acquired  only  if  REVSLIB  = YES  is  specified  on  the 
REVSPREP  macro.  New  versions  of  REVS  must  therefore  conform  to  this  file 
organization  and  save  all  13  files  as  previously  described  in  Section  6.2. 
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7.0  DETAILED  DATA 

Previous  sections  of  this  document  describe  the  functional  organiza- 
tion and  operation  of  REVS  and  the  installation  of  REVS  from  the  Software 
Deliverables  File.  This  section  provides  additional  detailed  information 
necessary  for  a maintenance  activity  on  the  ASC.  Described  are  the  organiza- 
tion of  the  REVS  Software  Deliverables  File,  the  external  files  required  for 
REVS  execution  and  the  use  of  the  Lecarme-Bochmann  Compiler  Writing  System 
and  the  ISDOS  Data  Base  Control  System.  Comparable  information  is  provided 
in  Appendix  B for  REVS  on  the  CDC-7600  Computer  System. 

7.1  SOFTWARE  DELIVERABLES  FILE 

The  tape  constructed  for  delivery  of  the  REVS  software  contains  not 
only  the  source  and  data  files  in  the  format  as  required  by  the  BMDATC 
standards  [18],  but  also  all  relocatable  and  absolute  modules  correspond- 
ing to  the  source  in  order  to  facilitate  the  orderly  use  of  the  delivered 
system.  The  format  of  the  tape  is  described  in  Figure  7-1.  The  content 
of  each  file  of  the  tape  follows  (*  denotes  required  files): 

1 * REVSLIB  This  is  the  PDS  2 source  and  object  library  which 

contains  REVS.  The  modules  are  flagged  according 
to  the  17  flags  shown  in  Figure  7-2.  Tne  PDS  2 
library  name  is  REVSLIB.  The  REVS  process  name 
is  REVSYS.  There  are  over  900  module  names  in 
this  library  which  includes  besides  the  PDS  2 
source  for  REVS,  the  REVS  macros,  the  SIMGEN  card 
image  files,  and  the  ASSM  data  definition  language 
schema. 

2 REVSABS  This  is  the  executable  load  module  of  REVS  and 

contains  all  REVS  functions,  using  inter-  and 
intra-function  overlays. 

3 * RSLDICT  This  is  the  dictionary  file  required  by  the  RSL 

Translator  function.  It  is  a text  file  generated 
by  the  Lecarme-Bochmann  Compiler  Writing  System 
(CWS). 

4 * DONNEES  This  is  the  productions  file  required  by  the  RSL 

Translator  function.  It  is  a PASCAL  structured 
file  generated  by  the  CWS. 

5 * RISF  This  is  the  requirements  independent  source  file 

required  by  the  Simulator  Generation  function. 

It  is  included  in  REVSLIB  as  source  module  GGRISF. 

6 LNKSIM  This  is  the  Linkage  Editor  input  file  used  to  con- 

struct simulators.  It  is  included  in  REVSLIB  as 
source  module  LNKSIM. 
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Figure  7-1  Format  of  REVS  Software  Deliverables  File  (9  Track,  1600  BPI,  NL) 


FLAG  ASSIGNMENT 

01 

PERM 

PERMANENT  MODULE 

02 

POL 

PDL  MODULE 

03 

COMMON 

COMMON  MODULE 

04 

FORTRAN 

FORTRAN  MODULE 

05 

ALC 

ASSEMBLER  MODULE 

06 

PROCESS 

PROCESS  CONFIGURATION 

07 

REVSCON 

REVS  CONSTRUCT  OPTIONS 

08 

RSL 

RSL  TRANSLATOR 

09 

ASSMDMP 

ASSM  DUMPER 

10 

TESTER 

ASSM  ACCESS  TEST  DRIVER 

11 

RNETGEN 

INTERACTIVE  RNET  GENERATOR 

12 

RADX 

REQ'MENTS  ANALYSIS  & DATA  EXTRACTOR 

13 

SIMGEN 

SIMULATION  GENERATION 

14 

SIMXQT 

SIMULATION  EXECUTION 

15 

MACRO 

REVS  ASC  JSL  MACROS 

16 

DDL 

ASSM  DATA  DEFINITION  LANGUAGE  (DDL  SCHEMA) 

17 

CALCOMP 

CALCOMP  FUNCTION  FOR  PLOTTING  STRUCTURES 

18 

SIMDA 

SIMULATION  DATA  ANALYSIS 

19 

NRLPLOT 

NRL  PLOT  INTERFACE 

20 

UPDSMS 

CHARACTER  SET/LIBRARY  FORMAT  CONVERSION  UTILITY 

21 

VALIDATR 

VALIDATION  POST  PROCESSORS 

Figure  7-2  REVSLIB  Module  Flags 
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7  * DB  This  is  the  direct  access  ASSM  file  which  is  named 

FT02F001  during  execution  of  REVS.  It  contains  the 
RSL  nucleus  definition  only.  It  ir  created  by  the 
use  of  the  DBCS  utilities  in  JOBLIB,  and  the  REVS 
function  RSLXTND. 


8 * DBT  This  is  the  binary  data  base  table  file  required  by 

the  ASSM  access  procedures  of  REVS  and  is  named 
FT03F001  during  execution. 

9 DBCS  This  is  the  object  module  library  for  the  Data  Base 

Control  System  (DBCS)  which  is  required  for  REVS. 

10  JOBLIB  This  is  the  absolute  program  library  for  the  DBCS 

and  contains  the  utilities  for  initializing  data 
bases  for  REVS  use,  and  programs  to  support  SIMGEN 
and  post  processing. 


11  VVLIBE  This  is  the  object  module  library  for  the  validators 

(simulation  post  processors)  generated  by  REVS. 

12  * VVDB  This  is  the  direct  access  recording  file  which  is 

named  FT10F001  during  execution  of  REVS.  It  con- 
tains the  recordings  obtained  from  a simulator 
execution.  It  is  initially  built  by  the  DBCS 
utilities  in  JOBLIB. 


13  * VVDBT 

14  * SPL 


15  * CWS 


This  is  the  binary  data  base  table  file  required 
by  the  Validator  data  base  builder  in  JOBLIB  and 
any  validator  program. 

This  is  the  FORTRAN  source  library  for  the  DBCS 
used  by  REVS.  This  library  must  be  compiled  by 
the  ASC  NX  compiler  as  the  FX  compiler  generates 
incorrect  code.  There  are  176  modules  in  this 
library. 

This  is  the  compiler  writing  system  used  to  generate 
the  REVS  RSL  Translator  function  and  its  two  re- 
quired files.  It  is  all  in  PASCAL  and  contains 
11  modules. 


16  NUCLEUS  This  is  the  card  image  file  which  defines  RSL.  It 
was  used  as  input  to  RSLXTND  to  create  the  initial 
ASSM  (DB). 


7.2  REVS  EXTERNAL  FILES 

REVS  is  designed  to  maintain  a software  requirements  data  base,  the 
Abstract  System  Semantic  Model  (ASSM).  In  addition  to  the  ASSM,  five  exter- 
nal files  are  input  to  REVS.  This  section  describes  the  structure  of  the 
ASSM  and  the  contents  and  source  of  the  additional  input  files.  In  addition 
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to  print  files  and  the  ASSM,  REVS  can  generate  two  additional  output  files: 
a Simulator  Program  file  (See  Sections  3.5  and  6.3)  and  a CALCOMP  file 
(See  Section  3.3). 

7.2.1  Abstract  System  Semantic  Model  (ASSM) 

The  ASSM  is  a data  base  system  designed  to  support  the  Requirements 
Statement  Language  (RSL)  which  allows  the  requirements  engineer  to  state 
requirements  specifications  over  a period  of  time  as  they  are  developed  and 
to  do  so  in  a non-procedural  manner.  It  provides  a central  repository 
wherein  requirements  are  collected  and  maintained  in  an  abstract,  relational 
model.  The  RSL  statements  that  the  requirements  engineer  inputs  to  REVS 
are  analyzed  and  a representation  of  the  semantics  are  placed  in  the  ASSM. 

The  ASSM  is  specifically  designed  to  be  initialized  and  controlled  by 
the  ISDOS  Data  Base  Control  System  (DBCS)  (See  Section  7.3.2).  The  struc- 
tural organization  of  the  ASSM  is  shown  in  Figure  7-3.  Logical  records, 
which  are  the  basic  building  blocks  of  the  ASSM,  are  represented  as  annotated 
ovals.  In  DBCS  terminology,  records  may  be  members  of  a group  of  records 
owned  by  some  other  record.  Such  a group  of  member  records,  along  with  its 
owner  record,  is  referred  to  as  a set.  A set  is  illustrated  in  Figure  7-3 
via  the  annotated  directed  arcs  connecting  various  ASSM  records.  The  owner 
record  in  the  set  is  at  the  tail  of  the  arc  while  member  records  are  at  its 
head.  The  ASSM  set  is  given  by  the  annotation  along  the  arc.  Note  that 
records  may  be  owners  in  more  than  one  set  and/or  members  of  more  than  one 
set.  However,  any  given  record  can  be  a member  of  only  one  instance  of  any 
given  set.  ASSM  records  and  sets  are  organized  to  reflect  and  support  the 
RSL  primitives  (elements,  relationships,  attributes,  and  structures). 

Following  is  a description  of  each  ASSM  record  identified  in  the  ASSM 
structure  (Figure  7-3). 

SYSTEM  - This  is  a unique  record  in  the  ASSM  which  is 

automatically  generated  by  the  DBCS  at  data  base 
initialization  time.  There  is  only  one  instance 
of  this  record  in  the  data  base  and  it  may  be  an 
owner  for  any  number  of  sets,  but  can  never  be  a 
member  record  (owned  record)  of  any  set.  It  con- 
tains no  data  other  than  the  appropriate  record 
pointers  generated  by  DBCS  for  each  of  the  sets 
for  which  it  is  an  owner. 
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ELTYPE 


For  each  RSL  element  type  defined  by  the  user, 
an  ELTYPE  record  containing  the  element  type 
name  is  created  in  the  ASSM. 


ATTNAM 

PRIREL 

COMREL 

ELTNAM 

OPTWRD 

RESWRD 

NODE 

CONECT 

CONREC 

COMENT 


For  each  RSL  attribute  defined  by  the  user,  an 
ATTNAM  record  containing  the  attribute  name  is 
created  in  the  ASSM. 

For  each  RSL  relationship  defined  by  the  user, 
a PRIREL  record  containing  the  primary  rela- 
tionship name  is  created  in  the  ASSM. 

For  each  RSL  relationship  in  the  ASSM,  the  user 
may  define  a complementary  relationship  which 
will  result  in  the  creation  of  a COMREL  record 
containing  the  complementary  relationship  name. 

For  each  RSL  element  defined  by  the  user,  an  ELTNAM 
record  containing  the  element  name  is  created  in  the 
ASSM. 

For  each  RSL  optional  word  defined  via  an  attribute 
definition  or  relationship  definition,  an  OPTWRD  record 
containing  the  optional  word  is  created  in  the  ASSM. 

For  each  reserved  word  defined  in  the  Requirements 
Statement  Language,  a RESWRD  record  containing  the 
applicable  reserved  keyword  will  be  created  in  the 
ASSM. 

For  each  node  appearing  in  the  structure  declaration 
of  an  R_NET,  SUBNET,  or  VALIDATION_PATH  element,  a 
node  record  is  created  in  the  ASSM.  The  node  record 
will  provide  for  at  least  the  following  data  items  - 
node  type,  node  color,  and  x,  y screen  position,  if 
applicable. 

This  record  is  created  to  provide  for  successor/pre- 
decessor relationships  between  nodes  in  a structure. 

The  record  will  provide  for  the  x,  y screen  positions 
of  the  end  points  of  the  directed  arc  when  displayed 
on  the  Anagraph. 

This  record,  or  group  of  records,  will  contain  the 
conditional  expression  for  the  branch  of  an  OR/FOR 
node  in  an  R_NET/SUBNET  structure. 

This  record,  or  group  of  records,  will  contain  comnents 
consisting  of  textual  data  supplied  by  the  user  at  any 
level  of  RSL  definition. 
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BRNNUB  j These  are  artificial  records  required  by  the  DBCS  for 
DEFNUB  \ defining  and  maintaining  m by  n relationships  in  the 
ACTNUB  / ASSM.  Their  contents  consist  of  record  pointer  infor- 
OPTNUB  \ mation  generated  by  DBCS  as  set  instances  are  created 
> in  the  ASSM. 


ATTVAL 

TXTOWN 


TXTSTR 


STAT 


As  attribute  instances  are  defined  by  the  user,  this 
record,  or  group  of  records  (each  record  contains  an 
actual  attribute  value),  is  created  in  the  ASSM. 

As  arbitrary  text  strings  are  entered  by  the  user,  this 
record  is  created  temporarily  as  the  owner  of  the  text 
string.  The  record  is  subsequently  discarded  when  the 
text  string  is  attached  to  some  existing  record  in  the 
ASSM. 

This  record,  or  group  of  records,  offers  an  additional 
technique  of  entering  textual  data  in  the  ASSM.  The 
record(s)  will  contain  textual  data  such  as  comments 
or  attributes  with  value  of  TEXT. 

This  record  is  created  upon  the  first  call  to  each  of 
the  ASSM  access  procedures.  Its  contents,  usage  count, 
is  updated  on  each  subsequent  call  to  an  ASSM  access 
procedure. 


Following  is  a description  of  each  of  the  sets  identified  in  the  ASSM 
structure  (Figure  7-3). 


ALLNAM 


ALLPRI 


ALLCOM 


SUBLEG 

OBJLEG 

LEGSUB 

LEGOBJ 


This  set  consists  of  an  alphabetical  list  of  all  cur- 
rently defined  RSL  words.  Its  owner  is  the  DBCS  SYSTEM 
record  and  its  member  records  are  element  type  names 
(ELTYPE),  attribute  names  (ATTNAM),  relationship  names 
(PRIREL,  COMREL),  element  names  (ELTNAM),  optional 
words  (OPTWRD),  and  reserved  keywords  (RESWRD). 

The  ALLPRI  set  consists  of  an  alphabetical  list  of  all 
currently  defined  RSL  relationships  in  the  ASSM.  It 
is  owned  by  the  DBCS  SYSTEM  record  with  members  con- 
sisting of  all  primary  relationship  names  (PRIREL 
records). 

The  ALLCOM  set  consists  of  an  alphabetical  list  of  all 
currently  defined  complementary  relationships  in  the 
ASSM.  It  is  owned  by  the  DBCS  SYSTEM  record  with 
members  consisting  of  all  complementary  relationship 
names  (COMREL  records). 

These  sets  are  used  to  define  the  legal  subject  element 
types  and  legal  object  element  types  for  a particular 
relationship  in  the  ASSM. 
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SUBACT 

OBJACT 

ACTSUB 

ACTOBU 

PRICOM 


OPTPRI 

PRIOPT 

OPTCOM 

COMOPT 

ALLAH 


APPELT  ) 
APPATT 
LEGVAL  \ 

ACTATT  ) 
ACTELT  } 
ACTVAL  ) 

ATTOPT  1 
OPTATT  / 

COMSET  - 


ALLELT 


TYPSET 


ALLTYP 


INSTAN 


These  sets  are  used  to  define  an  instance  of  a rela 
tionship  in  use  in  the  ASSM. 


This  set  is  used  to  correlate  a primary  relationship 
with  its  corresponding  complementary  relationship. 

These  sets  are  used  to  relate  optional  words  with 
primary  and  complimentary  relationships  as  defined 
by  the  user. 


This  set  consists  of  an  alphabetical  list  of  all 
currently  defined  RSL  attributes  in  the  ASSM.  It 
is  owned  by  the  DBCS  SYSTEM  record  with  members 
consisting  of  all  attribute  names  (ATTNAM  records). 

These  sets  are  used  to  define  the  legal  applicable 
element  types  and  legal  values  for  a particular 
attribute  name  in  the  ASSM. 

These  sets  are  used  to  define  an  instance  of  an 
attribute  for  a given  element  in  the  ASSM. 


These  sets  are  used  to  associate  optional  words  with 
an  attribute  name  as  defined  by  the  user. 

This  set  provides  for  comments  to  be  associated  with 
RSL  elements,  element  types,  attribute  definitions, 
relationship  definitions,  structure  nodes,  attribute 
instances,  and  relationship  instances. 

The  ALLELT  set  consists  of  an  alphabetical  list  of 
all  currently  defined  RSL  elements  in  the  ASSM.  It 
is  owned  by  the  DBCS  SYSTEM  record  with  member  records 
consisting  of  all  element  names  (ELTNAM  records). 

This  set  defines  the  element  type  for  each  RSL  element 
as  specified  by  the  user  via  RSL. 

The  ALLTYP  set  consists  of  an  alphabetical  list  of 
all  currently  defined  RSL  element  types  in  the  ASSM. 

It  is  owned  by  the  DBCS  SYSTEM  record  with  member 
records  consisting  of  all  element  type  names  (ELTYPE 
records) . 

When  applicable,  this  set  specifies  the  ASSM  element 
referenced  at  a node  on  the  structure  declaration  of 
an  R_NET,  SUBNET,  or  VALIDATION_PATH.  The  set  is 
owned  by  the  ASSM  element  name  record  (ELTNAM)  and 
has  as  its  members  all  node  records  (NODE)  for  any 
and  all  structures  in  the  ASSM  which  reference  the 
ASSM  element. 
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SUCSET  ) These  sets  provide  the  successor/predecessor  relation- 

PRESET  f ship  between  nodes  on  a structure  declaration. 

BRANCH  - This  set  is  used  to  associate  a conditional  expression 
with  each  branch  of  an  OR  node.  The  set  is  owned  by 
the  connector  record  (CONECT)  and  has  as  its  member 
a conditional  expression  record  or  group  of  records 
(the  CONREC  record). 

TEMP  - This  set  is  used  for  constructing  structures.  Once 

the  structure  is  complete  and  has  been  saved,  the  TEMP 
set  is  deleted. 

STATS  - This  set  contains  all  the  STAT  records  which  contain 
a tally  of  the  usage  of  each  of  the  ASSM  access  pro- 
cedures. 

NETYPE  - This  set  specifies  an  alphabetical  list  of  all  the 
element  types  which  are  allowed  on  the  structure  of 
an  R_NET  or  SUBNET. 

PATYPE  - This  set  specifies  an  alphabetical  list  of  all  the 
element  types  which  are  allowed  on  the  structure  of 
a VALIDATION  PATH. 


TXTEMP  - This  set  is  used  for  temporarily  constructing  a text  string. 

ELTBRN  ) These  sets  are  used  to  provide  the  association  between  RSL 
BRNELT  ] elements  and  their  reference  by  conditional  expressions 
on  an  OR/FOR  branch  within  a structure. 


7.2.2  RSL  Translator  Input  Files 


The  RSL  Translator  requires  two  standard  PDL  2 input  files,  both  of 
which  are  constructed  during  the  generation  of  the  translator  (see  Section 
7.3.1)  and  read  in  during  the  initialization  phase  of  each  translator  invo- 
cation. The  file  DONNEES  is  created  by  the  syntactic  analysis  generation 
(SYNTGEN)  and  lexical  analysis  generation  (LEXIGEN)  phases  of  the  Lecarme- 
Bochmann  Compiler  Writing  System  (L-B  CWS).  This  file  is  a PDL  2 struc- 
tured binary  (non-text)  file  and  contains  the  information  necessary  to 
initialize  the  lexical  and  syntactic  analysis  tables  used  by  the  translator. 

The  second  required  input  file  is  the  text  file  RSLDICT,  which  con- 
tains a dictionary  of  RSL  keywords  recognized  by  the  lexical  analyzer  and 
the  syntactic  symbols  used  by  the  syntax  analyzer.  This  file  is  constructed 
by  the  syntactic  analysis  generation  (SYNTGEN)  program  of  the  L-B  CWS. 
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RSLDICT  is  used  by  the  translator  to  initialize  a dictionary  array.  The 
array  in  turn  is  used  to  provide  an  intelligible  display  of  the  contents 
of  the  parse  stack  and  window  whenever  a dump  of  the  stack  is  requested 
(see  Section  3.2) . 

7.2.3  Simulator  Generation  Input  Files 

The  Simulator  Generation  function  uses  two  POL  2 text  files  as 
input.  They  are: 

a)  the  Requirements  Independent  Source  File  (RISF),  and 

b)  the  SETS  Definition  File  (SDF) . 

The  RISF  contains  source  code  for  components  of  the  Simulator  Program 
that  are  independent  of  the  particular  requirements  model  being  generated. 

It  is  included  in  REVSLIB  as  source  module  GGRISF  (see  Section  7.1).  The 
text  of  the  RISF  is  separated  into  segments  by  the  character  "$".  Each 
segment  is  inserted  into  its  proper  place  in  the  Simulator  Program  during 
the  consolidation  phase  of  Simulator  Generation.  The  SIMGEN  Consolidation 
module  uses  the  "$"  characters  to  recognize  the  ends  of  segments.  Figure 
7-4  shows  the  format  of  the  RISF  and  identifies  the  content  of  each  segment. 

The  SDF  contains  the  source  code  for  the  components  of  the  Simulator 
Program  that  represent  SETS.  This  file  is  constructed  externally  to  REVS 
and,  like  the  RISF,  is  separated  into  segments  by  the  character  "$".  Each 
segment  of  the  SDF  is  inserted  into  its  proper  place  in  the  Simulator 
Program  during  the  consolidation  phase  of  Simulator  Generation.  Figure  7-5 
shows  the  format  of  the  SDF  and  identifies  the  content  of  each  segment. 

Note  that  the  PDL  2 keywords  LABEL,  CONST,  TYPE,  and  VAR  which  are  supplied 
as  part  of  the  RISF  (see  Figure  7-4)  are  not  repeated  for  the  segments  com- 
posing the  SDF. 

7.3  SUPPORT  SOFTWARE/UTILITIES 

Two  generally  available  software  packages,  the  Lecarme-Bochmann 
Compiler  Writing  System  and  the  Data  Base  Control  System,  are  used  to 
support  the  operation  and  maintenance  of  REVS.  This  section  details  the 
manner  in  which  these  packages  are  employed. 


PROGRAM  EEPROGRAM  (OUTPUT); 

LABEL 

LABEL  DECLARATIONS 
CONST 

CONSTANT  DECLARATIONS 
$ 

TYPE 

TYPE  DECLARATIONS 

$ 

VAR 

VARIABLE  DECLARATIONS 

$ 

DATA  MANAGEMENT  PROCEDURES 

$ 

DATA  RECORDING  PROCEDURES 
$ 

EVENT  MANAGEMENT  PROCEDURES 

$ 

SIMULATOR  INITIALIZATION  PROCEDURES 

$ 

SIMULATOR  EXECUTIVE  UTILITY  PROCEDURES 

$ 

PROCEDURE  SCHEDULER  BEGINNING  CODE 
$ 

PROCEDURE  SCHEDULER  END  CODE 

$ 

SIMULATOR  EXECUTIVE  PROCEDURE 

$ 

SIMULATOR  PROGRAM  BODY 

$ 


Figure  7-4  Format  of  RISF 
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CONSTANT  DECLARATIONS 

$ 

TYPE  DECLARATIONS 

$ 

VARIABLE  DECLARATIONS 

$ 

INITIALIZATION  PROCEDURES 

$ 

MODEL  PROCEDURES 

$ 


Figure  7-5  Format  of  SDF 
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7.3.1  Lecarme-Bochmann  Compiler  Writing  System 

The  RSL  Translation  function  of  REVS  has  been  constructed  using  the 
facilities  provided  by  the  Lecarme-Bochmann  Compiler  Writing  System  (L-B 
CWS)  [16,  17].  The  L-B  CWS  accepts  an  integrated  description  of  the  syntax 
and  semantics  of  a language  and  produces  a compiler  or  translator,  written 
in  PASCAL,  for  that  language.  The  lexical  analyzer,  syntactic  analyzer 
(parser),  and  error  handling  procedures  are  automatically  supplied  by  the 
L-B  CWS,  freeing  the  language  designer  to  concentrate  on  the  area  he  is 
responsible  for,  the  semantics  or  meaning  of  the  language.  The  use  of  the 
L-B  CWS  has  greatly  simplified  the  construction  of  the  RSL  translator  and 
provides  for  the  relatively  easy  modification  and  evolution  of  RSL. 

The  use  of  the  L-B  CWS  to  construct  the  RSL  translator  is  shown  in 
Figure  7-6,  which  is  a listing  of  a sample  deck.  The  only  required  modi- 
fication of  this  sample  deck  is  the  substitution  of  an  appropriate  JOB  card 
and  the  substitution  of  the  actual  REVS  Software  Deliverables  File  tape  num- 
ber for  the  mnemonic  designation  of  SDF  on  the  fourth  and  eighth  cards  in 
the  listing. 

The  following  comments  are  keyed  to  the  annotations  on  the  figure. 
Note,  however,  that  familiarity  is  assumed  with  JSL  on  the  ASC  [4]  as  well 
as  the  SMS  [9]  and  PDS  [2]  utilities  used  by  the  run  stream.  Familiarity 
is  also  assumed  with  the  general  construction  of  the  L-B  CWS  and  its  use 
[17,  19]. 

[1]  - Acquire  system  resources.  The  necessary  macros  are 

assumed  to  exist  on  a disk  file. 

[2]  - The  REVPREP  macro  call  causes  standard  REVS  files  to 

be  brought  in  from  the  SDF  and  performs  necessary 
initializations.  The  RSL  translator  input  files  DONNEES 
and  RSLDICT  are  released  as  they  will  be  reconstructed 
by  this  run. 

[3]  - Access  the  SMS  SPL  file  containing  the  source  of  the  L-B 

CWS  and  all  its  input  files.  Also  access  the  NUCLEUS 
file  which  contains  the  pre-defined  RSL  element  types, 
attributes,  and  relationships.  This  file  will  be  used 
in  the  last  step  of  the  run  to  test  the  generated  trans- 
lator and  construct  a baseline  ASSM. 

[4]  - Assign  the  standard  PDL  2 library  file. 

[5]  - Obtain  the  SEMAGEN  program  source,  compile  and  link  edit 

the  program,  name  the  load  module  SEMALMOD. 


7-14 


[1]  //  JOH  P!M-1*-RU|LLi.PTLUJ.GUnTmE« 

//  LIMIT  BANO=700.M1N=30 

//  mACASG  MACROS. U3EPCaT/7W*/>.EvS/MACR0S 

[2]  //  RFVPREP  PEVSFPIUsSOK 
//  PFL  IiONnEES.KSLOICT 

[3]  //  E"  SPL.fOP‘i=P'.>*DKS7  = 3h*0.L»fc.C=25A»RCF*=c:I.R»ND=5n/75/5 
//  Fr>  NUCLcUS»bKSZ=3840.LHEC=!%O.RCFM=Fb.FORS=PS, *AUO=l/S/l 
//  MFw  FILES. LAML=1/NL. EF ID=SUk 

//Fir  SPL.LAML=1 5/NL 
//  FIT  NUCLEUS. LA6L=I6/NL 

E//  mfre 

4]  //  ASO  PLld.  USExCAT/TIA8mi)A/PDS/POL?/LI 3«  Ai Y » USE=SHrt 
5]  //  Sms  Ct'MPILE  = 80 
SO  H.E.8 
SEGIT  sEMAGFN 
//  PFriAME  COMPILE. SfMAGEN 
//  POL  2 1 NPUT  = SE  mAgEN 
//  Lno  LNK'JPr=  (m.A.Y.S.E.LI 
LI*paRY  PLIR 
JnCI  UOE  MAINSS 
//  pfl  semagfn 

//  RFnAm£  SYS.LMOO.SEMALMOO 

[6]  //  SMS  COMpILF=80 
SO  H.t.R 
SEOIT  RSLSYN 

//  PFNAME  COMPILE. KSLSVN 

//  PYGT  INPUT=RSLSYN.QkT= <Z> »SfKSIZF=8000. AuuM;M=20K.GO=SEMAlmOD 
//  KKL  WSLSYN 

[7]  //  SMS  COMPILE  = 80 

SO  rt.E.8 

SEOIT  SYNTGEN 

//  HFNAMf  COMPILE . SYNTGEN 

//  POL?  INMUT=SYNTGkN.COMPSTK=40 

//  LNA  l MKOPr=(M.A,Y.S.E.L) 

LIPPAMY  PLIM 
INCLUDE  MAI  NS  $ 

//  PFL  SYNTGEN 

//  PFNAMf  SYS.LMOO.SYNTLMO0 

[8]  //  P*3T  OPT=(Z)  .ST*SI7E=lE>Oi)0»AOOMEM=20K.OJTdA'JO=d/?0/?.GO=SYNTL'AOD 
//  FO  OONNFE S.POS^mOO 

[9]  //  SMS  COMr>ILF  = 80 

SO  H.E.8 
SFOIT  LMIGEN 
//  MFNAMf  LOMPILE.LFXIGEN 
//  POL?  I NP(JT  = LE  Y I Gt  N 
//  LNK  !.nk:)PT=(M.A.Y,S«E.LI 
l IPPAMY  PL  1 8 

Include  mains* 

//  RFL  Lt'XIOEN 

//  RFNAMf  SYS.LMOO.LEXILMOO 

[10]  //  SMS  C0mpIlF.  = PO 

SO  d.t.R 

SFOIT  NOYALFX 

//  WFNA“t  compile. NOYALEX 

//  PY OT  OPI=(Z)  .STKS17E  = 120l'O.AUOMtM  = ?OK.GD  = LF»lLMOO 
[11]  //  SMS  COMPILE *80 
SO  R.E.R 
SEOIT  COMPGFN 
//  WFNAMF  COmPILc.COMPGEN 
//  POL?  !NPUT=CO APGFN  • 

//  LFR  LNKOPT= (M.a.Y . S ♦ t »LI 
L I MPAxY  PLIH 
INCl.UUF.  MA1NSS 
//  PPL  COMPOFN 
//  fiFNAME  SYS.LMOD.COMPLMOO 


Figure  7-6  Sample  Job  for  RSL  Translator  Construction 
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[12]  //  S“S  compilf=80 

JO  h.t.B 

SFOIT  RSLGLO 

//  RENAME  COMPILE.GLOBAUX  . . 

//  S*>S  C0MPILF=60 

*0  H.E.8 

SFnlT  NOYASYN 

//  BENA-E  COMPILE.NOYASYN 

//  S«S  COMPILE=BO 

SO  B.t'.R  . .... 

SFolT  EPREURS 

[//  RENAME  COMPILE. ERREURS 

13]  //  FO  CI>apILF,8AND=S/.WB.LREC  = 80.BKSZ=;?00[).FORG=PS,RCFM  = FB 
1 4 J //  P*01  OPT=l/) ,STAFIZes8000.ADOMEM=2PK,MEAPSIZt=bOnO.GO=;COMPLHOO 
//  rpnahE  COMPILE. TTRSL 

[15]  //  SMS  COMP ILE=80 
*0  R.F..M 
SFOIT  PROGGFN 
//  Rename  compile. PPOGGEN 
//  POLZ  lNRUT=PROGGfcN 
//  LUE  LN<OPT=<M.A,Y.S.E«L> 

LIBRARY  PL 1 R 
INCl  llOF  MAIN** 

//  PCL  PR0G3EN 

//  PFNAMc  SYS.LmOD.FROGLMOO 

[16]  //  A SO  SPLITPOL.  JStPCAr/nAolMUA/PDS/PASCAL/'SPLITDOL.JSE  = SHR 
//  FO  PUMCn«LPfcC=80.MKSZ=AOOO.RCFM=FH«PANO =1/15/1 
//  PY01  GO=SRLlTol’L.STKSm  = 10000.  INPUT  = TTrSL.CPTIME  = 200 

[17]  //  FITL1H  TTI.IBE 

//  CONFIG  CONE HFAP=3o.CONFBSAP=30»CONF TIME =250 

•RUIlO  PROCESS  TTSYSl 

•INITIAI  I/P  LIBRARY  TTLI8FI 

•LIBRARY  TTt.IPEI 

•OPTIONS  njlistmx 

•AOO  SONS  TTRSLI 

•SWITCH  PUNCH X 

•CATALOG  PROCESS  TTSYSI 

•VEST  TTRSLI ALL) . DECL AP A T 1 0N= U , « 0 ) .HODY=<2.0> « 

[18]  //  POS?  CUNFHEAR=i;0.CONTbSAP=20.CONFTlKE=200.t 
COmRhcAPs.X,,  I 

OOJOPT=NO.OBJPMP»°=1 n.OBJPBSAP=?O.OBJPTIME=l 20. I 

LMKPPT  = NO.LMFTIME  = 70  0.LNKOPT=(M.A,Y.S.E,L) »LSPACE  = 70  «LNKCMO  = OVLYCMOS 
•LIBRARY  REVSLlMl 
•USC  PROCESS  OEVSYS* 

•MERGE  PROCESS  TISYS.LIBRARY=ITLIBE« 

•CATALOG  PROCESS  I 

•SWITCH  «XLNKCM0.L1PRAHY=PEYSLI8« 

[19]  //  Fn  0OnNKES.P0S=NMX 

//  RA-NA-E  SYS.LMOJ.PEVSLMOD 
[20]  //  FY 'IT  GO  = OPIN 

//  KPVSXOT  GO=RFVSLPOO,CBTI«E*900 
[21]  PSL»TND. 

AOOFILt  TRANSPARENT  NUCLEUS. 

FFNO. 

RAD*. 

LIST  RSL  ALL. 

LIST  ALL. 

FEND. 

STOP. 

//  EOJ 

• 


Figure  7-6  Sample  Job  for  RSL  Translator  Construction  (Continued) 
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[6]  - Obtain  the  integrated  description  of  RSL  (RSLSYN), 

execute  the  SEMAGEN  program  using  RSLSYN  as  the  input  file. 

[7]  - Obtain  the  SYNTGEN  program  source,  compile  and  link  edit 

the  program,  name  the  load  module  SYNTLMOD. 

[8]  - Execute  the  SYNTGEN  program.  The  only  input  files  are 

those  constructed  by  SEMAGEN.  Note  that  the  output  file 
DONNEES  must  be  left  positioned  at  the  end  (P0S=M0D)  so 
that  the  next  program  (LEXIGEN)  can  also  write  on  it. 

[9]  - Obtain  the  LEXIGEN  program  source,  compile  and  link  edit 

the  program,  name  the  load  module  LEXILMOD. 

[10]  - . Obtain,  th^  standard  lexical  nucleus  file  NOYALEX  and 

execute  the  LEXIGEN  program. 

[11]  - Obtain  the  COMPGEN  program  source,  compile  and  link  edit 

the  program,  name  the  load  module  COMPLMOD. 

[12]  - Obtain  the  file  of  RSL  global  semantic  actions  (called 

RSLGLO  on  the  SPL,  known  as  GLOBAUX  by  the  L-B  CWS). 

Also  obtain  the  syntax  nucleus  file  NOYASYN  and  the 
standard  error  nucleus  file  ERREURS. 

[13]  - The  program  COMPGEN  constructs  the  generated  translator 

on  the  file  named  COMPILE.  The  FD  insures  that  suffi- 
cient space  is  allocated  for  the  file. 

[14]  - Execute  the  COMPGEN  program,  rename  the  generated  trans- 

lator TTRSL. 

[15]  - Obtain  the  PROGGEN  program  source,  compile  and  link  edit 

the  program,  name  the  load  module  PROGLMOD.  Note  that 
this  program  is  not  executed  in  this  run;  this  sequence 
is  only  included  to  indicate  how  the  load  module  may  be 
constructed.  The  PROGGEN  program  is  useful  in  checking 
out  proposed  syntax  changes  to  the  language  and  in 
building  test  inputs  for  the  translator.  In  actual  use 
the  file  RSLDEF,  a deck  on  this  SPL  which  contains  a 
syntax  description  of  RSL  but  no  semantics,  is  used  in 
place  of  RSLSYN  as  the  input  to  the  SEMAGEN  program, 
which  must  be  run,  along  with  SYNTGEN  and  LEXIGEN,  before 
PROGGEN  can  be  executed.  (See  the  L-B  CWS  User's  Manual 
[17]  for  a discussion  of  the  use  of  PROGGEN.) 

[16]  - Obtain  and  execute  the  SPLITPDL  program  on  the  translator 

file  (TTRSL).  This  program  converts  the  standard  PASCAL 
program  TTRSL  into  a PDS  2 compatible  format. 

[17]  - Execute  the  PDS  2 Configuration  Processor  to  construct 

a PDS  2 process  named  TTSYS  and  a PDS  2 library  named 
TTLIBE. 
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[18]  - Execute  the  PDS  2 system  to  merge  TTSYS  with  the  REVS 

process  REVSYS.  The  commands  on  XXLNKCMO  cause  compi- 
lation and  linkage  editing  of  the  REVS  program. 

[19]  - Reposition  the  file  DONNEES  to  the  beginning  ( PUS-NEW) 

so  that  it  can  be  read  by  the  RSL  translator. 

[20]  - Execute  the  REVS  utility  program  DBIN  to  construct  an 

empty  data  base  (ASSM) . Then  execute  the  constructed 
REVS  load  module  starting  from  this  data  base. 

[21]  - The  RSL  translator  is  used  to  input  the  RSL  NUCLEUS  file, 

then  the  Requirements  Analysis  and  Data  Extraction  Func- 
tion (RADX)  is  usea  to  list  out  the  contents  of  the  ASSM. 

7.3.2  Data  Base  Control  System 

The  Data  Base  Control  System  (DBCS)  is  the  FORTRAN  data  base  system 
used  by  REVS  to  maintain  the  ASSM,  and  is  documented  in  ISDOS  Working  Paper 
number  88  from  the  University  of  Michigan  [15].  The  entire  source  for  the 
DBCS  is  contained  in  the  SMS  program  library  on  file  14  of  the  Software 
Deliverables  File  (SDF)  (see  Section  7.1).  The  NX  compiled  relocatable 
object  library  is  on  file  9 and  the  absolute  utilities  are  in  the  JOBLIB 
on  file  10.  The  JOBLIB  and  object  library  are  automatically  provided  by 
use  of  the  REVSPREP  macro. 

Two  DBCS  utilities  are  used  to  prepare  an  initial  data  base  for  use 
by  REVS.  The  first  utility,  the  Data  Definition  Language  Analyzer  (DDLA), 
translates  the  data  base  schema  (DDL)  into  the  data  base  dictionary,  the  Data 
Base  Table  file  (DBT),  for  subsequent  use  by  the  DBCS.  The  second  utility, 
the  Data  Base  Initialization  (DBIN)  program,  creates  a null  Data  Base  file 
(DB)  based  on  the  DBT  created  by  DDLA.  These  two  files  are  then  used  by 
REVS  to  build  and  maintain  an  ASSM.  The  DB  file  is  FORTRAN  unit  2 and  the 
DBT  file  is  FORTRAN  unit  3.  The  DBIN  program  can  be  executed  on  an  existing 
data  base  in  which  case  it  will  still  create  a null  DB  file  over  the  existing 
file.  The  DBT  is  a read  only  file  for  DBIN  and  REVS  and  is  file  number  8 on 
the  SDF.  The  data  base  on  file  7 of  the  SDF  is  an  ASSM  which  contains  only 
the  RSL  definition  as  documented  in  the  REVS  Users  Manual.  DBIN  can  be  used 
to  generate  a completely  null  data  base. 

The  deck  setup  shown  in  Figure  7-7  illustrates  the  process  of  building 
the  nominal  ASSM  which  is  on  file  7 of  the  SDF.  The  DDL  is  obtained  from 
REVSLIB  (module  XXDDL),  the  utilities  are  in  the  JOBLIB,  REVS  is  the  abso- 
lute program  and  the  RSL  definition  is  on  file  16  of  the  SDF. 
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Figure  7-7  Sample  Job  to  Initialize  ASSM 
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The  deck  setup  shown  in  Figure  7-8  illustrates  the  process  of  building 
a null  recording  data  base  for  the  REVS  post  processor  programs.  The  DDL 
is  obtained  from  REVSLIB  (module  VVDDL),  the  utilities  are  in  the  JOBLIB. 

The  resulting  VV  data  base  (FT10F001)  and  data  base  tables  (FT11F001)  reflect 
those  which  are  on  files  12  and  13,  respectively,  of  the  SDF. 
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//  JOB  DBCS  UTILITIES  TO  INITIALIZE  VV  DATA  BASE 

//  LIMIT  BAND=200,  MIN-15 

//  MACASG  M,  USERCAT/TRW/REVS/MACROS 

//  COM 

//  COM  LOAD  FILES  FROM  SDF  TAPE 
//  COM 

//  REVSPREP  REVSLIB=YES,  REVSEFID=SDF 

//  REL  FT02F001 

//  REL  FT03F001 

//  FD  FT02F001 , BAND=l/30/l,  FORG=DS,  BKSZ=1 6384,  LREC=4096,  RCFM=FB 

//  FD  FT03F001 , BAND-1 /30/1,  BKSZ=3840,  LREC=10000,  RCFM=VBS 

//  COM 

//  COM  EXTRACT  DDL  FROM  REVSLIB 

//  COM 
//  SLMS 

*FETCH  REVSLIB  (VVDDL) ; 

//  RENAME  FT08F001 , DDL 
//  COM 

//  COM  EXECUTE  DDLA  USING  DDL;  CREATE  DBT  ON  FT03F001 
//  COM 

//  FXQT  GO=DDLA,  DATA=DDL 

//  COM 

//  COM  INITIALIZE  VV  DATA  BASE  ON  FT02F001  USING  DBIN 
//  COM 

//  FXQT  GO=DBIN 

//  REL  FTllFOOl 

//  COM 

//  COM  THE  DATA  BASE  AND  DATA  BASE  TABLES  MUST  BE  ON 

//  COM  FORTRAN  UNITS  FTlOFOOl  and  FTllFOOl,  RESPECTIVELY 

//  COM 

//  RENAME  FT02F001 , FTlOFOOl 

//  RENAME  FT03F001 , FTllFOOl 

//  EOJ 


Figure  7-8  Sample  Job  to  Initialize  VV  Data  Base 


8.0  CHANGE  CONSIDERATIONS 


REVS  is  designed  to  be  independent  of  the  definition  of  RSL  where 
possible.  The  degree  of  independence  varies  for  the  different  functions 
which  compose  REVS.  Should  any  changes  be  made  to  the  definition  of  RSL, 
an  evaluation  of  the  dependent  REVS  functions  must  be  made  to  determine  the 
necessary  modification  that  should  be  reflected  in  the  function.  Table  8.1 
summarizes  in  matrix  form  those  functions  which  can  be  Impacted  by  changes 
to  the  RSL  components  labeling  the  rows  of  the  matrix.  The  remainder  of 
this  section  identifies  by  REVS  function  the  concepts  and  keywords  of  RSL 
that  the  function  requires. 

8.1  REVS  EXECUTIVE  CHANGE  CONSIDERATIONS 

The  REVS  Executive  is  not  dependent  on  any  of  the  keywords  or  concepts 
which  define  RSL. 


8.2  RSL  TRANSLATOR  CHANGE  CONSIDERATIONS 

The  following  RSL  names  receive  special  handling  by  the  RSL  Translator. 
If  any  of  them  are  changed  in  extension  mode,  the  translator  code  must  be 
modified  to  reflect  the  change. 


Value  name*': 

BOOLEAN 

ENUMERATION 

NAMED 

NUMERIC 

TEXT 

El ement-type-names : 

ALPHA 

DATA 

ENTITY  CLASS 
ENTITYTYPE 

FILE 

INPUT  INTERFACE 
OUTPUT  INTERFACE 
R NET 

SUBNET 

SYNONYM 

VALIDATION_PATH 

Relation-names: 

EQUATES 

Attribute-names: 

TYPE 
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Table  8.1  RSL  Dependency  of  REVS  Functions 


DEPENDENT  REVS 
sFUNCTION 


INTERACTIVE 
R-NET  GENERATION 


DATA 

EXTRACTOR 


REQUIREMENTS 

ANALYZER 


SIMULATOR 

generation 

(SIMGEN) 


8.3  RNETGEN  CHANGE  CONSIDERATIONS 


The  RNETGEN  software  is  totally  dependent  upon  the  structure  concepts 
as  documented  in  the  REVS  Users  Manual.  It  will  support  the  three  structure 
types,  R_NET , SUBNET,  and  VALIDATION_PATH,  if  their  corresponding  RSL  element 
types  exist  in  the  ASSM.  The  following  node  types  can  be  entered  via  RNETGEN 
if  their  corresponding  RSL  element  types  already  exist  in  the  ASSM. 


Node  Types 


RSL  Element  Type 


INPUT 

OUTPUT 

ALPHA 

OR 

FOR  EACH 

EVENT 

SELECT 

SUBNET 

VALPT 

AND,  TERMINAL,  RETURN 


INPUTJNTERFACE 
OUTPUT  JNTERFACE 
ALPHA 

DATA,  ENTITY_CLASS 

FILE,  ENTITYJYPE,  ENTITY_CLASS 

EVENT 

ENTITYJYPE,  ENT  ITY_CLASS 
SUBNET 

VA1. 1 DAT  1 0N_P0 1 NT 
N/A 


There  are  other  RSL  definitions  which  are  expected  to  have  been  pre- 
viously entered  in  the  ASSM  but  which,  if  absent,  would  not  have  any  sig- 
nificant impact  on  RNETGEN.  These  are  the  relationship  EQUATES,  the  element 
type  SYNONYM,  and  the  attribute  TYPE. 


8.4  RADX  CHANGE  CONSIDERATIONS 

The  data  extraction  portion  of  the  RADX  function  is  dependent  on  the 
structures  of  an  R_NET,  SUBNET,  and  VALIDATIONJATH.  Should  any  changes  be 
made  to  the  types  of  nodes  that  appear  on  these  structures  or  to  the  types 
of  elements  associated  with  the  nodes,  an  assessment  must  be  made  of  RADX 
to  determine  the  effect  of  the  change.  There  is  also  a dependency  on  the 
manner  that  named  attribute-values  are  defined  in  RSL  and  processed  by  the 
RSL  Translator. 

The  static  analysis  portion  of  RADX  is  highly  dependent  on  the  key- 
words used  in  RSL  and  also  on  the  meaning  of  the  keywords.  The  following 
lists  them  according  to  RSL  primitives. 
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Element  Types 

ALPHA 

MESSAGE 

DATA 

OUTPUTJNTERFACE 

ENTITYjCLASS 

R_NET 

ENTITY_TYPE 

SUBNET 

EVENT 

VALIDATION_PATH 

FILE 

VAL I DAT 1 0N_P0 1 NT 

INPUTJNTERFACE 

Relations 

ASSOCIATES 

INCLUDES 

COMPOSES 

INPUTS 

CONNECTS 

MAKES 

CONTAINS 

ORDERS 

CREATES 

OUTPUTS 

DELAYS 

PASSES 

DESTROYS 

SELECTS 

ENABLES 

SETS 

FORMS 

Attributes 

INITIALJ/ALUE 

LOCALITY 

USE 

In  addition  to  the  explicitly  defined  RSL  relations,  RADX  relies  on 
the  implicit  relations  REFERS  and  REFERRED.  A REFERS  relation  exists 
between  an  element  which  has  a structure  and  an  element  that  is  associated 
with  a node  on  the  structure.  The  REFERRED  relation  is  the  complement  of 
REFERS. 

8.5  SIMGEN  CHANGE  CONSIDERATIONS 

The  SIMGEN  function  is  dependent  on  several  RSL  concepts  and  keywords, 
on  the  structure  of  R_NETs  and  SUBNETS,  and  on  the  syntax  of  special  RSL 
statements  which  can  appear  in  ALPHA  models.  The  keywords  for  these  special 


8-4 


MM 


statements  are:  CREATE,  DESTROY,  SELECT,  FOR,  and  ENDFOREACH;  statement 
syntax  is  defined  in  Section  3.5.4. 

The  concepts  and  keywords  that  SIMGEN  requires  are  summarized  below 
by  the  SIMGEN  module  which  needs  them. 

EVENT  TRANSLATION 

CONNECTS 

DATA 

DELAYS 

ENABLES 

EVENT 

INPUTJNTERFACE 

OUTPUTJNTERFACE 

R_NET 

SUBSYSTEM 

ALPHA  TRANSLATION 

ALPHA 

BETA 

CREATES 

DATA 

DESTROYS 

ENTITY_CLASS 

ENTITYJYPE 

FILE 

FORMS 

GAMMA 

INPUTS 

MESSAGE 

OUTPUTS 

RECORDJOUND 

SETS 
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R_NET/ SUBNET  TRANSLATION 

ALPHA 

DATA 

ENTITY_CLASS 

EVENT 

INPUTJNTERFACE 

OUTPUTJNTERFACE 

R_NET 

SUBNET 

VAL IDAT I ON_PO I NT 

VALIDATION  TRANSLATION 

CONTAINS 

DATA 

FILE 

RECORDS 

VALIDATION_POINT 

DATA  TRANSLATION 

ASSOCIATES 

COMPOSES 

CONTAINS 

DATA 

ENTITY_CLASS 

ENTITY_TYPE 

FILE 

INCLUDES 

INITIALJ/ALUE 

INPUTJNTERFACE 

LOCALITY 

MAKES 

MESSAGE 

ORDERS 

OUTPUTJNTERFACE 

PASSES 

RANGE 

TYPE 
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PERFORMANCE_REQU IREMENT  TRANSLATION 

CONSTRAINS 

FILE 

P ER  F ORMANC  E_R  EQU IREMENT 
TEST 

VALIDATION_PATH 
VAL I DAT ION_PO I NT 

8.6  SIMXQT  CHANGE  CONSIDERATIONS 

The  SIMXQT  function  is  currently  independent  of  RSL  concepts  and 
keywords . 

8.7  SIMDA  CHANGE  CONSIDERATIONS 

The  SIMDA  function  is  only  dependent  upon  the  RSL  concepts  and  keyword 
PERFORMANCE_REQU IREMENT. 
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INSTALLATION  AND  MAINTENANCE  PROCEDURES 


This  section  describes  how  to  install  and  maintain  the  many  different 
components  of  REVS  from  the  Software  Deliverable  File  (SDF)  delivered  on 
tape  to  the  ARC.  Included  are  deck  setups  and  corresponding  descriptions 
for  performing  the  following  procedures: 

1)  Create  an  UPDATE  source  file  from  the  delivered  SDF  tape. 

2)  Create  the  RSL  translator  and  its  required  external  input 
files,  RSLDICT  and  DONNEES. 

3)  Construct  the  DBCS  library  which  is  subsequently  used  to 
create  new  load  modules  of  REVS,  VVDBLDR,  and  VV  post- 
processor. 

4)  Construct  a new  REVS  load  module. 

5)  Construct  the  VV  library  (VVLIBE)  and  the  VV  database 
builder  (VVDBLDR). 

6)  Create  null  ASSM  and  VV  database. 

7)  Create  the  RISF  file. 

8)  Construct  the  ASC  JSL  Emulators. 

9)  Construct  the  REVSLIB  library. 

10)  Create  a nominal  ASSM  database. 

There  is  a job  dependency  associated  with  the  jobs  listed  above  as 
presented  by  the  Job  Dependency  Chart  in  Figure  B-l . The  numbers  listed 
along  the  X and  Y axis  in  the  chart  correspond  to  the  jobs  as  listed  above. 
It  should  be  noted  that  job  (1)  above  must  be  run  prior  to  running  any  of 
the  other  jobs  in  the  list. 

The  Software  Deliverable  File  contains  source  in  UPDATE  format  for 
all  REVS  components  required  for  installing  REVS  from  scratch  as  follows: 

• Lecarme-Bochmann  Compiler  Writing  System  (LB-CWS) 

t Data  Base  Control  System  (DBCS) 

# REVS 

0 PASCAL  Compiler,  Library,  Utilities 

0 RISF 
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Figure  B 
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3 4 5 6 7 8 9 ITT 

DEPENDENT  JOBS 


1 Job  Dependency  Chart 
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DDL  for  ASSM  and  VV  data  bases  (XXDDL,  VVDDL) 
SEGLOAD  Overlay  Commands  (OVERLAY) 
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CREATE  UPDATE  SOURCE  FILE  OF  SDF 


The  job  setup  shown  in  Figure  B-2  creates  an  UPDATE  source  file  using 
the  Software  Deliverable  File  (SDF)  as  delivered  on  tape  to  the  ARC.  This 
job  must  be  run  prior  to  running  any  of  the  other  jobs  identified  in  the 
previous  section  since  all  other  jobs  access  the  permanent  file  generated 
by  this  job.  The  job  produces  a complete  UPDATE  listing  of  the  SDF  for 
future  reference. 
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YOUR  NAME 


JOBND,STmFZ.T77,NT1 . CREATE  5DF  FILE 
REQUEST  »NEwPL»°Pr. 

FILE.OLDPL.RT  = X.BT  = I . 

STAGE. OLDPL. VSN=SDFTAPENO. 

COMMENT.  LIST  SDF 

UPDATE, L=F,C=O.F,N. 

COMMENT.  CATALOG  SOF  UNOER  YOURID 

CATALOG'  rtiEWPL. RE YSOEL I VERPL. 10= YOUR  ID. 
7/9/9  CARD 

*LT  SOOOOO 

6/7/8/Q  CARO 


Figure  B-2  Deck  Setup  to  Create  SDF  UPDATE  File 
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CREATE  RSL  TRANSLATOR 

The  RSL  translator  is  constructed  using  the  Lecarme-Bochmann  Compiler 
Writing  System  (L-B  CWS)  as  described  in  Section  7.3.1  of  this  manual. 

Two  files  are  created  during  this  process  (see  Section  7.2.2)  which  are 
subsequently  used  as  input  files  when  executing  the  RSL  translation  function 
within  REVS.  These  files  are  named  RSLDICT  and  DONNEES.  Figure  B-3  pro- 
vides the  deck  setup  used  to  construct  a new  RSL  translator  and  its  corres- 
ponding RSLDICT  and  DONNEES  files.  The  setup  also  provides  for  updating  the 
REVS  source  code  of  the  SDF  with  the  newly  constructed  translator. 
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CREATE  RSL  TRANSLATOR 


Y OUR  NAME 


J0BN0.STMFZ.T77. 

REOUFST.DONNEFS,  <>PF. 

REQUFST, RSLDICT, °PF  . 

COMMENT.  GtT  SDF  FILE 

ATTACH, PL .REVSDEL IVERPL. 10  = YOUR  ID. 

COMMFNT.  UPDATE  CWS  I NPUT /PROGRAM  DECXS 

UPDATE.F,P=PL,N=OLDRL,C=0. 

RETURN, PL. 

COMMFNT.  UPDATED  CWS  PL  IS  ON  FILE  OLDPL 

COMMENT.  OBTAIN  CWS  INPUT  FILES  FROM  olopl 

UPDATE f Q.0,8.C=RSLSYN.L=1 . 

UPDATE  ,Q.0,8«C=GL0HAUX»L=1 . 

UPOATE.O.D«8.C=NDYALFX,L=1 . 

UPDATE»Q,D»8»C=NDYASYN»L=1 . 

UPDATE  ,Q,0«8»C  = t"RREUHS»L  = l • 

COMMFNT.  OP  TAIN  CWS  RPOGWAM  FILES  FROM  OLOPL 

UPDATE iO.D.8.C  = SEMA.L  = 1 . 

UPDATE. Q,Dt 8, C=SYNr,L=l . 

UPDATE.0,D,8.C  = LEXI * L = 1 . 

UPDATE.0.D.8.C  = CDMP,L=1  . 

RETURN, OLOPL. 

RFL.FOOOO. 

comment.  attach  pascal  compilep/l irrary 

ATT  ACH.PL  IS.  PA  SC  ALL  I HR  ARY  , IU  = SYSll>. 

LI PR ARY, PL  IB. 

COMMENT.  compile  AND  EXECUTE  semagen  program 

PASCAL .SFMA.OUTPJT.SEMA GEN. 

SEMAfiFN. RSLS^N. 

COMMENT.  COMPILE  AND  EXECUTE  SYNTGEN  PROGRAM 

P ASC AL. S YNT. OUTPUT, SYNTGEN. 

SYNTGEN. 

COMMFNT.  COMPILE  AND  EXECUTE  LFXJGFN  PROGRAM 

PASCAL. LEX  I .OUTPUT .LEX  I GEN. 

LEXIGEN. 

COMMFNT.  COMPILE  ANO  EXECUTE  COMPGFN  PROGRAM 

PASCAL .COMP, OUT PUT .COMPGEN. 

COMPGEN. 

COMMFNT.  RSL  TPANSLATOH  SOURCE  IS  ON  FILE  COMPILE 

REWIND. COMPILE. 

REDUCE. S, 

COMMFNT.  CATALOG  NEW  OONNEES  AND  RSLDICT  FILES 

CATAi.OG.OONNEES,  YOURNAMEFORDONNEES.  ID=YOURI  D. 

CATALOG. RSLDICT, YOUR N AMEFORR SL D I C T , I D = YOUR  ID. 

COMMFNT.  GET  SDF  FILE 

ATTACH, OLOPL. RE VSOEl TVERPL,IDrY0URIO. 

REOUF ST , NEW » *PF . 

COMMFNT.  PURGE  EXISTING  CJMOECK  TTRSL 

UPOATF ,N=OLO,L=AI 2,C=0. 

COMMENT.  ADD  NEW  COMDECK • TTRSL 

UPOATE.E,P  = OLD,NsNF  W,L  = Ali?,t  = n. 

COMMENT.  CATALOG  REVS  COC  PL  WITH  UPDATFO  RSL  TRANSLATOR 

CATAIOG.NFW.REVSDELI VERPL, I D= YOUR  10. 


Figure  B-3  Deck  Setup  for  Creating  the  RSL  Translator 
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7/8/9  CARD 


•IDENT  Y0U9M00S 

*/  PUT  ANY  MODS  TO  LWS  PROGRAMS  OR  INPUT  FIlFS  HERE 
•IDENT  LMINUS 

*/  These  mods  turn  off  the  pascal  compile  listing  for  all  cws  programs 

*1  COMPGEN. 1 
<*tL-  *> 

•I  LFXIGEN. 1 
(*SL-  *> 

•I  PPOGGRN.l 
<*$L-  *) 

•I  SFMAGEN.l 
(*SL-  *> 

•I  SYNTGFN.l 
<*SL-  *> 

7/8/9  CARO 

*/  RSLSYN  CONTAINS  THE  SYNTACTIC  DEFINITION  OF  RSL 
•COMPILF  RSLSYN 

7/8/9  CARD 

•/  RSLGLO  CONTAINS  THE  SEMANTIC  ROUTINES  FOR  RSL 
*/  This  FILE  IS  KNOWN  AS  GLOBAUX  BY  THE  CHS 
•COMPRF  RSLGLO 

7/8/9  CARD 

*/  NOYALEX  CONTAINS  THE  STANDARD  PARTS  OF  THE  LEXICAL  ANALYZER 
•COMPILE  NOYALEX 

7/8/9  CARD 

*/  NOYASYN  CONTAINS  THE  STANDARD  PARTS  OF  THE  SYNTACTIC  ANALY/ER 
•COMPILE  NOYASYN 

7/8/9  CARD 

*/  ERREURS  CONTAINS  THE  sTANQAPD  PARTS  OF  THE  ERROR  TREATMENT 
•COMPILE  ERREURS 

7/8/9  CARD 

•/  SFMAGEN  READS  THE  RSLSYN  FILE 
•COMPILE  SEMAGEN 

7/8/9  CARD 

*/  SYNTGfN  GENERATES  THE  SYNTACTIC  ANALYZER  FOR  RSL 
•COMPILE  SYNTGEN 

7/8/9  CARD 

*/  LFXIGEN  GENERATES  THE  LEXICAL  ANALYZER  FOR  RSL 
•COMPILF  LEXIGEN 

7/8/9  CARD 

•/  COMPGEN  COMBINES  ALL  PARTS  OF  THE  GENERATED  RSL  TRANSLATOR 
•COMPILE  COMPGEN 

7/8/9  CARD 

*/  PURGE  THE  OLD  COMOECK  TTRSL  AND  THE  IDENT  TTRSL 
•PURGE  TTRSL 
•PURDECK  TTRSL 

7/3/9  CARD 

*/  READ  IN  THE  NEW  COMDECK  TTRSL 
•AOOFILF  INPUT. TESTER 
•COMOECK  TTRSL 
•READ  COMPILE 

7/8/9  CARD 
G/7/8/9  CARD 

Figure  B-3  Deck  Setup  for  Creating  the  RSL  Translator  (Continued) 
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CONSTRUCT  DBCS  LIBRARY 


The  Data  Base  Control  System  (DBCS)  used  to  maintain  the  ASSM  (see 
Section  7.3.2)  must  be  constructed  in  library  format  to  be  used  in  con- 
structing load  modules  of  REVS,  VV  data  base  builder,  and  Simulator  post- 
processor. One  of  several  different  versions  of  DBCS  can  be  generated  by 
means  of  DEFINE  parameters  selected  during  the  UPDATE  process.  These 
DEFINE  parameters  provide  for  data  base  pages  to  reside  either  in  LCM, 
SCM,  or  both  and  to  invoke  optimization  capabilities  for  improving  cp 
run  time.  Following  is  a list  of  the  allowable  combinations  of  DEFINE 
parameters  and  a description  of  the  resulting  DBCS: 

DBCS  Description 

- optimized  version  of  DBCS  with 
data  base  pages  residing  in  LCM 
only  (NOMINAL) 

- optimized  version  of  DBCS  with  data 
base  pages  residing  both  in  LCM  and 
SCM. 

- optimized  version  of  DBCS  with  data 
base  pages  residing  in  SCM  only. 

- unoptimized  version  of  DBCS  with 
data  base  pages  residing  in  LCM 
only. 

- unoptimized  version  of  DBCS  with 
data  base  pages  residing  both  in 
LCM  and  SCM. 

- unoptimized  version  of  DBCS  with 
data  base  pages  residing  in  SCM 
only  (stock  version). 

Figure  B-4  presents  the  deck  setup  for  creating  the  nominal  DBCS 
library,  i.e.,  optimized  version  with  data  base  pages  residing  in  LCM 
only.  The  setup  also  provides  for  constructing  new  load  modules  for 
the  data  base  utility  programs,  DDLA,  DBIN,  and  DBUT1 . These  utilities 
are  used  in  defining,  initializing,  and  dumping  data  bases  (see  Section 
7.3.2). 


DEFINE  Parameters 

(1)  LCM,  OPTIMIZE 

(2)  LCMSCM , OPTIMIZE 

(3)  OPTIMIZE 

(4)  LCM 

(5)  LCMSCM 

(6)  no  parameters 
specified 
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JO0NO.STMFZ.T77.  CREATE  DBCS  LIBRARY  YOUR  NAME 

REQUEST. NE.DRCS. »PF. 

COMMENT.  GET  SDF  FILE 

ATTACM.OLDPL.REVSDELIVEKPL. i d = your  id. 

UPDATE.  .Q,L=1  A. 

COMMENT  COMPILE  DBCS  SOURCE 

FTN.  I. 

COMMENT.  CREATE  TEMPORARY  LIBRARY 

LIBEDT. 

LIBRARY, DBCS. 

COMMENT.  CONSTRUCT  DB IN  LOAD  MODULE 

L1RLOAD.DBCS.OBIN. 

SLOAD.DBCS/NOMINL.NOMINL. 

SLOAD.DMCS/PICE.PIC?. 

NOGOR 1 . OP  I N . 

COMMENT.  CONSTRUCT  DBUT1  LOAD  MODULE 

LIBLOAD.DBCS.DBUTl . 

SLOAD.DBCS/NOMINL.NOMINL. 

SLOAD.DBCS/PICE.PIC2, 

NOGO  «F?.OBUTl . 

COMMENT.  CONSTRUCT  DDLA  LOAD  MODULE 

LIBLOAD.DBCS.DDLA. 

SLOAD.DBCS/NOMINL.NOMINL. 

NOGO.F3.DDLA. 

COMMENT.  ADO  LOAD  MODULES  TO  DBCS  LIBRARY 

LIHEOT. 

CATALOG.NErfDHCS.RE VSDBCSLIBE. ID=YOURIO. 

7/8/9  CARO 

•ID  TEMP 

*DF  LCM, OPTIMIZE 

•C  MISS$S$,0«UT1 .CTO  I , BLKF 1 X , uL KPR02. CLOSE  MS . I N I TS . LLEF T .LLEF T I 
*C  LRI3HT.LRIGHI  , LSPOVE  . SSMOVE  , LSCOMP,  BL.KPR32  . eLKRR6<, 

•C  BLKPRiee.BLKPR100.BLKPP?OO.LrfPAGF,LCM8CM,CM2LCM 
7/8/9  CARD 

LIBRARY(DBCS.NEW=4Q00» 

RErflND(LGO) 

ADD  < • . LGO  > 

FINISH. 

ENDPUN. 

7/8/9  CARD 
LIBRARYIPBCS.OLDI 
DELE  TE (Ob  In  I 
DELETE (0BUT1) 

DELETE (DDLA) 

DELETE (DBINSB) 

DELETE (DDLASB) 

DELETE (DBUTSBI 
REWIND (F 1 ) 

REWIND (F2 ) 

REWIND (F3) 

ADD  I ® . F 1 ) 

AOD(«>.F?> 

ADD ( • . F3 ) 

FINISH. 

LIBRARY  (NErfDBCS.NF. W = 4 000) 

OLDL 1 B ( OBCS  > 

FINISH. 

ENDRUN. 

6/7/B/9  CARD 


Figure  B-4  Deck  Setup  for  Constructing  DBCS  Library 
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CONSTRUCT  REVS  LOAD  MODULE 


The  deck  setup  to  compile  the  entire  REVS  program  and  construct  a 
new  REVS  load  module  is  presented  in  Figure  B-5.  The  same  deck  setup  may 
be  used  for  compilation  of  selective  REVS  functions  to  create  updated  ver- 
sions of  the  load  module.  This  is  accomplished  by  inserting  an  ATTACH  card 
at  the  appropriate  place  in  the  deck  (see  COMMENT  cards  in  Figure  B-5)  for 
a previously  saved  version  of  REVSLGO . Inputs  to  the  second  UPDATE  must 
be  provided  accordingly.  The  following  table  lists  available  DEFINF 
parameters  for  selective  compilation  of  REVS. 


DEFINE  NAME 

SOURCE  CODE  TO  BE  COMPILED 

AAPROC 

All  ASSM  ACCESS  Procedures 

CCNET 

All  CALCOMP  plotting  procedures 

QQRADX 

QQRADX  procedure  only 

RADX 

RADX  and  all  lower  level  procedures 

RNETGEN 

RNETGEN  and  all  lower  level  procedures 

RSL 

RSL  procedure  only 

RSLXTND 

RSLXTND  procedure  only 

TTRSL 

TTRSL  and  all  lower  level  procedures 

SIMDA 

SIMDA  and  all  lower  level  procedures 

SIMGEN 

SIMGEN  and  all  lower  level  procedures 

SIMXQT 

SIMXQT  and  all  lower  level  procedures 

TESTER 

TESTER  and  all  lower  level  procedures 

XXREVS 

All  XX  procedures 

To  compile  all  of  REVS,  the  user  must  provide  all  of  the  *DEFINE  names 
given  above. 
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J08N0.STMFZ.T777.  CREATE  REVS  LOAO  MOOJLE  YOUR  NAME 

COMMENT.  GET  PASCAL  LIBRARY  FROM  SYSTEM 

ATTACH, PL  IB, PA SC ALL IBRARY, IU=SYSID. 

COMMENT.  GET  DBCS  LIBRARY 

ATTACH, DBCS. REVS OBCSLIBE,ID=YOURID. 

COMMENT.  GET  ANAGRAPH  LIBRARY 

ATTACH, ARCL IB, ID=PRDLIB. 

COMMENT.  GET  SDF  FILE 

ATTACH, OLDPL.REVSDELIVERPL»ID=YOUR ID. 

L IBRARY, DBCS, PL  IB, ARCL IB. 

COMMENT.  GET  AND  COMPILE  FORTRAN  SOURCE 

UPDATE, 0,L=1A. 

FTN, I,L=0,B=REVSFTN. 

COMMENT.  GET  AND  COMPILE  PASCAL  SOURCE 

RETURN, COMPILE. 

UPO ATE  ,0,L  = 1A. 

RFL, 1 10000. 

PASCAL. COMPILE, ROUT. 

REDUCE. 

COMMENT.  DISPLAY  PASCAL  COMPILE  ERRORS,  IF  ANY 

F I NERR , ROUT . 

COMMENT.  INSERT  CARD  HERt  TO  ATTACH  PREVIOUSLY  CATALOGGED 

COMMENT.  VERSION  OF  PEVSLGO,  IF  APPLICABLE 

REQUEST, NEWLGO. »PF. 

REMIND. LGO.REVSLGO. 

COMMENT.  MERGE  NEW  LGO  WITH  OLD  LGO.  IF  APPLICABLE 

MERGEL.REVSLGO.LGO.NEWLGO, 

RETURN, REVSLGO. 

COMMFNT.  SAVE  NEWLGO  FOR  FUTURE  USE 

CAT ALOG.NEWLGO. REVSLGO. 10= YOUR  ID. 

COMMENT.  COPY  PIC200  TO  SEQUENTIAL  FILE 

LIBEDT. 

REQUEST, REVS ARS.oPF. 

COMMENT.  GET  SEQLOAO  OVERLAY  COMMANDS 

UPDATE. Q.L=1 A, C=OVLYCMD. 

COMMENT.  CONSTRUCT  REVS  LOAD  MODULE 

SEQLOAO. I =OVLYCMD.B=RE VS ABS. 
LDSET,ERR=NONE,MAP=/REVSMAP,PHESET=7ERO. 

LOAD.REVSFTN. 

LOAD , DBCSP 1C, 

LOAO, NEWLGO. 

NOGO. 

CATALOG.REVSAHS.REVSABS, I D = YOUR  ID. 

7/B/9  CARD 

*10  TEMP 
•C  REVSFTN 

7/8/9  CARO 

•ID  TEMP 

*DF  AAPROC,CCNET,QQRAOX,RAOX,RNETGEN.RSL»TTRSL»RSLXTND 
•DF  SIMDA.SIMXQT .SIMOEN, Tt STER, XXREVS 
*/  PUT  ANY  MOOS  TO  REVS  FUNCTIONS  HERE 
*C  OPTIONS, REVS 

7/8/9  CARO 
LIBRARY (DBCS. OLD) 

PCOPY(PIC200.DBCSPIC) 

FINISH. 

ENDHUN. 

7/8/9  CARD 

•ID  TEMP 
•C  OVERLAY 

6/7/fl/9  CARD 


Figure  B-5  Deck  Setup  for  Constructing  REVS  Load  Module 
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CONSTRUCT  VV  LIBRARY 


The  deck  setup  presented  in  Figure  B-6  is  used  to  build  a new  VV 
library  (VVLIBE).  The  generated  library  is  then  used  to  construct  a 
load  module  of  the  VV  data  base  builder  (VVDBLDR) . The  VV  library  is  also 
later  used  in  constructing  a load  module  of  the  VV  post-processor.  The 
latter  is  an  automated  process  which  occurs  during  the  execution  of  REVS. 
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J0BNO.STMFZ.T77.  CREATE  VVL I HE  .VVDBLOR  YOUR  NAME 

REQUEST. VVOBLDR.^PF. 

REQUEST.  VVLIBE. «=>F. 

COMMENT.  GET  SOF  file 

attach.oldpl.revsoeliverpl. io= your  in. 

COMMENT.  Gfc T AND  COMPILE  FORTRAN  SOURCE  FDR  VVLIBE 

UPDATE. Q.L=1 A. 

FTN.T.L=0.8=VVFTN, 

RETURN. COMPILE. 

COMMFNT.  GET  PASCAL  AND  DHCS  LIBRARIES 

ATTACH.PLIB.PASCALLIBRARY. IO=SYSIO. 

ATTACH.ORCS.REVSOHCSL I HE . 1 0 = YOUR  I D . 

LIBRARY. PLI8. 

COMMFNT.  GET  AND  COMPILE  PASCAL  SOURCE  FOR  VVLIBE 

UPDATE. 0.L=1A. 

PASCAL .COMPILE . V VOUT . 

COMMFNT.  DISPLAY  PASCAL  ERRORS,  IF  ANY 
RESET, VVOUT. 

FINEPR.VVOUT. 

COMMFNT.  CONSTRUCT  VV  L I HR ARY 

LIHEDT. 

RETURN.COMPILt.L^O. VVOUT. 

COMMENT.  GET  AND  COMPILE  VVDBLOR 

UPDATE. Q.L=1 A. 

PASCAL. COMPILE. VVOUT . 

COMMFNT.  DISPLAY  PASCAL  ERRORS,  IE  ANY 

RESET. VVOUT. 

FINFRW. VVOUT. 

COMMENT.  CONSTRUCT  VVDrtLUR  LOAD  MODULE 

liprary.vvlibf.drcs.pl  IB. 

LIPLOAD,  VVLlHE.FWbLOR. 

SL0AO, VVLIBE /NOMTNL.NOM I NL . 

SL0A0.DHCS/PIC3P.PIC1P. 

LOAO.LGO. 

NOGO. VVDBLOR. 

CATALOG. VVDBLOR. VVOHLDR. ID=YOuWID. 

CATAl  OG.VVLIHE.WLIPE.  ID  = YOORID. 


7/B/9 

CARD 

•ID  TEMP 

*C  WF  TN 

7/0/9 

CARO 

•ID  TEMP 

*C  VVEXEC 

7/0/9 

CARO 

LIBRARY (VVLIBE ,NEW= 

2000) 

REWlNlHVVFTN) 

ADD ( * . VVF  TN) 

REWlNP(LGO) 

ADD ( * » LGO ) 

FINISH. 

ENDRUN. 

7/9/9  CARO 

•ID  TEMP 
*C  VVDBLOR 

S/7/8/9  CARO 

Figure  B-6  Deck  Setup  for  Creating  VV  Library 
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CREATE  NULL  DATA  BASES 


The  deck  setup  shown  in  Figure  B-7  is  used  to  create  both  a null 
ASSM  data  base  and  a null  VV  recording  data  base  (see  Section  7.3.2). 
These  data  bases  and  their  corresponding  data  base  tables  are  catalogued 
for  use  by  subsequent  installation  and  execution  jobs  of  REVS. 
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JOBNO,STMFZ»T77.  CREATE  ASSM  AND  VV  DATABASES  YOUR  NAME 
REQUEST, TAPE2,*PF. 

REQUEST, TAPE3,*PF. 

REQUEST, TAPE10»*PE. 

REQUFST , T APE  1 1 »»PF. 

COMMENT.  GET  SDF  FILE 

ATTArH,OLOPL»REVSDELI VERPL , ID= YOURID. 

COMMFNT.  GET  DbCS  UTILITIES 

attach,obcs*revsdbcslibe,id=yourid. 

LIBRARY, DBCS. 

COMMENT.  GET  DDL  FOR  ASSM  DATABASE 

UPDATE»Q,L=1A,D,B,C=DDL. 

DDLA.DDL. 

DRIN. 

CATALOG, T APE2, ASSMDB, ID  = YOUR  ID. 

CATALOG, TAPE3,ASSMDBT, 10  = YOUR  ID. 

RETURN, DDL. 

COMMFNT.  GET  DDL  FOR  VV  DATABASE 

UPDATE *Q.L=1 A ,D,9,C=00L. 

ODLA , DDL,, TAPE  11. 

DBIN,TAPE10,TAPE1 1 . 

CATALOG, T APE  1 O.VVDB, ID=YOURID. 

CATAL0G,TAPE1 1 ,VVDBT, ID=Y0URIU. 

7/8/9  CARD 

*10  TEMP 
•C  XXDDL 

7/8/9  CARD 

*10  TEMP 


*C  VVDDL 

6/ 7/8/9 

CARD 

Figure  B-7  Deck  Setup  for  Creating  Null  REVS  Data  Base 
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CREATE  RISF  FILE 


The  deck  setup  given  in  Figure  B-8  is  used  to  generate  the  Require- 
ments Independent  Source  File  (see  Section  7.2.3)  which  is  used  during  the 
execution  of  the  SIMGEN  function  in  REVS. 
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J08N0.STMFZ.T77,  CREATE  RISF  YOUR  NAMF 

REQUEST, RISF,*PF. 

COMMENT.  SET  SDF  FILE 

ATTACH,OLDPL.REVSDELIVERPL.ID=YOURIO. 

upoate.o.l=ia,d.p.c=risf, 

CATALOG, RISE, RISp.ID=YOU RID. 

7/8/9  CARD 

♦ID  TEMP 


*C  GGRISF 

6/7/8Z9 

CARD 

Figure  B-8  Deck  Setup  to  Create  RISF 
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CONSTRUCT  JSL  EMULATOR  LOAD  MODULE 


The  deck  setup  given  in  Figure  B-9  is  used  to  assemble  and  construct 
the  load  module  for  the  JSL  emulators.  The  generated  load  module  is 
catalogued  for  subsequent  inclusion  in  the  REVSLIB  library,  see  following 
paragraph. 
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J0BN0.STMFZ.T77.  CREATE  JSL  EMULATORS  YOUR  NAME 

COMMENT.  GET  SDF  FlLfc 

attach.oldpl.revsdeliverpl, 10= your  in. 

COMMENT,  GET  AND  ASSEMBLE  EMULATOR  SOJRCE 

UPDATE. 0. 

COMPASS. D,S=SYSTEXT,S=LDRTEXT,S=PFMTEXT. I. 

COMMENT . CONSTRUCT  JSL  EMULATORS  LOAD  MODULE 

LOAD.LGO. 

NOGO.EMULATR.REVSPRE .RE VSXQT . S I MRUIL . S IMRUN. TEST RUN. S I MLOAD . S I MSA VE . 
RFQUFST.REVSMAC,*PE . 

LIBEDT. 

CATALOG, RE VSM AC, I D= YOUR  ID. 

7/B/9  CARD 

* ID  TEMP 
*C  REVSMAC 

7/S/9  CARD 
LIBRARY(REVSMAC.NEm) 

REMIND (EMULATR) 

REPLACE  <*,EMULATR> 

FINISH. 

6/ 7/8/9  CARD 


Figure  B-9  Deck  Setup  for  Constructing  JSL  Emulator  Load  Module 

B-21 


Revision  A 


CONSTRUCT  REVSLIB 


The  deck  setup  given  in  Figure  B-10  provides  for  the  construction  of 
a library  called  REVSLIB  which  is  a consolidation  of  the  previously 
generated  libraries,  DECS  and  VVLIBE.  It  will  also  contain  the  JSL 
emulators  described  in  the  previous  paragraph.  REVSLIB  is  subsequently 
used  in  the  REVS  execution  deck  setup  as  indicated  in  the  following  paragraph. 


CREATE  REVSLIB 


YOUR  NAME 


J08NO.  STMFZ.T77. 

REQUEST  »REVSLIB»*PF. 

COMMFNT.  GET  DBCS  ANO  VVLIBE  AND  JSL  EMULATORS 

ATTACH.DBCS.REVSOBCSLIBE, ID=YOUKIO. 

ATTACH, VVLIBE* VVLIBE. ID=YOURlU, 
ATTACH,REVSMAC,ID=YOURID. 

COMMFNT.  CONSTRUCT  REVSLIB  LIBRARY 

LIREDT. 

CATALOG.REVSLIB,REVSLIB,ID=YOURID. 

7/R/9  CARO 
LIBRARY (REVSLIB. NEW=A000) 

OLDLIB (DBCS) 

REPLACE (*,REVSMAC) 

REPLACE  <*. VVLIBE. LIB) 

FINISH. 

ENORMN. 

6/7/B/R  CARL) 


Figure  B-10  Deck  Setup  to  Construct  REVSLIB 
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CREATE  NOMINAL  ASSM 


The  deck  setup  shown  in  Figure  B-11  is  the  nominal  deck  setup  for 
executing  REVS,  with  the  exception  of  the  cards  indicated.  These  additional 
cards  were  inserted  in  order  to  access  a null  ASSM,  since  the  nominal  ASSM 
(RSL  nucleus)  does  not  as  yet,  exist.  RSL  inputs  for  defining  the  ASSM 
nucleus  are  retrieved  from  the  SDF  file  via  an  UPDATE  step,  as  indicated. 

The  resulting  data  base  on  file  TAPE2  is  catalogued  for  future  REVS  executions. 
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JOBNOt  STMF Z • T77 • CREATE  NOMINAL  ASSM  YOUR  NAME 

ATTACH, RE VSL IB, 10= YOUR ID. 

COMMENT.  6ET  PASCAL  LIBRARY 

attach,plih.pascallibrary» IO=SYSIO. 

LIBRARY, REVSLIB.OLIB. 

COMMENT.  PERFORM  REVSPREP  MACHO 

REVSORE. 

COMMENT.  GET  NULL  DATABASE.  THE  FOLLOWING  FIVE  CARDS 

COMMENT.  SHOULD  BE  REMOVtD  FOR  NOMINAL  REVS  EXECUTION. 

RETUPN,TAPE2. 

REQUEST, TAPE?, *PF. 

GETPF,TAPE2»ASSM0B,ID=Y0URin. 

ATTACH, OLDPL * RE VS DtLIVERPL»ID=YOURID« 

UP0ATE,Q»L=1A,D,°,C= NUCLEUS. 

EXIT.U. 

REVSXQT. 

CATALOG,  TAPE?,  ASSMOHRSLN'JCLEUS,  ID=Y0URID. 

7/9/9  CARD 

♦ID  TEMP 

*/  THIS  INPUT  SECTION  ALONG  WITH  CORRESPONDING  UPDATE 
♦/  COMMAND  SHOULD  BE  REMOVED  FOR  NOMINAL  REVS  EXECUTION 
*C  NUCLEUS 

7/8/9  CARD 

RSLXTNO. 

ADOFILE  NUCLEUS. 

STOP. 

6/7/B/9  CARD 


Figure  B-ll  Deck  Setup 


for  Creating  Nominal  ASSM 


B-25 


Revision  A 


